July 2023

MTA - NEW YORK CITY TRANSIT
3 Stone Street
New YORK, N.Y. 10004
BID RECEPTION DESK
WWW.MTA.INFO/NYCT/PROCURE/NYCTPROC.HTM

THIS PACKAGE CONTAINS THE QUALIFIED PRODUCTS LIST (QPL) ITEMS FOR THE BELOW STATED
PROCUREMENT UNIT WHICH INCLUDES THE NYCT STOCK NUMBER, ITEM DESCRIPTIONS, AND ESTIMATED
USAGE.

QUALIFIED PRODUCTS LIST
(QPL)

Bus Parts

PROCUREMENT UNIT: 400

Bus Parts: Items including, but are not limited to, the following:

Brake lining, undercarriage, wheels, muffler & exhaust system, front & rear parts, steering & related parts, cooling & heating, system, fuel injection, transmission, windows & bus body
parts.




PROG- I D :

JSBYRALL

COMMODI

TY

QUALI FI ED PRODUCTS LI STI NG

MANAGEMENT

SYSTEM

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

BEARI NG .8750" X 1.8750" X 5.000",
SI NGLE ROW RADI AL, PLAIN, WTH TWO
SHI ELDS, EXTRA LI GHT, RETAI NER TYPE

560667
S9- KDD

CURRENT VERSI ON :

1.10.00

ADAPTER, FILL, FOR 2 1/2 LB FIRE
EXTI NGUI SHER

ADAPTER, FILL, FOR 20 LB AND 10 LB
FI RE EXTI NGUI SHER

CHAI'N, NYLON FOR RING PI'N, USED ON ALL
SI ZED FI RE EXTI NGUI SHERS

GAUGE, FOR 195 PSI, FOR USE WTH 2-1/2
LB AND 6 LB FI RE EXTI NGUI SHERS

GAUGE, FOR 195 PSI, FOR USE WTH 10 LB
AND 20 LB FI RE EXTI NGUI SHERS

HOSE AND ALUM NUM HORN ASSEMBLY, FOR
USE WTH 10 LB FI RE EXTI NGJI SHER

HOSE AND HORN ASSEMBLY, FOR USE W TH
6 LB FI RE EXTI NGUI SHERE

HOSE AND HORN ASSEMBLY, FOR USE W TH
20 LB FI RE EXTI NGUI SHER

HOSE AND HORN ASSEMBLY, FOR USE W TH
10 LB FI RE EXTI NGUJI SHER



USER-I D : EVS NEW YORK CI TY TRAN
PROG- | D : JSBYRALL coMMODI TY MANAGE

I TY DATE 07/10/2023 PAGE : 248
M CURRENT VERSION : 1.10.00

2w
m—

QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

STOCK NO LONG DESCRI PTI ON MFG NAME MFG PART NO USE PY1 USE YTD

59-10-7730 HANCGER LOOP, WTH SCREW USED ONLY FOR AMEREX CORP. 15363 0 0
20 LB FI RE EXTI NGUI SHER

59-10-7805 NOZZLE, FOR 2-1/2 LB FI RE EXTI NGU SHER AMEREX CORP 1926 0 0

59-10-8550 O RING COLLAR, FOR 20 LB FIRE AMEREX CORP. 5240 0 0
EXTI NGUI SHER

59-10-8660 O RING HOSE GASKET, USED ONLY W TH AMEREX CORP. 6978 0 0

20 LB FI RE EXTI NGUI SHER

59-10-8820 VALVE STEM O RING, FOR USE WTH 2-1/2 AMEREX CORP. 5235 0 0
LB FI R EXTI NGUJI SHER

59-10-8824 HOSE GASKET O RING USED ONLY WTH 6 LB AMEREX CORP. 1532 0 0
FI RE EXTI NGUI SHERS

59-10-8920 DOMTUBE AND RETAI NER ASSEMBLY, FOR USE  AMEREX CORP. 1075 0 0
W TH 2-1/2 LB FI RE EXTI NGUI SHER

59-10-8936 O RING COLLAR FOR 2-1/2 LB FIRE AMEREX CORP. 5241 0 0
EXTI NGUI SHER
59-10-8987 DOMTUBE AND RETAI NER ASSEMBLY, USED AMEREX CORP. 1667 0 0

ONLY WTH THE 20 LB FI RE EXTI NGJI SHER

59-10-8988 DOMTUBE AND ALUM NUM RETAI NER ASSEMBLY  AMEREX CORP. 1519 0 0
FOR USE W TH 10KB FI RE EXTI NGU SHER

59-10-8989 DOMTUBE AND RETAI NER ASSEMBLY, USED AMEREX CORP. 3397 0 0
ONLY WTH THE 6 LB FI RE EXTI NGUI SHER



USER-I D :
PROG- I D :

DATE 07/10/2023 PAGE : 249
CURRENT VERSION : 1.10.00

USE PY1 USE YTD

EVS NEW YORK CITY TRANSI T AUTHORI TY
JSBYRALL coMmMoblI TY MANAGEMENT SYSTEM
QUALI FI ED PRODUCTS LI STI NG
SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT
LONG DESCRI PTI ON MFG NAME MFG PART NO
LOCK WRE SEAL, TO BE USED ON ALL SIZE AMEREX CORP 1387
FI RE EXTI NGUI SHERS
SPRI NG FOR 2-1/2 LB FI RE EXTI NGUI SHER AMEREX CORP 1074
SPRING FOR 20 LB AND 10 LB FIRE AMEREX CORP 0383
EXTI NGUI SHERS
STRAP AND HOSE CLI P ASSEMBLY, FOR 6 LB AMEREX CORP 15747
FI RE EXTI NGUI SHER
CLI P, STRAP AND HOSE, USED ONLY FOR THE  AMEREX CORP 14778
20 LB FI RE EXTI NGUI SHERS
VALVE STEM ASSEMBLY, FOR USE WTH 2-1/2 AMEREX CORP 6092
LB FI RE EXTI NGUI SHER
VALVE ASSEMBLY, FOR USE WTH 2-1/2 LB AMEREX CORP 11823
AND 6 B FI RE EXTI NGUI SHES ONLY
VALVE STEM ASSEMBLY, FOR USE WTH 10 LB  AMEREX CORP 6093
AND 20 LB FI RE EXTI NGUI SHERS ONLY
VALVE ASSEMBLY, FOR USE WTH 10 LB AND AMEREX CORP 11952

20 LB FI RE EXTI NGUI SHERS

59-50- 2705

MAT, RUBBER, | NSULATI NG 36" WDE X 22'
LONG W TH A TOLERANCE I N LENGTH OF (-0
I NCHES TO + 24 | NCHES), TO BE
MANUFACTURED | N ACCORDANCE W TH NYCT
STANDARD SPECI FI CATI ON FOR TRACK AND
STRUCTURES MATERI ALS SECTI ON 31 LATEST
EDI TI ON NOTE: DELI VERI ES TO STOREROOMS
#28, 62, 67 & 69 SHALL BE MADE ON OPEN
TOP EQUI PMENT ON TUESDAYS, WEDNESDAYS
AND OR THURSDAYS BETWEEN 8: 00 AM AND
3: 00 PM ONLY

Bl LTRI TE CORPORATI ON 6123-75-22
RAVASCO TRANSM SSI ON PACKI NG P T1C2 US- NYCT
NYCTA

4995 2161
0 0
402 0
0 0
331 534
0 0

0 0
4032 0
0 0
1874 0

SECTI ON 31, 2/11/15
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69- 02- 2500

EVS NEW YORK
COMMODI

JSBYRALL

CIl TY TRAN
TY MANAGE

QUALI FI ED PRODUCTS

2w

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

O L, KERGCSENE, REFINED PETROLEUM

DI STI LLATE, UNDYED. TO BE A HOMOGENEQUS
M XTURE OF HYDROCARBONS, TO BE FREE
FROM WATER, | NORGANI C ACI DI C AND BASI C
COVPOUNDS. MUST MEET ASTM D 3699-90
STANDARD SPECI FI CATI ON NO. N 1-K/2-K
GRADE EXCEPT THAT COPPER STRI P

CORRCSI ON (ASTM D130) CAN ALSO BE
MEASURED AT 2 HRS & 212 DEGREES F

(I NSTEAD OF 3 HRS & 212 DEGREES F) AND
HAVE A RATI NG OF 1A; SULFUR CONTENT
MUST NOT EXCEED 0. 05% BY WEI GHT;
PACKAGED | N 55 GALLON NON- RETURNABLE
DRUMS. CERTI FI CATE OF ANALYSI S COVERI NG
SULFUR CONTENT MJUST BE PROVI DED FOR
EACH BATCH SHI PPED. TH S PRODUCT MJST
BE RECEI VED BY NYCT TRANSIT WTHI N 24
MONTHS OF THE DATE OF MANUFACTURE

SPRAGUE

DAVI D WEBER O L CO.
NYCTA

NYCTA

THORI TY DATE 07/10/2023 PAGE : 250
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD

KEROSENE ( UNDYED)

ULTRA LOW SULFUR KEROSENE
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

69- 05- 0660

GRAPHI TE, FLAKED; BULK DRY; 85% TO 95%
OF FLAKES CAN PASS THROUGH A 200 MESH
SCREEN, PACKACGED | N 25-LB PAI LS;

CERTI FI CATE OF ANALYSI S COVERI NG
PERCENTAGE OF FLAKES THAT PASS THROUGH
OR CAUGHT BY 200 MESH SCREEN TO BE
PROVI DED FOR EACH BATCH SHI PPED

ASBURY CGRAPHI TE
NYCTA
NYCTA

NAT FLAKE GRAPHI TE: 99+CARBN 32
CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

69- 05- 0700

LUBRI CANT, GRAPHI TE | N AEROSOL 16- OZ.
CANS(9 OZ NET VEI CGHT), 12 CANS PER
CASE; FOR QUTSI DE M RROR JO NTS & BRAKE
SHCE ROLLERS & CAMS; MUST BE CFC FREE;
MUST HAVE A DRYING TIME 3 TO 5 M NUTES
AND SCLI D CONTENT 2. 75% TO 4. 75%

CERTI FI CATE OF ANALYSI S VWH CH | NCLUDES
SOLI D CONTENT & CERTI FI CATE OF
CONFORVANCE MUST BE PROVI DED FOR EACH
BATCH SHI PPED. NOTE: FLASHPO NT

REQUI REMENT OF NYCT SPECI FI CATIONS | S
NOT APPLI CABLE

12 CANS PER CSE

M RACLE POVER PROD
NYCTA
NYCTA

DGF 123
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D : EVS
PROG- | D : JSBYRALL
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COMMODI TY

QUALI FI ED PRODUCTS

TY TRAN
MANAGE
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SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

STOCK NO LONG DESCRI PTI ON MFG NAME
69- 05-0702 LUBRI CANT, FOR ROLLER DRI VE AND
CONVEYOR CHAI'NS, AERCSOL, 12 OZ. NET NYCTA
VEIGHT IN A 16 OQUNCE CAN. M NERAL O L NYCTA

BASED;, USED TO LUBRI CATE RABBI T ON DROP
TABLE ALSO FOR CONVEYOR CHAINS, HO ST
CHAI'NS, LINK AND ROLLER ASSEMBLI ES.
PENETRATES, LUBRI CATES AND PROTECTS
MOVI NG PARTS. DOES NOT CONTAI N

SI LI CONE. NON-DRYI NG FI LM FLASHPO NT >
370 DEGREES F., VOC CONTENT 15% BY

VEEI GHT; 1.09 LB/ GAL. PPE REQUI RED FCR
USE: CHEM CAL SPLASH GOGGELES,

LI GHTVEI GHT NI TRI LE GLOVES.

CRC | NDUSTRI ES,

69- 05-0705 COVPOUND, LAPPING 320 CGRIT, SILICON

HENKEL CORPORATI ON

CARBI DE, GREASE M X, ONE POUND CAN. NYCTA

1 LB CAN NYCTA

NYCTA

69-10-1725 GREASE, ELECTRI C MOTOR BEARI NG, NLG NYCTA

# 2 GRADE, H GH TEMPERATURE, LI TH UM
COWPLEX BASED, M NI MUM FLASHPO NT TO BE  NYCTA
475 DEGREES F (246 DEGREES C); BASE AL

VI SCOSI TY @40 DEGREES C TO BE 115 CST

+/- 11.5 CST VI A ASTM D445; BASE AL

VI SCOSI TY | NDEX TO BE APPROXI MATELY 95

VI A ASTM D2270; M NI MUM DROPPI NG PO NT

TO BE 210 DEGREES C, VI A ASTM D2265;

WORKED (60 STROKES) PENETRATI ON @ 25

DEGREES C TO 265-295 VI A ASTM D217; FOUR

BALL WEAR TEST SCAR ( ASTM D2266)

RESULTS FOR [10 KG, 1800 RPM 75

DEGREES C| AND [40 KG 1200 RPM 75

DEGREES C|] TO BE MAXI MUM CF 0.28 MM AND

0.45 MM RESPECTI VELY; MJST PASS RUST

PROTECTI ON TESTI NG ( ASTM D1743);

PACKAGED I N 120-LB DRUMS, CERTI FI CATE

OF ANALYSI S COVERI NG DROPPI NG PO NT AND

WORKED PENETRATI ON TO ACCOVPANY EACH

BATCH SHI PPED.

IN 120LB DRMS

EXXON MOBI L CORP.

THORI TY DATE 07/10/2023 PAGE : 251
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD
FOOD GRADE CHAI N LUBE 03055 4 5

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

CLOVER SI LI CON CARBI DE 39510 15 7

CCSS-001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

NYCTA MARKI NG

CCSS- 001, REV I, 3-9-11, LABEL 15 10

UNI REX N2
CCSS- 003 REV E 9/11/17 RESTR S
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EVS NEW YORK
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

GREASE, ELECTRI C MOTOR BEARI NG, NLG #2
GRADE, H GH TEMPERATURE, LI TH UM
COWPLEX BASED, M NI MUM FLASHPO NT TO BE
475 DEGREES F (246 DEGREES C); BASE AL
VI SCOSI TY @40 DEGREES C TO BE 115 CST
+/- 11.5 CST VI A ASTM D445; BASE AL

VI SCOSI TY | NDEX TO BE APPROXI MATELY 95
VI A ASTM D2270; M NI MUM DROPPI NG PO NT
TO BE 210 DEGREES C, VI A ASTM D2265;
WORKED (60 STROKES) PENETRATI ON @ 25
DEGREES C TO 265-295 VI A ASTM D217,
FOUR BALL WEAR TEST SCAR ( ASTM D2266)
RESULTS FOR {10 KG, 1800 RPM 75
DEGREES C} AND [40 KG, 1200 RPM 75
DEGRES C] TO BE MAXI MUM OF 0.28 MM AND
0.45 MM RESPECTI VELY; MJST PASS RUST
PROTECTI ON TESTI NG ( ASTM D1743) ;
PACKAGED IN 13.7 - 14.1 OZ TUBES.

CERTI FI CATE OF ANALYSI S COVERI NG

DROPPI NG PO NT AND WORKED PENETRATI ON
TO ACCOMPANY EACH BATCH SHI PPED.

EXXON MOBI L CORP.
NYCTA
NYCTA

THORI TY DATE 07/10/2023 PAGE : 252
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD
UNI REX N2 820 522

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

69- 10- 1857

GREASE, ASSEMBLY, BARI UM COWVPLEX

THI CKENED;, WORKED PENETRATI ON TO BE
245-275 MM 10; M NI MUM DROPPI NG PO NT
TO BE 220 DEGREES C; CERTI FI CATE OF
ANALYSI S COVERI NG WORKED PENETRATI ON
AND DROPPI NG PO NT TO BE PROVI DED FOR
EACH BATCH SHI PPED. PACKACGED I N 1. 2-KG
CANS

KLUBER LUBRI CATI ON NA LP
NYCTA
NYCTA

STABURAGS NBU 30 PTM 0
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

69-10-1915

GREASE, FOR BEARINGS; 14.5 OZ.

CARTRI DGES. USED FOR LUBRI CATI NG
TURNTABLE BEARI NGS AND PBM SW VEL JO NT
ON STI NGRAY STANDARD TURNTABLE POVER
WASHER TANK. NLG CGRADE #2, VI SCOSITY
3300 SUS @ 100F & 190 SUS @ 210F,
DROPPI NG PO NT 500F, POUR PO NT 10F,
WORKED PENETRATI ON 265-295 @ 60
STROKES. 40 CARTRI DGES PER CARTON.
VENDOR TO SUPPLY CERTI FI CATE OF
ANALYSI S (C OF A) AND CERTI FI CATE COF
COWPLI ANCE FOR EACH BATCH. C OF A TO
| NCLUDE WORKED PENETRATI ON. PPE

REQUI RED CHEM CAL SAFETY GLASSES,

NI TRI LE OR NEOPRENE GLOVES

LUBRI PLATE LUBRI CANTS CO.
NYCTA
NYCTA

LUBRI PLATE NO 1444 #1.0227-098 72
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
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QUALI FI ED PRODUCTS LI ST

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

I TY DATE 07/10/2023 PAGE : 253
M CURRENT VERSI ON :

1.10.00

USE YTD

69- 10- 2403

GREASE, EXTREME PRESSURE,

MULTI - PURPCSE, LI TH UM BASED;, FOR

BEARI NGS; MJUST HAVE #2 NLGA CONSI STENCY
GRADE, PENETRATI ON (WORKED 60 STRCKES)
265- 295, DROPPI NG PO NT M NI MUM OF 355
DEGREES F, PACKED IN 14 OZ. CARTRI DGE.
140Z PER CTDG

PH LLI PS 66 LUBRI CANTS
NYCTA
NYCTA

MFG PART NO USE PY1
DYNALI FE 220 #2 236
CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

69- 10- 3130

GREASE, SILICONE, FOR MASKI NG ELECTRI C
MOTORS PRI OR TO APPLYI NG VARNI SH, MJST
MEET THE REQUI REMENTS OF COMVERCI AL

| TEM DESCRI PTI ON A- A-59173 TYPE I 1.
PACKAGED | N 30LB(5 GALLON) CONTAI NERS.
VENDOR TO SUPPLY CERTI FI CATE OF

ANALYSI S/ CERTI FI CATE OF COVPLI ANCE FOR
EACH BATCH. CERTI FI CATE OF ANALYSES TO
| NCLUDE: PENETRATI ON, BLEEDI NG,
EVAPORATI ON RATE MJUST BE PROVI DED FOR
EACH BATCH 30 LB/ CONTAI NER

30 LB/ CONTAI NER

SYNCO CHEM CAL
COMVERCI AL | TEM
NYCTA

NYCTA

SYNCOSI L SI LI CONE GREASE 600
A-A-59173-11
CCSS-001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

69- 10- 3137

GREASE, BEARI NG, SYNTHETI C;, LI TH UM

THI CKENED, POLYESTER BASED; CONTAI NS
OXI DATI ON | NHI BI TOR, TO HAVE UNWORKED
PENETRATI ON CF 240 TO 270 MM 10;

M NI MUM DROPPI NG PO NT TO BE 295
DEGREES C; FOR USE I N R255 LOCOMOTI VE
ALTERNATOR BEARI NGS; PACKAGED I N

150- GRAM TUBES; CERTI FI CATE OF ANALYSI S
COVERI NG UNVWORKED PENETRATI ON TO
ACCOVPANY EACH BATCH SHI PPED.

MCLYKOTE BG 20 0
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

69- 10- 3140

EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

QUALI FI ED PRODUCTS

2w

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

GREASE, Dl - ELECTRI C, NON- CURI NG
SI LI CONE, FOR USE TO SEAL, LUBRI CATE, NYCTA
PROTECT AND | NSULATE ELECTRI CAL NYCTA
CONNECTORS AND COVPONENTS; CERTI FI CATE

OF ANALYSI S AND COWVPLI ANCE MUST CONTAI N

PERCENT SOLIDS IN THE RANGE OF 13 TO

15 AND DENSI TY BETWEEN 5.80 TO 5. 95

PPG PACKAGED IN 16 OZ. CAN W TH NET

FILL OF 10 OZ; 12 CANS PER BOX

CRC | NDUSTRI ES, | NC.

Dl - ELECTRI C GREASE (03082) 0
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

I TY DATE 07/10/2023 PAGE : 254
M CURRENT VERSI ON :

1.10.00

USE PY1 USE YTD

69-10- 3161

GREASE, H GH GRADE, SOAP BASE, EXXON MOBI L CORP.
THI CKENED, RUST AND OXI DATI ON | NHI BI TOR  NYCTA

TYPE GREASE. FOR LUBRI CATI NG JOURNAL NYCTA

BEARI NGS ON R10- TO R62 CARS, IN 120 LB
NON- RETURNABLE DRUMS. MUST BE SUPPLI ED
I N MANUFACTURER SEALED DRUNMES.

CERTI FI CATE OF ANALYSI S FOR EACH BATCH
TO BE SUPPLI ED PRI OR TO SH PMENT AND TO
ACCOVPANY EACH SHI PMENT

120 LB PER DRUM

ASSCC. OF AMERI CAN RAI LROAD

ARAPEN RB 320 4440
CCSS-001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

M 942- 88

69- 10- 3163

GREASE, EXTREME PRESSURE, (RAIL CURVE)
NLG GRADE O TO BE MANUFACTURED I N
ACCORDANCE W TH NYCTA SPECI FI CATI ONS NYCTA
SECTI ON 48 TRACK AND STRUCTURES NYCTA
MATERI ALS WTH THE VARI ABI LI TY IN

CONS| STENCE FROM 355 TO 370 OR 370 AND

385 UPON TA ORDER REQUEST. VENDOR W LL

SUPPLY PRODUCT I N 35 LB.

PLASTI C PAILS LINED WTH A 4 MLL MN.

THI CKNESS LI NER SEALED I NSI DE LI D.

VENDOR W LL AFFI X TA COMWCDI TY NUMBER
69-10-3163 TO LI D AND SHELL. VENDOR

WLL SUPPLY ORDERS OF A M NIl MUM AMOUNT

OF 1750 LB. TO DESI GNATED LOCATI ON | N

THE 5 BOROUGHS. VENDOR W LL REQUEST 48

HOURS | N ADVANCE DELI VERY APPQO NTMENT.

VENDOR W LL BE GOVERNED BY RESULTS OF

RANDOM TESTI NG THROUGHOUT THE LI FE OF

CONTRACT. VENDOR W LL REMOVE ANY PRCODUCT

THAT FAI LS TO MEET SPECI FI CATI ONS.

VENDOR W LL BE RESPONSI BLE FOR OFF

LOADI NG SHI PMENT. VENDOR W LL SUPPLY

TWO LB. SAVPLE FOR TESTI NG BY T. A

PRI OR TO BEI NG AWARDED BI D

SUMWM T LUBRI CANTS

DAVI D WEBER O L CO.

ABBALUBE NYC#5 RAIL CURVE GREA 0
CURVEGARD O

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

QUALI FI ED PRODUCTS

2w

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

69- 10- 3165

GREASE, VWHEEL FLANGE & R142A BRAKE
HANGER, LI TH UM SOAP THI CKENED;
CONTAI NS EP ADDI TI VES AND MOLYBDENUM
DI SULFI DE; NLG GRADE O WORKED
PENETRATI ON (60X) VIA WL 2. 040 TO BE
355 TO 385 MM 10; CERTI FI CATE OF
COVPLI ANCE & ANALYSI S COVERI NG WORKED
PENETRATI ON TO BE PROVI DED FOR EACH
BATCH SHI PPED; PACKAGED I N 18 KG
(39.6 LB) PAILS

18 KG PER PAI L

18 KG PER PAI L

THORI TY DATE 07/10/2023 PAGE : 255
YSTEM CURRENT VERSI ON : 1. 10. 00
MFG PART NO USE PYL USE YTD
SHEL GADUSRAI LS2 WHEEL FL ANGGRES 0 0

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

69- 10- 3200

GREASE, RAI LCAR BRAKE CYLI NDER, NLG
GRADE #1.5; BASE O L IS A BLEND OF

M NERAL O L AND SYNTHETI C HYDROCARBON
FLU D WTH LI TH UM COVPLEX THI CKENER;
GREASE TO HAVE GOOD CONTI NUOUS
PERFORMANCE AT TEMPERATURES RANG NG
FROM -40 DEGREES F TO 300 DEGREES F;

M N MUM FLASH PO NT 290 DEGREES F;

M NIl MUM DROPPI NG PO NT VI A ASTM D 2265
TO BE 250 DEGREES C; TYPI CAL WORKED
(X60) PENETRATI ON TO BE 310. 1MM VI A
ASTM D217, BASE O L VISCOSITY @40
DEGREES C TO BE 100 TO 135 CST; BASE
OL VISCOSITY @100 DEGREES C TO BE
13.1 TO 15.9 CST; BASE O L VI SCOSI TY

I NDEX TO BE 145 TO 155; TI MKEN OK LOAD
VI A ASTM D2509 TO BE 50 TO 70 LBS;
PACKAGED I N 120-LB DRUMS; CERTI FI CATE
OF ANALYSI S COVERI NG BASE O L VI SCOSI TY
@ 40 DEGREES C AND CERTI FI CATE OF
CONFORVANCE/ COVPLI ANCE TO BE SUPPLI ED
PRI OR TO SH PMENT AND MUST ACCOVPANY
EACH SHI PMENT

ESSO | MPERI AL O L
EXXON MOBI L CORP.
NYCTA
NYCTA

120 LB PER DRUM

EPI C EP 102 360
EPI C EP 102

CCSS-001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

69- 10- 3202

EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

QUALI FI ED PRODUCTS

2w

I TY DATE 07/10/2023 PAGE : 256
M CURRENT VERSION : 1.10.00

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON
GREASE, RAI LCAR BRAKE CYLI NDER, NLG EXXON MOBI L CORP.
GRADE # 1.5; BASE O L IS A BLEND OF NYCTA
M NERAL O L AND SYNTHETI C HYDROCARBON NYCTA
FLU D WTH LI TH UM COVPLEX THI CKENER;

GREASE TO HAVE GOOD CONTI NUOUS

PERFORMANCE AT TEMPERATURES RANG NG

FROM -40 DEGREES F TO 300 DEGREES F;

M N MUM FLASH PO NT 290 DEGREES F;

M NIl MUM DROPPI NG PO NT VI A ASTM D 2265

TO BE 250 DEGREES C; TYPI CAL WORKED

(X60) PENETRATI ON TO BE 310. 1MM VI A

ASTM D217, BASE O L VISCOSITY @O

DEGREES C TO BE 100 TO 135 CST; BASE

OL VISCOSITY @100 DEGREES C TO BE

13.1 TO 15.9 CST; BASE O L VI SCOSI TY

I NDEX TO BE 145 TO 155; TI MKEN OK LOAD

VI A ASTM D2509 TO BE 50 TO 70 LBS;

PACKAGED | N 16- KG PAILS; CERTI FCATE OF

ANALYSI S COVERI NG BASE O L VI SCOSITY @

40 DEGREES C AND CERTI FI CATE OF

CONFORVANCE/ COVPLI ANCE TO BE SUPPLI ED

PRI OR TO SH PMENT AND MUST ACCOVPANY

EACH SHI PMVENT

USE PY1 USE YTD
EPI C EP 102 0 0
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

69- 10- 3400

GREASE, LI TH UM BASED, EP-2, WTH EXXON MOBI L CORP.
MCLYBDENUM DI SULFI DE; TO HAVE A Cl TGO
WORKED( X60 STROKES) PENETRATI ON OF 265 NYCTA
TO 295 MM 10; TO HAVE A M NI MUM 4- BALL NYCTA
VWELD PO NT AS MEASURED VI A ASTM D2596

OF 315 KG MAXI MUM 4- BALL WEAR TEST

SCAR DI AMETER AS MEASURED VI A ASTM

D2596 TO BE 0.55 MM MJST PASS ASTM

D1743 RUST AND PROTECTI ON TEST; M NI MUM

DROPPI NG PO NT TO BE 520 DEGREES F;

CERTI FI CATE OF ANALYSI S COVERI NG WORKED
PENETRATI ON AND DROPPI NG PO NT TO BE

PROVI DED FOR EACH BATCH SHI PPED;

PACKAGED I N 120-LB OR 121. 2- LB DRUMS;

SPECI AL NOTE: EXCEPTI ON TO CCSS- 001

REV I, SECTION 6. 1A I N THAT GREASE TO

BE RECEI VED BY NYCT WTH N 36 MONTHS OF
MANUFACTURE

120 LB DRVB

" MOBI LGREASE XHP 222 SPECI AL 6 1
LI THOPLEX MP GREASE #2

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

69- 10- 3402

EVS NEW YORK
COMMODI

JSBYRALL

CIl TY TRAN
TY MANAGE

2w
m—

QUALI FI ED PRODUCTS LI ST

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

GREASE, LI TH UM BASED, EP-2, WTH
MCLYBDENUM DI SULFI DE; TO HAVE A WORKED
(X60) STROKES) PENETRATI ON OF 265 TO 295
MM 10; TO HAVE A M Nl MUM 4- BALL WELD
PO NT AS MEASURED VI A ASTM D2596 OF 315
KG MAXI MUM 4- BALL WEAR TEST SCAR

D AMETER AS MEASURED VI A ASTM D2596 TO
BE 0.55 MM MJST PASS ASTM D1743 RUST
PROTECTI ON TEST; M Nl MUM DROPPI NG PO NT
TO BE 520 DEGREES F; CERTI FI CATE OF
ANALYSI S COVERI NG WORKED PENETRATI ON
AND DROPPI NG PO NT TO BE PROVI DED FOR
EACH BATCH SHI PPED;, PACKAGED | N 400-LB
DRUMS; SPECI AL NOTE: EXCEPTION TO
CCSS-001 REV |, SECTION 6.1 | N THAT
GREASE TO BE RECEI VED BY NYCT WTHI N 36
MONTHS OF MANUFACTURE

400 LB DRMS

EXXON MOBI L CORP.
Cl TGO
NYCTA
NYCTA

GREASE XHP222 SPECI AL 0
LI THOPLEX MP GREASE #2

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

I TY DATE 07/10/2023 PAGE : 257
M CURRENT VERSI ON :

1.10.00

USE PY1 USE YTD

69- 10- 3405

GREASE, MULTI PURPCSE, LI TH UM BASED,
EXTREME PRESSURE, NLG #2; FOR

BEARI NGS, GEARS, COUPLI NGS, AND HEAVY
DUTY APPLI CATI ONS; HAS GOCD RESI STANCE
TO WEAR, RUSTI NG, AND OXI DATI ON,

M Nl MUM FLASH PO NT TO BE 400 DEGREES
F; WORKED PENETRATI ON (60X) @7 DEGREES
F AS MEASURED BY ASTM D217 TO BE

260- 300 MM 10; M NI MUM DROPPI NG PO NT
AS MEASURED BY ASTM D2265 TO BE 350
DEGREES F;, BASE AL VISCOSITY @O0
DEGREES C AS MEASURED BY ASTM D445 TO
BE 145-180 CST; AS MEASURED BY ASTM
D2596, FOUR BALL LW (LOAD VEEAR | NDEX)
TO BE 35-50 KG AND FOUR BALL VELD PO NT
TOBE A MN MM OF 250 KG FOUR BALL
WEAR TO BE 0.40 TO 0. 52 MM AS MEASURED
BY ASTM D2266; TI MKEN OK LOAD TO BE
40- 50 LBS AS MEASURED BY ASTM D2509;

O L SEPARATI ON AS MEASURED BY ASTM
D1742 TO BE A MAXI MUM OF 5% WATER
WASHOUT LOSS @ 175 DEGREES F TO BE 6%
MAXI MUM AS MEASURED BY ASTM D1264;
COPPER CORRCSI ON AS MEASURED BY ASTM
D4048 TO BE 1B OR BETTER, CERTI FI CATE
OF ANALYSI S | NCLUDI NG WORKED

PENETRATI ON AND DROPPI NG PO NT TO BE
PROVI DED FOR EACH BATCH SHI PPED;

CHEVRON

PH LLI PS 66 LUBRI CANTS
EXXON MOBI L CORP.
NYCTA

NYCTA

CHEVRON MULTI FAK EP2

DYNALI FE 150 #2

MOBI LUX EP 2

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

25320

10920



USER-I D : EVS NEW YORK CITY TRANSI T AUTHORI TY DATE 07/10/2023 PAGE : 258
PROG- | D : JSBYRALL coMmMoblI TY MANAGEMENT SYSTEM CURRENT VERSION : 1.10.00
QUALI FI ED PRODUCTS LI STI NG
SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

STOCK NO LONG DESCRI PTI ON MFG NAME MFG PART NO USE PY1 USE YTD
PACKAGED I N 120 LB DRUMS 120 LB/ DRUM
120 LB/ DRUM

69- 10- 3406 GREASE, LITH UM BASED, EP-1; TO HAVE AN  EXXON MOBI L CORP. MOBI LUX EP-1 45 62
UNWORKED PENETRATI ON OF 310 TO 340 AS NYCTA CCSS- 001, REV I, 3-9-11, LABEL
MEASURED VI A ASTM D217, TO HAVE A NYCTA CCSS- 003 REV E 9/11/17 RESTR S
WORKED (60X) PENETRATI ON CF 310 TO 340
AS MEASURED VI A ASTM D217; TO HAVE A
M NIl MUM DROPPI NG PO NT OF 190 DEGREES
CENTI GRADE AS MEASURED VI A ASTM D2265;
PACKAGED I N 14 OZ. TUBE. CERTI FI CATE OF
ANALYSI S COVERI NG PENETRATI ON ( WORKED
AND UNWORKED AS MEASURED BY ASTM D217)
AND DROPPI NG PO NT ( MEASURED BY ASTM
D2265) TO BE PROVI DED FOR EACH BATCH
DEL| VERED
14 OZ/ TUBE

69-10-3986 GREASE, VH TE LI TH UM BASED, AERCSQOL, | TW PERVATEX VWH TE LI THI UM GREASE 81981 230 1
MULTI PURPOSE;, MJUST HAVE #2 NLG NYCTA CCSS- 001, REV I, 3-9-11, LABEL
CONS| STENCY GRADE; DROPPI NG PO NT NYCTA CCSS- 003 REV E 9/11/17 RESTR S

370-390 DEGREES F M NI MUM SPECI FI C
GRAVI TY TO BE 0.90 TO 0.94; 10.75 QOZ
NET WEI GHT AEROCSCOL CANS. CERTI FI CATE OF
ANALYSI S | NCLUDI NG SPECI FI C GRAVI TY &
CERTI FI CATE OF CONFORVANCE MUST BE
PROVI DED FOR EACH BATCH TO NYCT MANAGER
OF I NSPECTI ONS & TESTI NG PRIOR TO

SHI PPI NG MATERI AL. PPE REQUI RED,

CHEM CAL SPLASH GOGGLES,

NEOPRENE/ NI TRI LE OR PVC GLOVES

16 Oz/ CAN

16 Oz/ CAN



USER-I D : EVS NEW YORK CITY TRANSI T AUTHORI TY DATE 07/10/2023 PAGE : 259
PROG- | D : JSBYRALL coMmMoblI TY MANAGEMENT SYSTEM CURRENT VERSION : 1.10.00
QUALI FI ED PRODUCTS LI STI NG
SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT
STOCK NO LONG DESCRI PTI ON MFG NAME MFG PART NO USE PY1 USE YTD
69- 10-4785 GREASE, E/ M KRONAPLATE, ALL-SEASON, IN LONE STAR LUBRI CANTS LS-333R 2970 130
TWO (2) GALLON CANS CADI LLAC O L COVPANY RLI - 100AW
2-(2) G PER CAN NYCTA CCSS- 001, REV I, 3-9-11, LABEL
NYCTA CCSS- 003 REV E 9/11/17 RESTR S
69- 10-4855 GREASE, LUBRI PLATE NO. 5555, PETROLEUM LUBRI PLATE LUBRI CANTS CO. LO109- 007 193 97
LUBRI CATI NG GREASE. SEM - FLUI D, M LD NYCTA CCSS- 001, REV I, 3-9-11, LABEL
EXTREME PRESSURE, WATER REPELLENT FLU D  NYCTA CCSS- 003 REV E 9/11/17 RESTR S
LUBRI CANT FORMULATI NG FROM ANHYDROUS
CALCI UM SOAP, M NERAL O L AND
ADDI TI VES. FLASH PO NT >330 DEG F. NLG
GRADE: 00. LOW TEMPERATURE APPLI CATI ON
OF -65 DEG F. COLOR OFF WHI TE.
PRODUCTS MUST HAVE M NI MUM EFFECTI VE
LI FE OF 30 MONTHS FROM " BEST
PERFORMANCE USE BY DATE" AT TI ME OF
RECEI VI NG | NTO STORE ROOM ORDER | N
MULTI PLE OF 4 GALLONS PER CARTON.
4 GAL PER CTN
69-10-4917 GREASE, SILICONE, BASED LUBRI CANT, FOR FUCHS LUBRI CANTS PST- 455 1610 913
COVPRESSORS, LUBRI CATI ON BETWEEN RUBBER  NYCTA CCSS- 001, REV I, 3-9-11, LABEL
AND METAL PARTS | N PNEUNVATI C SYSTEMS, NYCTA CCSS- 003 REV E 9/11/17 RESTR S

HELPS ENSURE POCSI Tl VE SEALI NG BY

SLI GHTLY SWELLI NG RUBBER O- RI NGS AND
SEALS, SUPPLIED IN 5.3 OZ TUBES,
PENETRATI ON ( WORKED 60 STROKES)

260- 300; 9% BLEED (24 HOURS/ 150C) 5. 0%
MAX; EVAPCRATI ON (24 HOURS/ 150C) 2. 5%
MAX. VENDOR TO SUPPLY A CERTI FI CATE OF
ANALYSI S AND A CERTI FI CATE OF
CONFORVANCE FOR EACH BATCH TO THE NYCT
MANAGER OF | NSPECTI ONS AND TESTI NG
BEFORE SHI PPI NG MATERI AL. CERTI FI CATE
OF ANALYSI S TO | NCLUDE BATCH #, SIZE OF
BATCH, DATE OF MANUFACTURE, WORKED
PENETRATI ON, % EVAPCORATI ON, % BLEED

5 OZ TUBE PKG



USER-I D :
PROG- I D :

69- 10- 4955

EVS NEW YORK
JSBYRALL COMMODI

CIl TY TRAN
TY MANAGE

QUALI FI ED PRODUCTS

2w

I TY DATE 07/10/2023 PAGE : 260
M CURRENT VERSION : 1.10.00

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

LUBRI CANT, GREASE, EXTREME PRESSURE
FORMULATED #2, LI TH UM BASED, PACKAGED
IN 14 Qz/ 397 GRAM CARTRI DGES, USED ON
VARI QUS APPLI CATI ONS ON THE FUJI TEC,
SCHI NDLER, KONE ESCALATORS. USED ON
NOVA ARTI C BUS JO NT RACEWAY

14 OZ PER CART

EXXON MOBI L CORP.

NYCTA
NYCTA

USE PY1 USE YTD
MOBI LUX EP2 540 390
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

69- 10- 5060

GREASE, LUBRI CANT, POLGLYCCOL BASE O L,
LI TH UM COMPLEX, NLGE #2, FOR NEW FLYER
XCELSI OR MAN KI'NG PI' N LUBRI CATI ON AND
OTHER AREAS WHERE THI S GREASE | S

APPLI CABLE. THIS I S AN CEM SPECI FI ED
GREASE. ANY ALTERNATE OR REPLACEMENT
GREASE MUST BE CEM APPROVED BEFORE | T
CAN BE ADDED UNDER THI S STOCK NUVMBER.

12 CARTRI DGES PER CASE

FUCHS LUBRI CANTS
NYCTA
NYCTA

RENCLI TH LX-OTP 2 791 354
CCSS-001 REV |, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

69- 10- 5167

GREASE, HI GH TEMPERATURE BALL & ROLLER
BEARI NG NLG #2; POLYUREA BASED
(6-109% TO HAVE A WORKED ( X60)

PENETRATI ON OF 275-295 MM 10 @ 25
DEGREES C (VI A ASTM D217); TO HAVE A

M NI MUM DROPPI NG PO NT OF 215 DEGREES C
AS MEASURED BY ASTM D2265; MUST PASS
STATI C BEARI NG RUST TEST W TH 10%
SYNTHETI C SEA WATER( ASTM D5969) .
PACKAGED I N 14 Oz. TUBES; CERTI FI CATE
OF ANALYSI S COVERI NG DROPPI NG POl NT AND
WORKED PENETRATI ON TO ACCOMPANY EACH
BATCH SHI PPED; FOR USE | N CAR WASHER
PUWP, M XER, COVPRESSOR AND DRYER
MOTORS

14 Oz/ TUBE

14 Oz/ TUBE

14 Oz/ TUBE

SRl CGREASE 2 24 56
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

69- 10-5195

EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

QUALI FI ED PRODUCTS

2w

I TY DATE 07/10/2023 PAGE : 261
M CURRENT VERSION : 1.10.00

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

GREASE, SYNTHETI C BASE O L; FOR

EXXON MOBI L CORP.

LUBRI CATI NG R32 THROUGH R68A DOOR NYCTA
SYSTEMS; PACKAGED IN 35 LB. CONTAI NERS; NYCTA
MUST MEET ALL REQUI REMENTS OF NYCT NYCTA

7127- FACI L- 00; CERTI FI CATE OF
CONFORVANCE AND CERTI FI CATE OF ANALYSI S
FOR EACH BATCH MUST BE PROVI DED TO THE
MANAGER OF TESTI NG AND ANALYSI S PRI OR
TO SHI PPI NG MATERI AL. CERTI FI CATE OF
ANALYSI S MUST | NCLUDE WORKED

PENETRATI ON AND DROPPI NG PO NT VALUES.
(NOTE: FOR THE R142, R142A & R143 RAIL
CARS USE COWODI TY #69-10-5196)

35 LB/ CONTAI NER

USE PY1 USE YTD
MOBI LTEMP SHC 32 525 350
7127- FACI L- 00

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

69- 10-5196

GREASE, SYNTHETI C BASE;, FOR LUBRI CATI NG  SYNTECH LTD.
R142, R142A, & R143 DOOR OPERATOR SCREW  NYCTA
DRI VES ONLY; HAS LI TH UM SOAP NYCTA
TH CKENER;, TO HAVE OXI DATI ON STABI LI TY,

ANTI - WVEAR, AND EXTREME PRESSURE

PROPERTI ES; NLGA #1; WORKED PENETRATI ON

(60X) VI A ASTM D1403 TO BE 310- 340;

M NI MUM DROPPI NG PO NT VI A ASTM D2265

TO BE 400 DEGREES F; BASE O L VI SCOSI TY

VI A ASTM D445 TO BE 37.8 TO 46.2 CST @

40 DEGREES C AND 6 TO 8 CST @ 100

DEGREES C; PACKAGED | N 5LB CONTAI NERS;

CERTI FI CATES OF CONFORMANCE AND

ANALYSI S FOR EACH BATCH MUST BE

PROVI DED TO NYCT MANAGER OF | NSPECTI ONS

& TESTI NG PRI OR TO SHI PPI NG,

CERTI FI CATE OF ANALYSI S MJUST | NCLUDE

WORKED PENETRATI ON AND DRCOPPI NG PO NT;

(NOTE: FOR RAI LCARS REQUI RI NG DOOR

SYSTEM LUBRI CATI ON OTHER THAN R142S,

R142AS, AND R143S, USE STOCK

# 69-10-5195)

5 LB/ CONTAI NER

NS- 3844- TG 80 55
CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

69-12-0105

EVS NEW YORK
JSBYRALL COMMODI

TY DATE 07/10/2023 PAGE : 262

CIl TY TRAN I
M CURRENT VERSION : 1.10.00

TY MANAGE
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

FLU D, CUTTI NG METALWORKI NG FLUI D
CONCENTRATE ( FOR BRI DGEPORT M LLI NG
MACHI NES), CONTAINS A BI OSTABLE

M CROBI AL CONTROL PACKACGE, RUST

I NHI Bl TOR PACKAGE, MJST BE SOLUBLE I N
WATER, USED ON ALL METALS EXCEPT
MAGNESI UM MUST HAVE SPECI FI C GRAVITY @
60 DEGREES F 1.04-1.06., PH OF
CONCENTRATE 9. 3-9.9, TOTAL CHLORI NE,
W% 50 PPM MAXI MUM  PACKAGED IN 5 GAL.
PAI L. CERTI FI CATE OF ANALYSI S TO

I NCLUDE SPECI FI C GRAVI TY AND PH OF
CONCENTRATE MUST BE PROVI DED TO NYCT
MANAGER OF TESTI NG & ANALYSI S PRI OR TO
SHI PPI NG MATERI AL

69-12-0675

AL, STEAM CYLI NDER AND WORM GEAR;, AGVA
STANDARD 9005- D94, LUBRI CANT NO 7,7
COWP. ( COVPOUNDED W TH ACI DLESS TALLOW
O L); VISCOSITY RANGES FROM 414 CST TO
508 CST @0 DECREES C; TO BE PACKAGED

I N MANUFACTURER SEALED 55 GALLON DRUMS;
DI STRI BUTOR OR BLENDER REPACKAGED
MATERI AL IS NOT ACCEPTABLE. CERTI FI CATE
OF ANALYSIS TO | NCLUDE VI SCOsSI TY AND
SPECI FI C GRAVI TY MUST BE PROVI DED FOR
EACH BATCH

69-12-0677

O L, WORM CGEAR + CYLINDER;, TO HAVE

A VI SCOSI TY RANGE OF 125 TO 150 SUS

@ 210 DEGREES F; TO HAVE A VI SCCSI TY OF
380 CST +/- 10% @40 DEGREES C;
PACKAGED | N 5-GAL PAILS; CERTI FI CATE OF
ANALYSI S COVERI NG VI SCCSI TY @ 40
DEGREES C TO BE PROVI DED FOR EACH BATCH
DELI VERED

5 GAL PER CAN

MFG NAME MFG PART NO USE PY1 USE YTD
M LACRON CO Cl MSTAR 60XL 0 0
NYCTA CCSS- 001, REV I, 3-9-11, LABEL

NYCTA CCSS- 003 REV E 9/11/17 RESTR S

CHEVRON PRODUCT COMPANY CYLINDER O L W1 SO 460 0 0
ANS| 9005- D94

NYCTA CCSS-001, REV I, 3-9-11, LABEL

NYCTA CCSS- 003 REV E 9/11/17 RESTR S

EXXON MOBI L CORP. MOBI L 600 W CYLI NDER O L 0 0
NYCTA CCSS- 001, REV I, 3-9-11, LABEL

NYCTA CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

69-12-1025

EVS NEW YORK
COMMODI

JSBYRALL

CIl TY TRAN
TY MANAGE
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

FLU D, CUTTI NG COOLANT, METAL WORKI NG
FLU D, SYNTHETI C, WATER SCLUBLE. USED

I N CUTTI NG FORM NG AND GRI NDI NG
OPERATI ONS FOR STAI NLESS STEEL, CAST

| RON, ALL FERROUS AND NON- FERROUS
METALS. DOES NOT CONTAI'N SULPHUR OR
CHLORI NE. NON- GUWM NG AND

NON- CORRCSI VE. PH 8 TO 9. SUPPLIED IN
ONE- GALLON CONTAI NERS. Sl X CONTAI NERS
PER CASE. PPE REQUI RED FOR USE:

CHEM CAL SPLASH GOGGELES AND LI GHTWEI GHT
NI TRILE OR VI TON GLOVES. CERTI FI CATE OF
ANALYSI S TO | NCLUDE PH.

1 GAL/ CONTAI NER

SENTI NEL LUBRI CANTS CORP.
NYCTA
NYCTA

69-12-1050

AL, CUTTING SULFURI ZED, LI GHT GRADE,
MUST MEET REQUI REMENTS UNDER NYC

30-C 1: 67 SPECI FI CATI ON FOR CUTTI NG O L
TYPE 111; PACKAGED IN ONE GALLON

CONTAI NER; CERTI FI CATE OF ANALYSES TO

I NCLUDE VI SCCSI TY AND % SULFUR &

CERTI FI CATE OF CONFORVANCE MUST BE
PROVI DED FOR EACH BATCH SHI PPED

1 GAL CIR

CASTOLEUM CORP.
NYCTA

NYC SPEC

NYCTA

NYCTA

69-12-1185

a L, SAE GRADE 10W 30; USED TO

LUBRI CATE FORKLI FTS, CRANE CAR DI ESEL
ENG NES (DEUTZ "913" ENG NES) AND

VARI QUS OTHER EQUI PMENT; VI SCOSITY @
100 DEGREES C T0O BE 9.3 TO 12. 49 CST,
VI SCOSI TY @-25 DEGREES C TO BE A

MAXI MUM OF 7000 CP; PER ASTM D892

FOAM NG TEST, FOAM NG SETTLI NG MAXI MUMVS
FOR SEQUENCE Il TO BE 20 M./ O M;
PACKAGED I N 5 GAL CANS; CERTIFI CATE OF
ANALYSI S COVERI NG VI SCOSI TY @ 100
DEGREES C+ -25 DEGREES C AND FOAM
SEQUENCE |11, TO BE PROVI DED FOR EACH
BATCH SHI PPED

EXXON MOBI L CORP.
NYCTA
NYCTA

THORI TY DATE 07/10/2023 PAGE : 263
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD
CF51 MAF 13260 0 0
CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

TRI ZOL #2080 56 36
" NU- CLEAR"

30-C1: 67

CCSS-001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

MOBI L DELVAC 1300 SUPER 10W 30 80 0
CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S



USER-I D : EVS NEW YORK CITY TRANSI T AUTHORI TY DATE 07/10/2023 PACGE : 264
PROG- | D : JSBYRALL coMmMoblI TY MANAGEMENT SYSTEM CURRENT VERSION : 1.10.00
QUALI FI ED PRODUCTS LI STI NG
SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT
STOCK NO LONG DESCRI PTI ON MFG NAME MFG PART NO USE PY1 USE YTD
69-12-1410 OL, CGEAR CASE, SAE GRADE 80W90; FOR CHEVRON DELO EP-5 80W 90 165480 137640
RAI LCAR TRACTI ON MOTOR CGEAR CASES; EXXON MOBI L CORP. MOBI LUBE HD PLUS 80 W 90
MAXI MUM POUR PO NT TO BE -10 DEGREES F; PH LLI PS 66 LUBRI CANTS MP CGEAR LUBE SAE 80W 90
VI SCOSI TY @ 100 DEGREES C TO BE 13.5 TO CI TGO PREM UM GEAR O L MP 80W 90
24.0 CST; M N MUM FLASH PO NT TO BE 329 NYCTA CCSS- 001, REV I, 3-9-11, LABEL
DEGREES F; MAXI MUM CHANNELI NG PO NT VIA  NYCTA CCSS- 003 REV E 9/11/17 RESTR S
FTM5 791C NO. 3456 TO BE -35 DEGREES C
PACKAGED BY ORI G NAL MANUFACTURER | N
SEALED 120 LB DRUMS; DRUM LABEL MJUST
I NCLUDE FI LLI NG DATE AND BATCH NUMBER;
CERTI FI CATE OF ANALYSI S COVERI NG
VI SCOSI TY @ 100 DEGREES C TO BE
PROVI DED FOR EACH BATCH SHI PPED;
VENDOR S NOTE: 120-LB DRUMS TO BE
DELI VERED WRAPPED ON 40" X 48"
NON- RETURNABLE PALLETS
120 LB/ DRUM
69-12-1414 O L, HYDRAULIC, |SO 46, ZI NC FREE CHEVRON CLARI TY HYDAULIC O L AW SO 46 0 0
FORMULATI ON. FOR USE | N R162 ONE- TON NYCTA CCSS-001, REV I, 3-9-11, LABEL
CRANE CARS. SUPPLI ED I N 55- GALLON DRUM NYCTA CCSS- 003 REV E 9/11/17 RESTR S

VI SCOSI TY 42-50 CST @O0C, 6.12-7.4
CST @ 100C, VI SCOSITY I NDEX 101; POUR
PO NT -22F M N.; OXI DATI ON STABI LI TY
GREATER THAN 18, 000 HOURS. MEETS

DENI SON HF- O, HF-2; MAG Cl NCI NNATI
MACHI NE P-70 (1SO 46); EATON- VI CKERS
35VQ25 PUMP TEST. VENDOR TO SUPPLY

A CERTI FI CATE OF ANALYSI S AND A

CERTI FI CATE OF CONFORVANCE FOR EACH
BATCH TO THE NYCT MANAGER OF

I NSPECTI ONS AND TESTI NG BEFORE

SHI PPI NG MATERI AL. CERTI FI CATE OF
ANALYSI S TO | NCLUDE BATCH #, SIZE OF
BATCH, DATE OF MANUFACTURER, VI SCOSITY,
POUR PO NT. THIS QL IS NOI' COVPATI BLE
W TH ZI NC/ CALCI UM FLU DS AND CEM
RECOMVENDED CHANGE- OUT PROCEDURES

I NCLUDI NG DRAI' N AND FLUSH

REQUI REMENTS NEED TO BE ADHERED TO

I F CHANG NG FROM OR TO TH' S O L.

PPE REQUI RED: CHEM CAL SPLASH GOGEES
AND NI TRI LE GLOVES
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

STOCK NO LONG DESCRI PTI ON MFG NAME MFG PART NO USE PY1 USE YTD
69-12-1416 O L, CGEAR CASE, SYNTHETIC, SAE GRADE EXXON MOBI L CORP. MOBI L DELVAC 1 GEAR O L 75W90 0 0
75W90; FOR USE I'N R255 LOCOMOTI VE GEAR  NYCTA CCSS- 001, REV I, 3-9-11, LABEL
CASES; MAXI MUM POUR PO NT TO BE -40 NYCTA CCSS- 003 REV E 9/11/17 RESTR S

DEGREES C, VI SCOSITY @ 100 DEGREES C TO
BE 14.3 TO 17.5 M2/ SEC, M NI MUM FLASH
PO NT VI A ASTM D92 CLEVELAND OPEN CUP
TO BE 195 DEGREES C; PACKAGED I N 105-LB
DRUMS; BATCH NUMBER TO APPEAR ON

DRUM DRUM LABEL; CERTI FI CATE OF

ANALYSI S COVERI NG VI SCOSI TY @ 100
DEGREES C TO BE PROVI DED FOR EACH BATCH

SHI PPED

69-12-1481 AL, AIR TOOL AND SPI NDLE; PROVI DES EXXON MOBI L CORP. MOBI L VELOCITE O L NO 6 25 7
OXI DATI ON RESI STANCE AND RUST/ CORROSI ON NYCTA CCSS-001, REV I, 3-9-11 LABEL
PREVENTI ON;, M NI MUM FLASH PO NT TO BE NYCTA CCSS- 003 REV E 9/11/17 RESTR S

350 DEGREES F; MAXI MUM POUR PO NT TO BE
O DEGREES F; VI SCOSITY @40 DECREES C
TO BE 9 TO 11 CST; MAXI MUM TOTAL ACI D
NUMBER AS MEASURED VI A ASTM D 974 TO BE
0.1 MG KOH G O L; COPPER STRI P

CORRCSI ON AS MEASURED VI A ASTM D 130

(3 HRS., @100 DEGREES C) TO BE 1A
MUST PASS ASTM D 665 RUST

CHARACTERI STI CS TEST, PROCEDURE A,
COVPATI BLE W TH BUNA AND VI TON RUBBER;
PACKAGED | N 1- GALLON CONTAI NERS;

CERTI FI CATE OF ANALYSI S COVERI NG

VI SCOSI TY @ 40 DEGREES C TO BE PROVI DED
FOR EACH BATCH SHI PPED

69-12-1491 O L, HEAVY HYDRAULI C, | SO GRADE 150; Cl TGO PACEMAKER 150 0 0
USED | N AXLE LATHE AND RAI LCAR WHEEL CHEVRON REGAL R&O 150
BORER HYDRAULI C SYSTEMS; APl GRAVITY TO EXXON MOBI L CORP. TERESSTI C 150
BE 26.8 TO 30; VISCOSITY @40 DEGREES C  NYCTA CCSS- 001, REV I, 3-9-11, LABEL
TO BE 135 TO 165 CST; MAXI MUM COLOR VIA  NYCTA CCSS- 003 REV E 9/11/17 RESTR S

ASTM D1500 TO BE 5; M NI MUM FLASH PO NT
TO BE 420 DEGREES F; NAXI MUM

NEUTRALI ZATI ON NUMBER VI A ASTM D664 TO
BE 0.2 MG KOH/ G A L; MJST PASS ASTM
D665 PROCEDURE A (DI STI LLED WATER)

RUST TEST; PACKAGED | N 55- GALLON DRUMS;
CERTI FI CATE OF ANALYSI S | NCLUDI NG

VI SCOSI TY AND APl GRAVI TY TO BE

PROVI DED FOR EACH BATCH SHI PPED.

55 GAL/ DRUM

55 GAL/ DRUM
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LONG DESCRI PTI ON

69-12-1492

aL, WAY, |SO GRADE 68, USED FOR

LUBRI CATI ON OF THE HORI ZONTAL &

VERTI CAL RAM TABLE MAI N SHAFT OF CAR
WHEEL BORER MACHI NES; APl GRAVITY VI A
ASTM D287 TO BE 18 TO 29; VISCOSITY @
40 DEGREES C TO BE 61.2 TO 74.8 CST;

VI SCOSI TY @ 100 DEGREES F TO BE 317 TO
389 SUS; M NI MUM FLASH PO NT TO BE 330
DEGREES F;, M NIMUM FI RE PO NT TO BE 360
DEGREES F; MAXI MUM NEUTRALI ZATI ON
NUMBER VI S ASTM D664 TO BE 1.7 MG
KOH G O L; MAXI MUM RATI O CF STATIC TO
KI NETI C FRI CTI ON VI A CI NCI NNATI

MACHI NE STI CK-SLI P TEST TO BE 0. 8;
MUST PASS CI NCI NNATI . MACHI NE THERVAL
STABI LTI'Y TEST; PACKAGED IN 55 GAL
DRUMS; CERTI FI CATE OF ANAYLSI S THAT

| NCLUDE VI SCCSI TY @40 DEG C AND API
GRAVI TY TO BE PROVI DED FOR EACH BATCH
SHI PPED.

55 GAL/ DRUM

EXXON MOBI L CORP.
NYCTA
NYCTA

69-12-1493

AL, HYDRAULIC, 1SO GRADE 46,

ANTI - WEAR, PROVI DES PROTECTI ON AGAI NST
RUST AND OXI DATI ON; CONTAI'NS ZI NC; API
GRAVITY @60 DEGREES F TO BE 28 TO 34;
VI SCOSI TY @40 DEGREES C TO BE 41.4 TO
50.6 CST; M N MUM VI SCCSI TY | NDEX TO BE
90; M N MUM FLASH PO NT TO BE 385
DEGREES F; MAXI MUM POUR PO NT TO BE -10
DEGREES F; MAXI MUM NEUTRALI ZATI ON
NUMBER TO BE 1.5 MG KOH G O L; MJST
PASS ASTM D665, PROCEDURE A RUST TEST;
PACKAGED | N 55- GALLON DRUMS;

CERTI FI CATE OF ANALYSI S COVERI NG

VI SCOSI TY @40 DEGREES C AND API
GRAVITY (OR DENSITY, WHICH IS
CONVERTABLE TO APl GRAVI TY) TO BE

PROVI DED FOR EACH BATCH SHI PPED.

55 GAL/ DRUM

CHEVRON

EXXON MOBI L CORP.

TOTAL SPECI ALTI ES USA | NC
PH LLI PS 66 LUBRI CANTS
EXXON MOBI L CORP.

NYCTA

NYCTA

THORI TY DATE 07/10/2023 PACGE : 266
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD
MOBI L VACTRA O L #2 110 0
CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

CHEVRON RANDO HD 46 0 220
DTE- 25

EQUI VIS ZS 46

VEGAFLOW AW HYDRAULI C O L 46
NUTO H- 46

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
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SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

a L, HEAVY- MEDI UM HYDRAULI C, | SO GRADE
68, ANTI-WEAR, ZI NC CONTENT 225-750
PPM USED | N HYDRAULI C SYSTEMS OF

VARI QUS PI ECES OF EQUI PMENT; API
GRAVITY TO BE 27.5 - 32; VISCOSITY @40
DEGREES C TO BE 61.2 TO 74.8 CST,

M NI MUM VI SCCSI TY | NDEX TO BE 90;

M Nl MUM FLASHPO NT TO BE 395 DEGREES F;
MUST PASS ASTM D 665 RUST TEST,;
PACKAGED I N 55 GAL DRUMS; CERTI FI CATE
OF ANALYSIS TO | NCLUDE VI SCOSI TY AND
APl GRAVI TY MUST BE PROVI DED FOR EACH
BATCH 55 GAL/ DRUM

55 GAL/ DRUM

55 GAL/ DRUM

CHEVRON TEXACO
CHEVRON TEXACO
GULF/ NU- Tl ER
EXXON MOBI L CORP.
EXXON MOBI L CORP.
D A LUBRI CANTS
NYCTA

NYCTA

USE PY1
CHEVRON HYDRAULIC O L AWI SO 6 110
CHEVRON RANDO HD 68

GULF HARMONY AW HYD 68

MOBI L DTE 26

NUTO H 68

PRESURFLO 68

CCSS-001, REV I, 3-9-11 LABEL

CCSS- 003 REV E 9/11/17 RESTR S

I TY DATE 07/10/2023 PAGE : 267
M CURRENT VERSI ON :

1.10.00

USE YTD

69-12-1495

AL, HYDRAULIC, FOR VA TH L2R4

TRANSM SSI ON ON VAKTRAK VACUUM TRAI N,

| SO GRADE 32, I N 55 GALLON DRUMS. MJST
MEET REQUI REMENTS OF NYCT SPECI FI CATI ON
7126- FACI L- 00. CERTI FI CATE OF ANALYSI S
TO | NCLUDE VI SCOSI TY AND APl GRAVI TY
MUST BE PROVI DED FOR EACH BATCH

55 GAL/ DRUMS

EXXON MOBI L CORP.
NYCTA
NYCTA

MOBI L DTE 24 55
7126- FACI L- 00
CCSS- 003 REV E 9/11/17 RESTR S

69-12-1496

O L, HYDRAULIC, |SO GRADE 32, PACKAGED
IN 55 GALLON DRUMS. MUST CONTAIN A

VI SCOSI TY | NDEX | MPROVER COPOLYMER

ADDI TIVE TO Gl VE A HI GH VI SCOSI TY | NDEX
W THOUT EXCESSI VE LOSS OF VI SCOSI TY
FROM MECHANI CAL SHEARI NG AND MUST ALSO
CONTAI N A ZI NC TYPE ANTI - WEAR ADDI TI VE.
APl GRAVI TY (ASTM D1298 OR D4052) =
30-35; FLASHPO NT (ASTM D92) = 325F

M N.; VISCOSITY (ASTM D445) @ 40C =
28.8 TO 35.2 CST, @ 100C=6.0-7.0 CST;

VI SCOSI TY | NDEX (ASTM D2270) = 144
MN.; POUR PO NT (ASTM D97) IS - 35F
MAX; COPPER CORRCS| ON ( ASTM D130) @12F
= 1B; TOTAL ACI D NUMBER ( ASTM D664) =
0.6 MG KOH/ G O L MAX; MJUST PASS ASTM
D665B RUST TEST; OXI DATI ON STABI LI TY
(ASTM D943) |'S 1500+ HOURS; EMJLSI ON
(ASTM D1401 @ 130F SEPARATI ON TI ME =

30 M NUTES (MAX): FOAM NG

CHEVRON PRODUCT COMPANY
EXXON MOBI L CORP.

NYCTA

NYCTA

RANDO HDZ 32 0
UNI VI S N32

CCSS-001, REV I, 3-9-11 LABEL

CCSS- 003 REV E 9/11/17 RESTR S
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I TY DATE 07/10/2023 PAGE : 268
M CURRENT VERSION : 1.10.00

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

TENDENCY/ STABI LI TY (ASTM D892)
SEQUENCE Il = 25/0 -50/0; % ZINC =
0. 0238-0.40; DI ELECTRI C STRENGIH
(ASTM D877) = 30 KV M N. MJST MEET
OR EXCEED THE PERFORMANCE

REQUI REMENTS OF DENI SON' S HF- 0,

VI CKERS M 2950-5 AND CI NCI NNATI -

M LACRON P68 SPECI FI CATI ONS.

CERTI FI CATI ON OF ANALYSI' S TO | NCLUDE
VI SCOSI TY AND APl GRAVI TY MUST BE
PROVI DED FOR EACH BATCH

USE PY1 USE YTD

69-12- 1497

AL, HYDRAULIC, |SO GRADE 22 PARAFFI NI C
BASED;, USED TO LUBRI CATE SEFAC " M225BF"
HYDRAULI C JACK SYSTEMS; VI SCOSITY @ 40
DEGREES C TO BE 19. 8-24. 2 CST,

VI SCOSI TY @ 100 DEGREES C, TO BE
4.5-5.5 CST, VISCOSITY | NDEX TO BE
APPROXI MATELY 165; APl GRAVITY TO BE
35-40; M N MUM FLASH PO NT TO BE 392
DEGREES F; MAXI MUM POUR PO NT TO BE -30
DEGREES F; COPPER CORROSI ON VI A ASTM
D130, 3 HRS @100 DEGREES C TO BE 1B;
FOAM SEQUENCE | TENDENCY & STABI LI TY
VI A ASTM D892 TO BE 0 M. AND 0 M-
RESPECTI VELY; TIME TO 3 M. EMJULSI ON AT
54 DEGREES C VI A ASTM D1401 TO BE 10

M N, PACKAGED IN 5 GAL PAILS;

CERTI FI CATE OF ANALYSI S THAT | NCLUDES
VI SCOSI TY AND APl GRAVI TY MUST BE

PROVI DED FOR EACH BATCH THAT | S

SHI PPED.

EXXON MOBI L CORP.

NYCTA
NYCTA

DTE 10 EXCEL 22 0 0
CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

69-12-1501

a L, HYDRAULI C, BI ODEGRADABLE, FOR USE
ON TAMPERS. FOR HYDRAULI C SYSTEMS
OPERATI NG WTH O L TEMPERATURES I N THE
RANGE OF 0 DEG F. TO 180 DEG F.
VEGETABLE O L BASED W TH ADDI Tl VI ES
THAT PROVI DE H GH PERFORVANCE,
EXCELLENT PROTECTI ON AGAI NST RUST,
OUTSTANDI NG LOAD CARRYI NG, ANTI - \EAR
PROPERTI ES, CORROSI ON RESI STANCE
PROPERTI ES. APl GRAVITY 22.1; VISCOSITY
37 +/- 3.7 CST AT 40 DEG C, VISCOSITY
8.4 +/-0.84 CST AT 100 DEG C, POUR

PO NT -18 DEG F. MEETS REQUI REMENTS OF
DENI SON HF- 0 AND TP30283 VANE PUWP

EXXON MOBI L CORP.

NYCTA
NYCTA

MOBI L EAL224H 0 0
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
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M CURRENT VERSI ON :

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

TESTS, VI CKERS V-104C AND 35VQ@5, 12
STAGE RATING I N THE FZG CGEAR TEST,
MEETS ASTM D665 FOR RUST PROTECTI ON.
CERTI FI CATI ON OF ANALYSI S FOR EACH
BATCH TO BE PROVI DED VWH CH | NCLUDES

VI SCOSI TY. PACKAGED | N 55- GALLON DRUMS

TY DATE 07/10/2023 PAGE : 269

1.10.00

USE PY1 USE YTD

69-12-1514

a L, HYDRAULI C ELEVATOR, 1SO 32,
PETROLEUM BASED, TO BE SHI PPED I N
RESEALABLE 5 GALLON PAILS; USED ON
HYDRAULI C ELEVATORS

5 GAL/ PAI L

EXXON MOBI L CORP.
NYCTA
NYCTA

583195- 00/ NUTO H 32
CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

69-12-1519

AL, HYDRAULIC, 1SO 100 GRADE,

ANTI - VEAR, ASHLESS (ZI NC- FREE) ; FOR

NI LFI SK/ ALTO' KEW 5003 V STEAM CLEANER/
PRESSURE WASHER & OTHER EQUI PVENT;

VI SCOSI TY | NDEX TO BE 140-155; MAXI MUM
POUR PO NT TO BE -32 DECGREES F;

VI SCOSI TY @40 DEGREES C TO BE 90 TO
110 CST; VISCOSITY @100 DEGREES C TO
BE 12.6 TO 15.4 CST; OXI DATI ON

STABI LITY TO BE > 5,000 HRS TO 2.0 MG
KOH G ACI D NUMBER AS MEASURED BY ASTM
D943; PACKAGED IN 5- GAL PAIL;

CERTI FI CATE OF ANALYSI S COVERI NG

VI SCOSI TY (@40 DEGREES C @ 100
DEGREES C), VI SCOSITY I NDEX & POUR

PO NT TO BE PROVI DED FOR EACH BATCH
SHI PPED; FOR H GH PRESSURE, HI GH
TEMPERATURE HYDRAULI C SYSTEMS THAT
OPERATE | N H GH MJ STURE ENVI RONVENT

5 GAL PAILS

CLARI TY HYDRAULIC O L AW 100 0
CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

69-12-1521

aL, FOR VACUUM PUMPS | N ROBI NAI R
178002K/ 178012K REFRI GERANT RECOVERY
MACHI NES; VI SCOSITY @40 DEGREES C TO
BE 27.9 TO 34.3 CST; VISCOSITY @100
DEGREES C TO BE 4.5 TO 5.5 CST; M N MM
VI SCOSI TY | NDEX TO BE 94; APl GRAVITY
TO BE NOM NALLY 33.2; M N MJM FLASH

PO NT TO BE 410 DEGREES F;, NMAXI MUM POUR
PO NT TO BE 8 DEGREES F; PACKAGED | N

1- GAL BOTTLES. CERTI FI CATES OF ANALYSI S

LUBRI CATI ON TECHNOLCG ES
OLYMPI C

NYCTA

NYCTA

ROBI NAI R PREM UNVHI
VACUUM PUWP O L

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

VACUUMPUMPO 18
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PROG- I D :

69-12-1524

69-12-1526

69-12-1527

EVS NEW YORK CITY TRANSI T AUTHORI TY DATE 07/10/2023 PAGE : 270
JSBYRALL coMmMoblI TY MANAGEMENT SYSTEM CURRENT VERSION : 1.10.00
QUALI FI ED PRODUCTS LI STI NG
SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT
LONG DESCRI PTI ON MFG NAME MFG PART NO USE PY1 USE YTD
I NCLUDI NG VI SCOSI TY AND APl GRAVI TY TO
ACCOVPANY EACH BATCH THAT IS SHI PPED.
NOTE TO USERS: SAME PRODUCT IN 1 QT
CANS AVAI LABLE UNDER STOCK #69-12- 1532
1 GAL/ BOITLE
AERCSCL LUBRI CANT, POLYDI METHYLSI LOXANE  STATE CHEM CAL SPW ( SPECI AL PURPOSE WAX 43040 3936 2385
SI LI CONE- BASED, IN 9-16 OZ CANS. 3% CASTOLEUM CORP. TRI ZOL SI LI CONE SPRAY LUBRI CAN
SI LI CONE BY WEI GHT M N, VOC BY WEI GHT NYCTA CCSS-001, REV I, 3-9-11, LABEL
60% MAX; KI NEMATI C NYCTA CCSS- 003 REV E 9/11/17 RESTR S
VI SCOSI TY( D- 445) 200- 400 CST@0 DEG C, ASTM D1640
POUR PO NT(D97)-40 DEG F MAX ASTM D3539
CERTI FI CATE OF CONFORVANCE/ COWPLI ANCE NY STATE DEPT OF ENVI RON CONS. PART 235-3
AND CERTI FI CATE OF ANALYSI S TO | NCLUDE
SI LI CONE CONTENT AND VI SCOSI TY MJUST
ACCOVPANY EACH SHI PMENT.
9-16 Oz CAN CSE
LUBRI CANT, PENETRANT, RUST PREVENTI VE, CRC | NDUSTRI ES, | NC. #3005 AEROSOL 336 MJLTI - PURP 27802 16657
MO STURE DI SPLACER AND CLEANER, WD- 40 COMPANY WD-40 11 OZ CAN
AERCSCL, USED FOR FREEI NG AND NYCTA CCSS- 001, REV I, 3-9-11, LABEL
LUBRI CATI NG RUSTED PARTS AND MACHI NERY; NYCTA CCSS- 003 REV E 9/11/17 RESTR S
SPECI FI C GRAVITY TO BE 0.8 TO 1.2
( CORRESPONDS TO DENSI TY COF 6.67 LBS/ GAL
TO 10.0 LBS/ GAL); FLASH PO NT M NI MUM
TO BE 110 DEGREES F; PACKAGED IN 11-OQZ
CANS, 12 CANS PER CASE; CERTI FI CATE OF
CONFORVANCE TO BE PROVI DED FOR EACH
BATCH SHI PPED
12 CANS/ CSE
LUBRI CANT, Sl LI CONE, AERCSOL; 16 OZ. CRC | NDUSTRI ES, | NC. FOOD GRADE Sl LI CONE 03040 2610 1485
CAN (NET WEIGHT 10 OZ.). COVES WTH NYCTA CCSS- 001, REV I, 3-9-11, LABEL
MOVABLE PLASTI C STRAW APPLI CATOR NYCTA CCSS- 003 REV E 9/11/17 RESTR S

PERVANENTLY AFFI XED TO SPRAY NOZZLE.
CONTAINS 2.0 TO 5. 1% SI LI CONE. DRYI NG
TIME (FOR A 1.25 MMTH CK FILM TO BE
175 SECONDS MAXI MUM  CERTI FI CATE OF
ANALYSI S TO | NCLUDE % SI LI CONE/ % SOLI DS
CONTENT. C OF A AND CERTI FI CATE OF
CONFORVANCE TO BE PROVI DED TO THE

NYCT MANAGER OF | NSPECTI ON AND TESTI NG
PRI OR TO SHI PPI NG MATERI AL.



USER-I D :
PROG- I D :

EVS
JSBYRALL

NEW YORK
COMMODI

CIl TY TRAN
TY MANAGE

2w
m—

QUALI FI ED PRODUCTS LI STI NG
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THORI TY DATE 07/10/2023 PAGE : 271
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD

69-12-1532

aL, FOR VACUUM PUMPS | N ROBI NAI R
178002K/ 178012K REFRI GERANT RECOVERY
MACHI NES; VI SCOSITY @40 DEGREES C TO
BE 27.9 TO 34.3 CST; VISCOSITY @100
DEGREES C TO BE 4.5 TO 5.5 CST; M N MM
VI SCOSI TY | NDEX TO BE 94; APl GRAVITY
TO BE NOM NALLY 33.2; M N MJM FLASH

PO NT TO BE 410 DEGREES F, NMAXI MUM POUR
PO NT TO BE 8 DEGREES F; PACKAGED IN 1
QI CANS; CERTI FI CATES OF ANALYSI S

I NCLUDI NG VI SCOSI TY AND APl GRAVI TY TO
ACCOVPANY EACH BATCH THAT IS SHI PPED.
NOTE TO USERS: SAME PRODUCT IN 1 GAL
BOTTLES AVAI LABLE UNDER STOCK
#69-12-1521

1 QT CANS

LUBRI CATI ON TECHNOLCG ES
OLYMPI C

NYCTA

NYCTA

69-12-1534

a L, COWRESSCR, H GHY REFI NED, WAX
AND WATER FREE, NAPHTHENI C M NERAL O L
BLEND, USED FOR LUBRI CATION, IN

REFRI GERATI ON AND RAI LCAR Al R

CONDI TI ONI NG SYSTEMS.  UNSUI TABLE FOR
REFRI GERANT SYSTEMS USI NG HFC

REFRI GERANTS, SUCH AS R-134A. MJST MEET
THE FOLLOW NG REQUI REMENTS: APl GRAVI TY
21-27; VISCOSITY @40 DECREES G 61-75
CST; FLASH PO NT 340 DEGREES F M NI MUM
POUR PO NT-25 DEGREES F MAXI MUM FLOC
PO NT -50 DEGREES F MAXI MUM WATER
CONTENT 35 PPM MAXI MUM DI ELECTRI C
STRENGIH 25KV M NI MUM  PACKAGED I N
ONE- GALLON PLASTI C CONTAI NERS, SI X
CONTAI NERS TO A CASE. CERTI FI CATE OF
ANALYSI S TO | NCLUDE VI SCOSI TY AND API
GRAVI TY MUST BE PROVI DED FOR EACH
BATCH.

1 GAL/CTR

1 GAL/CTR

CHEVRON PRODUCT COMPANY
NYCTA
NYCTA

ROBI NAI R PREM UVHI  VACUUMPUMPO 235 83
VACUUM PUWMP O L

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

CAPELLA WF 68 501 223

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
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SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

AL, FOR LUBRI CATI NG RAIL CAR AIR

CONDI TI ONER COVPRESSORS; | SO VI SCCSI TY.
GRADE 32; MJUST BE COMPATI BLE W TH R-22

REGRI GERANT. PACKAGED IN ONE (1) GALLON
CANS, SI X CANS TO A CASE

6 CANS/ CSE

CHEVRON PRODUCT COVPANY
SONNEBCRN, LLC

NYCTA/ MABSTOA

NYCTA

NYCTA

THORI TY DATE 07/10/2023 PAGE : 272
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD
CAPELLA WF 32 1 0
SUNI SO 3GS

7090- FACI L-99
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

69-12-1546

a L, SEM -SYNTHETI C, MECHANI CAL PUWP
FLU D. FOR USE I N VACUUM PUW THAT I S
USED TO EVACUATE MJ STURE FROM RAI LCAR
A/ C SYSTEM VI SCOSITY @40C | S 48 CST,
POUR PO NT IS -16C. PACKAGED I N

1- GALLON CONTAI NER

1 GAL/CTR

CAMBRI DGE M LL PRODUCTS
NYCTA
NYCTA

CWP19 ULTRA HT 0 0
CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

69-12-1548

LUBRI CANT, PENETRANT, RUST PREVENTATI VE,
MO STURE DI SPLACER AND CLEANER, AERCSOL
3 &Z. CAN. USED FOR FREEI NG AND

LUBRI CATI NG RUSTED PARTS AND MACHI NERY.
PACKAGED IN 3 OZ. CANS 12 CANS/ CSE.
PETROLEUM DI STI LLATE/ HYDROCARBON BLEND
W TH CARBON DI OXI DE PROPELLANT. FLASH
PO NT = 120F M NI MUM SPECI FI C GRAVI TY
= 0.78 - 0.82; BALING PO NT = 300F

M N MUM

12 CANS/ CSE

69-12-1576

a L, COWRESSOR, DI ESTER BASED, | SO 68
GRADE, FOR ROTARY SCREW TYPE
COVWPRESSORS; M NI MUM FLASH PO NT TO BE
235 DEGREES C, VI SCOSITY @40 DEGREES C
TO BE 61.2 TO 74.8 CST, VISCOSITY @
100 DEGREES C TO BE 7.0 TO 10.5 CST,
SPECI FI C GRAVI TY TO BE 0. 850 TO . 965;
MAXI MUM POUR PO NT TO BE -32 DEGREES F;
COPPER CORRCSI ON AS MEASURED VI A ASTM
D130 TO BE 1A; M NI MUM AUTAO GNI TI ON
TEMPERATURE TO BE 405 DEGREES C AS
MEASURED VI A ASTM E659; TYPI CAL
CONRADSON CARBON RESI DUE VI A ASTM D189
TO BE 0. 02% EVAPORATION (22 HRS @ 99
DEGREES C VI A ASTM D972) TO BE LESS
THAN 1. 0% DEMJLSIBILITY @54 DECREES C

WD- 40 COMPANY WD- 40 (3-QZ CAN) #49000 37296 20843
NYCTA CCSS-001, REV I, 3-9-11, LABEL
NYCTA CCSS- 003 REV E 9/11/17 RESTR S
SUM T | NDUSTRI AL PRODUCTS | NC DSL68 0 0
NYCTA CCSS- 001, REV I, 3-9-11, LABEL
NYCTA CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

EVS NEW YORK
JSBYRALL COMMODI

CIl TY TRAN
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QUALI FI ED PRODUCTS

2w

I TY DATE 07/10/2023 PAGE : 273
M CURRENT VERSION : 1.10.00

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

M. O L/ WATER/ EMULSI ON (M NUTES) TO BE

40/ 37/ 3 (<60) OR BETTER AS MEASURED VI A

ASTM D1401; MAXI MUM 4 BALL VVEAR @ 1200
RPM 75 DEGREES C, 40KG 1 HOUR TO BE
0. 85MM AS MEASURED VI A ASTM D2266;
CERTI FI CATE OF ANALYSI S COVERI NG

VI SCOSI TY @40 DEGREES C, FLASHPO NT, &

POUR PO NT TO ACCOVPANY EACH BATCH
SHI PPED; PACKAGED I N 55 GALLON DRUNMES.

MFG PART NO USE PY1 USE YTD

69-12-1577

A L, SYNTHETI C DI ESTER COVPRESSOR O L,
SAE 20W10, FOR | NGERSOLL- RAND

RECI PROCATI NG Al R COVPRESSORS ( MODELS
"242-50", "25T2", "S5HE", "2475N5",
"5BP"); MJST HAVE VI SCOSI TY OF 90-110
CST @ 100 DEGREES F, VI SCOSITY | NDEX
128, DEMULSIBILITY @130 DEGREES F M.

O L/ EMJLSI ON 40/ 40/0(60) M N MUM FOUR

BALL WEAR, 1200 RPM 167 DEGREES F,
40KG 1HR MM 0. 32, SPECI FI C GRAVI TY
0.9-1.1, POUR PO NT -50 DEGREES F.
MAXI MUM  FLASH PO NT 450 DEGREES F.

M N MUM PACKED IN 1 LI TER CONTAI NERS.
CERTI FI CATE OF ANALYSES TO | NCLUDE

VI SCOSI TY AND POUR PO NT & CERTI FI CATE

OF CONFORMANCE MUST BE PROVI DED FOR

EACH BATCH I N SH PMENT M NI MUM SHELF
LI FE REQUI RED AT TI ME OF RECEIPT IS

NI NE MONTHS.

1 LITER CTR

1 LITER CTR

I NGERSOLL- RAND
NYCTA
NYCTA

ALL SEASON T30 SELECT(38436721 0 0
CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

69-12-1578

aL, COWRESSCOR, M NERAL BASED, | SO

VI SCOSI TY GRADE 100 (VI SCOSI TY TO BE 90

TO 110 CST @0 DEGREES C); MJUST PASS
SYNTHETI C SEA WATER TEST ( ASTM D665)

RUST & OXI DATI ON | NHI BI TED; POUR PO NT

MAXI MUM TO BE -10 DEGREES F; API
GRAVI TY TO BE NOM NALLY 31; MAXI MUM

ACI D NUMBER AS MEASURED BY ASTM D974 TO

BE 0.18 MG KOH/ G OF O L; FOR USE IN
CAR WASHER BLOWNER COMPRESSCRS;

CERTI FI CATE OF ANALYSI S TO ACCOVMPANY
EACH BATCH SHI PPED;, PACKAGED I N 5
GALLON PAILS

5 GAL/PLS

REGAL R&0 | SO 100 0 0
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

DATE 07/10/2023 PAGE :
CURRENT VERSI ON :

274
1.10.00

USE PY1 USE YTD

69-12-1585

O L, DI ESTER BASED, FOR RECI PROCATI NG
TYPE Al R COMPRESSORS( | NGERSOLL- RAND
"XLE"): | SO GRADE 100; VI SCOSI TY @ 40
DEGREES C TO BE 90-110 CST; VI SCOSITY @
100 DEGREES C TO BE 9.4 TO 14;
VI SCOSI TY | NDEX TO BE A M NI MUM OF 60;
POUR PO NT MAXI MUM TO BE - 25 DEGREES F;
FLASH PO NT M Nl MUM TO BE 460 DEGREES
F; SPECI FI C GRAVI TY TO BE 0.85 TO 0. 98;
EVAPORATI ON LOSS(22 HOURS @ 210 DEGREES
F VIA ASTM D972) TO BE LESS THAN 1%
COPPER STRI P CORROSI ON VI A ASTM D130 TO
BE 1A OR 1B; DEMULSIBILITY @ 130
DEGREES F VI A ASTM 1401 TO BE 39/ 38/ 3
(<60) M. O L/ WATER/ EMULSI ON( M NUTES) OR
BETTER, MAXI MUM TOTAL ACI D NUMBER VI A
ASTM D664 TO BE 0.2 MG KOH G, MUST PASS
RUST TEST(48 HOURS VI A ASTM D665A) ;
FOUR-BALL WEAR @ 1200 RPM 165
DEGREES F, 40 KG 1 HOUR VI A ASTM D2266
TO BE A MAXI MUM OF 1.0 MM PACKAGED | N
55- GALLON DRUMB; CERTI FI CATE OF
ANALYSI S COVERI NG VI SCOSI TY @ 40 DEGREES
C, POUR PO NT, FLASH PO NT, COPPER
CORROSI ON, AND DEMULSI BI LI TY @ 130
DEGREES F TO BE PROVI DED FOR EACH
BATCH SHI PPED

ULTRACHEM | NC. CHEMLUBE 501
SUMWM T | NDUSTRI AL PRODUCTS | NC DSL100

NYCTA CCSS- 001,
NYCTA

REV 1,

3-9-11,

LABEL

CCSS- 003 REV E 9/11/17 RESTR S

69-12-1615

a L, SYNTHETI C COVWRESSOR, FOR USE | N
ATLAS COPCO GA5S5 ROTARY SCREW TYPE Al R
COVWPRESSORS, | N 5 GALLON CONTAI NERS.
SYNTHETI C BASED LUBRI CANT; Kl NEMATI C
VI SCOSI TY @O0C;, |S 34. 3-46 CENTI STOKES
(ASTM D445) VI SCOSI TY | NDEX 133 (ASTM
D2270); POUR PO NT -10F (ASTM D97;
PASSES ASTM D665B RUST TEST. ALLOWS FOR
SERVI CE DRAI N | NTERVALS UP TO 8, 000
HOURS OR TWO YEARS. PPE REQUI RED:

CHEM CAL SPLASH GOGGLES, NEOPRENE/

NI TRI LE GLOVES

5 GAL/ CTR

ATLAS COPCO Al RPOVNER
NYCTA
NYCTA

CCSS- 001, REV I,

ROTO EXTENDED DUTY FLUI D

3-9-11,

LABEL

CCSS- 003 REV E 9/11/17 RESTR S
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

a L, COWRESSOR, SYNTHETI C,
ALKYLBENZENE, USED FOR LUBRI CATI ON,
REFRI GERATI ON AND RAI LCAR Al R

CONDI TI ONI NG SYSTEMS. SUlI TABLE FOR
REFRI GERANT SYSTEMS USI NG HCFC- BASED
REFRI GERANTS. MJUST MEET THE FOLLOW NG
REQUI REMENTS: COLOR 4.0 NMAXI MUM
GRAVITY 29.5 - 31.5 API; VISCOSITY @
100 DEGREES F 290-310 SUS; FLASH PO NT
310 DEGREES F M NI MUM POUR PO NT - 30
DEGREES MAXI MUM  FLOC PO NT < -80
DEGREES F; DI ELECTRI C STRENGIH > 25KV.
PACKAGED | N ONE- GALLON PLASTI C

CONTAI NERS, Sl X CONTAI NERS TO A CASE.
CERTI FI CATE OF ANALYSI S TO | NCLUDE

VI SCOSI TY AND APl GRAVI TY MUST BE
PROVI DED FOR EACH BATCH. SAFETY
COMMVENTS: USE PERSONAL PROTECTI VE

EQUI PMENT | N ACCORDANCE W TH THE MSDS.
WEAR CHEM CAL SPLASH GOGGELES & NI TRI LE
GLOVES

I'N

SHRI EVE CHEM CAL PRODUCTS
NYCTA
NYCTA

69-12-1705

A L, PARAFFI NI C BASED FOR RECI PROCATI NG
COVPRESSORS, | SO GRADE 68; CONTAI NS
RUST AND OXI DATI ON | NHI BI TORS;

VI SCOSI TY @40 DEGREES C TO BE 61-75;
M NI MUM VI SCCSI TY | NDEX TO BE 90;

M Nl MUM FLASH PO NT TO BE 395 DEGREES
F, MAXI MUM POUR PO NT TO BE -5 DEGREES
F;, MAXI MUM NEUTRALI ZATI ON NUMBER TO BE
0. 2; CORRGCSI ON CLASSI FI CATI ON AS
MEASURED BY ASTM D130 (3 HRS @ 212
DEGREES F) TO BE 1A OR 1B (SLI GAT
TARNI SH) ; TO BE PACKAGED | N ORI G NAL
MANUFACTURER SEALED 55 GALLON DRUMS
(O L REPACKAGED FROM BULK |I'S NOT
ACCEPTABLE) ; MJUST PASS ASTM D665 RUST
PREVENTI ON TEST 24 HRS, D STILLED
WATER), CERTI FI CATE OF ANALYSI S

COVERI NG VI SCCSI TY & POUR PO NT TO
ACCOVPANY EACH BATCH SHI PPED

55 GAL DRMS

55 GAL DRMS

PH LLI PS 66 LUBRI CANTS
Cl TGO

CHEVRON PRODUCT COMPANY
EXXON MOBI L CORP.

NYCTA

NYCTA

THORI TY DATE 07/10/2023 PAGE : 275
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD
ZEROL 300 0 0
CCSS-001 REV |, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

MULTI PURPOSE R&O O L 68 7370 3795

PACEMAKER T68

REGAL R&O 68

TERRESTI C 68

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
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69-12-1708

EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

QUALI FI ED PRODUCTS

2w

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

AL, FOR USE IN SOVE SI MMONS WHEEL

TRUI NG MACHI NE BEARI NGS AND GEARS; TO
HAVE A VI SCOSI TY RANGE CF 400 TO 600
SUS @ 100 DEGREES F; TO HAVE A

VI SCOSI TY OF 100 CST +/- 10% @ 40
DEGREES C; PACKAGED I N 55 GAL DRUMES;
CERTI FI CATE OF ANALYSI S COVERI NG

VI SCOSI TY @40 DEGREES C TO BE PROVI DED
FOR EACH BATCH DELI VERED.

EXXON MOBI L CORP.
NYCTA
NYCTA

55 GAL/ DRUM

DATE 07/10/2023 PAGE : 276

CURRENT VERSI ON :

MOBI L DTE O L HEAVY

CCSS- 001, REV I,

CCSS- 003 REV E 9/11/17 RESTR S

3-9-11,

1.10.00

USE PY1 USE YTD

LABEL

69-12-1709

aL, FOR CAR WASHER PUMPS, PARAFI NI C
BASED; | SO VI SCOsSI TY GRADE 46

(VI SCOSITY 41.4 TO 50.6 @40 DEGREES O);
TIME TO 3 M. EMULSI ON AT 54 DEGREES C
PER ASTM D1401 TO BE 15 M NUTES

(MAXI MUV ; APl GRAVITY TO BE

APPROXI MATELY 32. 2, ZI NC CONTENT TO BE
APPROXI MATELY . 008% PACKAGED IN 5 GAL
PAI'LS; CERTI FI CATE OF ANALYSI S TO
ACCOVPANY EACH BATCH SHI PPED

5 GAL/ PAIL

EXXON MOBI L CORP.
NYCTA
NYCTA

DTE O L MEDI UM
CCSS- 001, REV I,

CCSS- 003 REV E 9/11/17 RESTR S

3-9-11,

LABEL

69-12-1720

LUBRI CANT/ RUST PREVENTATI VE FOR

RAI LCAR DOOR HANGERS, |IN ONE QUART
BOTTLES. APPLI ED TO R68 DOOR HANGERS
BY BRUSH OR W PER. BLEND OF SYNTHETI C
AND M NERAL O LS W TH MOLYBDENUM AND
PCLYTETRAFLUCRCETHYLENE, SOLVENT FREE.
PPE RQUI RED FOR USE; CHEM CAL SPLASH
GOGELES, NI TRI LE GLOVES.

1 QI/ BOITLE

FLUORAM CS | NC
NYCTA
NYCTA

H NDERRUST R2. 0
CCSS- 001, REV I,

CCSS- 003 REV E 9/11/17 RESTR S

3-9-11,

LABEL

MOBI L GEAR 600 XP 320

69-12-1753

alL, GAR AGWA #6EP, | SO VI SCOSI TY
GRADE 320 (VI SCOSITY OF 288 TO 352 CST
@ 40 DEGREES C); PARAFI NI C BASED; API
GRAVI TY TO BE 25 TO 30; FOR LUBRI CATI NG
CAR WASHER PUMP GEARS; PACKAGED I N
5-GAL PAILS; CERTIFI CATE OF ANALYSI S TO
BE PROVI DED FOR EACH BATCH SHI PPED

EXXON MOBI L CORP.
NYCTA
NYCTA

5 GAL/ PAILS

CCSS- 001, REV I,

CCSS- 003 REV E 9/11/17 RESTR S

3-9-11,

LABEL



USER-I D :
PROG- I D :

EVS NEW YORK CI TY TRAN
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I TY DATE 07/10/2023 PAGE : 277
M CURRENT VERSION : 1.10.00

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

USE PY1 USE YTD

69-12-1755

AL, GAR |SO GRADE 220. FOR GEAR EXXON MOBI L CORP.
BOXES ON WHEEL TRUI NG MACHI NES AND NYCTA
OTHER EQUI PMENT OPERATI NG UNDER HEAVY NYCTA
OR SHOCK LOADS. FORMULATED FROM

H G4 QUALI TY O LS WTH H GH OXI DATI ON

STABI LI TY AND WATER SEPARATI NG

CHARACTERI STI CS W TH ADDI Tl VES TO

PROVI DE EXTREME PRESSURE AND W\EAR

PROTECTI ON, RUST AND CORROCSI ON

PROTECTI ON, | NCREASED OXI DATI ON

STABI LI TY AND RESI STANCE TO FOAM NG

MUST MEET THE FOLLOW NG REQUI REMENTS:

APl GRAVITY 25 M NIMUM DENSITY AT 15.6

DEGREES C 0.89 KG L; FLASH PO NT 255

DEGREES C M NI MJM POUR PO NT -24

DEGREES C MAXI MUM VI SCOSI TY AT 40

DEGREES C- 205-235 CST; VI SCOSI TY | NDEX

95 M NIMUM DEMULSI BILITY AT 82 DEGREES

C 30 M NUTES MAXI MUM COPPER STRI P

CORRCSI ON-1B MAXI MUM - MUST PASS RUST

PROTECTI ON TEST AND FZG FOUR SQUARE

GEAR TEST -12 STAGES M NI MUM

CERTI FI CATE OF ANALYSI S TO | NCLUDE

VI SCOSI TY AND APl GRAVI TY MUST BE

PROVI DED FOR EACH BATCH. PACKAGED | N

38- LB DRUMS.

38 LB/ DRUM

MOBI LGEAR 600XP 220 1140 494
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

69-12-1770

AL, GEAR |SO GRADE 100. FOR GEAR EXXON MOBI L CORP.
BOXES ON SI MMONS VWHEEL TRUI NG MACHI NES, NYCTA
(NOT | NCLUDI NG #54 SERI ES). EXTREME NYCTA
PRESSURE (3 EP); RESI STANT TO O L

OXI DATI ON, AND FOAM NG EMULSI ON

FORVATI ON; TO PROVI DE RUST/ CORROSI ON

PROTECTI ON;, MUST MEET THE FOLLOW NG

REQUI REMENTS: M NI MUM APl GRAVI TY TO BE

25; POUR PO NT MAXI MUM TO BE - 27

DEGREES C, VI SCOSITY @40 DEGREES C TO

BE 90-110 CST; PACKAGED IN 38 LB.

PAI'LS; CERTI FI CATE OF ANALYSI S COVERI NG
BATCH(ES) DELI VERED TO BE PROVI DED,

CERTI FI CATE OF ANALYSI S TO COVER API

GRAVI TY, POUR PO NT, VISCOSITY AT 40

DEGREES C.

38 LB PER EA

MOBI LGEAR 600 XP 100 0 0
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

QUALI FI ED PRODUCTS

2w

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

USE PY1

I TY DATE 07/10/2023 PAGE : 278
M CURRENT VERSION : 1.10.00

USE YTD

69-12-1772

AL, GEAR #4 EP; 1S0O VI SCOSI TY GRADE
150 (VI SCOSI TY OF 135 TO 165 CST @

40 DEGREES C); APl GRAVITY TO BE
APPROXI MATELY 26. 65; FOR LUBRI CATI NG
CAR WASHER M XER GEARS; PACKAGED | N
38-LB. PAILS); CERTIFICATE COF ANALYSI S
TO BE PROVI DED FOR EACH BATCH SHI PPED

EXXON MOBI L CORP.
NYCTA
EXXON MOBI L CORP.

38 LB/ PAIL

MOBI L GEAR 600 XP 150 0
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

69-12-1811

a L, SYNTHETIC, LUBRI CATI NG 1SG320,
USED ON ESCALATOR EXTERNAL CGEARBOXES.
TO BE SUPPLIED IN 5 GALLON PLASTI C

PAI LS. ASTM D445 VI SCOSI TY @0 DEGREES
C. 288-352 CST, @100 DEGREES C;
34.5-42.4 CST. ASTM D2270 VI SCOSI TY

| NDEX: 154-190. ASTM D1401 WATER

EMULSI ON TI ME TO 37M. WVATER @ A M NI MUM
TEMPERATURE OF 82 DECGREES C. 25 M NUTES
MAX

5 GAL/ PAI L

SHC632 530
CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

69-12-1815

a L, SYNTHETIC, Dl ESTER BASED
COVWPRESSOR; | SO GRADE 68; OXI DATI ON
RESI STANT, FOR USE | N RECI PROCATI NG
COVPRESSORS & OTHER APPLI CATI ONS;

VI SCOSI TY @ 100 DEGREE C TO BE 7.4 CST
+/- 0.74 CST; VISCOSITY @40 DEGREE C
TO BE 68 CST +/- 6.8 CST; MNIMJUM VI TO
BE 64, DEMULSI BILITY @54 DEGREES C VI A
ASTM D1401 (M. O L/ WATER/ EMJULSI ON) TO
BE A MMXIMUM OF 3 M. EMILLSION @30 MN;
4- BALL WVEAR@ 1200 RPM 75 DEGREE C,
40KG 1 HR, TO BE NMAXI MUM 0. 5MV

SPECI FI C GRAVI TY TO BE 0.92 TO 0. 96;
MAXI MUM POUR PO NT TO BE -30 DEGREE C;
M Nl MUM FLASH PO NT TO BE 230 DEGREE C
CERT OF ANALYSES COVERI NG VI SCOSI TY @
40 DEGREE C AND POUR PO NT AS WELL AS A
CERT OF CONFORVMANCE TO BE PROVI DED FOR
EACH BATCH SHI PPED; PACKAGED I N 5- GAL
PAI LS.

5 GAL PAILS

CETUS DE | SO 68 0
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
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I TY DATE 07/10/2023 PAGE : 279
M CURRENT VERSION : 1.10.00

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

USE PY1 USE YTD

69-12-1822 O L, LIGHT MACH NE, PARAFFI NI C BASED,

| SO VI SCCSI TY GRADE 32, TO CONTAI N RUST
AND OXI DATI ON | NHI BI TORS, MJST BE
SEVERELY HYDROTREATED OR SEVERELY
SOLVENT REFI NED, MAXI MUM POUR PO NT -20
DEGREES F; APl GRAVITY TO BE 31- 34,

M Nl MUM FLASH PO NT TO BE 390 DEGREES

F;, VISCOSI TY @40 DEGREES C TO BE 32
CST +/- 3.2 CST; VISCOSITY @100
DEGREES C TOBE 5.2 TO 5.7 CST; M N MM
VI SCOSI TY | NDEX TO BE 98; MJST PASS
RUST TEST ASTM D665B; MAXI MUM TOTAL

ACI D NUMBER VI A ASTMD 974 TO BE 0. 16 MG
KOH G O L; OXI DATI ON STABILITY VIA ASTM
D943 TO BE M Nl MUM 3000 HOURS; TO HAVE
FOAM STABI LITY O 0 M. VIA ASTM D892,
SEQUENCE II; TO HAVE 3 M. OR LESS
EMULSI ON AFTER 30 M NUTES @ 54 DEGREES
C VI A ASTM D1401; COLOR VI A ASTM D1500
TO BE LO.5 TO 1.5; PACKAGED I N 5-GAL
PAI'LS; CERTI FI CATE OF ANALYSI S AND
CERTI FI CATE OF CONFORVANCE/ COVPLI ANCE
TO ACCOMPANY EACH BATCH SHI PPED,

CERTI FI CATE OF ANALYSI S TO | NCLUDE API
GRAVI TY, VISCOSITY @40 DEGREES C, AND
POUR PO NT

5 GAL/ PAI L

CHEVRON PRODUCT COMPANY
NYCTA
NYCTA

REGAL R&O 32 0 5
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

69-12-1828 O L, SYNTHETI C POLYOLESTER, FOR ROBI NAI R
COVPRESSCRS | N REFRI GERANT/ RECOVERY

UNI TS, MODELS 178002K/178012K; MJST
HAVE VI SCOSI TY OF 20-25 CST@O0 DEGREES
CENTI GRADE; M NI MUM VI SCCSI TY | NDEX TO
BE 116; MAXI MUM TOTAL ACI D NUMBER TO BE
0.05 MG KOH G A L; MAXI MUM WATER
CONTENT 50 PPM SPECI FI C GRAVI TY
0.9-1.1, MAXI MUM POUR PO NT TO BE -45
DEGREES F;, M NI MUM FLASH PO NT TO BE
490 DEGREES F; PACKED IN 5 GAL. PAILS.
CERTI FI CATE OF ANALYSES ( TO | NCLUDE

VI SCOSI TY) & CERTI FI CATE OF CONFORMANCE
MUST BE PROVI DED FOR EACH SHI PMENT

ULTRACHEM | NC.
NYCTA
NYCTA

RPOE22 0 0
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

O L, COWRESSOR, PAQ(POLYALPHACLEFI N)
BASED;, | SO GRADE 46; FOR USE ON R156
LOCOMOTI VE Al R COVPRESSORS; VI SCOSI TY
@40 DEGREES C TO BE 41.4 TO 50. 6 CST,
M NI MUM VI SCOSI TY | NDEX TO BE 127;
DEMULSI BI LI TY @54 DEGREES C AS
MEASURED BY ASTM D 1401 TO BE 40/40/0
(30 M NUTES) OR BETTER;, M NI MUM FLASH
PO NT TO BE 440 DEGREES F;, MAXI MUM POUR
PO NT TO BE -30 DEGREES F; SPECI FI C
GRAVI TY TO BE 0.82 TO 0.90; CERTI FI CATE
OF ANALYSI S COVERI NG VI SCOsI TY AND POUR
PO NT AND CERTI FI CATE OF COWPLI ANCE TO
BE PROVI DED FOR EACH BATCH SHI PPED,
PACKED | N 55 GAL DRUMS

69-12-1855

55 GAL DRMS

69-12-1877 O L, LUBRICANT, SYNTHETIC, METALLIC
ENG NE/ CRANKCASE O L. ENG NEERED

TO PERFORM SATI SFACTORILY FOR 40, 000

M LES OR MORE/ 2, 000 HOURS OR MORE
BEFORE O L CHANGE | S REQUI RED. MEETS OR
EXCEEDS APl STANDARDS AND M L STANDARD
SPECI FI CATI ONS. COWPLETELY COWMPATABLE
WTH ALL VEH CLES W TH NO ADDI TI ONAL
ADDI TI VES NEEDED. SUPPLIED I N 55
GALLON DRUM

55 GAL/ DRUM

69-12-1920 LUBRI CANT, SYNTHETIC POLYOL ESTER, FOR
USE I N REFRI GERATI ON AND Al R

CONDI TI ONI NG COMPRESSORS USI NG HFC
REFRI GERANTS; VI SCOSITY @0 AND @ 100
DEGREES CENTI GRADE RESPECTI VELY.
PACKAGED | N TWELVE QUART CANS PER BOX

IS 66.6-72.3 CST AND 9. 3-9.8 CST

USE PY1 USE YTD
SENTI NEL LUBRI CANTS CORP. SCO- 10/ 20 0 0
SUMWM T | NDUSTRI AL PRODUCTS | NC SH- 46

NYCTA CCSS- 001, REV I, 3-9-11, LABEL

NYCTA CCSS- 003 REV E 9/11/17 RESTR S

SENTI NEL LUBRI CANTS CORP.
NYCTA
NYCTA

SENTI NEL' S SUPER 5W0 LE 3 0
CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

LUBRI ZOL CPI
NYCTA
NYCTA

ENG NEERI NG SERVI EMKARATE RL 68H 8 0
CCSS-001 REV | 3-9-11 LABEL

CCSS- 003 REV E 9/11/17 RESTR S
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AL, D ESEL ENG NE, SAE 10W 30 GRADE;
SYNTHETI C BASED, MJST MEET APl CJ-4
SERVI CE CATEGCRY; KI NEMATI C VI SCOSI TY
@ 100 DEGREES C TO BE 9.3 M\*2/ SEC TO
12.5 M2/ SEC; CERTI CATE OF ANALYSI S
COVERI NG KI NEMATI C VI SCOSI TY MJUST BE
PROVI DED FOR EACH BATCH SHI PPED;
PACKAGED | N 55- GALLON DRUMS

EXXON MOBI L CORP.
NYCTA
NYCTA

MOBI L DELVAC EXTREME 10W 30
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

I TY DATE 07/10/2023 PAGE : 281
M CURRENT VERSI ON :

1.10.00

USE PY1 USE YTD

69-12-2176

AL, ENG NE, SAE GRADE 30; USED FOR
100- HOUR BREAK I'N FOR KNORR Al R
COVPRESSCRS; VI SCOSI TY @ 100 DEGREES C
TO BE 9.3 TO 12. 49 CST; FOR FOAM TEST
(ASTM D892) SEQUENCE 11, MJST HAVE

MAXI MUM VALUES COF 20/0 M.; PACKAGED I N
55- GALLON DRUMS

55 GAL DRMS

EXXON MOBI L CORP.
NYCTA
NYCTA

MOBI L DELVAC 1630
CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

69-12-2188

O L, RE-REFINED, LUBRICATI NG APl CK-4,
SAE 15W 40 FORMULATED W TH A LUBRI ZCL
ADDI TI VE, I N BULK, FOR DI ESEL ENG NES
DDC SERI ES 50, 60, CATERPILLAR C-13.
CUM NS | SB, | SL AND VOLVO D13. MJST
MEET DETRO T DI ESEL 93K222, CATERPI LLAR
ECF-3, CUMWM NS CES20086 AND VOLVO
VDS-4.5 SPECI FI CATIONS. THE O L MJST BE
FORMULATED FROM RE- REFI NED O L STOCK
AND THE FORMULATED O L MJUST CONTAI N AT
LEASE 55% RE- REFI NED O L.

SAFETY- KLEEN STSTEMS

PH LLI PS 66 LUBRI CANTS
ADVANCED LUBRI CATI ON SPECI ALTI
NYCTA

NYCTA

ECOPOVNER 15W 40 CK-4

FI REBI RD HD EC DI ESEL MOTOR O
TECHSELECT SYNTHETI C BLEND HD
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

69-12-2189

O L, RE-REFINED, LUBRICATI NG APl CK-4,
SAE 15W 40, FORMULATED W TH LUBRI ZOL
ADDI TI VE, I N 55 GALLON DRUMS, FOR

DI ESEL ENG NES, DDC SERI ES 50, 60,
CATERPI LLAR C-13. CUMM NS | SB, |SL AND
VOLVO D13. MUST MEET DETRO T DI ESEL
93K222, CATERPI LLAR ECF-3, CUWMM NS
CES20086 AND VOLVO VDS-4.5

SPECI FI CATIONS. THE O L MJST BE
FORMULATED FROM RE- REFI NED O L STOCK
AND THE FORMULATED O L MJUST CONTAI N AT
LEAST 55% RE- REFI NED O L.

55 GAL DRMS

SAFETY- KLEEN STSTEMS

PH LLI PS 66 LUBRI CANTS
ADVANCED LUBRI CATI ON SPECI ALTI
NYCTA

NYCTA

ECOPOVNER 15W 40 CK-4

FI REBI RD HD EC DI ESEL MOTOR O
TECHSELECT SYNTHETI C BLEND HD
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
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69-12-2191

A L, LUBRI CATING APl CJ-4, SAE 15WA40,
FORMULATED WTH A LUBRI ZOL ADDI Tl VE
PACKAGE, | N BULK, FOR DI ESEL ENG NES,
DDC SERI ES 50, 60, CATERPILLAR C-13,
CUM NS | SB AND I SL. MJST MEET DETRO T
DI ESEL 93K218, CATERPI LLAR ECF-3 AND
CUMM NS CES20081 SPECI FI CATI ONS. THE

a L MJST BE FORMJULATED FROM VIRG@ N O L
STOCK ONLY. BI DDERS MJST PROVI DE 1)
PROCF THAT THE PRODUCT MEETS THE ABOVE
REFERENCED SPECI FI CATI ONS. (2) PRODUCT
DATA SHEET CONTAI NI NG TYPI CAL

PROPERTI ES. (3) PRODUCT MsDS SHEETS.

(4) AN A2LA- ACCREDI TED | NDEPENDENT
LABORATORY REPORT (LESS THAN 6 MONTHS
OLD) SHOW NG THAT THE O L HAS A HT/HS
APPARENT VI SCOSI TY @ 150 DEGREE C AND
AFTER 90 CYCLES SHEAR TEST OF 3.9 CP

M Nl MUM VHEN TESTED PER ASTM D7109 AND
D4683. (5) AN AFFIDAVIT FROM A

PRI NCI PAL OFFI CER OF MANUFACTURER

CERTI FYI NG THAT | F AWARDED THE FORMULA
I NCLUDI NG THE ADDI TI VE PACKAGE W LL
REMAI N UNCHANGED THROUGHOUT THE TERM OF
THE CONTRACT. FAI LURE TO PROVI DE NYCT
THE REQUI RED | NFORMATI ON ALONG W TH THE
Bl D QUOTATI ON W LL RESULT I N

DETERM NATI ON THAT THE BIDDER | S

NON- RESPONSI VE.

CONOCOPHI LLI PS CORPORATI ON
NYCTA
NYCTA
NYCTA

THORI TY DATE 07/10/2023 PAGE : 282
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD
FLEET SUPREME EC (LUBRI ZOL ADD 0 0
CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV D 12/2/15 RESTR S
CCSS- 003 REV E 9/11/17 RESTR S

69-12-2192

A L, LUBRI CATI NG APl CJ-4, SAE 15WA40,
FORMULATED WTH A LUBRI ZOL ADDI Tl VE
PACKAGE, | N 55 GALLON DRUMS, FOR DI ESEL
ENG NES, DDC SERI ES 50, 60, CATERPILLAR
C 13, CUM NS | SB AND | SL. MJST MEET
DETRO T DI ESEL 93K218, CATERPI LLAR
ECF-3 AND CUMM NS CES20081

SPECI FI CATIONS. THE O L MJST BE
FORMULATED FROM VIRG N O L STOCK ONLY.
Bl DDERS MUST PROVI DE: 1) PROCF THAT THE
PRODUCT MEETS THE ABOVE REFERENCED
SPECI FI CATI ONS. (2) PRODUCT DATA SHEET
CONTAI NI NG TYPI CAL PROPERTI ES. (3)
PRODUCT MSDS SHEETS. (4) AN

CONOCOPHI LLI PS CORPORATI ON
NYCTA
NYCTA

FLEET SUPREME EC (LUBRI ZOL ADD 0 0
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
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A2LA- ACCREDI TED | NDEPENDENT LABORATORY
REPORT (LESS THAN 6 MONTHS OLD) SHOW NG
THAT THE O L HAS A HT/ HS APPARENT

VI SCOSI TY @ 150 DEGREE C AND AFTER 90
CYCLES SHEAR TEST) OF 3.9 CP M NI MUM
VWHEN TESTED PER ASTM D7109 AND D4683.
(5) AN AFFI DAVI T FROM A PRI NCI PAL

OFFI CER OF MANUFACTURER CERTI FYI NG THAT
| F AWARDED THE FORMULA | NCLUDI NG THE
ADDI Tl VE PACKAGE W LL REMAI N UNCHANGED
THROUGHOUT THE TERM OF THE CONTRACT.

FAI LURE TO PROVI DE NYCT THE REQUI RED

I NFORVATI ON ALONG W TH THE BI D

QUOTATI ON WLL RESULT IN A

DETERM NATI ON THAT THE BIDDER | S

NON- RESPONSI VE.

USE PY1 USE YTD

69-12-2212

a L, HEAVY DUTY HYPO D GEAR; SAE GRADE
85W 140; APl GL-5 LEVEL PERFORVANCE;
FOR USE I N SHOP FORKLI FTS AND SHOP NYCTA
CRANES; VI SCOSITY @40 DEGREES C TO BE NYCTA
360 CST +/- 36 CST; VISCOSITY @100

DEGREES C TO BE 25 CST +/- 2.5 CST;

M NI MUM VI SCCSI TY | NDEX TO BE 91,

MAXI MUM POUR PO NT TO BE 15 DEGREES F;

SPECI FI C GRAVI TY TO BE ABQUT 0.9

( CORRESPONDS TO APl GRAVI TY OF ABCOUT

25 TO 26); CERTIFI CATE OF ANALYSI S

COVERI NG VI SCOSI TY @ 100 DEGREES C TO

BE PROVI DED FOR EACH BATCH SHI PPED,

PACKAGED I N 5- GAL PAILS

5 GAL/ PAI L

NU- TI ER GULF

EXXON MOBI L CORP.

GULF M.TI PURPSE GEAR LUB 85W 1 1 0
MOBI LUBE HD PLUS 85W 140

CCSS-001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

69-12-2220

aL, WORM GEAR, M NERAL O L BASED; | SO CHEVRON
VI SCOsI TY GRADE 680, AGVA GRADE 8 NYCTA
COVPOUNDED. (3% TO 10% NATURAL OR NYCTA
SYNTHETI C FATTY O LS); VISCOSITY AT 40

DEGREES C TO BE 612-748 CST; API

GRAVI TY TO BE APPROXI MATELY 24.8

CERTI FI CATE OF CONFORVANCE AND

CERTI FI CATE OF ANALYSI S | NCLUDI NG

VI SCOSI TY AND APl GRAVI TY TO BE

PROVI DED TO NYCT MANAGER OF | NSPECTI ONS

AND TESTI NG ANALYSI S PRI OR TO SHI PMENT

FOR EACH BATCH, FOR USE IN WHEEL TRUI NG

MACHI NE WORM GEARS; PACKAGED I N 5- GAL

PAI LS

CYLINDER O L W1 SO 680 0 0
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
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I TY DATE 07/10/2023 PAGE : 284
M CURRENT VERSION : 1.10.00

69- 12- 2480

a L, HYDRAULIC, ELEVATOR, 1 SO 68,
PETROLEUM BASED, TO BE SHI PPED I N
RESEALABLE 5 GALLON PAILS AND TO BE
LABELED "1 SO 68 - USE ON HYDRAULI C
ELEVATORS"

5 GAL/ PAI L

EXXON MOBI L CORP.
NYCTA
NYCTA

NUTO H 68
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

69-12- 2515

LUBRI CANT, Sl LI CONE, WATER- BASED,
EMULSI ON, M NI MUM OF 5% USDA GRADE H1
SI LI CONE, FLASH PO NT OF AT LEAST 140
DEGREES F, MUST MEET REQUI REMENTS OF
NYCT SPECI FI CATI ON 7119- FACI L- 00,
PACKAGED I N 5 GALLON CONTAI NERS

5 GAL/ CTR

| TW PRO BRANDS
NYCTA
NYCTA
NYCTA

LPS HEAVY- DUTY Sl LI CONE

7119- FACI L- 00

CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

69-12- 2549

LUBRI CANT, ANTI - SElI ZE, COPPER, TO HAVE
A BROOKFI ELD VI SCOSI TY( TD@RPM@25
DEGREES C), OF 135,000 TO 235, 000 MPAS;
FOR USE ON STAI NLESS STEEL AND OTHER
ALLOYS; PACKAGED IN 8 OZ. BRUSH TOP
JAR; CERTI FI CATE OF ANALYSI S TO
ACCOVPANY SHI PMENT

PERVATEX, | NC.
NYCTA
NYCTA

COPPER ANTI - SEI ZE LUBRI CANT091
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

69- 12- 2550

LUBRI CANT, DRY FI LM MJLTI - PURPCSE;
CONTAI' NS MOLYBDENUM DI SULFI DE; MJST
HAVE EFFECTI VE TEMPERATURE RANGE OF - 20
DEGREES F TO 750 DEGREES F.,

NON- VOLATI LE CONTENT 19% 25% MJST
PREVENT RUST ON METAL PARTS; PACKAGED
IN 5-1/4 AEROSOL CAN W TH WARRANTY FOR
TWO YEARS FROM THE SHI PMENT DATE.

CERTI FI CATE OF CONFORMANCE &

CERTI FI CATE OF ANALYSES | NCLUDI NG %
NON- VOLATI LE AND SPECI FI C GRAVI TY MJST
BE PROVI DED FOR EACH BATCH SHI PPED

5. 25 AERCS

VALSPAR CORPCORATI ON
NYCTA
NYCTA

DRI - SLI DE MULTI - PURPOSE
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
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LUBRI CANT, RUBBER LUBRI CANT LI QUI D
EMULSI ON, I N 475- M. CONTAI NERS;

6 CONTAI NERS/ BOX. USED TO AI D THE
ATTACHVENT/ | NSERTI ON OF RUBBER/ SOFT
PLASTI C PARTS WHERE THERE IS A TI GHT
FI'T. ESPECI ALLY FOR USE ON R142A
CURRENT COLLECTOR ASSEMBLY. PROVI DES A
WATER BASED EMULSI VE FI LM THAT
TEMPORARI LY MAKES RUBBER SURFACES

SLI PPERY. WHEN PRODUCT DRI ES, THE FI LM
DI SAPPEARS. DOES NOT CONTAI N ANY

SI LI CONES OR PETRCLEUM DI STI LLATES.
NON- FLAMMVABLE. TOTAL SOLI DS 18% TO 22%
BY VEI GHT; SPECI FI C GRAVITY 0.97 TO
1.03; PH 7.5 TO 9.5; VISCOSITY 100 -
200 CPS (BROOKFI ELD #2 SPI NDLE @ 100
RPM . TO BE STORED AT TEMPERATURES
BETWEEN 36 DEGREES F AND 86 DEGREES F.
DO NOT' ALLOW PRODUCT TO FREEZE. SHELF
LIFE I S TWO YEARS FROM THE DATE OF
MANUFACTURE. CERTI FI CATE OF ANALYSI S &
CERTI FI CATE OF CONFORVANCE FOR EACH
BATCH TO BE PROVI DED TO NYCT MANAGER OF
I NSPECTI ONS & TESTI NG PRIOR TO

SHI PMENT. C OF A TO | NCLUDE VI SCOsSI TY
AND PH

6 PT/ BOX

| NTERNATI ONAL PRODUCTS CORP.
NYCTA
NYCTA

THORI TY DATE 07/10/2023 PAGE : 285
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD

P- 80 #P-5391-06
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

69-12- 2605

AL, 3 IN1, NAPTHEN C BASED, FOR
CLEANI NG, LUBRI CATI NG AND PROVI DI NG
RUST PREVENTI ON FOR VARI QUS SHOP

MACHI NERY AND RAI LCAR PARTS; SPECI FI C
GRAVITY TOBE 0.8 TO 1.0; M N MJM FLASH
PO NT VI A ASTM D92 TO BE 285 DEGREES F;
MAXI MUM POUR PO NT VI A ASTM D97 TO BE
-5 DEGREES F; M NI MUM BA LI NG PO NT VI A
ASTM D1120 TO BE 570 DEGREES F;

VI SCOSI TY @40 DEGREES C TO BE 32-38
CST; VISCOSITY @100 DECREES C TO BE
4.2 TO 6.2 CST; NMAXI MUM WATER CONTENT
VI A ASTM D1533 TO BE 0. 0023% COPPER
CORRCSI ON AS MEASURED VI A ASTM D130 TO
BE 1A, EVAPORATI ON RATE @ 760 DEGREES F
VI A ASTM D86 TO BE ABOUT 90% PACKAGED
IN 4-OZ CONTAI NERS; CERTI FI CATE OF
COWPLI ANCE AND CERTI FI CATE OF ANALYSI S
TO ACCOMPANY EACH BATCH SHI PPED;, 24
CONTAI NERS PER BOX

MCGEE | NDUSTRI ES
CASTOLEUM CORP.
NYCTA

NYCTA

MCLUBE 31MP

TRI ZOL GP #1011

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

22572

12970



USER-I D :
PROG- I D :

EVS NEW YORK
JSBYRALL COMMODI

CIl TY TRAN
TY MANAGE

QUALI FI ED PRODUCTS LI ST

2w
m—

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

69-12- 2640

AL, RAW CASTOR, USED TO LUBRI CATE
RAI LCAR VHEELS AND AXLES; APPLI ED BY
BRUSH, MJST MEET REQUI REMENTS OF ASTM
D960- 79 STANDARD EXCEPT FOR COLCR ( CAN
BE 3, MAXI MUM ON GARDNER SCALE) AND LGSS
ON HEATI NG REQUI REMENTS: PACKAGED I N 5
GALLON CANS. CERTI FI CATE OF ANALYSI S
AND CERTI FI CATE OF CONFORMANCE/

COWPLI ANCE FOR EACH BATCH MJUST BE
SUPPLI ED PRI OR TO SH PMENT AND MJST
ACCOVPANY EACH SHI PMENT

5GAL CAN PKG

VWELCH, HOLME & CLARK
NYCTA
NYCTA
ASTM

69-12- 2648

AL, WHTE, M NERAL, PARAFFI NI C BASED,
CLEAR, FOR USE | N CAR WASHER PUMPS AND
OTHER EQUI PMENT; VI SCOSI TY @ 40 DEGREES
C TO BE 27 CST TO 32 CST; MAXI MUM POUR
PO NT TO BE -20 DEGREES C, PACKAGED | N
5- GAL PAILS; CERFI FI CATE OF ANALYSI S
COVERI NG VI SCOSI TY @40 DEGREES C TO BE
PROVI DED FOR EACH BATCH SHI PPED

NYE LUBRI CANTS,
NYCTA
NYCTA

69-12- 2981

AL, HYDRAULIC, 1SO GRADE 32. FOR
HYDRAULI C SYSTEMS, OPERATI NG AT HI GH
SPEEDS, TEMPERATURES AND PRESSURES.
FORMULATED FROM HI GH QUALI TY REFI NED
PARAFFI N BASE W TH | NHI BI TORS FOR VEAR,
RUST AND OXI DATI ON, | NCLUDI NG ZI NC TYPE
ADDI TI VES TO PROVI DE EXTREME- PRESSURE
AND WEAR PROTECTI ON, RUST AND CORROCSI ON
PROTECTI ON, | NCREASED OXI DATI ON

STABI LI TY AND RESI STANCE TO FOAM NG
MUST MEET THE FOLLOW NG REQUI REMENTS;
APl GRAVITY 29-35; FLASH PO NT 385
DEGREES F M NI MJM POUR PO NT -20
DEGREES F MAXI MUM VI SCOSI TY AT 40
DEGREES C29- 33CST; VI SCOSI TY | NDEX
95-120; OXI DATI ON STABI LI TY 2500 +
HOURS; EMJLSI ON SEPARATI ON TI ME AT 130
DEGREES F 30 M NUTES MAXI MUM  FOAM NG
TENDENCY/ STABILITY TEST 20/0 M

MAXI MUM  MUST PASS COPPER STRI P

Cl TGO
PH LLI PS 66 LUBRI CANTS
NYCTA
NYCTA

THORI TY DATE 07/10/2023 PAGE : 286
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD

#1 | NDUSTRI AL CASTOR O L 110 90

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

D960- 79

NYO L 0 0

CCSS-001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

A/ W HYDRAULIC O L 32 205 45

VEGAFLOW AW HYDRAULI C O L 32

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S
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CORRCSI ON TEST. MJUST MEET OR EXCEED
PERFORMANCE REQUI REMENTS OF CI NCI NNATI
MACHI NE' S P-68 SPECI FI CATI ON. PACKAGED
I N 5- GAL CONTAI NERS. VENDCR TO SUPPLY
CERTI FI CATE OF ANALYSI S AND CERTI FI CATE
OF CONFORMANCE FOR EACH BATCH IN

SHI PMENT TO NYCT MANAGER OF | NSPECTI ON
AND TESTI NG PRI OR TO SHI PMENT.

CERTI FI CATE OF ANALYSI S TO | NCLUDE API
GRAVI TY AND VI SCOsSI TY.

5 GAL CTR

5 GAL CTR

USE PY1

I TY DATE 07/10/2023 PAGE : 287
M CURRENT VERSION : 1.10.00

USE YTD

69-12-3100

O L, PENETRATI NG USED TO LOGOSEN
METALLI C PARTS DUE TO CORRCSI ON. MJST
HAVE 16. 5-25 CST VI SCOSI TY @ 40 DEGREES
C. 0.85-1.0 SPECIFIC GRAVITY @20
DEGREES C. M Nl MUM 160 DECGREES C FLASH
PO NT. MAXI MUM -40 DEGREES C POUR

PO NT. PACKAGED | N 1-GALLON CANS.

CERTI FI CATE OF COVPLI ANCE AND

CERTI FI CATE OF ANALYSI S FOR EACH BATCH
TO ACCOMPANY EACH SHI PMENT

1 GAL/ CAN

CHESTERTON
CASTOLEUM CORP.
NYCTA

NYCTA

NYCTA

690 FG LUBRI CANT 236
TRI ZOL PENETRATI NG LUBR. #PL11

7097- FACI L-99

CCSS-001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

69-12- 3110

O L, PENETRATI NG SYNTHETI C BASED,

NON- SOLVENT AND NON- PROPELLENT,
COVWPLETELY BI CDEGRADABLE; USED W TH ALL
METALS, RUBBER, VINYL AND PLASTIC I N
THE TEMPERATURE RANGE FROM - 80 DEGREES
F TO +380 DECGREES F; MJST HAVE 18- 25
CST VISCOSI TY @100 DEGREES F., 0.8-1.1
SPECI FI C GRAVITY @60 DECREES F, ACID
NUMBER 0.10 M&J G MAXI MUM PACKED 14 Z
PRESSURED CAN; CERTI FI CATE OF
CONFORVANCE AND CERTI FI CATE OF ANALYSI S
TO | NCLUDE VI SCOSI TY AND SPECI FI C

GRAVI TY MUST BE PROVI DED FOR EACH BATCH
TO NYCT MANAGER OF TESTI NG ANALYSI S
BEFORE SHI PPI NG MATERI AL

SUPERI OR
NYCTA
NYCTA

SLI P 2000 SYNTHETI C LUBRI CANT 0
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

69-12-3175

EVS
JSBYRALL

NEW YORK
COMMODI
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

SOLVENT, PENETRATI NG USED TO PENETRATE
RUSTED METAL PARTS; BCOLTS AND

MACHI NERY; SPECI FI C GRAVITY TO BE 0.8
TO 1.25; M N MUM 130 DEGREE F FLASH

PO NT AS MEASURED BY ASTM D92; M NI MUM
300 DEGREE F BO LI NG PO NT AS MEASURED
BY ASTM D1120; PACKAGED I N 4-QZ CANS;
CERTI FI CATE OF ANALYSI S ( COVERI NG
SPECI FI C GRAVI TY, FLASH PO NT, AND

BO LI NG PO NT) AS WELL AS CERTI FI CATE
OF COVPLI ANCE TO BE PROVI DED FOR EACH
BATCH SHI PPED

4 OzZ/ CAN

CASTOLEUM CORP.
NYCTA
NYCTA

THORI TY DATE 07/10/2023 PAGE : 288
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD

TRI ZOL PENETRATI NG SCLVNT TPS1
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

35326

69-12- 3185

SOLVENT, PENETRATI NG LOW VI SCOSI TY,

I NDUSTRI AL STRENGTH, FOR USE TO LOOSEN
AND FREE SEI ZED, BOUND OR FROZEN
FASTENERS; MJST COVPLY W TH ALL
CURRENT VOC REGULATI ONS; PACKAGED IN
16 OZ VOLUME WTH A NET WEI GHT OF 13
Qz; 12 CANS PER BOX

CRC | NDUSTRI ES, | NC.
NYCTA

NYCTA

KNOCK' ER LOOSE SOLVENT 03020
CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

69- 12- 3400

LUBRI CANT, SYNTHETI C HYDROCARBON, ALKYL
BENZENE, | SO GRADE 68 VI SCOSI TY, FOR
USE | N REFRI GERANT RECOVERY UNI TS, MJST
MVEET THE REQUI REMENTS OF NYCT

SPEC. 7134-FACI L-01, PACKED IN 10 OZ.
(NET WEI GHT), SCREW CAP PLASTI C

CONTAI NERS, 12 CONTAI NERS I N A BOX
VENDOR TO SUPPLY CERTI FI CATE OF

ANALYSI S/ CERTI FI CATE OF COWPLI ANCE FOR
EACH BATCH SHI PPED. CERTI FI CATE OF
ANALYSI S TO | NCLUDE VI SCOsI TY,
SPECI FI C GRAVI TY, FLASH PO NT,
TOTAL ACI D NUMBER, FLOC PO NT

% WATER,

12 CTR/ BOX

SYN O LS & LUBRI CANTS OF TEXAS
NYCTA
NYCTA
NYCTA

RF 300/1 SO 68
7134- FACI L-01
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

69- 12- 3500

EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

QUALI FI ED PRODUCTS

2w

I TY DATE 07/10/2023 PAGE : 289
M CURRENT VERSION : 1.10.00

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

USE PY1 USE YTD
SCI BO L/ DAVDLI NSEDO LW DRI 0010 0 0
CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

D 260

69-12- 3502

LONG DESCRI PTI ON MFG NAME
A L, LINSEED, BO LED, MJST MEET THE ADM
REQUI REMENTS OF ASTM D 260 TYPE | NYCTA
REGULAR BO LED;, PACKAGED I N FI VE GALLON  NYCTA
CONTAI NERS. CERTI FI CATE OF COWVPLI ANCE ASTM
AND ANALYSI S FOR EACH BATCH MUST BE

SUPPLI ED PRI OR TO SHI PMENT TO THE

MANAGER OF | NSPECTI ONS & TESTI NG AND

MUST ALSO ACCOVPANY EACH SHI PVENT;

CERTI FI CATE OF ANALYSI S TO | NCLUDE

COLOR ( GARDNER), APPEARANCE, ACI D VALUE

AND | CDI NE VALUE

5 GAL CTRS

CONCENTRATE, FLUI D, METAL WORKI NG, Cl MCOOL
SYNTHETI C, CLEAR, IN 5 GALLON PAI LS. NYCTA
FOR MACHI NI NG AND GRI NDI NG OPERATI ONS NYCTA

OF FERROUS METALS (CAST | RON, NODULAR

| RON, CARBON STEELS, H GH SPEED STEELS,
H GH ALLOY STEELS, STAI NLESS STEELS,
TOOL STEELS, TITANIUM). NOT TO BE USED
W TH ALUM NUM ALLOYS, MAGNESI UM OR
ALLOYED MAGNESI UM FOR MODERATE TO
HEAVY DUTY OPERATI ONS. MUST BE M XED

W TH WATER FOR USE (ADD CONCENTRATE TO
WATER). TYPI CAL OPERATI NG RANGE 5%
(1:20) TO 10% (1:10). PROVI DES GOOD
FERROUS CORROS|I ON CONTROL, BACTERI A AND
MOLD CONTROL. USE DOES NOT PRODUCE O LY
M ST OR SMOKE. HAS LOW CARRY- OFF ON
PARTS OR CHI PS. PH CONCENTRATE IS
9.6-10.2; SPECI FI C GRAVI TY

1. 0514-1. 0614. VENDOR TO SUPPLY

CERTI FI CATE OF ANALYSI S FOR EACH BATCH.
C OF A TO I NCLUDE PH AND SPECI FI C

GRAVI TY.

5 GAL/PAILS

Cl MTECH 500 2 1
CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

69- 12- 3525

EVS NEW YORK
COMMODI

JSBYRALL

CIl TY TRAN
TY MANAGE

QUALI FI ED PRODUCTS L

2w

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

LUBRI CANT, PASTE METALWORKI NG

NON- CORRCSI VE, FREE OF HALOGENS, HEAVY
METALS AND Sl LI CONE; MUST HAVE 20- 25
CST VISCOSITY @100 DEGREES F, 0.8-1.0
SPECI FIC GRAVITY @77 DEGREES F, PACKED
IN 12 O&Z. JARS, 12 PER CASE.

12 OZ JARS/ PKG

ORELUBE CORP.
NYCTA
NYCTA

BCELUBE 70305
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

I TY DATE 07/10/2023 PAGE : 290
M CURRENT VERSION : 1.10.00

USE PY1 USE YTD

69- 12- 3535

LUBRI CANT, PENETRATI NG O L, CONTAI NS
PTFE ADDI Tl VE, DESI GNED FOR USE | N
W RE PULLI NG TO ENSURE SMOOTH AND
EASI LY PULL OF CABLES; PACKAGED | N
32 OZ. SQUEEZE BOTTLE AND TWELVE
BOTTLES PER BOX

| DEAL | NDUSTRI ES
NYCTA
NYCTA

YELLOW 7PLUS W RE PULL LUBRI CA
CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

69- 12- 3550

LUBRI CANT, FOR ROLL UP DOCORS ASSEMBLI ES
AND OVERHEAD DOOR ASSEMBLI ES. PREVENTS
FRI CTI ON AND WEAR. USED TO LUBRI CATE
AND PROTECT CABLES, CHAINS, BEARI NGS,
RCOLLERS, DOOR TRACKS AND DOCR HI NGES.

11 OZ NET VEIGHT IN 16 OZ. AERCSCL CAN.
12 CANS PER CASE. FLASH PO NT 170F( TCC)
M N MJM VOC 2.67 LBS/GAL OR 39.1

VEI GHT % CARBON DI OXI DE PROPELLANT.
NOT FOR USE ON PLASTI C. DO NOT' USE NEAR
AN OPEN FLAME, HEAT OR OTHER SOURCES OF
I GNI TI ON.  USE CAUTI ON AROUND ENERG ZED
EQUI PMENT. PPE REQUI RED FOR USE:

CHEM CAL SPLASH GOGGELES, NEOPRENE OR

NI TRI LE GLOVES.

CRC | NDUSTRI ES, | NC.

NYCTA
NYCTA

RCLL- UP DOCOR LUBRI CANT #03029
CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

69-12-5196

a L, SYNTHETIC HYBRID BASE O L, FOR
LUBRI CATI NG R142, R142A, AND R143 DOOR
OPERATOR DRI VE SCREWS ONLY; PACKAGED | N
35LB. CONTAI NERS, O L CONSI STS OF

MULTI - FLUI D, EXHI BI TS EXCELLENT

ANTI - WEAR AND EXTREME PRESSURE

PROPERTI ES AND OXI DATI ON STABI LI TY,

DESI GNATED FOR GOOD MECHANI CAL

LUBRI CI TY AND LONG LI FE

CHARACTERI STI CS; CAPABLE OF OPERATI NG | N
TEMPERATURE RANGES FROM - 40F TO 300F;

| SO GRADE |'S 46( NOM NAL) ;

VI SCOSI TY(ASTM 445 @40C) |'S BETVEEN
THE RANGE OF 40 TO 55 CST; VI SCOSI TY

NS-2716-F
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
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SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

(ASTM D445 @ 100C) |S BETWEEN THE RANGE
OF 6.2 TO 8.2 CST;, VISCOSI TY | NDEX
(ASTM D2270) 1S 117 (NOV NAL);

CERTI FI CATE OF CONFORMANCE AND

CERTI FI CATE OF ANALYSI S FOR EACH BATCH
MUST BE PROVI DED TO THE NYCT MANAGER OF
TESTI NG AND ANALYSI' S PRI OR TO SHI PPI NG
MATERI AL. CERTI FI CATE OF ANALYSI S MUST
| NCLUDE | SO GRADE; VI SCOSI TY( ASTM 445
@ 40C AND 100C I N CST); AND VI SCOSI TY

| NDEX

IN 35LB CTRS

291
1.10.00

USE PY1 USE YTD

69- 14- 2262

a L, HYDRAULIC, SAE 10W 20, | SO 46,

Bl ODEGRADABLE BASE O L, VISCOSITY @40
DEGREES C | S 42.75 - 52.25 CST,

VI SCOSI TY @ 100 DEGREES C IS 8. 64-10. 56
CST; POUR PO NT I'S -40 DEGREE C

M N MUM FLASHPO NT |'S 240 DEGREES C
MN MM FOR USE I N TAMPER CARS;
PACKAGED | N 55 GALLON DRUMS.

CERTI FI CATE OF ANALYSI S SUPPLI ED FOR
EACH BATCH MUST | NCLUDE VI SCOSI TY

55 GAL/ DRUMS

SENTI NEL LUBRI CANTS CORP.

NYCTA
NYCTA

70-02-1022

ABSCORBENT & ENCAPSULATI NG COVPOUND, FOR
O L AND DI ESEL FUEL, PEAT BASED W TH

O L DI GESTI NG M CROBES, (NOT FOR USE

W TH WATER BASED PRODUCTS), 18-20

POUND BAG

18- 20LB/ BAG

AMERI CAN PRODUCTS
NYCTA
NYCTA

70-02-1023

FLOCCULATI NG SEPARATI NG ACGENT, FOR USE

I N WATER FI LTRATI ON SYSTEM FOR
TREATMENT OF RAI LCAR Al R CONDI TI ONER
CONDENSER WASHI NG EFFLUENT I N ORDER TO
MEET SEWER DI SCHARGE CODES. AGENT
ALLOANS THE SUSPENDED SOLI DS, METALS, TO
BE REMOVED FROM SOLUTI ON. SEPARATI NG
AGENT I'S SUPPLIED I N 5 POUND WATER
SOLUBLE POLYMER FI LM PACKETS. 30 POUNDS
PER CASE. 24 CASES PER PALLET

THORI TY DATE 07/10/2023 PAGE :
YSTEM CURRENT VERSI ON :
MFG PART NO

Bl OSYNHO46 110
CCSS-001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

HTP 164
CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

CLEARTREAT 2300CRP-5 204

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
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QUALI FI ED PRODUCTS LI ST

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

70-02-1040 ABSORBENT, O L, GREASE, WATER ABSORBI NG
COVPOUND, | NCI NERABLE BASE OF NATURAL
AND/ OR RECYCLED ORGANI C MATERI ALS;
RECYCLED NEWSPRI NT. M NI MUM ABSORBENCY
= 1.4 M/G SAE NO 10 AL, 0.4M/G
WATER PARTI CLE SI ZE = 98% GREATER THAN
NO. 60 US MESH SCREEN, 17% LESS THAN
NO. 6 US MESH SCREEN. TESTED I N
ACCCORDANCE W TH COMMERCI AL | TEM

DESCRI PTI ON A- A-1979. LESS THAN 3. 5%
ASH. SHI PPED IN 22 LB. BAGS, PALLETIZED
1188 LBS PER PALLET. ** CERTI FI CATE OF
COWPLI ANCE AND CERTI FI CATE OF ANALYSI S
FOR EACH BATCH TO ACOVPANY EACH

SHI PMENT™ *

22 LB/ BAG

ABSCRPTI ON CORPORATI ON
NYCTA
NYCTA

THORI TY DATE 07/10/2023 PAGE : 292
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD
SPI LL- SORB 0 0

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

70-04-0121 ADHESI VE, POLYURETHANE, TWO- COVPONENT
ADHESI VE FOR USE W TH NORAMENT RUBBER
FLOORI NG SYSTEMS. | T SHALL HAVE:

VI SCOSI TY (BY THE BROOKFI ELD RVF

VI SCOVETER) PART A(RESI N) 55, 000- 85, 000
CPS, PART B(CATALYST) 400-900 CPS;
POTLI FE A & B 45-60 M NUTES; VOC A & B
<0.1 LBS PER GALLON;, % SCLI DS BY WEI GHT
A & B>99; FLASH PO NT A & B> 200
DEGREES F. I T SHALL HAVE FREEZE THAW
STABI LI TY AND A GOOD RESI STANCE TO

MO STURE AND MANY CHEM CALS; KI T=1
GALLON OF A RESIN & 14 OZ. OF B
CATALYST. CERTI FI CATE OF ANALYSES &
CERTI FI CATE OF CONFORVANCE/ COVPLI ANCE
MUST ACCOVPANY EACH SHI PVENT.

CERTI FI CATE OF ANALYSES MJUST CONTAI N
VI SCOSI TY FOR A & B; POTLIFE FOR A & B
M N MUM SHELF LI FE REQUI RED AT TI ME OF
RECEI PT 1S 8 MONTHS.

IN 2 PART KI'T

NCORA SYSTEMS | NC
NYCTA
NYCTA

NORA 310 (PARTS A & B) 76
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

ADHESI VE, TWO- COVPONENT PCLYURETHANE,
FOR USE W TH NORAMENT RUBBER FLOORI NG
SYSTEMS. | T SHALL HAVE VI SCOSI TY (BY
THE BROCKFI ELD RVF VI SCOVETER) PART A
(RESIN) 55, 000- 85, 000 CPS, PART B

( CATALYST) 400-900 CPS; POTLIFE A & B
45-60 M NUTES; VOC A & B < 0. 1LBS PER
GALLON;, % SOLI DS BY WEIGHT A & B > 99;
FLASH PONT A & B > 200 DEGREES F. I T
SHALL HAVE FREEZE THAW STABI LI TY AND A
GOCD RESI STANCE TO MO STURE AND MANY
CHEM CALS; KIT=1 QUART(27 &Z. COF RESIN
AND 3.1 OZ. OF CATALYST). CERTIFI CATE
OF ANALYSI S & CERTI FI CATE OF
CONFORVMANCE/ COVPLI ANCE MUST BE PROVI DED
TO THE NYCT MANAGER OF | NSPECTI ON AND
TESTI NG PRI OR TO SHI PPI NG MATERI AL.
CERTI FI CATE OF ANALYSI S MUST CONTAIN
VI SCOSITY FOR A & B; POTLIFE FOR A & B
AND MUST BE SUPPLY W THI N 30 DAYS OF
MANUFACTURER DATE

I TY DATE 07/10/2023 PAGE : 293
M CURRENT VERSION : 1.10.00

70- 04- 1031

SEALANT, SI LI CONE RUBBER, RTV, BLACK,
ONE- COVPONENT GENERAL PURPCSE PASTE, | N
10. 1 OQUNCE CARTRI DGES, FOR USE ON
SUBWAY CARS AND HOUSE MAI NTENANCE. MJST
MVEET REQUI REMENTS OF M LI TARY

SPECI FI CATI ON M L- A-46106. CERTI FI CATE
OF ANALYSI S AND CERTI FI CATE OF
CONFORVANCE FOR EACH BATCH I N SHI PMVENT
TO BE SUPPLI ED TO NYCT MANAGER OF

I NSPECTI ONS AND TESTI NG PRI OR TO

SHI PPI NG CERTI FI CATE OF ANALYSI S TO

| NCLUDE: HARDNESS, ELONGATI ON, TENSI LE
STRENGIH, PEEL STRENGIH

10.1 O&Z CART

MFG NAME MFG PART NO USE PY1 USE YTD
NORA SYSTEMS | NC NORA 310 (PARTS A & B) 0 0
NYCTA CCSS- 001, REV I, 3-9-11, LABEL

NYCTA CCSS- 003 REV E 9/11/17 RESTR S

DOW CORNI NG 732 MJULTI PURPCSE BLACK 666 375
MOVENTI VE PERFORVANCE MATERI AL RTV 103- BLACK- CRTRG

NYCTA CCSS- 001, REV I, 3-9-11, LABEL

NYCTA CCSS- 003 REV E 9/11/17 RESTR S

M L SPEC M L- A- 46106



USER-I D :
PROG- I D :

70- 04-1042

EVS NEW YORK
COMMODI
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CIl TY TRAN
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QUALI FI ED PRODUCTS
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SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

ADHESI VE/ SEALANT, H GH PERFORVANCE
ELASTOMVERI C MUST EXHI BI T EXCELLENT
ADHESI ON TO SUBSTRATES | NCLUDES METALS,
GLASS, PLASTI CS AND NON- METALS; FAST
CURI NG MJST NOT CONTAI N | SOCYANATES,
CERTI FI CATE OF COVPLI ANCE | NCLUDES
PROPERTI ES OF VI SCOSI TY, ADHESI ON, CURE
RATE, SAG UV APPEARANCE AND SKIN TI ME
MUST BE PROVI DED TO NYCT MANAGER OF
TESTI NG PRI OR TO SHI PPI NG PACKAGED I N
10.1 OZ CARTRI DGES

USE PY1

MANUS- BOND 75- AM 0

I TY DATE 07/10/2023 PAGE : 294
M CURRENT VERSION : 1.10.00

USE YTD

70- 04-1044

ADHESI VE, SEALANT, 1- COMPONENT,
ELASTOMERI C, WHI TE, 290 M. CARTRI DGE,
12 PER CASE. USED FOR FLOCORI NG

| NSTALLATI ON ON R46 RAI LCARS. BONDS
FLOORS, | NTERI OF/ EXTERI OR PANELS,
METALS, GLASS, PLASTICS, FI BERGLASS,
GLASS, STONE, CERAM C AND WOOD. 4 VES
H GH STRENGTH BONDS TO REPLACE RI VETS
AND MECHANI CAL FASTENERS. DCES NOT
CONTAI' N | SOCYANATES. TENSI LE STRENGTH
250-270 PAI; SHSORE D HARDNESS 50- 60;
TACK FREE @3 DEGREES F & 50% RELATI VE
HUM DI TY 10-30 M NUTES. PPE REQUI RED:
CHEM CAL SPLASH GOOGLES AND
PCLYETHYLENE OR PVA GLOVES. RAI LCAR

W NDOWS AND DOORS ARE TO BE OPENED FOR
VENTI LATI ON DURI NG THE APPLI CATI ON OF
TH' 'S PRCDUCT. BLOWNER FANS MY BE USED I N
THE VICICNITY OF THE WORK AREA TO

PROVI DE | NCREASED Al R DI LLUTI ON. 290 M.
CART

12 PER CASE

70- 04-1342

COVPOUND, RETAI NI NG FAST CURI NG
ANAERCBI C RESI N FOR BONDI NG GAPS UP TO
0. 004" I N CYLI NDRI CAL MATI NG PARTS
(SHAFTS, BEARI NGS, PINS, CAPS & PLUGS).
COLOR GREEN I'N 10CC. CERTI FI CATE OF
ANALYSI' S TO | NCLUDE: VI SCOsI TY AND
SHEAR STRENGTH.

IN 10CC TBE

NYCTA CCSS- 001, REV I, 3-9-11, LABEL
NYCTA CCSS- 003 REV E 9/11/17 RESTR S
M NNESOTA, M NI NG & MANUFACTUR HYBRI D ADHESI VE SEALANT 760 17
NYCTA CCSS-001, REV I, 3-9-11, LABEL
NYCTA CCSS- 003 REV E 9/11/17 RESTR S
HERNON MFG CYLI NLOCK 822 46

HENKEL CORPORATI ON
PERVABOND LLC
SAF-T- LOK

NYCTA

NYCTA

M L SPEC

LOCTI TE 609 RETAIN COWP #60921
PERVABOND HL 138

RO1

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
M L- R-46082B TYPE |



USER-I D :
PROG- I D :
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

THORI TY DATE 07/10/2023 PAGE : 295
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD

70- 04- 1344

COVPOUND, RETAI NI NG FAST CURI NG

ANAERCBI C RESI N FOR BONDI NG GAPS UP TO
0. 004" I N CYLI NDRI CAL MATI NG PARTS
(SHAFTS, BEARI NGS, PINS, CAPS & PLUGS).

COLOR GREEN IN 250 M. BOTTLES.

CERTI FI CATE OF ANALYSI S TO | NCLUDE:

VI SCOSI TY AND SHEAR STRENGTH
IN 250 M. BTLS

HERNON MFG

HENKEL CORPORATI ON
SAF-T- LOK

NYCTA

NYCTA

M LI TARY

CYLI NLOCK 822

LOCTI TE 609 RETAIN COWP #60941
RO1 #20141

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
M L- R-46082B TYPE 1

70- 04- 1426

ADHESI VE, STRUCTURAL, 2 PART EPOXY,
NON- FLAMMVABLE, GRAY, FOR USE ON RUBBER,
WOOD, PLASTI CS AND MASONRY PRCDUCTS;

VI SCOSI TY OF BASE 75. 000- 150. 000,
ACCELERATOR 40. 000- 80. 000 CPS; WEI GHT

PER GALLON OF BASE 11.1-11.6

ACCELERATOR 10. 5-11.0 LBS; WORK LI FE OF
M XED PRCDUCT 90 M N M NI MUM OVERLAP
SHEAR STRENGIH AT 75 DEGREE F 3200 PSI
M N MUM DUROVETER HARDNESS 50- 65,

T- PEEL STRENGIH 25 PIWM N MUM  MJST
PASS SMOKE DENSI TY (ASTM E-662) AND

FLAME SPREAD ( ASTM E-162) TESTS:

PACKAGED IN A KIT, WH CH CONSI STS OF
ONE- GALLON ACCELERATOR AND 2/ 3 GALLON
BASE. M NI MUM SHELF LI FE REQUI RED AT

TIME OF RECEIPT IS 9 MONTHS.

CERTI FI CATE OF ANALYSI S AND CERTI FI CATE
OF CONFORMANCE TO BE PROVI DED FOR EACH
BATCH TO THE MANAGER OF | NSPECTI ONS AND
TESTI NG BEFORE SHI PPI NG MATERI AL.

CERTI FI CATE OF ANALYSI S TO | NCLUDE

VEI GHT PER GALLON AND VI SCOSI TY FOR

BASE AND ACCELERATOR.
IN 2 PART KI'T

M NNESOTA, M NI NG & MANUFACTUR
NYCTA
NYCTA

SCOTCHVELD 2216 B/ A
CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
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70-04-1710

EVS NEW YORK CI TY TRAN
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QUALI FI ED PRODUCTS

2w

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON MFG NAME
ADHESI VE, | NSTANT, SUPERBONDER, MEDI UM ND | NDUSTRI ES
VI SCOSI TY (65-125 CPS), FOR BONDI NG SAF-T- LOK
METAL, PLASTI C AND VI NYL PARTS, GAP PERVABOND
FILLING ABILITY UP TO 0. 005", CLEAR, IN GSA SPEC

1 OZ. BOITLES, FOR R62 CARS. M N MUM NYCTA

SHELF LI FE REQUI RED AT TI ME OF RECEI PT NYCTA
'S NI NE MONTHS. CERTI FI CATE OF ANALYSI S
TO I NCLUDE: VI SCOSI TY AND TENSI LE SHEAR

I TY DATE 07/10/2023 PAGE : 296
M CURRENT VERSION : 1.10.00

MFG PART NO USE PY1 USE YTD

31428 | NSTANT SUPERGLUE

I B 100 | NSTANT BONDER
PERVABOND 102

A- A- 3097

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

3109 1216

70- 04- 1810

1 OZ BOITLES

ADHESI VE, EPOXY, TWO- COMPONENT, FAST HENKEL CORPORATI ON
CURI NG HI GH STRENGIH, FOR PERVANENT NYCTA

BONDI NG METALS, CERAM CS, CONCRETE, NYCTA

WOOD, GLASS AND MOST PLASTI CS,
COLORLESS LI QUI D, PACKAGED IN ONE OUNCE
KIT, WH CH CONSI STS OF EPOXY RESI N AND
HARDENER. SPECI FI C GRAVI TY OF RESI N
BETWEEN 1.15-1.19, OF HARDENER

1. 02-1.06; VISCOSITY OF RESIN- 16, 000-
35, 000. VI SCOsSITY OF

HARDENER- 10, 000- 28, 000 MPAS, EPOXY

RESI N AND HARDENER SHALL HAVE A M XI NG
RATI O OF 1:1; TENSILE SHEAR STRENGTH OF
CURED ADHESI VE SHALL BE A M NI MUM OF
1490 PSI; SPEED OF CURE FOR SETUP OF

FI XTURE/ GEL TI ME 4-10 M NUTES AND
WTH N 1 HOUR FOR FULL CURE.

CERTI FI CATE OF CONFORVANCE AND

CERTI FI CATE OF ANALYSI S VWH CH | NCLUDES
VI SCOSI TY FOR EACH BATCH AND TENSI LE
STRENGIH | S TO BE PROVI DED TO NYCT
MANAGER OF TESTI NG AND ANALYSI S PRI OR
TO SHI PPI NG MATERI AL. "M NI MUM SHELF

LI FE REQUI RED AT TIME OF RECEIPT IS

NI NE MONTHS" .

IN 1 OQUNCE KI'T

LOCTI TE EA 9017 (A&B) #1324007
CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

70-07-2016

EVS
JSBYRALL

NEW YORK
COMMODI
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TY TRAN
MANAGE

2w
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

ANTI FREEZE SOLUTI ON, RV TYPE, PROPYLENE
GLYCOL/ WATER M XTURE ( ABOUT 30%
PROPYLENE GLYCOL, 70% WATER); PH TO BE
ABQUT 9. 2; FREEZI NG PO NT MAXI MUM TO BE
10 DEGREES F; 1-GALLON CONTAI NERS; FOR
CORROSI ON PROTECTI ON OF GREENLEAF

DEI CER SPRAYERS OBTAI NED UNDER STOCK #
61- 46- 5850

PRESTONE PRODUCTS CORPORATI ON
NYCTA
NYCTA

THORI TY DATE 07/10/2023 PAGE : 297
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD

RV ANTI FREEZE
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

70-11-1950

COVPOUND, CAULKI NG, ACRYLIC LATEX WTH
SI LI CONE USED FOR CAULKI NG AND SEALI NG
W NDOWS AND DOCRS FRAMES. MUST MEET
ASTM C-920, SUPPLIED IN 10.1 &Z

CARTRI DGES. M Nl MUM SHELF LI FE REQUI RED
AT TIME OF RECEIPT IS 9 MONTHS.

10.1 OZ CRTRDGS

RED DEVI L
ASTM
NYCTA
NYCTA

LI FTI ME ADHESI VE SEALANT( 0856)
C 920

CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

70-11-1977

ADHESI VE, SEALANT, Sl LI CONE RUBBER,
RTV, ONE COVPONENT THI XOTROPI C PASTE,
GENERAL PURPGOSE SEALI NG AND BONDI NG,
CLEAR/ TRANSLUCENT, 10.1 TO 10.3 FLU D
Oz. CARTRI DGE. CERTI FI CATE OF ANALYSI S
TO | NCLUDE: HARDNESS, 9% ELONGATI ON,
TENSI LE STRENGTH AND PEEL STRENGIH

10.1 7O 10.3 &Z

DOW CORNI NG

MOVENTI VE AVER | ND
NYCTA

NYCTA

M L SPEC

RTV 108

CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
M L- A-46106B

70-11-1980

ADHESI VE, SEALANT, Sl LI CONE RUBBER,
RTV, ONE COVPONENT THI XOTROPI C PASTE,
GENERAL PURPGOSE SEALI NG AND BONDI NG,
ALUM NUM IN 10.1 TO 10.3 FLU D OQUNCE
CARTRI DGES. CERTI FI CATE OF ANALYSI S TO
| NCLUDE: HARDNESS, ELONGATI ON, TENSI LE
STRENGTH AND PEEL STRENGTH.

10.1 7O 10.3 &Z

DOW CORNI NG

MOVENTI VE AVER | ND
NYCTA

NYCTA

M L SPEC

732 ALUM NUM

RTV 109

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
M L- A- 46106



USER-I D :
PROG- I D :

70-11-1982

EVS
JSBYRALL

NEW YORK
COMMODI
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

ADHESI VE, RTV SEALANT, USED ON R142
CARS TO ADHERE/ SEAL A STEEL PLATE ON
THE END CAP ON TRACTI ON MOTOR. VH TE
SI LI CONE. W THSTANDS EXTREME
TEMPERATURE CYCLI NG 300 M. CARTRI DGE.
TACK FREE TI ME 45 M N MAXI MUM

DUROVETER HARDNESS(SHORE A) 14 M NI MUM

TENSI LE STRENGTH 0.8 N Mv2 M NI MUM
BREAKI NG ELONGATI ON 275% M NI MUM

CERTI FI CATE OF ANALYSI S/ CERTI FI CATE OF
COWPLI ANCE TO BE PROVI DED FOR EACH
BATCH. CERTI FI CATE OF ANALYSI S TO

I NCLUDE TACK FREE TI ME, HARDNESS,

TENSI LE STRENGTH, ELONGATI ON.

300 M. CARTRI DG

HENKEL CORPORATI ON
NYCTA
NYCTA

70-11-1984

SEALANT, ADHESI VE, ONE- COVPONENT

SI LI CONE RUBBER, ROOM TEMPERATURE
VULCANI ZI NG (RTV); FOR USE | N OVERHAUL
OF RAILCAR HVAC UNITS; M NI MUM CURED
TENSI LE STRENGITH TO BE 600 PSI; CURE
TIME TO BE 24 HOURS; CURED SHORE A
HARDENESS TO BE 22-37; PACKAGED | N
5.4-0OZ. TUBES; CERTI CATE OF ANALYSI S
COVERI NG CURED TENSI LE STRENGIH TO BE
PROVI DED FOR EACH BATCH SHI PPED

MOVENTI VE PERFORVANCE MATERI AL
NYCTA
NYCTA

70-13-1320

ADHESI VE, MJLTI - PURPOSE, FAST DRYI NG,
FOR BONDI NG POROUS AND NON- POROUS
MATERI ALS SUCH AS CERAM CS, MARBLE,
GLASS, METAL, LEATHER, FABRI C, PAPER
LABELS. TRANSPARENT IN 1.0 OZ TUBES.
MUST MEET REQUI REMENTS OF COMVERCI AL

| TEM DESCRI PTI ON A- A- 529A, EXCEPT SOLI DS
VI SCOSI TY
TO BE WTH N THE RANGE OF 5500- 6500 CPS.

CONTENT TO BE BETWEEN 17-20%

CERTI FI CATE OF ANALYSI S TO | NCLUDE
VI SCOSI TY AND % SQOLI DS.

IN 1.0 OZ TUBES

| TW DEVCON
COMVERCI AL | TEM
NYCTA

NYCTA

THORI TY DATE 07/10/2023 PAGE : 298
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD

LOCTI TE SI WH #59475 SUPERFLEX 60 16

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

RTV 157 0 0

CCSS- 001, REV I, 3-9/11 LABEL

CCSS- 003 REV E 9/11/17 RESTR S

DUCO CEMENT 6245 64 0

A- A- 529A

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S



USER-I D : EVS NEW YORK CI TY TRAN
PROG- | D : JSBYRALL coMMODI TY MANAGE

TY DATE 07/10/2023 PAGE : 299
CURRENT VERSION : 1.10.00
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

STOCK NO LONG DESCRI PTI ON MFG NAME MFG PART NO USE PY1 USE YTD
70-13-1930 ADHESI VE, FAST DRYI NG NI TRI LE RUBBER M NNESOTA, M NI NG & MANUFACTUR NI TRI LE H GH PERFORMANCE 847 90 a7
BASE, STRONG FLEXI BLE BONDS, USE NYCTA CCSS- 001, REV I, 3-9-11, LABEL
BETWEEN RUBBER AND GASKETI NG MATERI ALS NYCTA CCSS- 003 REV E 9/11/17 RESTR S

W TH VARI QUS SUBSTRATES. BRUSH OR FLOW
APPLI CATI ON COLOR DARK BROM I N 5 OZ.
TUBES. VI SCOSI TY OF 1500-3200 CPS AT 80
DEG F, SOLI D CONTENT 33-39% AFTER 24
HOURS AT 160 DEG F, WEIGHT 7.4-7.8

LBS/ GAL, BONDI NG RANGE UP TO 15 M N FOR
10 ML VET FI LM TWO SURFACES.

CERTI FI CATE OF ANALYSI S VWH CH | NCLUDES
VI SCOSI TY AND %6CLI DS |'S TO BE PROVI DED
TO NYCT MANAGER OF TESTI NG & ANALYSI S
PRI OR TO SHI PPl NG MATERI AL.

IN 5 OZ TUBES
IN 5 OZ TUBES
70-13-2415 ADHESI VE, RUBBER AND GASKET, CONTACT M NNESOTA, M NI NG & MANUFACTUR SCOTCH- VLD NEOPRENE 1300 1677 871
CEMENT, USED ON GE MAI N CONTTROL GROUP, NYCTA 7130- FACI L- 00
LI NE BREAKERS AND KNI FE SW TCHES, 5 OZ. NYCTA CCSS-001, REV I, 3-9-11, LABEL
TUBE, CERTIFI CATE OF ANALYSI S TO NYCTA CCSS- 003 REV E 9/11/17 RESTR S

I NCLUDE VI SCOSI TY AND % SCLI DS FOR EACH
BATCH MUST BE PROVI DED TO NYCT MANAGER
OF | NSPECTI ON & TESTI NG FOR EACH BATCH
PRI OR TO SHI PPl NG MATERI AL

36 N A CASE
5 OZ TUBE
70-13-2500 ADHESI VE, ALL-PURPOSE RUBBER BASED M NNESOTA, M NI NG & MANUFACTUR NEOPRENE HI GH PERFORVANCE 1357 480 344
( PCLYCHLOROPRENE- TYPE) STRONG HEAT NYCTA 7084- FACI L-99 REV. A
RES|I STANCE BOND. USE TO BOND RUBBER, NYCTA CCSS- 001, REV I, 3-9-11, LABEL
MVETAL, WOOD AND LAM NATES. CGRAYISH IN NYCTA CCSS- 003 REV E 9/11/17 RESTR S

COLOR, BRUSH APPLI CATION IN 1 PI NT
CANS. MUST MEET REQUI REMENTS OF NYCT
SPECI FI CATI ON 7084- FACI L-99. VENDOR TO
SUPPLY MANUFACTURER S CERTI FI CATE OF
ANALYSI S AND CERTI FI CATE OF CONFORMANCE
FOR EACH BATCH TO NYCT MANACER OF

I NSPECTI ONS AND TESTI NG PRI OR TO

SHI PPI NG MATERI AL. CERTI FI CATE OF
ANALYSI S TO | NCLUDE: BATCH #, SIZE OF
BATCH, DATE OF MANUFACTURE, VI SCCSITY,
% SOLI DS, HEAT RESI STANCE, TACK SET

TI ME



TY DATE 07/10/2023 PAGE : 300

USER-I D : EVS NEW YORK CI TY TRAN I
M CURRENT VERSION : 1.10.00

PROG- | D : JSBYRALL coMMODI TY MANAGE

2w
m—

QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

STOCK NO LONG DESCRI PTI ON MFG NAME MFG PART NO USE PY1 USE YTD
1 PI NT CANS

70-13-3593 KIT, FLOOR PATCH NG EPOXY W TH COARSE NPl FOR GARON GARON TREFLI TE 40015 1940 991
AGGREGATE; KI'T CONSI STS OF A 5- GALLON NYCTA CCSS- 001, REV I, 3-9-11, LABEL
PAI L CONTAI NI NG 35-40 LBS. OF COARSE NYCTA CCSS- 003 REV E 9/11/17 RESTR S

AGGREGATE M XED W TH ONE GALLON OF

RESI N & A SEPARATE ONE (1) QUART CAN OF
HARDENER. MJST BE | MPACT AND SLI P

RESI STANT; MJST HARDEN W THI N 7-9 HOURS
AND HAVE A M Nl MUM SHORE D HARDNESS OF
60 AND/ OR BARCCL HARDNESS M NI MUM OF
30, POT LIFE 30-60 M NUTES; YIELDS 21
SQUARE FEET OF 1/4" THI CK PATCHI NG
LAYER, CERTI FI CATE OF ANALYSI S, VWH CH

| NCLUDES HARDNESS DATA & CERTI FI CATE OF
CONFORVANCE, MJST BE PROVI DED FOR EACH
BATCH SHI PPED.

IN 3 PART KI'T
IN 3 PART KI'T
70-13-3595 KIT, FLOOR PATCH NG FAST- SET EPOXY GARON PROD. TREFLI TE FS EPXY RPRVRTR PARTA 0 864
MORTAR;, KI'T CONSI STS OF A 5- GALLON PAI L NYCTA CCSS- 001, REV I, 3-9-11, LABEL
CONTAI NI NG 35-40 LBS OF COARSE NYCTA CCSS- 003 REV E 9/11/17 RESTR S

AGGREGATE PRE-M XED W TH PRE- VEI GHTED
PART A RESIN AND A SEPARATE ONE QUART
CAN OF PART B HARDENER. MJST BE | MPACT
AND SLI P RESI STANT; MJST HARDEN W THI N
4-8 HOURS AND HAVE A M NI MUM SHORE D
HARDNESS CF 60 AND/ OR BARCOL HARDNESS
M N MUM OF 30, POT LIFE 5-10 M NUTES;

YI ELDS 21 SQUARE FEET OF 1/4" THI CK
PATCH NG LAYER;, CERTI FI CATE OF ANALYSI S
COVERI NG HARDNESS DATA & CERTI FI CATE OF
CONFORVANCE, MJST BE PROVI DED FOR EACH
BATCH SHI PPED I N 2 PART KI'T



USER-I D :
PROG- I D :

70- 13- 3596

EVS NEW YORK
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CIl TY TRAN
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

COVPOUND, PATCHI NG, THREE- COVPONENT,
100% SOLI DS EPOXY MORTAR. FOR

APPLI CATI ON | N TEMPERATURES AS LOW AS
-10F, 1 NDOORS OR QUTDOORS. SUPPLIED I'N
2- GALLON PAI L. TENSI LE STRENGIH 8, 900
PSI; FLEXURAL STRENGIH 15, 000 PSI,
COWPRESSI VE STRENGTH 11, 00 PSI. SET
TIME: FOR RECOATING 1 TO 2 HOURS, FOR
LI GAT TRAFFIC 2 TO 4 HOURS, FULL CURE 1
TO 3 DAYS. LI QUI D PORTI ONS A&B MJUST BE
M XED TOGETHER FI RST AT NCORVAL ROOM
TEMPERATURE( 70F) . SOLI D PORTI ON C MUST
BE ADDED AT APPL| CATI ON LOCATI ON.

APPLI ED 1/4"-1/8" TH CKNESS W TH
TRONELL. PPE REQUI RED: CHEM CAL SPLASH
GOOGELES AND NEOPRENE GLOVES. M NI MUM
SHELF LI FE REQUI RED AT TI ME OF RECEI PT
IS 9 MONTHS.

NPl FOR GARON
NYCTA
NYCTA

GARON ARTI C FREEZI TE 47082
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

I DATE 07/10/2023 PAGE : 301
M CURRENT VERSI ON :

1.10.00

USE PY1 USE YTD

70- 15- 0810

W PES, DI SPOSABLE HAND SANI Tl ZER, OF AT
LEAST 60% ALCOHOL BY VOLUME CONTAI NED

I N EACH PRE- MO STENED W PE. W PES MJST
BE EASY TO USE, NO WATER, SOAP, OR
TONEL REQUI RED. FRAGRANCE AND DYE FREE.
W PES MUST CONTAIN MJ STURI ZERS. THE
W PE MUST BE | NDI VI DUALLY WRAPPED. 100
W PES PER BOX. M Nl MUM SHELF LI FE AT
TIME OF RECEI PT | S El GHTEEN MONTHS 100
W PES/ BOX 100 W PES/ BOX

100 W PES/ BOX

VERI DI EN CORPORATI ON
SAFETEC OF AMVERI CA, I NC
G2JO I NDUSTRI ES, | NC.

NI CE- PAK PRODUCTS, | NC.
NYCTA

NYCTA

25500 VI RAGUARD ANTI M CRCBI AL
34400 PAWS

9022- 10 PURELL HAND W PE
D43600 SANI - HANDS W PES

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

15877

70-15-0812

W PES, HAND SANI TI ZING M NIl MUM 70%
ETHANCL CONTENT BY WEI GHT | N EACH
PREMO STENED W PE;, EACH WPE | S 9

I NCHES X 7 | NCHES; CERTI FI CATE OF
ANALYSI S COVERI NG ETHANOL CONTENT BY
VEI GHT TO ACCOMPANY EACH BATCH SHI PPED,
PACKAGED 40 W PES PER CANI STER

GRI FFI N WowW
NYCTA
NYCTA

DERVAFRESH HANDSNTZR W PES2350
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
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PROG- I D :
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CIl TY TRAN
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QUALI FI ED PRODUCTS LI ST

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

W PES, DI SI NFECTANT, DI SPOSABLE,
TEXTURED SURFACE, MADE OF CLOTH

MATERI AL, PRE- SATURATED W TH

DI SI NFECTANT SCOLUTI ON, SUPPLI ED | N
RESEALABLE CANI STERS. W PES MJUST BE EPA
REG STERED FOR EFFECTI VENESS AGAI NST

I NFLUENZA A. CANI STERS MJUST DI SPENSE

I NDI VI DUAL PERFORATED W PES AND SHALL
CONTAI N BETWEEN 150 AND 160 W PES.

I NDI VI DUAL WPE DIMENSIONS: M N CF 6" X
6" TO A MAX OF 12" X 12". M N MJM SHELF
LI FE AT TI ME OF RECEI PT IS EI GHTEEN
MONTHS.

150/ 160 PER CAN

VERI DI EN CORPORATI ON
VWEXFORD LABS, | NC
JOHNSON DI VERSEY, | NC
NYCTA

NYCTA

70- 15- 0834

W PE, DI SI NFECTANT, DI SPOSABLE,
TEXTURED SURFACE, MADE OF CLOTH

MATERI AL, PRE- SATURATED W TH

DI SI NFECTANT SCLUTI ON: | SOPROPYL
ALCCOHOL/ QUATERNARY AVMMONI UM CHLORI DE
COVPOUNDS, SUPPLI ED | N RESEALABLE

CANI STERS; W PES MUST BE EPA REQ STERED
FOR EFFECTI VENESS AGAI NST | NFLUENZA A.
MEETS CDC AND OSHA GUI DELI NES.

EFFECTI VE AGAI NST BACTERI A, ENVELOPED
& NON- ENVELOPED VI RUSES, BLOODBORNE
PATHOGENS. CANI STERS MJUST DI SPENSE

I NDI VI DUAL PERFORATED W PES. EACH

CANI STER SHALL CONTAI N 65 W PES.

I NDI VI DUAL W PE DI MENSI ONS: 7.5" X 15",
6 CANI STERS PER CASE. M NI MUM SHELF

LI FE AT TI ME OF RECEI PT IS EI GHTEEN
MONTHS.

NI CE- PAK PRODUCTS, | NC.

NYCTA
NYCTA

70-15-1274

ALCOHCOL SOLUTI ON, | SOPRCPYL; TO BE

M N MUM 64. 7% | SOPROPYL ALCOHOL BY

VEEI GHT(M NI MUM 70% | SOPROPYL ALCOHOL BY
VOLUME) W TH THE REMAI NDER BEI NG

DI ONI ZED WATER, FOR | NDUSTRI AL USES

| NCLUDI NG RAI LCAR FLOOR/ SUBFLOOR
PREPARATI ON FOR | NSTALLATI ON OF RUBBER
FLOORI NG PACKAGED I N 1- GALLON

CONTAI NERS; BATCH # TO APPEAR ON

CONTAI NER; CERTI FI CATE OF ANALYSI S
COVERI NG % | SOPROPYL ALCOHOL CONTENT TO
ACCOVPANY EACH BATCH SHI PPED; M NI MUM

TECHSPRAY, L. P.

JNJ | NDUSTRI ES, | NC.
NYCTA

NYCTA

THORI TY DATE 07/10/2023 PAGE : 302
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD
10160 VI RAGUARD HOSP. TOWELETT 0 12

3130M 6, 3130M 12 CLEAN-CI DE

4599516 OXIVIR TB W PES

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

SUPER SANI - CLOTH W PES #(86984 264 244

CCSS-001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

1608- G 1875 703

GLOBALTECH | SOPALC W DI WATR703
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

EVS NEW YORK
COMMODI

JSBYRALL

CIl TY TRAN
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QUALI FI ED PRODUCTS

2w

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

SHELF LI FE REQUI RED AT TI ME OF RECEI PT
'S 9 MONTHS.

1 GAL CONTAI NER

THORI TY DATE 07/10/2023 PAGE : 303
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD

70-15-1276

ALCOHCOL SOLUTI ON, | SOPRCOPYL; TO BE

M N MUM 64. 7% | SOPROPYL ALCOHOL BY

VEEI GHT (M NI MUM 70% | SOPROPYL ALCOHOL
BY VOLUVE) W TH THE REMAI NDER BEI NG
DEI ONl ZED WATER; UNI VERSAL CLEANER AND
DI SI NFECTANT; USED FOR | NDUSTRI AL

APPLI CATI ONS; REMOVES LI GHT A LS, MOST
TYPES OF | NKS, PASTES AND CONTAM NANTS
ASSCCI ATED W TH SOLDERI NG AND PRI NTI NG
PACKAGED I N 1-PI NT BOTTLES. " NYCT
STORAGE REQUI REMENT: STORE W TH
FLAMVABLE LI QUIDS" IN 2-1NCH H GH
LETTERI NG MJUST APPEAR ON EACH BOX;
BATCH # TO APPEAR ON CONTAI NER;

CERTI FI CATE OF ANALYSI S COVERI NG %

| SOPROPYL ALCOHOL CONTENT TO ACCOVPANY
EACH BATCH SH PPED;, M NI MUM SHELF LI FE
REQUI RED AT TI ME OF RECEIPT IS 9 MONTHS
1 PI NT BOTTLES

TECHSPRAY, L. P.
JNJ | NDUSTRI ES,
NYCTA
NYCTA

1608-P

GLOBALTECH | SOPALC W DI WATR703
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

40952

70- 15- 3016

DEl CER, LI QU D, 30% MAGNESI UM CHLORI DE
SOLUTI ON, SPECI FI C GRAVI TY TO BE ABOUT
1.3; PACKAGED I N 55 GAL DRUMS

IN 55 GAL DRMS

PARTSVASTER
VELTSNOW COM
NYCTA

NYCTA

CHI NOOK ANTI -1 CI NG AGENT
MAGNESI UM CHLORI DE AQ SLTN 30
CCSS-001 REV |, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

70-17-0250

CLEANER, ORGANI C SOLVENT BLEND, ALL-
PURPOSE, USED TO REMOVE GREASE FROM
MOTOR PARTS; MJST BE CLEAR,

WATER- WHI TE; PACKAGED | N ONE- GALLON
CAN; VOC PACKAGED 6.5 LBS PER GALLON
MAXI MUM  SPECI FI C GRAVI TY 0. 747 TO
0. 783

6.5 LBS PER GAL

PPG | NDUSTRI ES
NYCTA
NYCTA

CFX436
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
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SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

CLEANER, DEGREASER, ALL PURPGCSE,

WATER- BASED GREEN LI QUID. I N 55 GALLON
DRUMS. USED FOR CLEANI NG METAL PARTS IN
WASH TANK. DELI VERED | N NON- RETURNABLE
55 GALLON DRUMS. NON- TOXI C,

Bl ODEGRADABLE, NON- ABRASI VE, NON- BUTYL,
NON- PHOSPHATE, NON- FLAMVABLE, FREE

RI NSI NG CONTAI NS EMULSI FI ERS, WATER
SOLUBLE SOLVENTS, Bl ODEGRADABLE
DETERGENTS. PH( CONCENTRATE) 8. 5-9.5.
DENSI TY 8.42 LBS/GAL +/- 1.0. VEAR
CHEM CAL SPLASH GOGGLES AND LATEX
GLOVES VWHEN USI NG PRCDUCT. M NI MUM
SHELF LI FE REQUI RED AT TI ME OF RECEI PT
IS 9 MONTHS.

IN 55 GAL DRUMS

ZEP MANUFACTURI NG COVPANY
NYCTA
NYCTA

ZEP Z- GREEN #184886
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

I TY DATE 07/10/2023 PAGE : 304
M CURRENT VERSI ON :

1.10.00

USE PY1 USE YTD

70-17-0512

CLEANER, DEGREASER, DECDCRI ZER, Cl TRUS
I NDUSTRI AL STRENGTH CLEANER, USED TO
DEGREASE MOTCRS | N BO LER ROOM  TO BE
SUPPLI ED | N CLEARLY LABELED 55 GALLON
PAI LS

FOSTER & CO.
NYCTA
NYCTA

17-88
CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

70-17-0515

CLEANER, DEGREASER USED FOR CLEANI NG
SHOP FLOORS AND THE WALLS AND FLOORS
OF I NSPECTI ON PI' TS. CAN BE APPLI ED

USI NG FLOOR CLEANI NG MACHI NES,
PRESSURE WASHERS OR MOPS. SUPPLI ED
READY FOR USE( PRE- DI LUTED 50% SCLUTI ON)
IN 5- GALLON PAILS. PH 10-11. LOW ODOR,
LOW FOAM NON- EMULSI FYI NG SOLUTI ON
MUST BE SUl TABLE FOR DI SCHARGE
THROUGH O L/ WATER SEPARATOR( SCLUTI ON
SEPARATES WATER AND O L | NTO TWO
PHASES W THIN M NUTES). NON- SOLVENT
BASED. DOESN T CONTAI N HYDROCARBONS
OR D LI MONENE. PPE REQUI RED FOR USE:
CHEM CAL SPLASH GOGGLES AND NEOPRENE
GLOVES. CERTI FI CATE OF ANALYSI S TO

I NCLUDE PH

COSCO ENTERPRI SES, | NC.
NYCTA
NYCTA

FO 2276 ODCORLESS RTU
CCSS-001 REV |, 3-9-11 LABEL
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

70-17-0610

EVS NEW YORK
JSBYRALL COMMODI

CIl TY TRAN
TY MANAGE

QUALI FI ED PRODUCTS L

2w

I TY DATE 07/10/2023 PAGE : 305
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SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

CLEANER, DEGREASER, FOR REMOVAL OF
GREASE, RUBBER RESI DUES, WAX, ADHESI VE.
PACKAGED | N 5 GALLON CONTAI NERS.
CONTAI'NS D- LI MONENE, TECHNI CAL GRADE,
ALI PHATI C HYDROCARBONS. FLASH PO NT
MUST BE ABOVE 140 DEGREES FAHRENHEI T.
MUST MEET NYSDEC VOC REGULATI ONS FOR

LI QU D GENERAL PURPCSE DECGREASERS W TH
A MAXI MUM ALLOMBLE VOC CONTENT OF 4%
BY WVEI GHT. VENDOR TO SUPPLY CERTI FI CATE
OF ANALYSIS (C OF A) AND CERTI FI CATE OF
CONFORMANCE/ COVPLI ANCE (C OF ©) FOR
EACH BATCH TO NYCT MANACGER OF

I NSPECTI ONS & TESTI NG PRI OR TO SHI PPI NG
MATERI AL. CERTI FI CATE OF ANALYSI S TO

I NCLUDE BATCH #, SIZE OF BATCH, DATE OF
MANUFACTURE, FLASH PO NT. CERTI FI CATE
OF CONFORVMANCE/ COVPLI ANCE TO | NCLUDE
VOC CONTENT. NON-EMPTY CONTAI NERS OF
THI S MATERI AL OR RAGS/ W PERS USED W TH
TH' S MATERI AL MJUST NOT NEED TO BE

DI SPOSED OF AS HAZARDOUS WASTE. PPE
REQUI RED: CHEM CAL SPLASH GOGGELES,
NEOPRENE/ NI TRI LE GLOVES

5 GAL CONTAI NER

CRC | NDUSTRI ES, | NC.

CHEMIRONI CS
NYCTA
NYCTA

USE PY1 USE YTD

Cl TRUS DEGREASER HF#14175 0 0
MAX- KLEEN CI TRUS HF # ES591

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

70-17-0611

CLEANER, DEGREASER, FOR REMOVAL OF
GREASE, RUBBER RESI DUES, WAX, ADHESI VE.
53-55 GALLONS PACKAGED I'N 55 GALLON
DRUMS. CONTAI'NS D- LI MONENE, TECHNI CAL
GRADE, ALI PHATI C HYDROCARBONS. FLASH
PO NT MJUST BE ABOVE 140 DEGREES
FAHRENHEI T. MJUST MEET NYSDEC VCC
REGULATI ONS FOR LI QUI D GENERAL PURPGSE
DEGREASERS W TH A MAXI MUM ALLOMABLE VOC
CONTENT OF 4% BY WEI GHT. VENDOR TO
SUPPLY CERTI FI CATE OF ANALYSIS (C OF A
AND CERTI FI CATE OF

CONFORMANCE/ COVPLI ANCE (C OF ©) FOR
EACH BATCH TO NYCT MANACGER OF

I NSPECTI ONS & TESTI NG PRI OR TO SHI PPI NG
MATERI AL. CERTI FI CATE OF ANALYSI S TO

| NCLUDE BATCH #, SIZE OF BATCH, DATE OF
MANUFACTURE, FLASH PO NT. CERTI FI CATE
OF CONFORVMANCE/ COVPLI ANCE TO | NCLUDE
VOC CONTENT. NON-EMPTY CONTAI NERS OF
THI S MATERI AL OR RAGS/ W PERS USED W TH
TH' S MATERI AL MUST NOT NEED TO BE

CRC | NDUSTRI ES, | NC.

CHEMIRONI CS
NYCTA
NYCTA

Cl TRUS DEGREASER HF #14176 0 0
MAX- KLEEN CI TRUS HF # ES5591

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S
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STOCK NO LONG DESCRI PTI ON MFG NAME MFG PART NO USE PY1 USE YTD
DI SPOSED OF AS HAZARDOUS WASTE. PPE
REQUI RED: CHEM CAL SPLASH GOGGELES,
NEOPRENE/ NI TRI LE GLOVES

55 GAL DRUMS

70-17-0612 CLEANER, DEGREASER, FOR REMOVAL OF CHEMIRONI CS MAX- KLEEN CI RTUS HF #ES191 0 0
GREASE, RUBBER RESI DUES, WAX, ADHESI VE. NYCTA CCSS-001, REV I, 3-9-11, LABEL
CLEANI NG RAI LCAR PARTS. PACKAGED | N NYCTA CCSS- 003 REV E 9/11/17 RESTR S
1- GALLON CONTAI NERS. CONTAI NS
D- LI MONENE, TECHNI CAL GRADE, ALI PHATIC
HYDROCARBONS. FLASH PO NT MJUST BE ABOVE
140 DEGREES FAHRENHEI T. MJST MEET
NYSDEC VOC REGULATI ONS FOR LI QUI D
GENERAL PURPOSE DEGREASERS W TH A
MAXI MUM ALLOMABLE VOC CONTENT OF 4% BY
VEI GHT.  VENDOR TO SUPPLY CERTI FI CATE OF
ANALYSI S (C OF A) AND CERTI FI CATE
OF CONFORMANCE/ COWVPLI ANCE (C OF O FOR
EACH BATCH TO NYCT MANACGER OF
I NSPECTI ONS & TESTI NG PRI OR TO SHI PPI NG
MATERI AL. CERTI FI CATE OF ANALYSI S TO
I NCLUDE BATCH #, SIZE OF BATCH, DATE OF
MANUFACTURE, FLASH PO NT. CERTI FI CATE
OF CONFORVANCE/ COVPLI ANCE TO | NCLUDE
VOC CONTENT. NON-EMPTY CONTAI NERS OF
THI S MATERI AL OR RAGS/ W PERS USED W TH
TH' S MATERI AL MUST NOT NEED TO BE
DI SPOSED OF AS HAZARDOUS WASTE. PPE
REQUI RED: CHEM CAL SPLASH GOGGELES,

NEOPRENE/ NI TRI LE GLOVES

70-17-0823 CLEANER, TO REMOVE RUST FROM RAI LCAR COSCO ENTERPRI SES, | NC. FO 479HD RTU 429 250
STAI NLESS STEEL SURFACES (EXTERI ORS AND  NYCTA CCSS- 001, REV I, 3-9-11, LABEL
DOORS). FOR MANUAL APPLI CATI ON. READY NYCTA CCSS- 003 REV E 9/11/17 RESTR S
TO USE FORMULA SUPPLI ED | N ONE QUART
PLASTI C BOTTLES. TWELVE ACI D RESI STANT
TRI GGER ACTI ON SPRAYERS SUPPLI ED | N
EACH CASE. Dl LUTE OXALI C ACI D BASED
FORMULATI ON. M NI MUM 14% ACTI VE
| NGREDI ENT CONTENT. APPLY BY
NON- ATOM ZI NG SPRAY, BRUSH OR SCRUB
PAD. ALLOWA DVELL TIME OF 2 M NUTES OR
MORE. FOR SEVERE SO L BUI LD-UP, LI CGHILY
AG TATE THE HEAVY SO LED SURFACE WTH A
BRUSH OR SCRUB PAD. RI NSE THE ENTI RE
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AREA THOROUGHLY W TH WATER. PRI OR TO
CLEANI NG | NTERI OR DOORS, AND TO PREVENT
WATER BUI LD UP ON | NTERI OR PASSENGER
DOORS, PLACE ABSORBENT PADS (2 OR MORE)
AGAI NST THE DOCRS TO ABSORB EXCESS
WATER PPE REQUI RED FOR USE: CHEM CAL
SPLASH GOGELES AND NEOPRENE GLOVES.
CERTI FI CATE OF ANALYSI' S TO | NCLUDE %
ACTI VE | NGREDI ENTS.

12 EA PER CSE

1 QUART BOTTLE

I TY DATE 07/10/2023 PAGE : 307
M CURRENT VERSION : 1.10.00

USE PY1 USE YTD

70-17-0850

CLEANER, FLOOR, AND ALL PURPCSE, IN 1.5
Oz PAPER PACKETS. CONCENTRATED POADER
PRODUCT TO BE USED AT A DI LUTI ON RATE
OF 1 PACKET PER 4 GALLONS OF WATER;
USED TO CLEAN CONCRETE AND TI LE
SURFACES ON STATI ONS.

1.5 OZ PACKETS

PROCTOR & GAMBLE
NYCTA
NYCTA

84893355
CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

70-17-0855

CLEANER, FLOOR AND MULTI PURPCSE, | N 3-
4 OZ PLASTI C PACKETS W TH TEAR OPEN
STRI P. CONCENTRATED LI QUI D PRODUCT TO
BE USED AT DI LUTI ON RATE OF 1 PACKET
PER 4 GALLONS OF WATER; USED TO CLEAN
CONCRETE AND TI LE SURFACES ON STATI ONS
3- 4 OZ PACKETS

PROCTOR & GAMBLE
NYCTA
NYCTA

84895469 SPI C & SPAN
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

115666

104423

70-17-0904

CLEANER/ POLI SH, STAI NLESS STEEL, LIQUID TMA
EMULSI QN, CONTAI NI NG ALI PHATI C
HYDROCARBONS, M NERAL O L, EMUILSI FI ERS
AND/ OR ORGANOMODI FI ED POLYMERI C

EMULSI ON, SPECI FI C GRAVITY 0.92 TO
1.09, PH 8.0 TO 10.8, FLASH PO NT
GREATER THAN 140 DEGREES F. FOR USE I N
CLEANI NG POLI SHI NG STAI NLESS STEEL.
PACKAGED | N 1- GALLON CONTAI NERS.

CERTI FI CATE OF ANALYSIS (C CF A) AND
CERTI FI CATE OF CONFORVANCE FOR EACH
BATCH TO ACCOVPANY EACH SHI PMENT.

CERTI FI CATE OF ANALYSI S TO | NCLUDE
BATCH #, SIZE OF BATCH, DATE OF
MANUFACTURER, APPEARANCE, SPECI FI C
GRAVI TY, PH

NUSHEEN M_TI SRFCE CLEANER&POLI
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
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70-17-0913

DI SI NFECTANT, QUATERNARY AMMONI UM
CHLORI DE TYPE, M N MUM ACTI VE

| NGREDI ENT CONTENT TO BE 4% OF WHI CH A
M N MUM OF 2% MJUST BE QUATERNARY

AMVONI UM CHLORI DE COVPOUND, PH TO BE
BETWEEN 6 AND 10, SPECI FI C GRAVI TY
BETVWEEN 0. 998 AND 1. 040. PRODUCT MJST
BE REAQ STERED BY EPA SPECI FI CALLY FOR
USE AGAI NST | NFLUENZA A VI RUSES. THESE
REG STERED DI SI NFECTANT PRODUCTS ARE
FOR USE ON HARD, NON- POROUS SURFACES
SUCH AS BUS AND SUBWAY DOOR KNGOBS,
HANDLES, FLOCRS, SEATS, HANDHOLDS, ETC.
PACKAGED IN 1 GALLON CONTAI NERS. EACH
CONTAI NER LABEL TO BEAR EPA

REG STRATI ON NUMBER AND Di LUTI ON

I NSTRUCTI ONS. CERTI FI CATE OF ANALYSI S
AND CERTI FI CATE OF

CONFORVANCE/ COVPLI ANCE FOR EACH BATCH
TO ACCOMPANY EACH SHI PMENT. CERTI FI CATE
OF ANALYSI S TO | NCLUDE: COLOR, ODOR,
SPECI FI C GRAVI TY, PH, % QUATERNARY
AMVONI UM CHLORI DE, % ACTI VE | NGREDI ENTS

1 1 GAL CTRS

NATI ONAL CHEM CAL LAB OF PA.
NYCTA
NYCTA

70-17-0940

CLEANER, ANTI-STATIC, LIQU D, FOR

CLEANI NG PLASTI C, GGLASS AND STAI NLESS
STEEL SURFACES, USED ESPECI ALLY FOR RAI L
CAR LI GHT LENSES AND OTHER | NTERI OR

RAI LCAR SURFACES TO PREVENT DUST AND

DI RT FROM ADHERI NG, PACKAGED I N 30

GAL DRUMS.

30 GAL DRUMS

DI AMOND CHEM CAL

COSCO ENTERPRI SES, | NC.
NATI ONW DE CHEM CAL CO.,
NYCTA

NYCTA

I NC.

LEMON QUAT DI SI NFECTANT 0235 23465 7409
CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

F.O 1143 0 0
FO 1143

TA501 LENS CLEANER

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S
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CLEANER, LI QUI D, TUNER AND CONTRQL,

W TH NEEDLE, PACKAGED IN 16-19 OZ. NET
VEI GHT SPRAY CANS

| TW CHEMIRONI CS, | NC
TECH SPRAY, | NC.
NYCTA

NYCTA

ELECTRO- WASH VZ ( ES6119)
PRECI SI ON V FLUX REMOVER
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

I TY DATE 07/10/2023 PAGE : 309
M CURRENT VERSION : 1.10.00

USE PY1 USE YTD

70-17-0980

HEAT SH ELD COVPOUND, PASTE, IN A ONE
QUART CAN. PREVENTS VELDI NG BRAZI NG,
SOLDERI NG HEAT DAMAGE. ABSCRBS AND

DI SSI PATES HEAT TO ELI MATE DAMAGE AND
DI SCOLORATI ON.  CONTAI NS NO ASBESTOS.

[ SAFETY COMMENTS: WEAR CHEM CAL SPLASH
GOGGLES & NI TRI LE/ NEOPRENE GLOVES

LA- CO | NDUSTRI ES, | NC.
NYCTA
NYCTA

ANTI - HEAT 24002
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

70-17-0982

HEAT SH ELD COMPOUND, PASTE, IN A 10 OR
11 OUNCE TUBE. PREVENTS VELDI NG

BRAZI NG SOLDERI NG HEAT DAMAGE. ABSORBS
AND DI SSI PATES HEAT TO ELI M NATE DANVAGE
AND DI SCOLORATI ON. PROTECTS PAI NTED OR
FI' Nl SHED SURFACES FROM DI SCOLORATI ON
DUE TO ADJACENT SOLDERI NG, BRAZI NG OR
VELDI NG PREVENTS BUCKLI NG OF LI GHT
GAUGE METALS DURI NG VEELDI NG, CONTAI NS
NO ASBESTOS. SAFETY COMMENTS: WEAR
CHEM CAL SPLASH GOGGELES & NEOPRENE
GLOVES. 24 TUBES/ CASE

LA- CO | NDUSTRI ES, | NC.
NU- CALGON

NYCTA

NYCTA

BLOC- | T- HEAT ABSORB PASTE 1151
THERMO TRAP PASTE #4371- 36
CCSS-001 REV | 3-9-11 LABEL
CCSS- 003 REV E 9/11/17 RESTR S

70-17-1025

CLEANER, STEAM CLEANI NG SOLUTI ON,

NON- EMULSI FYI NG FORMULA (RUN OFF WATER
SOLUTI ON MUST SEPARATE | NTO TWO PHASES
W THI N M NUTES), FOR CLEANI NG ENG NES,
BRAKE PARTS, OTHER PARTS AND | NSPECTI ON
PITS WTH PRESSURE WASHI NG EQUI PMENT.
PACKAGED | N 5- GALLON PAI LS. NON- SOLVENT
BASED, DCESN T CONTAI N HYDROCARBONS OR
D LI MONENE. ALL METAL SAFE. USE 1 PART
CLEANER TO 5-10 PARTS WATER. PH <12. PH
WHEN DI LUTED MUST MEET NYC SEVER

DI SCHARGE CODES OF PH BETWEEN 5 AND 11.
PPE REQUI RED FOR USE: CHEM CAL SPLASH
GOGGLES AND LATEX GLOVES (FOR USE W TH
PURESAFE) AND NI TRI LE OR BUTYL RUBBER
GLOVES (FOR USE W TH MEGAPOAER 2289) .
CERTI FI CATE OF ANALYSI S TO | NCLUDE PH

5 GAL PAILS

DI AMOND CHEM CAL

COSCO ENTERPRI SES, | NC.

GRI GNARD COMPANY
NYCTA
NYCTA

VEGAPONER 2289

VEGAPONER 2289

PURESAFE STEAM CLEANER

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

3588 1011
0 0

35 12

7 2
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70-17-1032

CLEANER, HAND, WATER BASED LI QUI D,

ANTI - BACTERI AL, FOR USE AS EMPLOYEE
LAVATORY HAND SOAP, IN 16 OZ, PUW
BOTTLE, CONTAI NS BENZALKONI UM CHLORI DE,
AN ANTI - M CROBI AL AGENT, TO HELP REDUCE
BACTERI A; CONTAI NS NO ALKALI ES,

ABRAS| VES OR SOLVENTS THAT MAY BE HARSH
TO THE SKI' N, DOES NOT CONTAI N

TRI CLCSAN.  FORTI FI ED W TH EMOLLI ENTS
FOR SKI' N SOFTENI NG TO KEEP HANDS
SMOOTH, PH BETWEEN 5. 5-6. 0. VI SCOSI TY
BETWEEN 1600- 4000 CPS. CERTI FI CATE OF
CONFORVANCE AND CERTI FI CATE OF ANALYSI S
TO | NCLUDE VI SCOSI TY AND PH MUST BE
PROVI DED FOR EACH BATCH TO NYCT MANAGER
OF TESTI NG & ANALYSI S BEFORE SHI PPI NG
MATERI AL

17Qz/ 500M./ BTL

17Qz/ 500M./ BTL

ACCLAI M W BENZALKCHLORI DE 3149
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

1128

70-17-1034

CLEANER, HAND, WATER BASED LI QUI D,

VWH TE LOTI ON. FOR USE AS EMPLOYEE
LAVATORY HAND SOAP, | N A PLASTI C QUART
CONTAI NER. CLEANS AND MJ STURI ZES. PH
BETWEEN 6. 5-7.5. PACKAGED 12 QUARTS TO
A CASE. TO BE USED WTH METAL HAND
CLEANER DI SPENSER UNI TS OBTAI NABLE
UNDER STOCK #61-18-2233

VELVET LOTI ON SOAP #95801
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

60141

70-17-1143

DEFOAMER, FOR USE W TH MOTOR CLEANER I N
SPRAY WASH TANK AND STEAM CLEANI NG
OPERATI ON TO CONTROL FOAM LEVEL,;

LI QUI D, ACTI VE | NGREDI ENT CONTENT 1. 7%
MN MM PHTO BE 6.0 TO 8.0; SPECIFIC
GRAVITY 1.00 TO 1.03; SUPPLIED IN 5
GALLON PAI'LS, CERTIFI CATE OF ANALYSI S
AND CERTI FI CATE OF CONFORMANCE/

COWPLI ANCE FOR EACH BATCH TO ACCOMPANY
EACH SHI PMENT. CERTI FI CATE OF ANALYSI S
TO | NCLUDE BATCH #, SIZE OF BATCH, DATE
OF MANUFACTURE, COLOR, PH, SPECIFIC
GRAVI TY, % ACTI VE | NGREDI ENT CONTENT

M N MUM SHELF LI FE REQUI RED AT TI ME OF
RECEI PT IS NI NE MONTHS

NATI ONW DE CHEM CAL CO.,

TA1039 KNOCK- OQUT DEFCAMER
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
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70-17-1170

CLEANER, LI QU D, WATER BASED

Bl OSURFACANT, CONSI STI NG OF

Bl ODEGRADABLE VETTI NG AGENTS AND
SURFACTANTS. FOR CLEANI NG GREASY/ A LY/
DI RTY PARTS | N DI P/ AG TATI NG AND SPRAY
WASH TANKS; NON- FOAM NG LOW ODOR; SAFE
FOR USE ON ALL TYPES OF METALS. DOCES
NOT CONTAI' N CAUSTI CS, PHOSPHATES,
ETHERS OR TERPENES, PH BETWEEN 8 AND
10; SPECI FI C GRAVI TY BETWEEN 0. 98 AND
1. 04; 25% M NI MUM ACTI VE | NGREDI ENT
CONTENT. PACKAGED IN 5 GALLON

CONTAI NERS. CERTI FI CATE OF ANALYSI S AND
CERTI FI CATE OF CONFORVANCE/ COVPLI ANCE
FOR EACH BATCH TO ACCOVPANY EACH

SHI PMENT. CERTI FI CATE OF ANALYSI S TO

I NCLUDE: COLOR, ODOR, SPECI FI C GRAVI TY,
PH, % ACTI VE | NGREDI ENTS

5 GALLON PAI LS

SYNTHETI C LABS | NC
MOON CHEM CAL PRODUCTS
NYCTA

NYCTA

70-17-1305

CLEANER, MJULTI - PURPOSE, WATER BASED,
NEUTRAL PH. SUPPLIED IN 1 GALLON
PLASTI C BOTTLES. FOR CLEANI NG RAI LCAR
I NTERI OR SURFACES; FI BERG.ASS SEATS,
CEILINGS. PHI1S 6.9 - 7.1. MX 1/4
CUP OF CLEANER | N ONE- GALLON OF WATER
FOR USE. WEAR CHEM CAL SPLASH GOGGELES.

1 GAL BOITLES

COLGATE- PALMOLI VE
NYCTA
NYCTA

70-17-1310

CLEANER, AND PQOLI SH, STAI NLESS STEEL,
AERCSCL, M NERAL O L EMULSI ON; MJUST
MEET NYSDEC VOC REGULATI ONS FOR METAL
POLI SHERS/ CLEANERS W TH MAXI MUM
ALLOMBLE VOC COF 30% BY WEI GHT; NON-
FLAMVMABLE ACCORDI NG TO ASTM D- 3065 USA
FLAME PRQJECTI ON TEST;, PH (OF
CONCENTRATE) 1S 7 TO 11; SPECI FIC
GRAVI TY (OF CONCENTRATE) 1S 0.85 TO
1.10; PACKAGED 16.0 TO 21.5 OUNCES NET
VEIGHT IN A 20 OR 24 OZ. AERCSOL CAN.
VENDOR TO SUPPLY CERTI FI CATE OF

AVREP, | NC.

APOLLO | NDUSTRI ES

SPRAYON PRODUCTS

M NNESOTA, M NI NG & MANUFACTUR
NYCTA

NYCTA

THORI TY DATE 07/10/2023 PAGE : 311
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD
Bl GSOLVE 10 20
ENVI ROCLEAN

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S
FABULOSOALLPRPSCLNRLI QLAV15305 25130 14754
CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

"M STY 142" 17.5 OZ IN 20 OZ C 1498 904

APOLLO BRI GHT SHINE S/ S #2390
CD 885 STSTEELCLNR S00885

STAI NLESS STEEL CLNR 48011- 140
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

ANALYSI S AND CERTI FI CATE OF CONFORMANCE
FOR EACH BATCH. CERTI FI CATE OF ANALYSI S
TO | NCLUDE BATCH #, SIZE OF BATCH, DATE
OF MANUFACTURE, VOC CONTENT, PH (COF
CONCENTRATE) , SPECI FI C GRAVITY (OF
CONCENTRATE) M NI MUM SHELF LI FE

REQUI RED AT TIME OF RECEIPT IS 9 MONTHS
IN 20-24 OZ CAN

IN 20-24 OZ CAN

70-17-1311

CLEANER, STAI NLESS STEEL; CLEANI NG &
PCLI SHI NG TOVELS; W TH Cl TRUS SCENT;

9. 75" X 10.50" TOWELS, 30 TOWELS PER
CONTAI NER, 6 CONTAI NERS PER CASE, 1
CONTAINER = 1 EACH. M NI MUM SHELF LI FE
REQUI RED AT TIME OF RECEIPT IS 9 MONTHS

| TW PRO BRANDS
NYCTA
NYCTA

70-17-1312

PCLI SH, FOR POLYCARBONATE ON FI ND
SYSTEM ON R160 CARS. CLEAR PLASTIC
PCLI SH TO REDUCE FI NE OR HAI RLI NE
SCRATCHES. RESTORES OPTI C CLARITY TO
CLEAR PLASTI CS. PROVI DES A STATI C FREE
COATI NG THAT REPELS DUST. LIQU D IN AN
El GAT OUNCE BOITLE

MEGUI AR S USA
NYCTA
NYCTA

70-17-1328

CLEANER, ALL PURPOSE, COLLO DAL.

SUPPLI ED I N 55- GALLON DRUMS. SAFE FOR
USE ON COPPER COVPONENTS. TO BE USED TO
CLEAN RAILCAR A/ C CO LS, CONDENSERS,
EVAPORATORS. NON- TOXI C, NON- FLAMVABLE,
NON- CAUSTI C, Bl ODEGRADABLE. PH I N THE
9.9 TO 10. 9 RANGE AND SPECI FI C GRAVI TY
OF 1.001 - 1.02. IT MUST NOT HAVE A
FLASH PO NT AND MUST NOT CONTAI N
PHOSPHATES, PETROLEUM DI STI LLATES,
GLYCOL ETHERS, TERPENES. VENDOR TO
SUPPLY CERTI FI CATE OF ANALYSI S (WHI CH
| NCLUDES SPECI FI C GRAVITY & PH). AND
CERTI FI CATE OF CONFORVANCE/ COVPLI ANCE
FOR EACH BATCH.

55 GALLON DRUMS

55 GALLON DRUMS

NATI ONAL CHEM CAL LAB OF PA.

GEMIEK PRODUCTS
NYCTA
NYCTA

THORI TY DATE 07/10/2023 PAGE : 312
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD
SCRUBS STSTEEL CLNR TOWELS 919 18 2

CCSS-001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

MLO PLASTI C POLI SH MLOO8 0 0

CCSS-001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

COLLO DAL CLEANER #5222 7645 7315

SC- 1000
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

CLEANER, FOR CO LS, CONDENSERS, DOOR
OPERATORS, LIQUI D, M LD ALKALI NE. MJST
CONTAIN M NI MUM ACTI VE | NGREDI ENT
CONTENT OF 11% | NCLUDI NG, BUT NOT

LI M TED TO CARBONATES, SALTS OF ORGANI C
ACI DS, LOW FOAM NG SURFACTANTS, NMAXI MUM
PH OF CONCENTRATE TO BE 10.0, SPECIFIC
GRAVI TY 1.05-1.15. MJUST NOTI' HAVE AN
OBJECTI ONABLE ODOR ESPECI ALLY WHEN
HEATED. CAN BE USED AS IS OR IN UP TO
1-10 PART DI LUTI ON W TH WATER DEPENDI NG
UPON SO L CONDI TI ONS. PRODUCT MJUST BE
FREE RI NSI NG AND BE ABLE TO BE USED | N
STEAM JENNY/ PRESSURE WASHERS AND | N DI P
TANKS. | N 55 GALLON NON- RETURNABLE
PLASTI C DRUMS. CERTI FI CATE OF

ANALYSI S(COF A) AND CERTI FI CATE OF
CONFORMANCE/ COVPLI ANCE (C OF ©) FOR
EACH BATCH TO ACCOVPANY EACH SHI PMVENT.
CERTI FI CATE OF ANALYSI S TO | NCLUDE
BATCH #, DATE OF MANUFACTURE, PH OF
CONCENTRATE AND SPECI FI C GRAVI TY 1N 55
GAL DRUMS

IN 55 GAL DRUMS

COSCO ENTERPRI SES,
DI AMOND CHEM CAL
PENETONE

NYCTA

NYCTA

I NC.

70-17-1496

CLEANER, COMPQOUND, LI QUI D, I NTERI OR
GRAFFI TI REMOVER, I N ONE GALLON PLASTI C
CONTAI NERS, 4 OR 6 GALLONS TO A CARTON
W TH STOCK NUMBER ON CARTON

IN 1 GAL CTRS

DI AMOND CHEM CAL

NATI ONAL CHEM CAL LAB OF PA.

NYCTA
NYCTA
NYCTA

70-17-1515

CLEANER, GRAFFITI REMOVER, LIQUID WTH
Cl TRUS ODOR. HEAVY DUTY FOR CLEANI NG OF
STATIONS. PH 4 M N. 110 DEGREE F TCC
(TAG CLOSED CUP), D-LI MONENE BASED

I NCLUDI NG SURFACTANTS, BUI LDERS,

AUXI LI ARI ES AND WATER AS NECESSARY FOR
HEAVY DUTY GRAFFI TI REMOVAL, TO BE

DELI VERED ON 40" X 48" PALLETS, SPECI AL
NOTE: TH S PRODUCT | S EXEMPT FROM PH
GUI DELI NE I N CCSS-003. TO BE SUPPLI ED
N ONE(1) GALLON PLASTI C CONTAI NERS.

IN 1 GAL CTRS

PENETONE
NYCTA
NYCTA
NYCTA

THORI TY DATE 07/10/2023 PAGE : 313
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD
MEGAPOVER CO L/ CONDENSR CLNR M 5 10

MEGAPOVER CO L/ CONDENSR CLNR M

PENBLI TZ 208LM

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

F.O 1120 0 0

NCL 333 GRAFFI TI REMOVER

0001- 2000 DATED OCT 2000

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

Cl TRI KLEEN GR 189 86

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
PALLET SPEC
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

70-17-1517

REMOVER, GRAFFI TI, PREMO STENED TOWELS,
D LI MONENE BASED, TWO 12" X 16. 75"
TONELS PER PACKET, FLASH PO NT OF
GRAFFI TI  REMOVER SOLUTI ON | S ABOVE 140
DEGREES F. 50 PACKETS PER CASE.

CERTI FI CATE OF ANALYSI S TO | NCLUDE
FLASH PO NT MJUST BE PROVI DED TO NYCT
MANAGER OF | NSPECTI ON & TESTI NG FOR
EACH BATCH PRI OR TO SH PMENT "M NI MUM
SHELF LI FE REQUI RED AT TI ME OF RECEI PT
IS 9 MONTHS".

50 PACKETS/ CSE

GETEX CORPORATI ON
NYCTA
NYCTA

70-17-1520

REMOVER, GUM CRAFFI TI, STI CKER

ADHESI VES; LI QUI D; 100% ACTI VE

| NGREDI ENT CONTENT CONSI STI NG OF

D LI MONENE/ TERPENES, METHYL PYRROLI DONE
AND SUCH OTHER | NGREDI ENTS FOR THE
REMOVAL OF GUM GRAFFI TI PAI NT, MARKI NG
I NK, STI CKER ADHESI VES FROM PAI NTED AND
UNPAI NTED METAL, STAI NLESS STEEL,

FI BERGLASS, MELAM NE, G.ASS, PLASTIC
RUBBER, CEMENT, MARBLE, CERAM C,
TERRAZZO SURFACES. SHALL NOT CONTAI N
ABRAS| VES, CAUSTI CS, | NSOLUBLE

MATERI AL. FLASH PO NT TO BE A M NI MUM
OF 120 DEGREES F; SPECIFI C GRAVITY TO
BE 0.86 TO 0.94. PACKAGED IN 5 GALLON
CONTAI NERS. CERTI FI CATE OF ANALYSI S AND
CERTI FI CATE OF CONFORVANCE/ COVPLI ANCE
FOR EACH BATCH TO ACCOVPANY EACH

SHI PMENT. CERTI FI CATE OF ANALYSI S TO

I NCLUDE; COLOR, ODOR, SPECI FI C GRAVI TY,
FLASH PO NT, % ACTI VE | NGREDI ENTS

5 GAL CTRS

COsCO- FO

NATI ONAL CHEM CAL LAB OF PA.
NATI ONW DE CHEM CAL CO., | NC.
NYCTA

NYCTA

THORI TY DATE 07/10/2023 PAGE : 314
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD
GRAFFI TI FREE GENI E W PES 1946 1999

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

ENVI ROSOLV LR-V 610 735

GUM REMOVER #4159
TA503 GUM REMOVER
CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

REMOVER, GUM CGRAFFI TI, STI CKER

ADHESI VES; LI QUI D; 100% ACTI VE

| NGREDI ENT CONTENT CONSI STI NG OF

D LI MONENE/ TERPENES, METHYL PYRROLI DONE
AND SUCH OTHER | NGREDI ENTS FOR THE
REMOVAL OF GUM GRAFFI TI PAI NT, MARKI NG
I NK, STI CKER ADHESI VES FROM PAI NTED AND
UNPAI NTED METAL, STAI NLESS STEEL,

FI BERGLASS, MELAM NE, G.ASS, PLASTI C,
RUBBER, CEMENT, MARBLE, CERAM C,
TERRAZZO SURFACES. SHALL NOT CONTAI N
ABRASI VES, CAUSTI CS, | NSOLUBLE

MATERI AL. FLASH PO NT TO BE A M NI MUM
OF 120 DEGREES F; SPECIFI C GRAVITY TO
BE 0.86 TO 0.94. PACKAGED IN 1 GALLON
CONTAI NERS. CERTI FI CATE OF ANALYSI S
AND CERTI FI CATE CONFORVANCE/ COVPLI ANCE
FOR EACH BATCH TO ACCOVPANY EACH

SHI PMENT. CERTI FI CATE OF ANALYSI S TO

I NCLUDE; COLOR, ODOR, SPECI FI C GRAVI TY,
FLASH PO NT, % ACTI VE | NGREDI ENTS

1 GAL CIRS

COsCO- FO

NATI ONAL CHEM CAL LAB OF PA.
NATI ONW DE CHEM CAL CO., | NC.
NYCTA

NYCTA

THORI TY DATE 07/10/2023 PAGE : 315
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD

ENVI ROSOLV LR-V

GUM REMOVER #4159

TA503 GUM REMOVER

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

CLEANER, HI GHLY CONCENTRATED SOLUTI ON
W TH CHELATED AGENT, FOR USE | N
MEMBRANE CLEANI NG PACKAGED IN 5 GALLON
CONTAI NERS

DYNATEC SYSTEMS,
NYCTA
NYCTA

VEMCLEEN
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

70-17-1584

GRAFFI TI REMOVER, LI QUI D, NON
FLAMVABLE, ZERO VOC, NON-VI SCOUS,

NO' LOWNV ODOR, NON CAUSTIC, IN 5 GALLON
CONTAI NER. PPE REQUI RED:. CHEM CAL
SPLASH GOGGELES, NI TRI LE GLOVES

TH S STUFF WORKS
NYCTA
NYCTA

TSV PLASTI - MASTER
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

70-17-1632

REMOVER, GRAFFITI, I N ONE GALLON
PLASTI C CONTAI NERS, 4 GALLONS TO A
CARTON, WTH STOCK NUMBER ON CARTON.

4 GLL TO A CA

COSCO ENTERPRI SES, | NC.
DI AMOND CHEM CAL

NYCTA

NYCTA

NYCTA

FQO74

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
SMD 30-2-83
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QUALI FI ED PRODUCTS LI STI NG

I TY DATE 07/10/2023 PAGE : 316
M CURRENT VERSION : 1.10.00

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

CLEANER, DRAIN, POADERED HYDROXI DE
BASED, MJUST CONTAI N 60- 70% HYDROXI DE
(AS MEASURED BY ASTM D514) AND 2- 4%
ALUM NUM (AS MEASURED BY | CP- | NDUCTABLY
COUPLED PLASVA EM SSI ON SPECTROSCORY) ;
ALL OF THE PRODUCT TO PASS THROUGH A #4
US STANDARD SI EVE. MJST MEET ALL THE
PERFORMANCE TESTI NG CRI TERI A SET FORTH
I N FEDERAL COMMERCI AL | TEM DESCRI PTI ON
AA-1911 EXCEPT THAT THE FI NAL
TEMPERATURE OF THE CLEANER/ WATER

SOLUTI ON SHALL BE 78 TO 95 DEGREES C

(I NSTEAD OF 78 DEGREES C M NI MUM .
PACKAGED I N 12 OZ. CONTAI NERS.

CERTI FI CATE OF ANALYSIS (C OF A) AND/ OR
CERTI FI CATE OF CONFORVANCE/ COVPLI ANCE
(C OF O FOR EACH BATCH TO ACCOVPANY
EACH SHI PMENT. CERTI FI CATE OF ANALYSI S
TO COVER COWPOSI TI ON, SI EVE TEST, AND
PERFORMANCE TEST

12 &Z CIRS

UTI LI TY/ WONDER

COMSTAR | NTERNATI ONAL | NC.
NYCTA

NYCTA

FED. SPEC.

ASTM

MFG PART NO USE PY1 USE YTD
DRY DRAI N- A- MATI C 1751 869
PI RANHA || PI PE CLEANER

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

Cl D AA1911

D514

70-17-1685

CLEANER, DEGREASER FOR RAI LCAR DOOR
HANCGERS, WATER RI NSABLE, LEAVES NO
RES| DUE, Bl ODEGRADABLE, PH 8-9,

NON- VOLATI LE CONTENT 48-52% VOC FREE
FOR GENERAL CLEANI NG CAN BE DI LUTED
5-50% W TH WATER, FOR HEAVY DUTY
CLEANI NG USE FULL STRENGTH. 16 OUNCE
BOTTLE; 12 BOTTLES PER CASE.

CERTI FI CATE OF ANALYSI S TO | NCLUDE PH,
NON- VOLATI LE CONTENT. PPE REQUI RED FOR
USE: CHEM CAL SPLASH GOGGELES, N TRI LE
GLOVES.

12 BOTTLES/ CSE

CORTEC CORPCORATI ON
NYCTA
NYCTA

ECOLI NE CLNR DEGREASER #359035 327 145
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

CLEANER, TOUCH SCREEN, SPRAYER BOTTLE,
500 M./ 16.9 FLU D OUNCE, WATER BASED,
12 PER BOX

MC500EN 831 181
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S



TY DATE 07/10/2023 PAGE : 317
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

STOCK NO LONG DESCRI PTI ON MFG NAME MFG PART NO USE PY1 USE YTD
70-17-3030 CLEANER, HAND, LI QU D, SOLVENT FREE, DEB USA I NC SOLOPOL CLASSI C 5561 2702
NOT' PETROLEUM DERI VATI VE BASED, PH NYCTA CCSS- 001, REV I, 3-9-11, LABEL
BETVWEEN 4.9 AND 5. 3; ACTI VE | NGREDI ENT NYCTA CCSS- 003 REV E 9/11/17 RESTR S

CONTENT BETWEEN 39- 42% VI SCOSI TY
BETVEEN 16, 000- 28, 000 CPS. CONTAI NS
PLANT/ VEGETABLE MATTER SCRUBBERS ( NO
PUM CE), FOR REMOVING O L, GREASE AND
HEAVY GRI ME FROM HANDS, PACKAGED I N
2000- M. COLLAPSI BLE PLASTI C BOTTLES,
FOR USE W TH HAND CLEANER DI SPENSER
UNI TS OBTAI NABLE UNDER STOCK

#61- 18- 2228 (PLASTIC) AND

61- 18- 2226 ( METAL).

2000 M. BOTTLES

70-17-3038 DETERGENT, DI SHWASHI NG LI QUI D JOY SUDS JOY NON- ULTRA LEMON 23311 12592
( NON- CONCENTRATED) IN A 25 Oz NYCTA CCSS-001, REV I, 3-9-11, LABEL
PLASTI C BOTTLE. FOR USE I N APPLYI NG NYCTA CCSS- 003 REV E 9/11/17 RESTR S

3M 4- PLY MYLAR W NDOW SHI ELDS. THREE TO
El GHT DROPS OF DETERGENT W LL BE ADDED
TO A 32-OZ SPRAY BOTTLE FI LLED W TH
WATER. THE SOLUTI ON W LL BE SPRAYED ON
THE W NDOW AND ON THE 4- PLY MYLAR

SH ELD TO AID WTH THE PCSI TI ONI NG OF
THE FI LM DURI NG | NSTALLATI ON.

12.6-14 Oz BOT

70-17-3042 CLEANER, HAND, WATERLESS, PETROLEUM CRI TZAS GOOP HAND CLEANER 3000 1279
DERI VATI VE BASED, PH BETWEEN 7.0 AND NYCTA CCSS- 001, REV I, 3-9-11, LABEL
9.0; 55% M NI MUM ACTI VE | NGREDI ENT NYCTA CCSS- 003 REV E 9/11/17 RESTR S

CONTENT; MJST NOT CAUSE SKI N
| RRI TATI ON. PACKAGED I N 14 OZ. CAN.

14 Oz CAN
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

CLEANER, HAND, LIQU D, WTH PUM CE FOR
REMOVI NG STUBBORN | NKS, RESI NS, PAI NTS,
ADHESI VES, TAR, CARBON AND ASPHALT.
ALMOND FRAGRANCE. MJUST BE PACKAGED I N
ONE GALLON FLAT TOP CONTAI NERS. M NI MUM
SHELF LI FE AT TIME OF RECEIPT IS 9
MONTHS

ONE GAL CTR

ZEP MANUFACTURI NG COVPANY
NYCTA
NYCTA

70-17-3080

CLEANER, FOR SAFETY GLASS LENSES,
SAFETY GOGELES AND EYE GLASSES, TO COME
IN A MOUNTABLE DI SPENSER KI T CONSI STI NG
OF AN 8 OZ. SPRAY BOTTLE OF CLEANER AND
760-800 LENS TI SSUES. CLEANER TO HAVE
ANTI - FOG PROPERTI ES, PH BETWEEN 5. 0 AND
7.5 M N MUM FLASH PO NT OF 80 DEGREES
F. ACTI VE | NGREDI ENTS | NCLUDE ALCOHQOL.
IN2 PT KIT

CERTI FI ED SAFETY
MAG C SAFETY
BAUSCH & LOVB
NYCTA

NYCTA

70-17-3084

EYEWASH, STERI LE SOLUTION, IN 8 OZ
PLASTI C BOTTLE. FOR FI RST Al D USE ONLY.
SINGLE USE ONLY. BOITLE SEALED TO
PREVENT TAMPERI NG. | NSTRUCTI ONS AND
EXPI RATI ON DATE TO BE PERVANENTLY

AFFI XED TO BOTTLE. PACKED 12 BOTTLES
PER CARTON.

8 QOUNCE BOITLE

70-17- 3086

ADDI Tl VE, EYE WASH, ANTI - BACTERI AL AND
WATER PRESERVATI VE, MJST MEET

REQUI REMENTS OF OSS SPECI FI CATI ON E7
EXCEPT THE PRODUCT MJUST BE LI QUI D AND
IS FOR USE I N SELF CONTAI NED EMERGENCY
EYE WASH STATI ONS FROM 5-20 GALLONS | N
CAPACI TY; ADDI Tl VE MJST PREVENT GROMH
BACTERI A; PH TO BE BETWEEN 5.5 AND 7. 5;
SPECI FI C GRAVI TY TO BE BETWEEN

0.98 AND 1.01; PRODUCT MUST NOT CAUSE
PRECI PI TATES TO FORM DI LUTION (W TH
WATER) | NSTRUCTI ONS MUST APPEAR ON
LABEL: PACKAGED IN 8 OZ. BOITLE.
VENDOR TO SUPPLY CERTI FI CATE OF

ENCON' M DLAND SAFETY PRODUCTS
NYCTA
NYCTA

THORI TY DATE 07/10/2023 PAGE : 318
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD

ZEP REACH 60 52

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

CLEANSE- A- LENS STATI ON K335- 05 2485 1049

LENS CLEANI NG STATI ON LC546PL

SI GHT SAVERS 143060GM

CCSS-001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

32- 000445 1387 3358

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 063 REV E 9/11/17 RESTR S

HYDROSEP 01110764 1450 774

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

ANALYSI S (C OF A) AND CERTI FI CATE OF
CONFORMANCE/ COVPLI ANCE (C OF ©) FCR
EACH BATCH TO NYCT MANACGER OF

I NSPECTI ONS AND TESTI NG PRI OR TO

SHI PPI NG MATERI AL. CERTI FI CATE OF
ANALYSI S TO | NCLUDE BATCH #, SIZE OF
BATCH, DATE OF MANUFACTURE, PH,

SPECI FI C GRAVI TY

8 OZ BOITLE

8 OZ BOITLE

I DATE 07/10/2023 PAGE : 319
M CURRENT VERSI ON :

1.10.00

USE PY1 USE YTD

70-17-3160

SANI TI ZER, HAND, | NSTANT, ANTI BACTERI AL
GEL, USED W THOUT WATER. MJST HAVE A
M Nl MUM ETHYL ALCOHOL CONTENT OF 60%
SAFETY DATA SHEET MJST STATE 60% OR
GREATER ETHANCL CONTENT. KILLS 99. 99%
OF COVMON GERMS. CONTAINS MJ STURI ZER
TO HELP KEEP SKI N HYDRATED, HAS A M LD
FRAGRANCE. PACKED I N 8 OQUNCE HAND PUMP
BOTTLES OR 8- QUNCE BOTTLES WTH FLI P
TOP CAPS

IN 8 OZ BTL

SAFETEC OF AMERI CA,
KI MBERLY CLARK
G2JO | NDUSTRI ES,
NYCTA

NYCTA

I NC.

I NSTANT HAND SANI Tl ZE FRESH173
KLEENEX HAND SANI TI ZER 93060

PURELL ADVANCED SANI Tl ZE 9652-
CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

3828

1944

70-17-3162

SANI TI ZER, HAND, | NSTANT, ANTI BACTERI AL
GEL, USED W THOUT WATER. MJST HAVE A
M Nl MUM ETHYL ALCOHOL CONTENT OF 60%
SAFETY DATA SHEET MJST STATE 60% OR
GREATER ETHANCL CONTENT. KILLS 99. 99%
OF COVMMON GERMS. CONTAINS MA STURI ZERS
TO HELP KEEP SKI N HYDRATED, HAS A M LD
FRAGRANCE. PACKAGED IN 4 QUNCE FLIP
TOP BOTTLES.

4 OZ BOITLES

4 OZ BOITLES

SAFETEC OF AMVERI CA, I NC
G2JO I NDUSTRI ES, | NC.
TRI PLE S

NYCTA

NYCTA

I NSTANT HAND SANI Tl ZE FRESH173
PURELL ADVANACED SANI TI ZE 9651
TRIPLE S HAND SANI Tl ZER 44154

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

30450

4624



USER-I D :
PROG- I D :

70-17-3172

EVS
JSBYRALL

NEW YORK
COMMODI

CIl TY TRAN
TY MANAGE

2w
m—

QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

SANI TI ZER, HAND, M NI MUM 60% ETHANOL
BY VEI GHT; M NI MUM 70% ETHANOL BY
VOLUVE; CERTI FI CATE OF ANALYSI S
COVERI NG % ETHANOL BY WEI GHT MJST
ACCOVPANY EACH BATCH SHI PPED:
PACKAGED | N 500- M. BOTTLES W TH PUWP

THORI TY DATE 07/10/2023 PAGE : 320
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD
I NSTANT HAND SANI Tl ZER GEL 70% 981 216
CCSS-001, REV I, 3-9-11 LABEL

CCSS- 003 REV E 9/11/17 RESTR S

70-17-3180

HAND SANI TI ZI NG SPRAY, M NI MUM 70%
ETHANCL CONTENT BY WEI GHT; CERTI FI CATE
OF ANALYSI S COVERI NG ETHANCL CONTENT BY
VEI GHT TO ACCOMPANY EACH BATCH SHI PPED,
32-OZ. SPRAY BOITLE

GRI FFI N WowW
NYCTA
NYCTA

DERVAFRESH HAND SNTZR SPRAY 23 289 138
CCSS-001 REV |, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

70-17-3515

CLEANER, METAL PARTS(STEEL, ALUM NUM
BRASS); ODORLESS, LIQUI D, I N 5-GALLON
PAI L. MJST CONTAI N ACTI VE | NGREDI ENTS
OF CARBONATE, BI CARBONATE, SURFACTANT
AND RUST PRESERVATI VES. FOR USE IN
HEATED DI P/ AG TATI NG AND SPRAY WASH
TANKS. MJUST NOT FOAM WHEN USED | N SPRAY
WASH OR AG TATI NG TURBULATI NG TANK
HEATED 140- 180F. MJST NOT LEAVE A

RESI DUE ON PARTS. MJST NOT CONTAI N:
CAUSTI CS, ETHERS, PHOSPHATES, TERPENES,
CHELATI NG AGENTS. PH SHOULD BE BELOW
12. 0. SAFETY COMMENTS: USE PERSONAL
PROTECTI VE EQUI PMENT | N ACCORDANCE W TH
THE MsSDS. WEAR CHEM CAL SPLASH GOGGELES
AND NEOPRENE GLOVES

GREEN POVNER CHEM SCI ENCES
NYCTA
NYCTA

HEAVY DUTY LOW FOAM 0011- HDLF 115 15
CCSS-001 REV |, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

70- 18- 0830

CLEANER, DEGREASER, DECDCRI ZER,

MULTI - PURPCSE, LI QUI D, CONCENTRATED,
HYDROGEN PEROXI DE BASED. CGREEN SEAL
CERTI FI ED. SUPPLI ED I N ONE GALLON
CONTAI NERS, FOUR GALLONS PER CASE. USED
FOR GENERAL CLEANI NG AND LI GHT

DEGREASI NG ON ALL SURFACES AND FLOCRS.
USED FOR CLEANI NG SHOP FLOORS, WALLS,
RAI LCAR FLOORS AND | NTERI OR SURFACES,
BATHROOM ( BOALS, URI NALS, CHROMVE,

SI NKS, SHOWERS, TILE & OTHER FI XTURES),
LOCKEROOMS, TILE AND GROUT, CLEANS MOLD
AND M LDEW ELI M NATES ODCRS. USE

DI LUTI ON FOR GENERAL PURPCSE CLEANI NG

CHARLOTTE PRODUCTS LTD
ZEP MANUFACTURI NG COVPANY
NYCTA

NYCTA

NY STATE

SUPER H2O2 CLEANER CONC ES71 6821 4284
ZEP VERDI ZA
CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S
EXECORDER 134 NY STATE COWPLI A



USER-I D :
PROG- I D :

EVS
JSBYRALL

NEW YORK
COMMODI

CIl TY TRAN
TY MANAGE

2w
m—

QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

IS 1 OQUNCE OF CLEANER PER GALLON OF
FOR LI GHT DUTY CLEANI NG

WATER (1:128);

1/2 OUNCE OF CLEANER PER GALLON OF

WATER (1:25 OR 1:21).
1.00 - 1.065, PH3.5 - 6.0
CONCENTRATED. VENDOR TO SUPPLY

CERTI FI CATE OR ANALYSI S AND CERTI FI CATE
OF CONFORMANCE FOR EACH BATCH TO NYCT
MANAGER OF | NSPECTI ONS & TESTI NG PRI OR
TO SHI PPI NG MATERI AL. CERTI FI CATE OF
ANALYSI S TO | NCLUDE BATCH #, DATE OF

MANUFACTURE, PH ( CONCENTRATE) .

SPECI FI C GRAVI TY

PPE

REQUI RED FOR USE: CHEM CAL SPLASH

GOGELES FOR ALL PRODUCTS AND NI TRI LE OR

NEOPRENE GLOVES ( FOR ZEP PRODUCT) ,

DI SPOSABLE VI NYL GLOVES (FOR ENVI RO

SCLUTI ONS PRODUCT) .
4 GALLONS/ CSE

I DATE 07/10/2023 PAGE : 321
M CURRENT VERSI ON :

1.10.00

USE PY1 USE YTD

70-18-0912

REMOVER, FLOCR FI NI SH AND WAX REMOVER
IN 5 GALLON PAILS. USE DI LUTI ON RATI O
16 OQUNCE OF SOLUTION TO 1 GALLON OF
WATER OR 64 OUNCES OF SOLUTION TO 1
GALLON OF WATER FOR HEAVY DUTY CLEANI NG

5 GALLON PAI LS

AMERI CAN CLEANI NG SOLUTI ONS
NYCTA

NYCTA

NY STATE

4556, FOCUS FS 22 FLOOR STRI PP
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
EXECORDER 134 NY STATE COWPLI A

CLEANER, WASHROCOM TO CLEAN BOWLS,

70-18-1000

URI NALS, CHROMES, SINKS, TUBS, TILES,

I N ONE
GALLON CONTAI NERS, 4 GALLONS TO A CASE.
6 OZ OF CLEANER SCLUTI ON TO BE M XED

AND OTHER RESTROOM FI XTURES.

WTH ONE GALLON OF WATER
4 GALLONS/ CSE

NATI ONAL CHEM CAL LAB OF PA.

H LLYARD | NDUSTRI ES
NYCTA

NYCTA

NY STATE

EARTH SENSE #20 WASHROOM CLEAN
GREEN SELECT CLEANER #962

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
EXECORDER 134 NY STATE COWPLI A

15898

5646



USER-I D :
PROG- I D :

70-18-1125

EVS
JSBYRALL

NEW YORK
COMMODI

CIl TY TRAN
TY MANAGE

2w
m—

QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

CLEANER, CREAM CLEANSER SCOURI NG
COVPOUND, ONE QUART BOTTLE. GENERAL
PURPOSE CLEANER FOR CLEANI NG TI LES,
SINKS, TA LETS, URI NALS, PORCELAI N,
CERAM C, STAI NLESS STEEL, CHROVE,

FI BERGLASS. REMOVES SOAP SCUM GREASE,
M LDEW STAI'NS, HARD WATER STAI NS,
RUBBER MARKS, SCUFFS, GRI ME BUI LDUP.
GREEN SEAL OR ENVI RONMVENTAL CHO CE
CERTI FI ED. TH CK CREAM LI QUI D EMJLSI ON
FORMULA CLI NGS TO VERTI CAL SURFACES.
NON- SCRATCHI NG PH 7 -10.8. PPE

REQUI RED FOR USE: CHEM CAL SPLASH
GOGELES AND NI TRI LE, NEOPRENE OR VI NYL
GLOVES

ONE QI BOTTLE

CHARLOTTE PRODUCTS LTD
SEALED Al R DI VERSEY CARE
NYCTA

NYCTA

NY STATE

70-18-1310

CLEANER, LOW RESI DUE FOR AUTO FLOOR
SCRUBBER MACHI NES. ENVI RONMENTALLY
PREFERRED, NEUTRAL PH DAILY FLOOR AND
SURFACE CLEANER. PACKAGED | N ONE GALLON
CONTAI NERS. RATI O 1 OUNCE PER 1 GALLON
OF COLD WATER. | TEM MJUST BE ON THE

NYS OGS LI ST, GREEN SEAL OR ECOLOGO
APPROVED.

ONE GALLON CTR

JOHNSON DI VERSEY,
M SCO PRODUCTS

Dl VERSEY, | NC.
NYCTA

NYCTA

NY STATE

I NC

70-18-1332

CLEANER, MULTI - PURPOSE CLEANER AND
DEGREASER, CONCENTRATED, WATER BASE,
CLEANS WALLS, FLOORS, CONCRETE, CERAM C
TI LES AND TERRAZZO, 5 GALLON PLASTI C
CAN. GREEN SEAL CERTI FI ED. MJUST BE

DI LUTED W TH WATER FOR USE ACCORDI NG TO
LABEL | NSTRUCTI ONS. NMAY BE USED BY
HAND, THROUGH STEAM OR PRESSURE

CLEANI NG EQUI PMENT, AND | N AUTOVATI C
SCRUBBERS. NOM NAL USE DI LUTI ON FOR
MULTI - PURPCSE CLEANING IS 4 TO 8 QOUNCES
OF CLEANER PER GALLON OF WATER;, 6 TO 10
OUNCES OF CLEANER PER GALLON OF WATER
FOR CLEANI NG FLOORS; 6 TO 10 OUNCES OF
CLEANER PER GALLON OF WATER FOR
PRESSURE WASHI NG SPECI FI C GRAVI TY 1. 02
- 1.04; PH 11 TO 12 CONCENTRATED.
VENDOR TO SUPPLY CERTI FI CATE OF

ZEP MANUFACTURI NG COVPANY
NYCTA

NYCTA

NY STATE

THORI TY DATE 07/10/2023 PAGE : 322
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD
CREAM CLEANSER ES53 2383 1544

EMEREL PLUS #94496138

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

EXECORDER 134 NY STATE COWVPLI A

2CXUe 3943 2903

EO7 ALL SURFACE CLEANER

STRIDE ClI TRI S 903904

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

EXECORDER 134 NY STATE COWPLI A

MULTI - CLEAN GREEN 124939 336 194

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
EXECORDER 134 NY STATE COWPLI A



USER-I D :
PROG- I D :

70-18-1333

TY DATE 07/10/2023 PAGE : 323

EVS NEW YORK CI TY TRAN I
M CURRENT VERSION : 1.10.00

JSBYRALL coMMODI TY MANAGE

2w
m—

QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON MFG NAME MFG PART NO USE PY1 USE YTD
ANALYSI S AND CERTI FI CATE OF CONFORMANCE
FOR EACH BATCH TO NYCT MANACGER OF

I NSPECTI ONS & TESTI NG PRI OR TO SHI PPl NG
MATERI AL. CERTI FI CATE OF ANALYSI S TO

| NCLUDE BATCH #, DATE OF MANUFACTURE,
PH ( CONCENTRATE) . PPE REQUI RED FOR USE:
CHEM CAL SPLASH GOGGLES AND LI GHT

VEEI GHT NI TRI LE OR NEOPRENE GLOVES

M N MUM SHELF LI FE REQUI RED AT

TIME OF RECEIPT IS 9 MONTHS

5 GALLON CAN

CLEANER, MJULTI - PURPOSE CLEANER AND AMERI CAN CLEANI NG SOLUTI ONS FOCUS MP 11 CLEANER #2101 43 4
DEGREASER, CONCENTRATED, WATER BASE, NYCTA CCSS-001, REV I, 3-9-11, LABEL
CLEANS WALLS, FLOORS, VI NYL, RUBBER, NYCTA CCSS- 003 REV E 9/11/17 RESTR S

CONCRETE. CERAM C Tl LE AND TERAZZO, ONE
GALLON CONTAI NER. FOUR PER CASE. GREEN
SEAL CERTI FI ED. MJUST BE DI LUTED W TH
WATER FOR USE ACCORDI NG TO LABEL

I NSTRUCTI ONS. MAY BE USED BY HAND,
THROUGH STEAM OR PRESSURE CLEANI NG

EQUI PMENT, AND I N AUTOVATI C SCRUBBERS.
NOM NAL USE DI LUTION IS 1/2 OUNCE OF
CLEANER PER GALLON OF WATER FOR FLOOR
CLEANING 1 OUNCE OF CLEANER PER GALLON
OF WATER FOR SPRAY & W PE CLEANI NG 4
OUNCES OF CLEANER PER GALLON OF WATER
FOR HEAVY DUTY CLEAN NG DEGREASI NG

( SCRUBBERS & PRESSURE WASHI NG) .

SPECI FI C GRAVITY 1.02 - 1.04; PH 10 TO
11 CONCENTRATED. VENDOR TO SUPPLY

CERTI FI CATE OF ANALYSI S AND CERTI FI CATE
OF CONFORMANCE FOR EACH BATCH TO NYCT
MANAGER OF | NSPECTI ONS AND TESTI NG

PRI OR TO SH PPI NG MATERI AL. CERTI FI CATE
OF ANALYSI S TO | NCLUDE BATCH #, DATE OF
MANUFACTURE, PH ( CONCENTRATE). PPE
REQUI RED FOR USE: CHEM CAL SPLASH
GOGELES AND LI GHT WEI GHT NI TRI LE OR
NEOPRENE GLOVES

1 GLL CTR 4 CSE



USER-I D :
PROG- I D :

70-18-1334

EVS
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NEW YORK
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

CLEANER, MJULTI - PURPOSE CLEANER AND
DEGREASER, CONCENTRATED, WATER BASED,
CLEANS WALLS, FLOORS, CONCRETE, CERAM C
TI LES AND TERRAZZQO, 55- GALLON DRUM
GREEN SEAL CERTI FI ED. MJST BE DI LUTED
W TH WATER FOR USE ACCORDI NG TO LABEL

I NSTRUCTI ONS. MAY BE USE BY HAND.
THROUGH STEAM OR PRESSURE CLEANI NG

EQUI PMENT AND | N AUTOVATI C SCRUBBERS.
NOM NAL USE DI LUTI ON FOR MULTI - PURPOSE
CLEANING IS 4 TO 8 OUNCES OF CLEANER
PER GALLON OF WATER, 6 TO 10 OUNCES OF
CLEANER PER GALLON OF WATER FOR

CLEANI NG FLOORS; 6 TO 10 QUNCES OF
CLEANER PER GALLON OF WATER FOR
PRESSURE WASHI NG SPECI FI C GRAVI TY 1. 02
- 1.04; PH 11 TO 12 CONCENTRATED.
VENDOR TO SUPPLY CERTI FI CATE OF

ANALYSI S AND CERTI FI CATE OF CONFORMANCE
FOR EACH BATCH TO NYCT MANACGER OF

I NSPECTI ONS & TESTI NG PRI OR TO SHI PPI NG
MATERI AL. CERTI FI CATE OF ANALYSI S TO

| NCLUDE BATCH #, DATE OF MANUFACTURE,
PH ( CONCENTRATE) . PPE REQUI RED FOR USE;
CHEM CAL SPLASH GOGGELES AND LI GHTWEI GHT
NI TRI LE OR NEOPRENE GLOVES; M NI MUM
SHELF LI FE REQUI RED AT TI ME OF RECEI PT
IS 9 MONTHS

70-18-1345

FINl SH, FLOOR, ACRYLIC CO POLYMER,
NON-SKID FLOOR FINISH IN 5 GALLON
CONTAI NER (MUST BE GREEN SEAL OR
ECOLOGO CERTI FI ED OR ON THE NYS OGS

LI ST OF APPROVED FLOOR FI NI SH PRCDUCTS.
CERTI FI CATE OF ANALYSI S AND CERTI FI CATE
OF CONFORMANCE FOR EACH BATCH TO
ACCOVPANY SHI PMENT. CERTI FI CATE OF
ANALYSI S TO | NCLUDE BATCH #, SIZE OF
BATCH, DATE OF MANUFACTURE, COLOR, %
SOLI DS CONTENT. M NI MUM SHELF LI FE
REQUI RED AT TIME OF RECEIPT IS 9 MONTHS
5 GALLON CTR

Dl VERSEY, | NC.

AMERI CAN CLEANI NG SOLUTI ONS
NYCTA

NYCTA

NY STATE

THORI TY DATE 07/10/2023 PAGE : 324
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD

MULTI - CLEAN GREEN 110 330

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

COVPLETE 1542 729

FOCUS ZF33, SEAL & FI NI SH #262

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV D 12/2/15 RESTR S
EXECORDER 134 NY STATE COWPLI A
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PROG- I D :

70- 18- 1461

EVS NEW YORK
JSBYRALL COMMODI

CIl TY TRAN
TY MANAGE

2w
m—

QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

CLEANER, GENERAL PURPGCSE, LI QU D,
CONCENTRATED; USED FOR GENERAL CLEANI NG
AND LI GHT DEGREASI NG ON ALL SURFACE AND
FLOORS. GREEN SEAL CERTI FI ED. USED FOR
CLEANI NG RAI LCAR FLOORS & | NTERI OR
SURFACES, OFFI CE FLOORS & WALLS, SHOP
FLOORS. SUPPLIED IN 2.5 LI TER/ 84.5
OUNCE CARTRI DGES, TWO CARTRI DGES PER
CASE. USE DI LUTION IS 1 PART CLEANER TO
256 PARTS WATER FOR LI GHT SO LS AND 1
PART CLEANER TO 64 PARTS WATER FOR
HEAVY SO LS. CLEANER | S AUTOVATI CALLY
DI LUTED AND DI SPENSED THROUGH A HAND
HELD AND/ OR WALL MOUNTI NG DI SPENSER
SYSTEM HAND HELD DI SPENSER AVAI LABLE
UNDER COMMCDI TY #61-18-2347. SPECI FI C
GRAVITY 0.90 - 1.02; PH 9.0 - 10.
VENDOR TO SUPPLY CERTI FI CATE OF

ANALYSI S AND CERTI FI CATE OF CONFORMANCE
FOR EACH BATCH TO NYCT MANACGER OF

I NSPECTI ONS & TESTI NG PRI OR TO SHI PPI NG
MATERI AL. CERTI FI CATE OF ANALYSI S TO

| NCLUDE BATCH #, DATE OF MANUFACTURE,
PH ( CONCENTRATE) . PPE REQUI RED FOR USE;
CHEM CAL SPLASH GOGGELES AND DI SPOSABLE
VI NYL GLOVES

2 CRTRI DGES/ CSE

SEALED Al R DI VERSEY CARE
NYCTA

NYCTA

NY STATE

I TY DATE 07/10/2023 PAGE : 325
M CURRENT VERSION : 1.10.00

MFG PART NO USE PY1 USE YTD

GENERAL PURPOSE CLNR15 #931726
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
EXECORDER 134 NY STATE COWVPLI A

70- 18- 1462

CLEANER, GLASS, NON- AMMONI ATED,

LI QUI D, CONCENTRATE; USED FOR CLEANI NG
RAI LCAR W NDOAS AND OTHER GLASS AND

M RROR SURFACES. SUPPLIED IN 2.5

LI TER/ 84.5 OUNCE CARTRI DGES. USE
DILUTION IS 1 PART CLEANER TO 40 PARTS
WATER CLEANER IS AUTQVATI CALLY

DI LUTED AND DI SPENSED THROUGH A HAND
HELD AND/ OR WALL MOUNTED DI SPENSER
SYSTEM HAND HELD DI SPENSER AVAI LABLE
UNDER COMMCDI TY #61-18-2347. GREEN
SEAL CERTI FI ED. SPECI FI C GRAVI TY
0.98-1.02; % SCLI DS/ NON- VOLATI LES 4.2 -
5.2; PH 6.0 - 8.0. VENDOR TO SUPPLY
CERTI FI CATE OF ANALYSI S AND

CERTI FI CATE OF CONFORVANCE FOR EACH
BATCH TO NYCT MANAGER OF | NSPECTI ONS &
TESTI NG PRI OR TO SHI PPI NG MATERI AL.
CERTI FI CATE OF ANALYSI S TO | NCLUDE
BATCH #, DATE OF MANUFACTURE, PH

SEALED Al R DI VERSEY CARE
NYCTA

NYCTA

NY STATE

GLANCE NA # 93172641

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
EXECORDER 134 NY STATE COWPLI A



USER-I D :
PROG- I D :

EVS NEW YORK
COMMODI

JSBYRALL

CIl TY TRAN
TY MANAGE

QUALI FI ED PRODUCTS LI ST

2w

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

( CONCENTRATE) , % NON- VOLATI LE CONTENT;
SPECI FI C GRAVI TY

84.5 OZ CART

THORI TY DATE 07/10/2023 PAGE : 326
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD

GRAFFI TI, REMOVER, ENVI RONMENTALLY
FRI ENDLY, PHOSPHATE FREE, CLEAR, CAN
BE USED UNDI LUTED OR DI LUTED. GREEN
SEAL CERTI FI ED. I N QUART CONTAI NERS

CLAI RE MANUFACTURI NG
NYCTA
NYCTA

CG310
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

70-18-1475

GRAFFI TI REMOVER, LIQUID, I N ONE- GALLON
CONTAI NERS. REMOVES PAI NT, | NK,
PERMANENT MARKER FROM BRI CK, STONE,
CONCRETE, METAL, PLASTIC, PAI NTED
SURFACES. CAN BE USED | N CONCENTRATED
FORM OR DI LUTED W TH WATER (1 PART
GRAFFI TI REMOVER TO 3 PARTS WATER {32
OZ. GRAFFI TI REMOVER TO 1 GALLON OF
WATER}). NON- FLAMMABLE ( FLASH POl NT >
200F) : ~ NONF CAUSTI C (PH OF CONCENTRATE =
7, 10% = 6-8): NO VOC CONTENT; SPECIFIC
GRAVI TY = 1.0-1.02. ECOLOGO CERTI FI ED
PRODUCT. VENDOR TO SUPPLY A CERTI FI CATE
OF CONFORMANCE AND A CERTI FI CATE OF
ANALYSI S WHI CH | NCLUDES BATCH #, DATE
OF MANUFACTURE, PH @ 10% SPECI FIC
GRAVI TY FOR EACH BATCH SHI PPED.
APPROVED FOR BRUSH OR W PER

APPL| CATI ON. PPE REQUI RED: CHEM CAL
SPLASH GOGGLES & LATEX OR POLYETHYLENE
GLOVES

ONE GAL CONT

ECO CONCEPTS, | NC.
NYCTA

NYCTA

NY STATE

GREEN CONCEPTS CGRAF REMOVER #1
CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
EXECORDER 134 NY STATE COWVPLI A

70-18-1540

HANDSOAP, GREEN CERTI FI ED FOAM HAND
CLEANER, 1200M. REFI LL CARTRI DGE,

2 PER CASE. FIT I N DI SPENSER ALREADY
IN THE SYSTEM USE (STOCK #61-18-3134
FOR DI SPENSER). MJUST BE GREEN SEAL
CERTI FI ED

1200 M. CARTR

G2JO I NDUSTRI ES, | NC.

NYCTA
NYCTA
NY STATE

5665- 02

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
EXECORDER 134 NY STATE COWPLI A



USER-I D :
PROG- I D :

70-18-1638
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

CLEANER, CONCENTRATED FOR GLASS,

W NDOW5, POLYCARBONATE, PLASTI C,
STAI NLESS STEEL SURFACES. CGREEN SEAL

CERTI FI ED. ONE GALLON CONTAI NERS. FOUR
GALLONS PER CASE. MJUST BE DI LUTED W TH

WATER FOR USE ACCORDI NG TO LABEL

I NSTRUCTI ONS.  REMOVES DI RT, SMJDGES AND

FI NGERPRI NTS W THOUT ANY STREAKS OR
HAZE. FLASH PO NT ABOVE 105 DEGREES F.
NOTE TO USERS: AMERI CAN CLEANI NG
SOLUTI ONS "FOCUS GC 55 GASS & W NDOW
CLEANER" USE DI LUTI ON 1:64=1 OUNCE OF
CLEANER TO 64 OUNCES OF WATER, 1/2

OUNCE PER QUART OR 2 OUNCES PER GALLON.

ZEP " GREEN LI NK CONCENTRATED GLASS
CLEANER 103623" USE DI LUTI ON 1: 32=1

OUNCE OF CLEANER TO 32 OQUNCES OF WATER,

1 OQUNCE PER QUART OR 4 OUNCES PER
GALLON. 4 GAL PER CASE

4 GAL PER CASE

ZEP MANUFACTURI NG COVPANY
AMERI CAN CLEANI NG SOLUTI ONS
NYCTA

NYCTA

NY STATE

THORI TY DATE 07/10/2023 PAGE : 327
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD

103623 GREEN LI NK CONC GLASS C
FOCUS GC 55 GLASS CLNR #2102

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
EXECORDER 134 NY STATE COWVPLI A

1077

586

70-18-1700

GRAFFI TI REMOVER, TOWELETTES

PRE- MO STENED, TO BE USED TO REMOVE
GRAFFI TI  FROM METALS: STEEL,

ALUM NUM GALVANI ZED BRASS COPPER,
ANODI ZED ALUM NUM ZI NC, G.ASS:

PCLI SH PLASTI C. FI BERGLASS,
PCLYETHELENE OR POLYETHELENE. COMES
IN PLASTI C TUBS WTH 25 TONELS PER
TUB

GRAFFI TTI
NYCTA
NYCTA
NY STATE

REMOVAL | NC.

MAX- SW PES GRAFFI TI REMOVER

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
EXECORDER 134 NY STATE COWPLI A

70-21-1018

DEODORI ZER, AERCSOL, HYDROCARBON
PROPELLANT, DRY SPRAY, USE TO FRESHEN
AlR WTH NO VETNESS, NO STAINS, NO
RESI DUE; MUST BE VOC COVPLI ANT WTH A
LEVEL COF 1.84 LBS/ GAL OR 28.17% VOC
CONTENT. PACKAGED IN 20 &z. CAN WTH
A NET WEI GHT OF 10 OZ. MJST HAVE A

9 MONTH M NIl MUM SHELF LI FE AT TI ME OF
RECEI PT

20 Oz/ CAN

20 QzS/ CAN

ZEP MANUFACTURI NG COVPANY
NYCTA
NYCTA

M CROM ST FRESH SCENT 243
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

2774

1871



USER-I D :
PROG- I D :

70-21-1022

EVS
JSBYRALL

NEW YORK
COMMODI

CIl TY TRANSI T A
TY MANAGEMENT
QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

ODCR ELI M NATOR, LI QUI D, CONCENTRATED,
ONE TO TWO DROPS OF PRODUCT |'S REQUI RED
TO ELI M NATE ODORS. ONE- OUNCE BOTTLE.
TH'S IS NOT A CLEANER. THI S PRODUCT | S
ONLY | NTENDED TO BE USED TO ELI M ATE
OBJECTI ONAL ODORS. 12 BOITLES PER
CARTON. BOX SI ZE 6-1/4" X 4-1/2" X 3".
100% ACTI VE | NGREDI ENTS; NON- WATER
BASED;, SPECIFIC GRAVITY IS 0.9 TO 1. 0;
FLASHPO NT IS 130 DEGREES F M NI MUM
12 BTLS/ CTN

12 BTLS/ CTN

CUSTOM ESSENCE,
CUSTOM ESSENCE,
NYCTA
NYCTA

70-21-1027

ODCR ELI M NATCOR, BACTERI A FREE, USED TO
ELI M NATE ODORS FROM NYCT SUBWAY

STATI ONS. MUST UTI LI ZE ENZYME ACTI ON
VWH LE CONTAI NI NG NO BACTERI A. MJST

ELI M NATE ODCOR CAUSI NG CRGANI C MATTER
FROM FOOD AND BODY WASTE, | MPARTI NG A
PLEASANT ODOR VHI LE LEAVI NG NO VI Sl BLE
FI LM OR DRYI NG MJST BE SAFE FOR USE ON
TI LE, CONCRETE, AGGREGATE AND OTHER
FLOOR TYPES USED I N NYCT, I N ONE GALLON
CONTAI NERS

NATI ONAL CHEM CAL LAB OF PA.
NATURE PLUS

NYCTA

NYCTA

70-21-1028

ODCOR ELI M NATCOR, LI QUI D WATER BASED,

M LD PINE OR M NT ODOR, CONTAINS 25%
ACTI VE | NGREDI ENTS (M N.) OF WHI CH 12%
IS ORGANI C PERFUME; PH IS 6 TO 8; MJST
NOT CONTAI'N PETROLEUM DI STI LLATES,
CHLORI NATED SCLVENTS, D LI MONENE; USED
I N SPRAY BOTTLES AND ADDED TO MOP
BUCKET WATER;, CAN BE DI LUTED UP TO
100: 1, PACKAGED I N ONE GALLON

CONTAI NERS. CERTI FI CATE OF ANALYSI S

(C OF A ) AND CERTI FI CATE OF
CONFORVMANCE/ COVPLI ANCE (C OF ©) FCOR
EACH BATCH TO ACCOVPANY EACH SHI PMVENT.
CERTI FI CATE OF ANALYSI S TO | NCLUDE
BATCH #, SIZE OF BATCH, DATE OF
MANUFACTURE, PH, % ACTI VE | NGREDI ENT,
VEI GHT % TOTAL PERFUVE

IN1 GAL CTR

NATI ONW DE CHEM CAL CO.,
NYCTA
NYCTA

THORI TY DATE 07/10/2023 PAGE : 328
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD

CE- 162017/ SPI CE 6818 4694

SPI CE FRESH CE- 13020

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

912 ODOR ELI M NATOR SOLUTI ON 0 0

BACTERI A- FREE ODOR ELI M NATOR

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9//11/17RESTR S

TA514 SPRI NG Al R 4774 4255

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

EVS
JSBYRALL

NEW YORK
COMMODI

Cl
TY

TY TRAN
MANAGE

2w
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

70-21-1032

ELI M NATOR, ODOR, LI QUI D, STRAVBERRY/

Cl TRUS FRAGRANCE, WATER BASED, MJST NOT

CONTAI' N ANY CHLORI NATED SOLVENTS,
PETROLEUM DI STI LLATES, D LI MONENE.
M NI MUM 25 PERCENT ACTI VE | NGREDI ENTS

AND AT LEAST 12 PERCENT MUST BE ORGANI C

PERFUME ( STRAVBERRY/ Cl TRUS FRAGRANCE) .
PH 1S 6 TO 8. USED I N SPRAY BOTTLES,
ODCOR MASKI NG DEVI CES, ADDED TO MOP
BUCKET WATER. CAN BE DI LUTED UP TO
100: 1. PACKAGED | N ONE GALLON

CONTAI NERS. CERTI FI CATE OF ANALYSIS (C

OF A) AND CERTI FI CATE OF

CONFORMANCE/ COVPLI ANCE (C OF ©) FOR
EACH BATCH TO ACCOVPANY EACH SHI PMVENT.
CERTI FI CATE OF ANALYSI S TO | NCLUDE
BATCH #, SIZE OF BATCH, DATE OF
MANUFACTURE, PH, % ACTI VE | NGREDI ENT,
VEI GHT % TOTAL PERFUMVE

IN1 GAL CTR

NATI ONAL CHEM CAL LAB OF PA.
U S. POLYCHEM CAL CORPORATI ON
NYCTA

NYCTA

70-21-1036

DEGDORANT, ODOR, COUNTERACTANT, BI O
DEGRADABLE CONCENTRATED WATER SOLUBLE
USED TO CLEAN ELEVATOR SHAFTS. TO BE
SUPPLI ED I N CLEARLY LABELED 1 GALLON
PAI LS.

IN1 GAL PAILS

FOSTER & CO.
NYCTA
NYCTA

70-21-1054

ODCOR BLOCKER, LI QUI D, READY TO USE.
ELI M NATES ODORS FROM GARBAGE CANS,
DUMPSTERS, TRASH BI NS, URI NALS,

RAI LCARS. ELI M NATES URINE, VOM T, AND

OTHER ODORS. PH 6.0-7.0, SPECIFIC
GRAVI TY 0.998-1.001. SUPPLIED IN

ONE- QUART BOTTLES W TH TRI GGER ACTI ON
SPRAYERS. PPE REQUI RED FOR USE:

CHEM CAL SPLASH GOGGELES AND NEOPRENE OR
NI TRI LE GLOVES. CERTI FI CATE OF ANALYSI S

TO BE SUPPLI ED FOR EACH BATCH.

CERTI FI CATE OF ANALYSI S TO | NCLUDE
SPECI FI C GRAVI TY AND PH. SI X BOTTLES
PER CASE.

ALPHA CHEM CAL SERVI CES
NYCTA
NYCTA

THORI TY DATE 07/10/2023 PAGE : 329
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD
NCL 430 STRAVBERRY/ Cl TRUS 8644 7678
PCLYCHEM 1020

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

DAWN TO DUSK- 8380117 0 0
CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

ODCOR QUT PLUS 5520 1697 1142

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

70-21- 1056

ODCOR BLOCKER, LI QUI D, READY TO USE.
ELI M NATES ODORS FROM GARBAGE CANS,
DUWMPSTERS, TRASH BI NS, URI NALS,

RAI LCARS. ELI M NATES URINE, VOM T AND
OTHER ODORS. PH 6.0-7.0, SPECIFIC
GRAVI TY 0. 998-1.001. SUPPLIED IN FI VE
GALLON CONTAI NER (PAIL). PPE REQUI RED
FOR USE: CHEM CAL SPLASH GOGGELES AND
NEOPRENE OR NI TRI LE GLOVES. CERTI FI CATE
OF ANALYSI S TO BE SUPPLI ED FOR EACH
BATCH. CERTI FI CATE OF ANALYSI S TO

I NCLUDE SPECI FI C GRAVI TY AND PH

IN5 GAL CTRS

ALPHA CHEM CAL SERVI CES
NYCTA
NYCTA

70-22-4010

FLU D, LEAK DETECTI NG

BUBBLE- GENERATI NG FOR DETECTI NG LEAKS

I N RAILCAR Al R SUPPLY PI PI NG AND JO NTS
AND Al R CONDI TI ONI NG SYSTEMs; MJST
GENERATE SUFFI CI ENT LEVEL OF BUBBLI NG
FOR DETECTI NG LEAKS | N THESE AREAS.
PACKAGED I N A 5- GALLON CONTAI NER;, PH TO
BE 7.0 TO 8.5; CONTAINS M Nl MUM 15%
ACTI VE | NGREDI ENTS

IN5 GAL CTR

NATI ONW DE CHEM CAL CO.,
NYCTA
NYCTA

70-23-1130

DI SI NFECTANT AND DETERGENT, QUATERNARY
AMVONI A TYPE;, QUATERNARY AMVONI A
CONTENT TO BE 1.5% TO 1.8% PH TO BE
10-12; MJST BE REG STERED USEPA

DI SI NFECTANT FOR USE AGAI NST CORONA
VI RUS AND NYS DEC REQ STERED;

CERTI FI CATE OF ANALYSI S COVERI NG %
QUATERNARY AVMMONI A CONTENT TO BE
PROVI DED FOR EACH BATCH SHI PPED;
PACKAGED I N 1 GALLON CONTAI NERS.
NOTE TO USERS: Dl LUTE AT 4 OZ. PER
GALLON OF WATER

AMERI CAN CLEANI NG SOLUTI ONS
NYCTA
NYCTA

THORI TY DATE 07/10/2023 PAGE : 330
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD
ODCOR QUT PLUS 5520 0 2
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
TA901 45 5
CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
LEMON E DI SI NFECTANT 250 151

CCSS-001 REV |, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

70-23-1200

EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

QUALI FI ED PRODUCTS

2w

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

DI SI NFECTANT, SODI UM HYPOCHLORI TE
SCLUTI ON ( HOUSEHOLD BLEACH), NAOCL
CONTENT TO BE 5% TO 6% BY VEI GHT, %

JAMES AUSTI N CO.
ROCHESTER- M DLAND
JAMES AUSTI N CO.

VEI GHT BY ALKALI AS NACH TO BE 0.12% TO  NYC SPEC
0.50% SPECIFIC GRAVITY TO BE 1.04 TO NYCTA
1.10; PH TO BE 10.5 TO 12.5; CLEAR NYCTA
GREEN- YELLOW LI QUI D TO BE FREE OF NYCTA

SEDI MENT OR SUSPENDED MATTER; PACKACGED
IN 1- GAL PLASTI C CONTAI NERS W TH

PLASTI C- LI NED SCREW CAPS W TH 6

CONTAI NERS PER CARTON; CARTONS TO BE
NEW SEALED AND | N GOCD CONDI Tl ON;
STOCK #, PO #, DATE OF MANUFACTURE, AND
SCHEDULED SHI PMENT DATE TO APPEAR ON
CARTONS; EPA REG STRATI ON # TO APPEAR
ON CONTAI NER LABELS; CERTI FI CATES OF
ANALYSI S AND COVPLI ANCE FOR EACH BATCH
BEI NG SHI PPED TO BE SUBM TTED TO NYCT
MANAGER OF | NSPECTI ONS & TESTI NG PRI OR
TO DELI VERY; CERTI FI CATE OF ANALYSI S TO
I NCLUDE BATCH #, SIZE OF BATCH, DATE OF
MANUFACTURE, SPECI FI C GRAVITY, PH,

VEI GHT % NAOCL, ALKALINITY AS NACH,

M N MUM SHELF LI FE AT TI ME OF RECEIl PT
TO BE 9 MONTHS.

IN1 GAL CTR

IN1 GAL CTR

AUSTI N A-1 BLEACH COMMERCI AL
CHLORGUARD 2 "5. 25%

ELI TE PROFESSI ONAL BLEACH
5-S-26 94 TYPE B

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
PALLET SPEC

I TY DATE 07/10/2023 PAGE : 331
M CURRENT VERSI ON :

1.10.00

USE PY1 USE YTD

107911

67306

70-23-1270

DI SI NFECTANT SPRAY, ANY SCENT, RECKI TT BENCKI SER
ACCEPTABLE, NEEDED FOR OFFI CE USE AND NYCTA

LOCKER ROOM TO ELI M NATE THE FOLLOWN NG  NYCTA

BACTERI A= E-COLI, FUNGE =MOLD & M LDEW

AND VI RUS= | NFLUENZA ON HARD NON- POROUS

SURFACES (19 Oz CAN AERCSOL 12 CAN PER

CASE). EACH CASE MUST BE A COWPLETELY

ENCLOSED CARDBOARD BOX W TH 12 CANS

I NSI DE

12 CANS/ CSE

PRO LYSOL BRAND |1l DI S SPRAY
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

7652

3756



TY DATE 07/10/2023 PAGE : 332

USER-I D : EVS NEW YORK CI TY TRAN I
M CURRENT VERSION : 1.10.00

PROG- | D : JSBYRALL coMMODI TY MANAGE

2w
m—

QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

STOCK NO LONG DESCRI PTI ON MFG NAME MFG PART NO USE PY1 USE YTD
70-28-1007 ELECTROLYTE SOLUTI ON, BATTERY, SAFT AMERI CA | NC. BATTERY ALK LI Q ELECTROLYTE #4 0 0
POTASSI UM HYDROXI DE BASED, FOR USE I N NYCTA CCSS- 001, REV I, 3-9-11, LABEL
SAFT " SMRX-F3" NI -CD BATTERY CELLS; NYCTA CCSS- 003 REV E 9/11/17 RESTR S

TOTAL HYDROXI DE CONCENTRATI ON TO BE
106.2 +/- 3 G HYDROXIDE | ONS PER LI TER
OF ELECTROLYTE SOLUTI QN; SPECI FI C
GRAVITY TO BE 1.23 +/- 0.01 @22
DEGREES C +/- 2 DEGREES C; PACKAGED I N
55- GALLON DRUMS; CERTI FI CATE OF
ANALYSI S COVERI NG HYDROXI DE
CONCENTRATI ON AND SPECI FI C GRAVITY TO
BE PROVI DED FOR EACH BATCH SHI PPED

70-29-1016 COVPOUND, EPOXY, AM NE, TWO- PART, HENKEL LOCTI TE CORPORATI ON LOCTI TE EAE- 20NS CRSOMLEN23711 38 0
THI XOTROPI C, FOR USE | N REPAI RI NG NYCTA CCSS-001, REV I, 3-9-11, LABEL
BONDI NG ARVATURES AND OTHER ELECTRI CAL NYCTA CCSS- 003 REV E 9/11/17 RESTR S

EQUI PMENT. PACKAGED I N 50- M. DUAL

CARTRI DGES. MUST BE TACK FREE IN

20 M NUTES. M NUTES GEL TI ME @ 100
DEGREES C | S 40-80 M NUTES; SHORE D
HARDNESS ( CURED 16- 18 HOURS @ ROOM
TEMPERATURE FOLLOWED BY 2 HOURS @ 65
DEGREES C) | S 84-94; VISCOSITY

( BROOKI ELD SPI NDLE #7 @20 RPMS @ 25
DEGREES C) | S 80, 000-280, 000 MPAS (CP);
TENSI LE SHEAR STRENGTH ( CURED 2 HOURS @
65 DEGREES C) | S CREATER THAN 3. 47

N M\ (503 PSI). CERTIFI CATE OF

ANALYSI S AND CERTI FI CATE OF

COVPLI ANCE/ CONFORMANCE FOR EACH BATCH
TO BE SUPPLI ED W TH EACH

SHI PMENT; CERTI FI CATE OF ANALYSI S HAS TO
CONTAI'N VI SCOSI TY OF RESI N, GEL TI ME,
HARDNESS, TENSI LE/ SHEAR STRENGTH.

M N MUM SHELF LI FE REQUI RED AT TI ME OF
RECEI PT IS 9 MONTHS

50 M. DUAL CART



USER-I D :
PROG- I D :

70-29-1017

EVS NEW YORK
JSBYRALL COMMODI

CIl TY TRAN
TY MANAGE

2w
m—

QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

ADHESI VE, COMPOUND, TWO- COVPONENT,

| SOCYANATE BASED, POLYMERI C, FOR USE TO
REPAI RI NG R143 CAR SEATS; PACKAGED I N
48.5 ML TW N PACK, 12 TW N- PACKS PER
CASE; USES 3M SCOTCHWELD EPX M Xl NG
NOZZLE ( SQUARE GREEN OR HELI CAL

VH TE) FOR 3M SCOTHWELD EPX PLUS I |

APPLI CATOR, ** M Nl MUM SHELF LI FE

REQUI RED AT TI ME OF RECEIPT IS 4 MONTHS
** A COPY OF CERTI FI CATE OF ANALYSI S
MUST ACCOVPANY THE SHI PMENT

12 PKGE CSE

MFG NAME MFG PART NO USE PY1
M NNESOTA, M NI NG & MANUFACTUR SCOTCH WELD ADHESI VE DP- 601NS 526
NYCTA CCSS- 001, REV I, 3-9-11, LABEL
NYCTA CCSS- 003 REV E 9/11/17 RESTR S

I TY DATE 07/10/2023 PAGE : 333
M CURRENT VERSION : 1.10.00

USE YTD

70-29-1020

EPOXY, TWO COVPONENT BALANCI NG
COVPOUND, USED TO CORRECT | MBALANCES | N
ELECTRI C MOTCRS, CONSI STS OF PART A AND
PART B, 100% SCLI DS, CAN BE Al R CURED
AT 72 DEGREES FAHRENHEIT I N 24 HOURS OR
HEAT CURED AT 250 DEGREES FAHRENHEI T I N
15 M NUTES. POT LIFE OF M XED
COVPONENTS | S 90-150 M N AT 72 DEGREES
FAHRENHEI T. M NI MUM SHELF LI FE REQUI RED
AT TIME OF RECEIPT IS 4 MONTHS.

CERTI FI CATE OF ANALYSI S AND CERTI FI CATE
OF CONFORMANCE TO BE PROVI DED FOR EACH
BATCH TO THE MANAGER OF | NSPECTI ONS AND
TESTI NG BEFORE SHI PPI NG MATERI AL.

CERTI FI CATE OF ANALYSI S TO | NCLUDE
SPECI FI C GRAVI TY AND CONSI STENCY.

SPECI FI C GRAVI TY TO BE; 2.55-2.75 FOR
PART A, 2.55-2.65 FOR PART B;

CONS| STENCY TO BE: 95-145 FOR PART A,
150- 200 FOR PART B, PACKAGED I N TWO
POUND KITS, ONE POUND OF PART A AND ONE
POUND OF PART B; 16 KITS PER CASE

16 KI TS/ CSE

STAR TECHNOLOGY,
NYCTA
NYCTA

I NC. BC- 22( PARTS A & B) 6
CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

70-29-1300

EVS NEW YORK
JSBYRALL COMMODI

CIl TY TRAN
TY MANAGE

QUALI FI ED PRODUCTS

2w

I TY DATE 07/10/2023 PAGE : 334
M CURRENT VERSION : 1.10.00

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

KI T, COATING FOR STEEL, TWD COVPONENT
EPOXY MASTIC, SAFETY YELLOW GLCSS,

H GH SOLI DS (83% +/-4% . EACH KI T

CONSI STS OF TWD PARTS: 0.8 GALLON OF
PART A RESIN IN A 1 GALLON CAN & 0. 2
GALLON OF PART B CATALYST IN A QUART
CAN. PROTECTI VE STEEL COATI NG FOR RUSTY
STEEL SURFACES. MJUST COVPLY W TH NYSDEC
REGULATI ON 6NYCRR PART 205 | NDUSTRI AL
MAI NTENANCE COATI NGS W TH MAXI MUM VOC
OF 2.09 LB/GAL (250 G'L). ASTM TEST
METHOD 1475 DENSI TY OF PART A IS 14. 2
+/-0.5 LBS/GAL @ 70F, DENSITY OF PART B
IS 7.9 +/-0.5 LBS/ GAL @ 70F WHEN TESTED
USI NG A VEI GHT- PER- GALLON CUP. | N
ACCORDANCE W TH METHOD A, PROCEDURE A
OF ASTM TEST METHOD D562 VI SCOSI TY OF
PART A & PART B (M XED 4:1 BY VOLUVE)
'S 87-100 KU @ 70F TESTED WTHI N 3

M NUTES AFTER M XI NG | N ACCORDANCE

W TH ASTM D523, SECTION 8.1, USI NG
PRACTI CE E PER ASTM TEST METHOD 823
SPECULAR GLOSS (AT 20 M LS WET AFTER 24
HOURS) 45-60 @ 20 DEGREES. IN
ACCORDANCE W TH ASTM D1640 DRY TO TOUCH
'S 6-11 HOURS (AT 20 M LS VET) @ 70F.
POT LIFE (150 GRAMS M XED) = 120- 180

M NUTES @ 70F. COLOR TRI STI MULUS VALUES
(L*85. 44, A*5. 67, B* 90. 94, DELTA E<6).
VENDOR TO SUPPLY CERTI FI CATE OF

ANALYSI S FOR EACH BATCH SHOW NG THE

VI SCOSI TY (PART A & PART B), GLOSS DRY
TIME. THE CONTAI NERS MUST BE LABELED

" | NDUSTRI AL MAI NTENANCE COATI NG' W TH
ONE OR MORE OF THE FOLLOW NG
STATEMENTS: (1)"FOR | NDUSTRI AL USE
ONLY", (2) "FOR PROFESSI ONAL USE ONLY",
(3)"NOT FOR RESI DENTI AL USE", OR (4)
"NOT | NTENDED FOR RESI DENTI AL USE.

USE PY1 USE YTD
GARONTI GERSTEEL29255SAFETYYELL 0 0
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D : EVS NEW YORK CI TY TRAN
PROG- | D : JSBYRALL coMMODI TY MANAGE

I TY DATE 07/10/2023 PAGE : 335
M CURRENT VERSION : 1.10.00
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

STOCK NO LONG DESCRI PTI ON MFG NAME MFG PART NO USE PY1 USE YTD
70-29-1306 KIT, COATI NG FOR STEEL, TWO COVPONENT GARRON PRODUCTS GARONTI GERSTEEL29255SAFETYGREE 0 0
EPOXY MASTI C, SAFETY GREEN, G.GSS, H GH  NYCTA CCSS- 001, REV I, 3-9-11, LABEL
SCLI DS(83% +/-4% . EACH KIT CONSI STS COF NYCTA CCSS- 003 REV E 9/11/17 RESTR S

TWO PARTS: 0.8 GALLON OF PART A RESI N
IN A1 GALLON CAN & 0.2 GALLON OF PART
B CATALYST IN A QUART CAN. PROTECTI VE
STEEL COATI NG FOR RUSTY STEEL SURFACES.
MUST COVPLY W TH NYSDEC REGULATI ON
6NYCRR PART 205 | NDUSTRI AL MAI NTENANCE
COATI NGS W TH MAXI MUM VOC OF 2. 09

LG GAL (250 GL). ASTM TEST METHOD
D1475 DENSITY OF PART A 1S 14.2 +/-0.5
LBS/ GAL @ 70F, DENSITY OF PART B 1S 7.9
+/-0.5 LBS/ GAL @ 70F WHEN TESTED USI NG
A VEI GHT- PER- GALLON CUP. | N ACCORDANCE
WTH METHOD A, PROCEDURE A OF ASTM TEST
METHOD D562 VI SCOSI TY OF PART A & PART
B (MXED 4:1 BY VOLUVE) | S 87-100 KU @
70F TESTED WTH N 3 M NUTES AFTER

M XI NG | N ACCORDANCE W TH ASTM D523,
SECTI ON 8.1, USING PRACTI CE E PER ASTM
TEST METHOD 823 SPECULAR GLOSS (AT 20
M LS WET AFTER 24 HOURS) 45-60 @ 20
DEGREES. | N ACCORDANCE W TH ASTM D1640
DRY TO TOUCH I S 6-11 HOURS (AT 20 MLS
VET) @ 70F. POT LIFE (150 GRAMS M XED) =
120- 180 M NUTES @ 70F. COLOR

TRI STI MULUS VALUES (L*62.43, A*34.71,
B*14. 66, DELTA E<6). VENDOR TO SUPPLY
CERTI FI CATE OF ANAYSI S FOR EACH BATCH
SHOW NG THE VI SCOSI TY (PART A & PART
B), GL.OSS DRY TI ME. THE CONTAI NERS MJUST
BE LABELED " | NDUSTRI AL MAI NTENANCE
COATI NG' WTH ONE OR MORE OF THE
FOLLOW NG STATEMENTS: (1) "FOR

| NDUSTRI AL USE ONLY", (2)"FOR

PROFESSI ONAL USE ONLY" (3) "NOT FOR
RESI DENTI AL USE", OR (4) "NOT | NTENDED
FOR RESI DENTI AL USE".
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

FI LLER, LI GHTWEGHT POLYESTER W TH CREAM
HARDENER, USED FOR AUTOMOTI VE BODY AND
FENDER WORK; PACKAGED IN 1 GALLON CAN,
TUBE OF CREAM HARDENER MUST BE TAPED TO
GALLON OF FI LLER, PRODUCT MJUST HAVE DRY
TIMVE 15-20 M NUTES @ 70 DEGREES F,
80-90% OF SCOLI DS BY WEI GHT; VOC 2.5

LB/ GAL MAXI MUM AND TOTAL FI LM BUI LD
SHOULD NOT EXCEED 1/4", M N MUM SHELF

LI FE REQUI RED AT TIME OF RECEIPT IS 9
MONTHS

IN 1 GAL CAN

PPG | NDUSTRI ES
NYCTA
NYCTA

70- 30-1004

FI LLER, BQODY, LI GHTWEI GAT PASTE W TH
CREAM HARDENER, USED FOR REPAI RS ON

RAI LCAR SEATS. PACKAGED IN 1 GALLON
CANS, 4 CANS PER CASE. EACH CAN MUST BE
SUPPLI ED W TH TUBE OF CREAM HARDENER;

M N MUM SHELF LI FE AT TI ME OF RECEI PT
IS 9 MONTHS

M NNESOTA, M NI NG & MANUFACTUR
NYCTA
NYCTA

70- 30- 1560

BODY FI LLER, POLYESTER RESIN FOR USE ON
METAL OR PLASTI C SURFACES, PACKAGED | N
ONE GALLON CANS. M NI MUM REQUI RED SHELF
LI FE AT TIME OF RECEIPT IS 9 MONTHS.

IN 1 GAL CANS

THE CLAUSEN COMPANY
NYCTA
NYCTA

70- 30- 1594

FI LLER, BQODY, HEAVYWElI GHT PASTE W TH
CREAM HARDENER USED FOR ALL TYPI CAL
REPAI RS; PACKAGED IN 1 GALLON CAN, 4
GALLONS TO A CASE, TUBE OF CREAM
HARDENER MUST BE TAPED TO GALLON OF
FI LLER, PRODUCT MJST MEET ALL

REQUI REMENTS UNDER NYCT SPECI FI CATI ON
7110- FACI L-00 REV. A, M NI MUM SHELF

LI FE REQUI RED AT TIME OF RECEIPT IS 9
MONTHS

QUEST AUTOMOTI VE PRODUCTS
NYCTA
NYCTA
NYCTA

THORI TY DATE 07/10/2023 PAGE : 336
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD
DF700 & DF708 CREAM HARDENER 36 12

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

3M BONDO FI LLER 7010362873 0 0

CCSS-001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

" CLASSI C PLASTI C 173 105

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

BULK, BODYFI LLER WHI TE #10005 0 0

7110- FACI L-00 REV. A
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

FI LLER, BQODY, LI GHTWEI GHAT PASTE W TH
CREAM HARDENER FOR SMALL REPAI RS.
PACKAGED 4 GALLONS PER BOX, 1 GALLON
CAN MUST BE SUPPLI ED W TH TUBE OF CREAM
HARDENER;, PRCDUCT MUST MEET ALL

REQUI REMENTS UNDER NYCT SPECI FI CATI ON
7111- FACI L-00 REV. A. M NI MUM SHELF

LI FE AT TIME OF RECEIPT IS 9 MONTHS

QUEST AUTOMOTI VE PRODUCTS
NYCTA
NYCTA
NYCTA

BC/ CC EXTRA GAL( PR) #16060P
7111- FACI L-00 REV. A

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

I TY DATE 07/10/2023 PAGE : 337
M CURRENT VERSI ON :

1.10.00

PY1 USE YTD

70- 30- 1596

HARDENER, CREAM CATALYST, FOR
UNSATURATED POLYMER RESI N, RElI NFORCED
PCLYESTER, VI NYL OR ACRYLI C RESI N
FILLERS, RED IN 2. 75 OUNCE TUBES FOR
FI LLI NG COMPOUNDS UNDER COMMODI Tl ES
70- 30-1594 & 70-30-1595. M Nl MUM SHELF
LI FE REQUI RED AT TIME OF RECEIPT IS 9
MONTHS

2.75 OZ TBES

QUEST AUTOMOTI VE PRODUCTS
NYCTA
NYCTA
NYCTA

RED CREAM HARDENER 2. 75 OZ
7077- FACI L-98

CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

70-30-1750

PUTTY, TWO COVPONENT EPOXY, STEEL

FI LLED, USED I N FILLI NG ROUGH OR PI TTED
METAL SURFACES ON SUBVWAY CARS. PACKACGED
N ONE POUND CANS, MJST MEET ALL

REQUI REMENTS SET UP UNDER NYCT

SPECI FI CATI ON 7099- FACI L- 99.

IN 1 LB CANS

PLASTI C STEEL PUTTY 10110
7099- FACI L-99

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

70- 30- 2151

COVPOUND, FI LLI NG WOOD FI LLER,
CELLULGCSE FI BER WOOD, USED TO REPAIR
WOOD SURFACES, COLOR NATURAL, IN 4 Oz
CAN. 12 CANS PER BOX. SOLVENT BASED.

M N MUM SHELF LI FE REQUI RED AT TI ME OF
RECEIPT IS 9 MONTHS. TH S MATERIAL | S
FLAMMABLE. |I'T MJST BE STORED I N
FLAMVABLE STORAGE CABI NET. MJST NOT BE
USED ON OR NEAR SOURCES OF HEAT,

| GNI TI ON SOURCES, ELECTRICITY, AND/ OR
OPEN FLAMES | NCLUDI NG SMCKI NG IVATERI AL.
DOORS AND W NDOWAS NEED TO BE OPEN TO

I NCREASE Al R DI LUTI ON

12 CANS/ BOX

PLASTI CWOOD 70798 21502
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D : EVS NEW YORK CI TY TRANSI T THORI TY DATE 07/10/2023 PAGE : 338
PROG- | D : JSBYRALL coMMODI TY MANAGEMENT YSTEM CURRENT VERSION : 1.10.00
QUALI FI ED PRODUCTS LI STI NG
SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT
STOCK NO LONG DESCRI PTI ON MFG NAME MFG PART NO USE PY1 USE YTD
70- 31-1485 POANDER, COVPOUND, FI RE EXTI NGUI SHER. AMEREX CORP. 550 0 0
PONDER MUST BE MULTI - PURPOSE, FOR ALL NYCTA CCSS- 001, REV I, 3-9-11, LABEL
CLASS OF FIRE;, A, B, & C, MONO AMMONI UM NYCTA CCSS- 003 REV E 9/11/17 RESTR S
PHOSPHATE BASE, FOR DRY CHEM CAL NYCTA PALLET SPEC
EXTI NGUI SHERS. POADER TO BE DELI VERED
IN 50 LB PLASTI C PAI LS.
** CERTI FI CATE OF COVPLI ANCE REQUI RED
W TH SHI PMENT **
50 LB PAILS
70- 33-3557 REFRI GERANT, GAS, R438A, FOR RAI LCAR CHEMOURS FREON M09 REFRI GERANT 0 0
Al R CONDI TI ONI NG UNI' TS, 25 POUND DUPONT | SCEON M09 REFRI GERANT
CYLI NDER, COVPATI BLE W TH ALKYBENZENE, NYCTA CCSS-001, REV I, 3-9-11, LABEL
M NERAL O L & POLYOLESTER LUBRI CANTS, NYCTA CCSS- 003 REV E 9/11/17 RESTR S
PPE REQUI REMENTS; WEAR CHEM CAL SPLASH
GOGELES AND NEOPRENE GLOVES. PERSONNEL
HANDLI NG THI S PRODUCT MUST POSSESS EPA
CERTI FI CATI ON, EPA APPROVED REFRI GERANT
RECOVERY UNI TS MJUST BE USED WHEN
SERVI CI NG Al R CONDI TI ONI NG UNI TS TO
PREVENT THE RELEASE OF REFRI GERANT TO
THE ENVI RONMENT; ADHERE TO APPL| CABLE
REQUI REMENTS OF THE HANDLI NG STORAGE &
TRANSPORTATI ON OF COVMPRESSED &
LI QUI FI ED PETROLEUM GASES PI #10. 7. 0
IN 25 LB CYL
70-33-3562 GAS, REFRI GERANT, R453A (RS44B), COMSTAR | NTERNATI ONAL | NC. RS44B( R453A) HFC BLEND 95 20
FLUOROCARBON REFRI GERANTS, | N 30 LB. NYCTA CCSS- 001, REV I, 3-9-11, LABEL
DI SPOSABLE CYLI NDER W TH 24 LB NET NYCTA CCSS- 003 REV E 9/11/17 RESTR S

VEI GHT REFRI GERANT. CERTI FI CATI ON THAT
MATERI AL MEETS THE REQUI REMENTS AHRI
STANDARD 700-2004 TO BE PROVI DED W TH
EACH SHI PMENT. WEAR CHEM CAL SPLASH
GOGELES AND LI GHT WEI GHT NEOPRENE
GLOVES. PERSONNEL HANDLI NG THI S PRODUCT
MUST POSSESS EPA CERTI FI CATION. | T MJST
BE USED W TH APPROVED REFRI GERANT
RECOVERY UNI TS. ADHERE TO APPLI CABLE
REQUI REMENTS OF THE HANDLI NG STORAGE &
TRANSPORTATI ON OF COVPRESSED &

LI QUI FI ED PETROLEUM GASES PI # 10.7.0
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CURRENT VERSION : 1.10.00
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(400) RPT

LONG DESCRI PTI ON

GAS, | NDUSTRI AL FREON #22, "HCFC22",
MONOCHL ORODI FLUOROVETHANE REFRI GERANT,
IN 30 LB. DI SPOSABLE CYLI NDER.

CERTI FI CATI ON THAT MATERI AL MEETS THE
REQUI REMENTS OF COWMERCI AL | TEM

DESCRI PTI ON A- A-58060 AND AHRI STANDARD
700-2011 TO BE PROVI DED W TH EACH

SHI PMENT. CYLI NDER MJUST BE AFFI XED W TH
PERVANENT LABEL STATI NG 1) "NYCT" OR
"NEW YORK CITY TRANSI T, 2) PO #, AND 3)
"FOR BEST PERFCRMANCE USE BY MM DDY YY"
OR "SHELF LIFE |I'S | NDEFI NI TE"

(WH CHEVER MAY BE THE CASE); ANY

BOX/ CASE THE CYLI NDER MAY COVE | N MUST
BE LABELED I N ACCORDANCE W TH THE
LATEST REVI SI ON OF NYCT LABELI NG

SPECI FI CATI ON (CCSS-001); NOTE TO
USERS: MJST WEAR CHEM CAL SPLASH
GOOGLES AND LI GHT WEI GHT NEOPRENE GLVES
VWHEN HANDLI NG PERSONNEL HANDLI NG THI S
PRODUCT MJUST POSSESS EPA CERTI FI CATI ON;
PRODUCT MJUST BE USED W TH APPROVED
REFRI GERANT RECOVERY UNITS; ADHERE TO
APPLI CABLE REQUI REMENTS OF THE

HANDLEI N, STORAGE, & TRANSPCORTATI ON OF
COVPRESSED & LI QUI FI ED PETROLEUM GASES
P/l #10.7.0

30LB CYL

CIl TY TRANSI T AU
TY MANAGEMENT S
QUALI FI ED PRODUCTS LI STI NG
T PROCUREMENT SUBDI VI SI ON UNI' T
MFG NAME
Al RGAS | NC/ Al RGAS REFRI GERANTS
ARKENA
DUPONT

HONEYWELL | NTERNATI ONAL
NATI ONAL REFRI GERANTS | NC
COMVERCI AL | TEM

NYCTA

NYCTA

USE PY1 USE YTD

ASPEN 22/ HALOCARBON 22

FORANE 22

FREON 22

GENETRON 22

R-22

A- A- 58060

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

70- 33- 3569

GAS, REFRI GERANT, RECLAI MED | NDUSTRI AL
R22, "HCFC22", MONOCHLORODI FLUROVETHANE
REFRI GERANT | N 30 LB. DI SPOSABLE

CYLI NDER. PURI TY MJST BE 99. 5%

M N MUM EPA CERTI FI CATI ON & A

REFRI GERANT ANALYSI S REPORT THAT

MATERI AL MEETS THE REQUI REMENTS OF

AHRI STANDARD 700-2011( SPECI FI CATI ONS
FOR FLUOROCCARBON REFRI GERANTS) MJST

BE PROVI DED W TH EACH SHI PMENT.
REPORT MUST | NCLUDE, % MJ STURE,
H GH BO LI NG RESI DUE, ACI DI TY, %
NON- CONDENSABLE GAS, CHLORI DES, PURI TY,
PARTI CULATES. RECLAI MER MUST BE ON

THE CURRENT LI ST OF EPA CERTI FI ED
REFRI GERANT RECLAI MERS.

%

Al RGAS | NC/ CFC REFI MAX LLC
NATI ONAL REFRI GERANTS | NC
COCLGAS | NC

HUDSON TECHNCLOGE ES COVPANY

NOVENT REFRI GERANT SERVI CES | N
REFRI GERANTS | NC

AHRI

NYCTA

NYCTA

ASPEN R-22

R-22

R-22

R-22

R-22

R-22

AHRI  STANDARD 700- 2011

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
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SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

SEALANT, FAST DRYI NG HARD SETTI NG FOR
GASKET SEAL ON PERMANENT, RI G D
ASSEMBLI ES W THSTANDI NG 5000 PSI .

COLOR: REDDI SH-BROMWN, IN 11 OZ. TUBE.
VENDOR TO SUPPLY CERTI FI CATE OF

ANALYSI S AND CERTI FI CATE OF CONFORMANCE
FOR EACH BATCH I N SHI PMENT TO NYCT
MANAGER OF | NSPECTI ONS AND TESTI NG

PRI OR TO SHI PPI NG CERTI FI CATE OF

ANALYSI' S TO | NCLUDE VI SCOsSI TY. M NI MM
SHELF LI FE REQUI RED AT TI ME OF RECEI PT
IS 9 MONTHS.

11 &Z TBE

PERVATEX
NYCTA
NYCTA
M L SPEC

USE PY1
1C FORM A- GASKET#1 11 OZ #8000 17
CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

M L-S-45180D TYPE |

I TY DATE 07/10/2023 PAGE : 340
M CURRENT VERSION : 1.10.00

USE YTD

70- 34- 1410

SEALANT, SLOW DRYI NG, FLEXI BLE SETTI NG
FOR GASKET SEAL ON NON- RI G D,

VI BRATI NG SEM - PERVANENT AND PERVANENT
ASSEMBLI ES. W THSTANDS PRESSURE TO 5000
PSI. BROOKFI ELD VI SCOSI TY 550000- 650000
MPAS. COLOR: BLACK, IN 7-11 OZ TUBE.
CERTI FI CATE OF ANALYSI S TO | NCLUDE:

VI SCOSI TY. MM MUM SHELF LI FE REQUI RED
AT TIME OF RECEIPT IS 9 MONTHS.

7-11 OZ TBE

PERVATEX

HENKEL CORPORATI ON
NYCTA

NYCTA

2C FORM A- GASKET#2 SEALANT 800 36
LOCTI TE MR GS2 SEALANT #30515
CCSS-001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

70- 34- 1420

SEALANT AND GASKET COVPOUND; EPDM

( ETHYLENE PROPYLENE DI ENE MONOVER)
RUBBER, FOR USE ON LOCOMOTI VE DOOR
FRAME GASKETS. | MPROVES GASKET SEAL | N
CLCSE FI TTI NG PARTS. SEALS AND REPAI RS
CUT GASKETS AND UNEVEN FLANGE SURFACES.
SEALS THREADED CONNECTI ONS. PACKAGED | N
4 0Z. BRUSH JARS. CERTI FI CATE OF
ANALYSI' S TO | NCUDE VI SCCSI TY. MEETS
REQUI REMENTS OF M LI TARY SPECI FI CATI ON
M L-S-45180D TYPE |11

M N MUM SHELF LI FE REQUI RED AT TI ME

OF RECEIPT IS 9 MONTHS.

IN 40Z JARS

PERVATEX
NYCTA
NYCTA
M L SPEC

AVI ATI ON FORM A- GASKET #3H 19
CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

M L- S-45180D TYPE 3
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QUALI FI ED PRODUCTS
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SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

SEALANT AND GASKET COVPOUND; FOR USE ON
GE GEAR BOXES AND EPDM ( ETHYLENE
PROPYLENE DI ENE MONOVER) RUBBER
LOCOMOTI VE DOOR FRAME GASKETS. | MPROVES
GASKET SEAL I N CLOSE FI TTI NG PARTS.
SEALS & REPAI RS CUT GASKETS AND UNEVEN
FLANGE SURFACES. SEALS THREADED
CONNECTI ONS. VI SCOsI TY 8, 000 -10, 000
MPAS( BROOKFI ELD RVT # 3,5 RPM @ 25CC) ;
PACKAGED | N 16- QZ. BRUSH JARS.

CERTI FI CATE OF ANALYSI S TO | NCLUDE

VI SCOSI TY. M N MUM SHELF LI FE REQUI RED
AT TIME OF RECEIPT IS 9 MONTHS

IN 16 OZ JARS

PERVATEX CO.
NYCTA
NYCTA

USE PY1

AVI ATI ON FORM A- GASKET #3D 29
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

I TY DATE 07/10/2023 PAGE : 341
M CURRENT VERSION : 1.10.00

USE YTD

70- 34- 1445

SEALANT, GASKET, HI GH TACK, 16 OZ.,
BRUSH TOP CAN. DRI ES QUI CKLY TO A HI CGH
TACKY FI LM SEALS OR BONDS RUBBER,
CORK FELT, PAPER AND METAL GASKET.
SEALS THREADED CONNECTI ONS, HOSE
CONNECTI ONS.  APPLY ONLY I N A WELL
VENTI LATED AREA. DO NOT USE NEAR HEAT
SOURCES, | GNI TI ON SOURCES, OPEN FLAMES
I NCLUDI NG SMCKI NG MATERI ALS. STORE I N
AN AUTHORI ZED FLAMVABLE MATERI AL
STORAGE CABI NET. PPE REQUI RED:

CHEM CAL SPLASH GOGGELES AND NI TRI LE
GLOVES

PERVATEX, | NC.
NYCTA
NYCTA

98D HI GH TACK GASKET SEAL #800 0
CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/17/17 RESTR S

70-37-2201

ADHESI VE, WOOD GLUE, POLYVI NYL ACETATE
EMULSI ON, FOR BONDI NG WOOD JO NTS AND
WOOD ASSEMBLI ES. PACKAGED | N 16- OZ

(PI NT) BOTTLES

1 PI NT BTLES

ELMVERS

COMVERCI AL | TEM
NYCTA

NYCTA

ELMER S CARPENTER S WOOD GLUE 15
A- A- 3001

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

GRQAUJT, CHEM CAL FOAM SI NGLE COMPONENT,
LI QUI D SEAL WATERPROOFI NG COVPOUND,
HYDROPHI LLI C, NON CORROSI VE. SUI TABLE
FOR PRESSURE | NJECTI ON USE | N VEET OR
DRY CONDI TI ONS. PRODUCT SHALL SEAL
AFTER I NJECTI ON VI A NOZZLE | NTO

EXI STI NG CRACKS AND VO DS BY MEANS OF
PCLYMERI ZATI ON. THE GROUT SHALL BE
SUPPLI ED | N NON- CONDUCTI VE 5 GALLON
HDPE CONTAI NERS. THE CONTAI NER SHALL AT
M N MUM MEET THE FOLLOW NG CRI TERI A:
MATERI AL HDPE BLOW MOLD RESI N,

CONTAI NER COLOR OPAQUE OR COLORED W TH

CLEAR S17 STRI P(THE LEVEL OF THE
CONTENTS | N THE CONTAI NER MJUST BE
VI SI BLE), MOUTH OPENING M NIMUIM | . D. :
2-3/16, WALL THI CKNESS:
HElI GHT: 14-3/4" WTH PROVI SI ON FOR
CAPPED VENT HOLE AND CARRY HANDLE,
NAMPAC DRAW NG #TH60022( FOR REFERENCE
ONLY). M NI MUM SHELF LI FE REQUI RED AT
TIME OF RECEIPT IS NI NE(9) MONTHS.

5 GAL CTRS

5 GAL CTRS

. 055, CONTAI NER

USE PY1 USE YTD

5595

2160

AVANTI | NTERNATI ONAL AV- 330 SAFEGUARD

FOX I NDUSTRI ES, | NC. FX-1 JET SET

DE NEEF CONSTRUCTI ON CHEM CALS HYDRO ACTI VE SEALFORM

NYCTA CCSS- 001, REV I, 3-9-11, LABEL
NYCTA CCSS- 003 REV E 9/11/17 RESTR S

70-39-1265

COATI NG, PROTECTI VE CREAM FOR HANDS;
PROTECTS AGAI NST O L/ GREASE, WATER
BASED AND SOLVENT BASED PRODUCTS;
SUPPLI ED I N 100 M. TUBES, 12 TUBES PER
CASE. PHI1S 6.5 TO 7.5, ACTIVE

| NGREDI ENT CONTENT | S 21-25% DOES NOT
CONTAI'N SI LI CONE, VI SCCSITY 20,000 TO
80, 000 CPS ( BROOKFI ELD RVT W SPI NDLE #5
@5 RPM AND 25 DEGREES C). (NOTE; NOT
TO BE USED I N PLACE OF GLOVES)

100 M. TUBE

STOKODERM PROTECT PURE
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

S. C. JOHNSON
NYCTA
NYCTA
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SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

COVPOUND, SI LI CONE, HEAT SINK, WH TE
PASTE IN 5 OZ. TUBE. USE FOR HEAT SI NK
I N ELECTRONI C DEVI CES SUCH AS DI CDES
AND TRANSI STORS. CERTI FI CATE OF
ANALYSI S TO | NCLUDE WORKED PENETRATI ON
OF COVPOUND.

INS5 OZ TBE

TRANSLI TE
NYCTA
NYCTA

M L SPEC

MFG PART NO USE PY1
340 HEAT SI NK COMPOUND 96
624 7D49H02

67110049

AH2668- 2

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
M L- DTL-47113E

I TY DATE 07/10/2023 PAGE : 343
M CURRENT VERSION : 1.10.00

USE YTD

70-42-1110

COVPOUND, | NSULATI NG 2-PART KI'T, EPOXY
ADHESI VE, 4-0Z; M NI MJM SHORE " D!
HARDNESS (CURE 2 HRS) TO BE 65; M NI MUM
POT LIFE (100 G TO BE 20 MN; FOR USE
ON ARC CHUTES, PLASTICS, SMALL PARTS.
CERTI FI CATE OF ANALYSI S TO ACCOMPANY
EACH BATCH SHI PPED; CERTI FI CATE OF
ANALYSI' S TO | NCLUDE SHORE " D' HARDNESS
& POT LI FE

IN 2 PART KI'T

HENKEL CORPORATI ON
NYCTA
NYCTA

LOCTI TE EA 1C (A&B) #1373425 1370
CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

70-42-1124

ADHESI VE, SEALANT, Sl LI CONE RUBBER,
RTV, ONE COVPONENT THI XOTROPI C PASTE,
GENERAL PURPGOSE SEALI NG AND BONDI NG,
CLEAR/ TRANSLUCENT, 4.7 OZ. TUBE.

CERTI FI CATE OF ANALYSI S AND CERTI FI CATE
OF CONFORMANCE/ COVPLI ANCE FOR EACH
BATCH TO ACCOVPANY EACH SHI PMENT.

CERTI FI CATE OF ANALYSI S TO | NCLUDE
HARDNESS, ELONGATI ON, TENSI LE STRENGTH,
AND PEEL STRENGIH. EACH TUBE | S

I NDI VI DUALLY PACKED IN A BOX WTH AN
APPLI CATI ON NOZZLE

4.7 OZ TBE

M LI TARY

732 CLEAR 6643
CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

M L- A-46106B

70-42-1130

SEALANT, SI LI CONE ELECTRONI C GRADE,
APPLI ED WTH A CAULKI NG GUN, PACKAGED
IN 10.1 FL OZ. CARTRI DGES. MJST MEET
REQUI REMENTS OF M LI TARY SPECI FI CATI ON
M L- A-46146B, TYPE |. CERTIFI CATE OF
ANALYSI S FOR EACH BATCH MUST BE

PROVI DED PRI OR TO SHI PPI NG CERTI FI CATE
OF ANALYSI S MUST | NCLUDE % SOLI DS,

TENSI LE STRENGTH, % ELONGATI ON,
HARDNESS, EXTRUSI OV APPLI CATI ON.

M LI TARY

738 ELECTRI CAL SEALANT 2
CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

M L- A-46146B TYPE |
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

"M N MU SHELF LI FE REQUI RED AT TI ME OF

RECEI PT | S FOUR(4) MONTHS".
10.1 O&Z CARTR

I TY DATE 07/10/2023 PAGE : 344
M CURRENT VERSI ON :

1.10.00

USE YTD

70-42-1305

COATI NG, SYNTHETI C RUBBER, FOR
ELECTRI CAL | NSULATI ON, 4- OZ.

BRUSH- I N- CAP CAN. COLOR: BLACK. 6 CANS

PER CASE. BRUSHED ON ELECTRI CAL
CONNECTI ONS TO | NSULATE AND PROTECT.
USED ON L-1 REACTOR ON CONVERTER ON
RAI LCARS. PROVI DES EXCELLENT MJ STURE,

ACI D, ALKALI NE, ABRASI ON AND DI ELECTRI C

RESI STANCE. WONT' T CRACK, HARDEN OR

PEEL. A M N MUM OF 2 COATS ARE REQUI RED

TO ASSURE GOOD DI ELECTRI C PROTECTI ON.
DI ELECTRI C STRENGTH. 1400 V/ M L

(M N MJM W TH 2 COATS); % SOLI DS 20- 28
(VEI GHT 9% ; VI SCOSI TY 90- 110 KU @OF);
ELONGATI ON 430% TENSI LE STRENGTH
3500- 3900 PS

4 OZ CANS

PLASTI
NYCTA
NYCTA

DI P | NTERNATI ONAL

MFG PART NO USE PY1
LI QU D TAPE F-825 #LET14Z03 23
CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 6/11/17 RESTR S

70-42-1950

I NH Bl TOR, CORROSI ON, LIQUI D, FOR USE
I'N H GH PRESSURE SPRAY WASHERS TO
PROTECT PUMP PARTS, PIPI NG AND TANK

I NTERI OR, NON-NI TRI TE BASED, PH BETWEEN

7.5 AND 9. 0; SPECI FI C GRAVI TY BETWEEN
1.07 AND 1.10; ALKALINITY AS %KOH
BETWEEN 10.5 AND 13.5; SUPPLIED I N 55
GALLON DRUMS. VENDOR TO SUPPLY

MANUFACTURER S CERTI FI CATE OF ANALYSI S
AND CERTI FI CATE OF CONFORMANCE FOR EACH

BATCH I N SH PVMENT TO NYCT MANAGER OF
I NSPECTI ONS AND TESTI NG PRI OR TO

SHI PPI NG MATERI AL. CERTI FI CATE OF
ANALYSI S TO | NCLUDE: BATCH #, SIZE OF
BATCH, DATE OF MANUFACTURE, PH,

SPECI FI C GRAVI TY, ALKALINITY AS %KOH
55 GAL DRMS

55 GAL DRMS

CASTROL | NDUSTRI AL
NYCTA
NYCTA

TECHNI CLEAN XHP 715
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
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QUALI FI ED PRODUCTS LI STI NG

I TY DATE 07/10/2023 PAGE : 345
M CURRENT VERSION : 1.10.00

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

70-42-1996

TH NNER, POT- LI FE EXTENDER, FOR VPI
TANK VARNI SH ( AVAI LABLE UNDER STOCK
#70-42-1025). PACKAGED I N FI VE (5)
GALLON CLGSED HEAD PAILS. MJUST BE VI NYL
TOLUENE GRADE 50T, VT STABI LI ZED. MJST
CONTAIN M NI MUM OF 99. 2% VI NYL TOLUENE
(25013-15-4) BY WEI GHT; POLYMER CONTENT
15 PPM MAXI MUM TERTI ARY BUTYL CATECHOL
(TBC) CONTENT 50 PPM MAXI MUM

CERTI FI CATE OF ANALYSI S COVERI NG VI NYL
TOLUENE CONTENT, PCLYMER AND TBC
CONTENT MUST ACCOVPANY EACH SHI PVENT.
MANUFACTURER S NAME, ADDRESS AND PHONE
NUMBER TO APPEAR ON CAN S LABEL,

DI STRI BUTOR/ PACKAGER S NAME, ADDRESS
AND PHONE # TO APPEAR ALSO | F

DI STRI BUTOR/ PACKAGER | S NOT
MANUFACTURER. M NI MUM SHELF LI FE

REQUI RED AT TIME OF RECEIPT IS 5
MONTHS. MJUST NOT BE USED NEAR

SOURCES OF HEAT, | GNITI ON SOURCES, AND
OPEN FLAMES. PPE RQUI RED FOR USE:

CHEM CAL SPLASH GOGGELES, NEOPRENE
GLOVES.

5 GAL PAILS

VON RCLL | SOLA USA, | NC

DELTECH
NYCTA
NYCTA

USE PY1 USE YTD
774 VI NYL TOLUENE 155 65
VI NYL TOLUENE

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

70-43-0207 KI'T, SHALLOW REPAI R EPOXY MORTAR, FLOOR
PATCH NG AND RESURFACI NG KI' T CONSI STS
OF A FI'VE GALLON PAIL CONTAINING 1 PI NT
PART A & 1-1/2 PINTS PART B PRI MER AND
3 PARTS EPOXY MORTAR CONSI STI NG OF ONE
2.3 LBS QUART EPOXY PART A AND ONE 1 LB
QUART CAN OF PART B HARDENER M XED W TH
ONE BAG CONTAI NI NG 29 LBS PART C

SPECI ALTY AGGREGATE. MUST BE | MPACT AND
SLI P RESI STANT; MJST HARDEN W TH 4-8
HOURS AND HAVE A M NI MUM SHORE D
HARDNESS CF 60 AND/ OR BARCOL HARDNESS
M N MUM OF 30, POT LIFE 10-15 M NUTES;
YI ELDS 12 SQUARE FEET OF 1/4" OR 24
SQUARE FEET OF 1/8" THI CK PATCHI NG
LAYER, CERTI FI CATE OF ANALYSI S COVERI NG
HARDNESS DATA & CERTI FI CATE OF
CONFORVANCE, MJST BE PROVI DED FOR EACH
BATCH SHI PPED I N 5 PART KI'T

GARONCLAD MORTAR PARTS A & B 0 0
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
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SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

LUBRI CANT, DRY FI LM A SUSPENSI ON OF
SPECI AL ADDI Tl VES, AND MOLYBDENUM

DI SULFI DE | N AN ODORLESS PETROLEUM BASE
STOCK; MJST CONTAIN A M NIMUM OF 10%
MOLYBDENUM DI SULFI DE ( TECHNI CAL FI NE
GRADE) AND M NI MUM OF 4% M NERAL

TH CKENER; SPECI FI C GRAVI TY TO BE 0. 85-
0.96, M N MUM % NON- VOLATI LE = 19%
USED TO LUBRI CATE RAI LCAR DOOR TRACKS.
PACKAGED IN 32 OZ. SCREW CAP CANS.

CERTI FI CATE OF CONFORVANCE AND

CERTI FI CATE OF ANALYSI S VWH CH | NCLUDES
SPECI FI C GRAVI TY AND % NON- VOLATI LE FOR
EACH BATCH IS TO BE PROVI DED TO THE
NYCT MANAGER OF | NSPECTI ON AND TESTI NG
PRI OR TO SHI PPI NG MATERI AL.

32 OZ CANS

MCGEE | NDUSTRI ES
NYCTA
NYCTA
NYCTA

THORI TY DATE 07/10/2023 PAGE : 346
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD

MCLUBE MOS2- 710

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
PALLET SPEC.

70-43-1000

COVPOUND, ANTI - SEI ZE AND LUBRI CATI NG
GREASE CONTAI NI NG FI NE METALLI C
(COPPER) AND GRAPHI TE PARTI CLES. FOR
USE ON THREADED MACHI NE PARTS, METAL
FI TTI NGS, CONNECTORS, ETC. PACKAGED | N
ONE OZ. TUBES. WORKED PENETRATI ON
250-380. CERTI FI CATE OF ANALYSI S TO

I NCLUDE WORKED PENETRATI ON

IN1 OZ TBE

HENKEL LOCTI TE CORPORATI ON
NYCTA

NYCTA

M L SPEC

C5A COPPER BASE ANTI SEI ZE(5100
CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
M L-907E

70-48-1015

NEUTRALI ZER, COVPOUND, TO BE USED TO
NEUTRALI ZE ANY RESI DUE FROM THE CLEANER
THAT HAS BEEN USED TO REMOVE RUST

STAI NS FROM RAI LCAR STAI NLESS STEEL
SURFACES ( EXTERI ORS AND DOORS) SUPPLI ED
UNDER COMMODI TY #70-17-0823 AND TO
NEUTRALI ZE ABSORBENT PADS USED TO CATCH
RUN- OFF FROM CLEANER. ALKALI NE BASED
MATERI AL. M NI MUM 15% ACTI VE

I NGREDI ENTS. FOR MANUAL APPLI CATI ON.
READY TO USE FORMULA SUPPLI ED I N ONE
QUART PLASTI C BOTTLES. TWELVE ALKALI NE
RES|I STANT TRI GGER ACTI ON SPRAYERS
SUPPLI ED I N EACH CASE. APPLY TO

STAI NLESS STEEL SURFACES AFTER W PI NG
OFF CLEANER AND DI RT. RI NSE THE ENTI RE
AREA THOROUGHLY W TH WATER. ALSO APPLY
TO ABSORBENT PADS THAT ARE PLACED

COSCO ENTERPRI SES, | NC.
NYCTA

NYCTA

FO 3027
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S



1.10.00

USE PY1 USE YTD

USER-I D : EVS NEW YORK CITY TRANSI T AUTHORI TY DATE 07/10/2023 PAGE : 347
PROG- | D : JSBYRALL coMmMoblI TY MANAGEMENT SYSTEM CURRENT VERSI ON :
QUALI FI ED PRODUCTS LI STI NG
SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

STOCK NO LONG DESCRI PTI ON MFG NAME MFG PART NO
AGAI NST THE DOCRS TO CATCH RUN- OFF FROM
CLEANER | N ORDER TO NEUTRALI ZE THE PADS
PRI OR TO DI SPCSAL. PPE REQUI RED FOR
USE: CHEM CAL SPLASH GOGGE.ES AND
LATEX/ LI GAT WEI GHT NI TRI LE GLOVES.
CERTI FI CATE OF ANALYSI' S TO | NCLUDE %
ACTI VE | NGREDI ENTS. TWELVE BOITLES PER
CASE
12 EA/ CSE

70-48-2000 NEUTRALI ZER, ACI D BASED, FOR THE CHEMOURS COVPANY GLYCCLI C ACI D 70% TECH SCLUTI O 55
NEUTRALI ZI NG ALKALI NE PARTS WASHI NG NYCTA CCSS-001, REV I, 3-9-11, LABEL
SOLUTI ONS, CONSI STS OF 70% GLYCOLI C NYCTA CCSS- 003 REV E 9/11/17 RESTR S
ACI D.
55 GALLON DRUMS

70-57-1050 PRI MER, POLYSI LANE BASED, CLEAR, 250 M NNESOTA, M NI NG & MANUFACTUR METAL PRI MER P592 0

M. BOITLE, 12 PER CASE. APPLIED TO
METAL, PLASTICS, G.ASS PRI OR TO USI NG
ADHESI VE/ SEALANT TO ASSI ST | N BONDI NG
USED TO | MPROVE ADHESI ON OF 3M HYBRI D
ADHESI VE SEALANT 760 FOR FLOORI NG

I NSTALLATI ON ON R46 RAI LCARS. PPE

REQUI RED, CHEM CAL SPLASH GOGGELES AND
NEOPRENE GLOVES. RAI LCAR W NDOAS AND
DOORS ARE TO BE OPENED FOR VENTI LATI ON
DURI NG THE APPLI CATI ON OF THI S PRODUCT.
BLONER FANS MAY BE USED IN THE VICI NI TY
OF THE WORK AREA TO PROVI DE | NCREASED
AR DI LUTION. TH S PRODUCT MJUST NOT BE
USED OR STORED NEAR SOURCES OF HEAT,

I GNI TI ON SOURCES AND OPEN FLAMES. MJST
BE STORED IN A FLAMVABLE NMATERI ALS

CABI NET

250 M. BTL

NYCTA
NYCTA

CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
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SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

PUTTY, FI RE-RESI STANT, HAND- MOLD, USE
TO FI LL SMALL OPENI NGS IN WALLS AND
FLOORS, MEET SPECI FI CATI ON UL1479, CAN
BE EASILY FORM AND MOLDED, PACKAGED | N
STI CK FORM OF 10-1 NCH LENGTH 1-1/2

I NCH W DTH AND 1-1/2 | NCH THI CKNESS
AND TVELVE STI CKS PER BOX

I TY DATE 07/10/2023 PAGE : 348
M CURRENT VERSION : 1.10.00

MFG NAME MFG PART NO USE PY1 USE YTD
RECTORSEAL CORPORATI ON METACAULK FI RE RATED PUTTY 663 0 0
NYCTA CCSS- 001, REV I, 3-9-11, LABEL
NYCTA CCSS- 003 REV E 9/11/17 RESTR S

70-58-1010

COVPOUND, FILLI NG PUTTY, ACRYLIC RESI N
ELASTOMER BASED, USED FOR FI LLI NG SNVALL
HOLES AND SCRATCHES I N PRI MED

AUTOMOTI VE, BUS AND RAI LCAR SURFACES,
GREEN, 14.5 OZ. TUBE. DENSI TY SHOULD BE
12.2-13.6 LBS/ GAL, SOLI D CONTENT
72-77% VENDOR TO SUPPLY CERTI FI CATE OF
ANALYSI S & CERTI FI CATE OF CONFORMANCE
FOR EACH BATCH I N SH PMENT TO NYCT
MANAGER OF | NSPECTI ONS & TESTI NG PRI OR
TO SHI PPI NG CERTI FI CATE OF ANALYSI S
TO | NCLUDE DENSI TY AND % SOLI DS.

12 TUBES PER CASE

12 TBES/ CSE

M NNESOTA, M NI NG & MANUFACTUR ACRYL- GREEN SPOT PUTTY 05096

70- 60- 0582

CHI LLI NG AGENT, AERGOSOL, CONTAINS 100%
TETRAFLUORCETHANE, USED FOR CHECKI NG
PROPER OPERATI ON OF HEATER THERMOSTAT
IN RAILCARS., IN 10 OZ. CANS 10-12 CANS
PER CASE

10 &Z CAN

70- 60-1060

REPELLENT, | NSECT, SPRAY, MJST CONTAI N
25-30% DEET, MJST BE REGQ STERED W TH
EPA AND ASSI GNED A EPA NUMBER OR LI STED
ON EPA APPROVED DEET | NSECT REPELLENT.
PACKAGED IN 6 OZ. SPRAY CAN

IN 6 OZ CANS

NYCTA CCSS-001, REV I, 3-9-11, LABEL
NYCTA CCSS- 003 REV E 9/11/17 RESTR S
| TW CHEMIRONI CS, | NC FREEZ-1 T #ES1050

TECHSPRAY, L. P. FREEZER 1672-10S

GC ELECTRONI CS GC FREEZE M ST #19-8410-10

M CROCARE CORPCRATI ON M CROFREEZE CI RCUI T COOL MCC- F
NYCTA CCSS-001, REV I, 3-9-11, LABEL
NYCTA CCSS- 003 REV E 9/11/17 RESTR S
S. C. JOHNSON DEEP WOODS | NSECT REPELLENT V
NYCTA CCSS- 001, REV I, 3-9-11, LABEL
NYCTA CCSS- 003 REV E 9/11/17 RESTR S

0 0
487 152
3822 1491
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EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

QUALI FI ED PRODUCTS

2w

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON
HENKEL CORPORATI ON
NYCTA
NYCTA

ADHESI VE, RETAI NI NG COVPOUND, USED ON
R142 CARS FOR SECURI NG DOCR OPERATOR
BUSI NG SUPPORT ASSEMBLI ES. METHACRYLATE
ESTER BASED ANAEROBI C, HI GH VI SCCSI TY,
MEDI UM TO H GH STRENGTH. 250 M. BOITLE.
MUST HAVE VI SCCSI TY 5, 000-12, 000

( BROOKFI ELD) ; SHEAR STRENGTH 17.2 NMW2
(MN); COLOR - GREEN. CERTIFI CATE OF
ANALYSI S/ CERTI FI CATE OF COWVPLI ANCE TO
BE PROVI DED FOR EACH BATCH.

CERTI FI CATE OF ANALYSI S TO | NCLUDE

VI SCOSI TY AND SHEAR STRENGTH

LOCTI TE 620 RETAIN COWMP #62070
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

I TY DATE 07/10/2023 PAGE : 349
M CURRENT VERSION : 1.10.00

USE PY1 USE YTD

70- 60-5010

ADHESI VE, RETAI NI NG COVPOUND, SI NGLE ND | NDUSTRI ES

COVPONENT, ANAEROBI C, H GH STRENGTH AND  PERVATEX
VI SCOsI TY, ROOM TEMPERATURE CURI NG, SAF-T- LOK
USED TO JO N FI TTED CYLI NDRI CAL PARTS, NYCTA

RETAI NIl NG AND MOUNTI NG SLEEVES,
PULLEYS, GEARS, ROTORS AND FANS ON
SHAFTS. COLOR: CGREEN. MJST HAVE

VI SCOSI TY 750-1750 CPS, SHEAR STRENGTH
350 PSI (M N, BREAKAVWAY TORQUE
STRENGTH 240 IN-LB (M N), GAP FILING
ABI LI'TY .015", CURE TIME 10-60 M N, TO
BE BETWEEN 36M. AND 50M. BOTTLE. VENDOR
TO SUPPLY CERTI FI CATE OF ANALYSI S/
CERTI FI CATE OF COWPLI ANCE FOR EACH
BATCH SHI PPED. CERTI FI CATE OF ANALYSI S
TO | NCLUDE VI SCOSI TY. M NI MUM SHELF

LI FE RQUI RED AT TIME OF RECEIPT IS 9
MONTHS.

36/ 50 M. BTL

54150 HI GH STRENGIH-SLIP FI'T
BEARI NG MOUNT 50 M. 68050

R35

CCSS- 001, REV I, 3-9-11, LABEL

70- 60-5012

HENKEL CORPORATI ON
NYCTA
NYCTA

ADHESI VE, RETAI NI NG COVPOUND, USED ON
R142 CARS TO ADHERE THE BEARI NG ON THE
CONDENSER FAN MOTOR SHAFT. URETHANE
VMETHACRYLATE BASED ANAEROBI C, HI GH
STRENGIH, LOW VI SCCSI TY, TOLERANT OF
O L AND OTHER CONTAM NATI ON. 50 M-
BOTTLE. MJST HAVE VI SCOSI TY 100- 150
MPAS ( BROCKFI ELD) ; SHEAR STRENGTH 22.5
N MR, (MN); COLOR- GREEN. CERTI FI CATE
OF ANALYSI S/ CERTI FI CATE OF COVPLI ANCE
TO BE PROVI DED FOR EACH BATCH.

CERTI FI CATE OF ANALYSI S TO | NCLUDE

VI SCOSI TY AND SHEAR STRENGTH

LOCTI TE 603 RETAIN COWP #21441
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
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MFG PART NO USE PY1

I TY DATE 07/10/2023 PAGE : 350
M CURRENT VERSION : 1.10.00

USE YTD

70- 60- 5015

ADHESI VE, RETAI NI NG COVPOUND, USED ON
R142A CARS FOR SECURI NG THE BALANCI NG
HARDWARE TO THE ROTOR ON TRACTI ON
MOTORS. FOR BONDI NG OF CYLI NDRI CAL

FI TTI NG PARTS. 50 M. BOTTLE. URETHANE
METHACRYLATE BASED ANAEROBI C ADHESI VE.
H GH STRENGIH, LOW VI SCOSI TY. VI SCOSI TY
= 450 - 750 MPAS (CP); SHEAR STRENGTH =
3000 PSI (22 M) MNMM COLOR =
GREEN. MEETS REQUI REMENTS OF M LI TARY
SPECI FI CATI ON M L- R-46082B. CERTI FI CATE
OF ANALYSI S AND CERTI FI CATE OF

COWPLI ANCE TO BE PROVI DED FOR EACH
BATCH. CERTI FI CATE OF ANALYSI S TO

I NCLUDE VI SCCSI TY AND SHEAR STRENGTH.

50 M. BTL

HENKEL CORPORATI ON
NYCTA

NYCTA

M LI TARY

640 RETAI NI NG COVPOUND #64031 0
CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

M L- R-46082B

70- 60-5020

ADHESI VE, BONDI NG RESI N, USED ON R142A
CARS FOR HOLDI NG THE ENDS OF THE TOP
LAYER OF | NSULATI ON ON THE CO LS AND
CONNECTI ONS ON THE W RED STATOR ON THE
TRACTI ON MOTOR BEFORE THE VPI PROCESS.
FI VE GALLON PAI L. LOW TEMPERATURE,
THERMOSETTI NG MODI FI ED PHENCOLI C CLEAR
BONDI NG RESI N. VI SCCSI TY=800-1100 CP AT
25 DEGREES C; GEL TIME = 10-25 M NUTES;
CURE=ONE HOUR AT 125 DEGREES C; SOCLI DS
CONTENT=18-22% SPECI FI C GRAVI TY =
0.87-0.90. CERTIFI CATE OF ANALYSI S AND
CERTI FI CATE OF COVPLI ANCE TO BE

PROVI DED FOR EACH BATCH. CERTI FI CATE OF
ANALYSI S TO | NCLUDE % SOLI DS AND

VI SCOSI TY.

ELANTAS PDG., | NC.
NYCTA
NYCTA

RANVAR B553 BONDI NG RESI N 0
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

70-63-3100

RESI N, FI BREGLASS, W TH LI QUI D HARDENER
USED FOR METAL AND FI BERG.ASS REPAI RS;
RESI N PACKAGED IN 1 GALLON CAN AND
HARDENER IN 2 OZ. TUBE; MJST MEET ALL
REQUI REMENTS UNDER NYCT SPECI FI CATI ON
7112- FACI L-00 REV. A. M NI MUM SHELF

LI FE REQUI RED AT A TIME OF RECEIPT IS 9
MONTHS. USE W TH CHEM CAL SPLASH
GOGELES & NI TRI LE GLOVES. DO NOT USE
NEAR HEAT SOURCES, | GNI TI ON SOURCES,

QUEST AUTOMOTI VE PRODUCTS
NYCTA
NYCTA
NYCTA
NYCTA

RESI N & HARD* GAL #58020 53
7112- FACI L- 00

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S
PALLET SPEC.
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

OPEN FLAMES | NCLUDI NG SMCKI NG
MATERI ALS. STORE I N AN AUTHORI ZED
FLAMVABLE MATERI AL STORAGE CABI NET

IN 2 PART KI'T

THORI TY DATE 07/10/2023 PAGE : 351
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD

70- 64- 0980

RUST PREVENTATI VE/ | NHI BI TOR, LI QUI D,
FOR USE | N RAMCO RI NSE TANKS FOR METAL
PARTS; TO HAVE A DI LUTI ON RATE OF 1
PART PRODUCT TO 50 PARTS WATER, MJST
HAVE PH OF 10.5-11.5; ACTI VE

I NGREDI ENTS NOT' LESS THAN 20% PACKED
IN 55 GALLON NON- RETURNABLE DRUNMES.
PRODUCT MJUST PROVI DE AT LEAST 30 DAYS
PROTECTI ON FOR METAL PARTS

NATI ONAL CHEM CAL LAB OF PA.

DI AMOND CHEM CAL
COSCO ENTERPRI SES,
NYCTA

NYCTA

I NC.

NCL ANTI RUST #232

ZODI AC ANTI - RUST # 10

ZODI AC ANTI - RUST #10

CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

COVPOUND, SAFETY TREAD, EPOXY SURFACI NG
GRAY W TH ACCELERATOR ADDED TO HASTEN
CURI NG I N COLD WEATHER FOR REPAI RS TO
STAI RNAYS

NPl FOR GARON
NYCTA
NYCTA
NYCTA

TREFLI TE 42015W

CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
T&S SECTI ON 50, REVI SED 12/ 17

70-67-0500

ADHESI VE, SEALANT, COLOR: CLEAR, IN 3
OUNCE TUBE, USED | N CONJUNCTI ON W TH
AMP CONNECTOR, AMP SOLDER CUP CONTACT,
RAYCHEM BOOT AND RESI STOR TO CONSTRUCT
TERM NATOR ASSEMBLY FOR METRO VENDI NG
MACHI NE (MVM AND HI GH ENTRANCE
ELECTRONI C TURNSTI LE (HEET). ALSO USED
FOR THE OVERHAUL OF CAPACI TORS ON
R142A/ R143 RAI LCARS. M NI MUM SHELF LI FE
REQUI RED AT TIME OF RECEIPT IS 9
MONTHS. MEETS REQUI REMENTS OF

M LTARY SPECI FI CATI ON M L- A-46146.
CERTI FI CATE OF ANALYSI S VWH CH | NCLUDES
TENSI LE STRENGTH, DUROVETER,

ELONGATI ON, TACK FREE Tl ME TO BE

PROVI DED FOR EACH BATCH

IN 3 OZ TBE

FEDERAL SPECI FI CATI ON

RTV- 3145

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
M L- A- 46146



USER-I D :
PROG- I D :

70-67-0760

EVS NEW YORK
COMMODI

JSBYRALL

CIl TY TRAN
TY MANAGE

QUALI FI ED PRODUCTS

2w

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

ADHESI VE, | NSTANT, ONE- PART BLACK CEL,
20 GRAM TUBE. FOR BONDI NG METALS,

PLASTI CS, RUBBER. GEL TOUGHENED W TH
ELASTOMERS FOR | MPACT AND PEEL STRENGTH
ALONG W TH | MPROVED RESI STANCE TO HEAT
AND HUM DI TY. CYANOACRYLATE BASED.

VI SCOSI TY 7, 000- 14, 000 CP( BROOKFI ELD
HBT @ 25C, SPI NDLE #3, 20 RPM), M N MUM
2,300 PSI TENSILE SHEAR STRENGIH

(48 HOUR ROOM TEMPERATURE CURE) .

CERTI FI CATE OF ANALYSI S & CERTI FI CATE
OF CONFORMANCE FOR EACH BATCH TO BE
SUBM TTED TO NYCT MANAGER OF

I NSPECTI ONS & TESTI NG PRI OR TO SHI PPI NG
MATERI AL. CERTI FI CATE OF ANALYSI S TO

| NCLUDE VI SCCSI TY AND TENSI LE SHEAR
STRENGTH

M N MUM SHELF LI FE REQUI RED AT TI ME OF
RECEI PT 1S 9 MONTHS.

20 GRM TBE

HENKEL CORPORATI ON
NYCTA
NYCTA

USE PY1
LOCTI TE 426 BLACK | NSTANT #183 10
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

I TY DATE 07/10/2023 PAGE : 352
M CURRENT VERSION : 1.10.00

USE YTD

70-67- 0850

SEALANT, HEAT RESI STANT, NON-SLUVPI NG
SI LI CONE ELASTOMER, RED, 10.1 FL. OZ.
CARTRI DGES, DESI GNED FOR SEALI NG AND
BONDI NG APPLI CATI ONS EXPOSED TO
TEMPERATURES AS HI GH AS 315 DEGREES
CENTI GRADE OR 600 DEGREES FAHRENHEI T,
USED TO ADHERE HEATI NG CABLES TO
THRESHOLD PLATES ON RAI LCARS; TACK FREE
TI ME LESS THAN 25 M NUTES; CURE Tl ME=24
HOURS; TENSI LE STRENGTH I S GREATER THAN
220 PSI, DUROVETER HARDNESS | S GREATER
THAN 20 SHORE A, ELONGATI ON | S GREATER
THAN=350% ( AFTER 72 HOURS @ 25 DEGREES
CENTI GRADE AND 50% ROOM HUM DI TY) .

CERTI FI CATE OF ANALYSI' S TO | NCLUDE TACK
FREE TI ME, HARDNESS, TENSILE STRENGIH
AND ELONGATI ON TO BE PROVI DED FOR EACH
BATCH.

736 HEAT RESI STANT SEALANT 0
CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

M L- A-46106A



USER-I D :
PROG- I D :

70-67-0852

EVS NEW YORK
COMMODI

JSBYRALL

CIl TY TRAN
TY MANAGE

2w
m—

QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

SEALANT, FAST CURE THREAD, FOR THREADED
FI' TTI NGS | N PNEUVATI C AND HYDRAULI C
SYSTEMS. 50 M. TUBE. METHACRYLATE
ESTER BASED. VI SCOSI TY 15, 000-40, 000
CP( BROOKFI ELD); SHEAR STRENGTH > 246
PSI. CERTFI FI CATE OF ANALYSI S THAT

I NCLUDES VI SCOSI TY AND SHEAR STRENGTH
TO BE PROVI DED FOR EACH BATCH. PPE
REQUI RED: CHEM CAL SPLASH GOGGELES AND
NEOPRENE GLOVES

HENKEL LOCTI TE CORPORATI ON
NYCTA
NYCTA

5452 THREAD SEALANT #1265769
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

I TY DATE 07/10/2023 PAGE : 353
M CURRENT VERSI ON :

1.10.00

USE PY1 USE YTD

70-67-0882

ADHESI VE, SEALANT, PERVANENT THREAD
LOCKER, H GH STRENGTH, FOR LOCKI NG ALL
FASTENERS THAT MJUST W THSTAND HEAVY
SHOCK AND VI BRATI ON, EXTREME CHEM CAL
OR ENVI RONVENTAL CONDI TI ONS, FOR BOLTS
RANCGE 3/8" TO 1", COLOR-RED, 45-50 ML
BOTTLE. VENDCOR TO SUPPLY CERTI FI CATE
OF ANALYSI S & CERTI FI CATE OF
CONFORVANCE FOR EACH BATCH IN SHI PMVENT
TO NYCT MANAGER OF | NSPECTI ONS &

TESTI NG PRI OR TO SHI PPI NG CERTI FI CATE
OF ANALYSIS TO | NCLUDE VI SCOsSI TY,
BREAK AND PREVAI L LOCKI NG STRENGTH

45-50 ML BTL

HENKEL CORPORATI ON
PERVABOND

SAF-T- LOK

NYCTA

NYCTA

FEDERAL

LOCTI TE 262 THREADLOCKER 26231
PERVABOND HW 118

T62

CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
M L-S-46163A TYPE || GRADE O

70-67-0884

ADHESI VE, SEALANT, LOW VI SCOSI TY THREAD
LOCKER, W CKI NG GRADE, PENETRATES

PRE- ASSEMBLED FASTENERS, TORQUE, FOR
ADJUSTABLE POTENTI OVETERS, COLOR | S
GREEN, IN 9 TO 10 M.. BOITLES

M Nl MUM SHELF LI FE REQUI RED AT

TIME OF SH PMENT |'S NI NE MONTHS.

CERTI FI CATE OF ANALYSI S TO | NCLUDE

VI SCOSI TY, BREAK AND PREVAI L LOCKI NG
STRENGTH.

HENKEL CORPORATI ON
SAF-T- LOK

NYCTA

NYCTA

FEDERAL SPECI FI CATI ON

LOCTI TE THREADLOCKER #29021
S90

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
M L-S-46163A TYPE |1l GRADE R



USER-I D :
PROG- I D :

70-67-0885

70-67-0950

EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

2w
m—

QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON MFG NAME MFG PART NO USE PY1
ADHESI VE, | NSTANT, SUPERBONDER, H GH HENKEL CORPORATI ON LOCTI TE | NSTANT ADHESI VE #4165 2429
VI SCOSI TY (400-4000 CPS), FOR BONDI NG PERVABOND PERVABOND 200-1 FL. OZ

METAL, PLASTI C AND VI NYL PARTS, GAP NYCTA CCSS- 001, REV I, 3-9-11, LABEL
FILLING ABILITY UP TO 0.010". 1.0 FLU D  NYCTA CCSS- 003 REV E 9/11/17 RESTR S

OUNCE NET WEI GHT BOTTLE. M NI MUM SHELF FEDERAL SPECI FI CATI ON M L- A-46050C, TYPE IIl, CLASS 3

LI FE REQUI RED AT TIME OF RECEIPT IS
NI NE MONTHS. VENDOR TO SUPPLY

CERTI FI CATE OF CONFORVANCE FOR EACH
BATCH I N SH PVMENT TO NYCT MANAGER OF
I NSPECTI ONS & TESTI NG PRIOR TO

SHI PPI NG CERTI FI CATE OF ANALYSI S TO
I NCLUDE VI SCCSI TY AND SHEAR STRENGTH

I TY DATE 07/10/2023 PAGE : 354
M CURRENT VERSION : 1.10.00

USE YTD

1.0 &Z BTL

COVPOUND, ANTI - SEI ZE, SI LVER GRADE, HENKEL CORPORATI ON LOCTI TE LB8150SV ANTI SEI ZE 767 419
H GH TEMPERATURE, FOR USE ON DRAVBAR NYCTA CCSS-001, REV I, 3-9-11, LABEL
COVPONENTS OF R142 AND R142A; TYPI CAL NYCTA CCSS- 003 REV E 9/11/17 RESTR S

70-67-1110

CCEFFI Cl ENT OF FRICTI ON AT @ 68F TO BE
ABQUT .077; MJST PROVI DE CERTI FI CATE OF
ANAYLSI S WHI CH | NCLUDES APPEARANCE,
BROCKFI ELD VI SCOSI TY OF 121, 000- 258, 000
MPASS AND SPECI FI C GRAVI TY OF

1. 00-1. 30. PACKAGED IN ONE LB. CAN WTH
A BRUSH TOP CAP. M NI MUM SHELF LI FE
REQUI RED AT TIME OF RECEIPT IS 10
MONTHS. IN 1 LB CAN

IN1 LB CAN

SEALANT, FOR CO L CONNECTI ONS, SEALERS, | NC. 1003 SEALER 0
PERVANENTLY SOFT, THUMBGRADE, FOR USE NYCTA 7123- FACI L- 00

ON SPLI T CAM MODI FI CATON FOR GE NYCTA CCSS- 001, REV I, 3-9-11, LABEL
CONTROLLERS ON RAI LCARS, I N ONE LB. NYCTA CCSS- 003 REV E 9/11/17 RESTR S

PACKAGES, PACKED 50 LBS PER CARTON.
MUST MEET REQUI REMENTS OF NYCT

SPECI FI CATI ON 7123- FACI L- 00.

VENDOR TO SUPPLY CERTI FI CATE OF

ANALYSI S & CERTI FI CATE OF CONFORMANCE
FOR EACH BATCH I N SH PMENT TO NYCT
MANAGER OF | NSPECTI ONS & TESTI NG PRI OR
TO SHI PPI NG CERTI FI CATE OF ANALYSI S TO
| NCLUDE PENETRATI ON ( UNWORKED)



USER-I D : EVS NEW YORK CI TY TRAN
PROG- | D : JSBYRALL coMMODI TY MANAGE

I TY DATE 07/10/2023 PAGE : 355
M CURRENT VERSION : 1.10.00

2w
m—

QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

STOCK NO LONG DESCRI PTI ON MFG NAME MFG PART NO USE PY1 USE YTD
70-67-1202 SEALANT, SEAM SEALANT, SYNTHETIC M NNESOTA, M NI NG & MANUFACTUR ALL- AROCUND AUTOBCODY SEALANT#85 0 0

ELASTOMER, WATER BASED NON- SAG WHI TE NYCTA CCSS- 001, REV I, 3-9-11, LABEL

PASTE;, USED TO REPAI R CAR BCODY DANAGE; NYCTA CCSS- 003 REV E 9/11/17 RESTR S

MUST HAVE FLASH PO NT OF 200F M NI MUM

% SOLI DS BY WEI GHT IS 80-87; (ASTM

D2834); SAG RESI STANCE=0.5 | NCHES

MAXI MUM  ASTM D2202) ; VI SCOSI TY/ CONE

PENETRATI ON=235- 245 MM (ASTM D217 @ 150

GM 5 SEC, 80F); DRY TIME=60 M NUTES

(1/8" FILM @75F, 50% HUM DI TY);

HARDNESS=40 ( SHORE A). CERTI FI CATE OF

ANALYSI S AND CERTI FI CATE OF CONFORMANCE

MUST BE PROVI DED FOR EACH BATCH | N

SHI PMENT. CERTI FI CATE OF ANALYSI S TO

| NCLUDE VI SCCOSI TY/ PENETRATI ON, %

SOLI DS AND SAG RESI STANCE. PACKAGED I N

A 10- OZ(NET VEI GHT) CARTRI DGE.

70-67-1320 SEALER, EDGE, ACRYLIC/ ALKYD, RESIN M NNESOTA, M NI NG & MANUFACTUR SCOTCHCAL BRAND EDGE SEALER 39 68 50
BASED, CLEAR, PACKAGED IN 8 OZ. CAN NYCTA CCSS-001, REV I, 3-9-11, LABEL
W TH FELT DAUBER APPLI CATOR, SOLI DS NYCTA CCSS- 003 REV E 9/11/17 RESTR S
CONTENT TO BE 43% TO 49% VI SCOSI TY TO
BE 300 TO 500 CP; FOR USE I N SEALI NG
EDGES OF STI CKERS/ DECALS ON | NTERI OR/

EXTERI OR RAI LCAR SURFACES; VENDOR TO
SUPPLY CERTI FI CATE OF ANALYSI S AND
CERTI FI CATE OF CONFORVANCE FOR EACH
BATCH SHI PPED TO NYCT MANAGER OF

I NSPECTI ONS AND TESTI NG PRI OR TO

SHI PMENT, CERTI FI CATE OF ANALYSI S TO
COVER VI SCOSI TY AND SOLI DS CONTENT,

M N MUM SHELF LI FE REQUI RED AT TI ME OF
RECEI PT IS 9 MONTHS.

IN 80Z CAN

70-67-1370 RESIN, ACRYLIC, LOCKING AND SEALI NG ND | NDUSTRI ES VI BRA- TI TE #21330 55 0
COATI NG FOR THREADED FASTENERS. A NYCTA CCSS- 001, REV I, 3-9-11, LABEL
SPECI AL BLEND OF ACRYLIC RESINS TO NYCTA CCSS- 003 REV E 9/11/17 RESTR S
PREVENT FASTENERS FROM LOOSENI NG
NONOZONE DEPLETI NG AND ENVI RONMENTALLY
FRI ENDLY. BOITLE SIZE: NET 1 OZ. " MJST"
ADHERE TO MFG S | NSTRUCTI ONS | N USE,
HANDLI NG, & STORAGE.
IN1 OZ BTL



USER-I D :
PROG- I D :

EVS
JSBYRALL

NEW YORK
COMMODI

CIl TY TRAN
TY MANAGE

2w
m—

QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

70-67-1425

SEALANT, GASKET AND THREAD, FOR USE I N
Al R CONDI TI ONI NG EQUI PMENT; SYNTHETI C
REFRI GERATI ON O L BASED;, MAXI MUM

HELI UM LEAK RATE .05 OZ/ YEAR;

VI SCOSI TY @25 DEGREES C. (#1, 10 RPM
TO BE 1120 TO 1450 CPS; SPECI FI C

GRAVI TY TO BE .91 TO .915; POUR PO NT
TO BE -10 DEGREES C TO 15 DEGREES C
CERTI FI CATE OF ANALYSI S COVERI NG

VI SCOSI TY, SPECI FI C GRAVI TY AND POUR
PO NT TO ACCOVPANY EACH BATCH SHI PPED;
PACKAGED I N 30-M. BOTTLE; 24 BOTTLES
PER BOX; LOT # TO APPEAR ON BOX; NOTE
TO USERS/ PROCUREMENT, M NI MUM PURCHASE
TO BE 24 BOITLES

REFRI GERATI ON TECHNOLCOG ES
NYCTA
NYCTA

70-67-1635

JO NT COVPQUND, FLEXI BLE FI LLER FOR
EXPANSI ON JO NTS, TWO- COVPONENT POLYMER
CONTAI NI NG EPOXY & URETHANE RESINS. TWO
GALLON KI'T: 1 GALLON PART A RESIN, 1
GALLON PART B HARDENER. M X 1 PART A
WTH PART B. 100% SOLI DS. COLOR MEDI UM
GRAY. SET TO TOQUCH 5-9 HOURS NMAXI MUM
HARDNESS 50- 60 SHORE D. FLEXURAL
STRENGTH 2, 700- 2, 800 LBS/ I N, TENSI LE
STRENGTH 3, 100- 3, 200 LBS/ I N. VI SCCSI TY
A=300- 600 PO SE: B=150-450 PO SE.
VENDOR TO SUPPLY CERTI FI CATE OF

ANALYSI S CONTAI NI NG SET TI ME &

VI SCOSI TY. SAFETY COMMENTS: WEAR

CHEM CAL SPLASH GOGGELES & NEOPRENE
GLOVES

NPl FOR GARON
NYCTA
NYCTA

70-67-1679

SEALANT, PIPE JO NT, FOR AR

CONDI TI ONI NG SYSTEMS; USED TO SEAL
THREADED JO NTS, FLANGE JO NTS AND ALL
METAL AND PLASTI C Pl PI NG SURFACES; MJST
MEET REQUI REMENTS OF NYCT SPEC.

7109- FACI L- 00 REV A; PACKAGED IN 1-1/3
Qz. TUBES, 12 TUBES PER CASE.

CERTI FI CATE OF ANALYSI S TO | NCLUDE

VI SCOSI TY & SPECI FI C GRAVI TY FOR EACH
BATCH MUST BE PROVI DED TO NYCT MANAGER
OF | NSPECTI ON TESTI NG PRI OR TO SHI PMENT

H GHSI DE CHEM CAL
NYCTA
NYCTA
NYCTA

THORI TY DATE 07/10/2023 PAGE : 356
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD
NYLOG BLUE RT201B 42 33
CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

GARON JO NT GUARD 163010 8 7
CCSS-001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

"LEAK LOCK" 556 219
7109- FACI L-00 REV A

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S



USER-I D : EVS NEW YORK
PROG- | D : JSBYRALL COMMODI

CIl TY TRAN
TY MANAGE

QUALI FI ED PRODUCTS

2w

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

STOCK NO LONG DESCRI PTI ON

MFG PART NO USE PY1

I TY DATE 07/10/2023 PAGE : 357
M CURRENT VERSION : 1.10.00

USE YTD

70-67-1680 SEALANT, PIPE JO NI, FOR AIR
CONDI TI ONI NG SYSTEMS; USED TO SEAL
THREADED JO NTS, FLANGE JO NTS AND ALL
METAL AND PLASTI C PI PI NG SURFACES; MJST
MVEET REQUI REMENTS OF NYCT SPEC.
7109- FACI L- 00, REV. A; PACKAGED IN 4 Oz
BRUSH TOP JAR. CERTI FI CATE OF ANALYSI S
TO | NCLUDE VI SCOSI TY & SPECI FI C GRAVI TY
FOR EACH BATCH MJUST BE PROVI DED TO NYCT
MANAGER OF | NSPECTI ON TESTI NG PRI OR TO
SHI PMENT
4 OZ PER JAR
4 OZ PER JAR

H GHSI DE CHEM CAL
NYCTA
NYCTA
NYCTA

LEAK LOCK 10004 296
7109- FACI L-00 REV A

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

70-67-1700 SEALANT, | NSULATI NG EXPANDI NG
PCLYURETHANE FOAM TACK FREE TIME - 5
M NUTES, CUT THRU TI ME- 60 M NUTES,
USED TO SEAL AND | NSULATE ARCUND W NDOW
AND DOOR FRAMES, PACKAGED IN 12 OZ.
AERCSCL CANS: NOTE TO USERS: PRODUCT
IS TO BE USED W TH EXPLCSI ON PROOF FAN
AND WTHI N 20" OF FI RE EXTI NGUSHER
12 Oz CAN

| CP AMERI CA
NYCTA
NYCTA

HANDI - FOAM W NDOW & DOOR 632
CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

70-67-1702 SEALANT, | NSULATI NG MULTI - PURPCSE, LATE
FOAM EXPANDI NG TACK FREE TI ME-10
M NUTES, FULL CURE TI ME- 24 HOURS,
FLEXI BLE AND PAI NTABLE WHEN CURED. USED
TO SEAL AND | NSULATE ARCUND W NDOW AND
DOOR FRAMES, CRACKS AND GAPS AROUND
Pl PES, VENTS, OUTLETS. PACKAGED IN 12
QzZ. AERCSOL CANS, 12 CANS I N A CASE.
M N MUM SHELF LI FE REQUI RED AT TI ME OF
RECEI PT IS 9 MONTHS

DAPTEX PLUS FOAM SEALANT 18836 0
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

70-67-1725

EVS NEW YORK
JSBYRALL COMMODI

TY DATE 07/10/2023 PAGE : 358

CIl TY TRAN I
M CURRENT VERSION : 1.10.00

TY MANAGE

2w
m—

QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

SEALANT, THREADLOCKER, MEDI UM STRENGTH
ADHESI VE W TH | NCREASED RELI ABI LI TY TO
W THSTAND H GH TEMPERATURE, VI BRATI ON,
M NOR SURFACE CONTAM NATI ON, USED W TH
FASTENERS, NUTS, BOLTS, SCREWS

1/4"-3/ 4", HAND TOOL REMOVABLE, COLOR
BLUE, IN 50 M. BOTTLES. SPECI FI C
GRAVITY 1.07 - 1.09 @ 25C,

BROCKFI ELD- RVT VI SCCSI TY 1300- 3000 MPAS
@ 25C, SPI NDLE 3.20 RPM COWPRESSI VE
SHEAR STRENGIH GREATER THAN 7.6 NMWE OR
1100 PSI, VENDCOR TO SUPPLY CERTI FI CATE
OF ANALYSI'S (WHI CH | NCLUDES COWPRESSI VE
STRENGTH AND VI SCCSI TY) AND CERTI FI CATE
OF CONFORMANCE- COVPLI ANCE FOR EACH
BATCH I N SH PVMENT TO NYCT MANAGER OF
TESTI NG & | NSPECTI ON PRI OR TO SHI PPI NG
M N MUM SHELF LI FE REQUI RED AT TI ME

OF RECEIPT IS 9 MONTH

70-67-1802

SEALANT, SI LI CONE CONSTRUCTI ON GRADE,
CLEAR;, USED TO SEAL BUI LDI NG JO NTS TO
PREVENT THE PENETRATI ON OF RAIN, AlIR
AND NO SE; MUST MEET THE REQUI REMENTS
OF TT-S-001543A FEDERAL SPECI FI CATI ON,
PACKED I N 10.1 OZ CARTRI DGES. VENDOR
TO SUPPLY CERTI FI CATE OF ANALYSI S &
CERTI FI CATE OF CONFORMANCE TO NYCT
MANAGER OF TESTI NG AND ANALYSI S PRI OR
TO SHI PPI NG MATERI AL; CERTI FI CATE OF
ANALYSI S TO | NCLUDE HARDNESS, TENSI LE/
TEAR STRENGTH. M NI MUM SHELF LI FE
REQUI RED AT TI ME OF RECEIPT IS N NE
MONTHS

10.1 OZ CIGS

70-67-1812

SEALANT, ADHESI VE, H GH TEMPERATURE

SI LI CONE ( PCLYSI LOXANE OR

DI METHTHYSI LOXANE) BASED. USED FOR

MAKI NG " FORVED- | N- PLACE" GASKETS, FOR
MECHANI CAL ASSEMBLI ES; COLOR RED,
PACKAGED | N 80M. TUBES. TACK FREE TI ME
IS LESS THAN 1 HOUR, CURE TIME IS ABOUT
24 HOURS. CURED ADHESI VE(7 DAYS

AMBI ENT) SHALL HAVE DUROVETER HARDNESS
(SHORE A) 14 M NIMUM 9% ELONGATI ON 275

MFG NAME MFG PART NO USE PY1 USE YTD
NEW FLYER CO. 081034( REF ONLY) 33 12
HENKEL CORPORATI ON LOCTI TE 243 THREADLOCKER 13294
NYCTA CCSS- 001, REV I, 3-9-11, LABEL
NYCTA CCSS- 003 REV E 9/11/17 RESTR S
MOVENTI VE AVER | ND SCS 1201 12R 93 56
NYCTA CCSS- 001, REV I, 3-9-11, LABEL
NYCTA CCSS- 003 REV E 9/11/17 RESTR S
LOCTI TE CORP NORTH AMER. CGROUP RTVSI LI CONE SEALANT #59630 191 124
NYCTA CCSS- 001, REV I, 3-9-11, LABEL
NYCTA CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

EVS NEW YORK CITY TRANSI T AUTHORI TY DATE 07/10/2023 PAGE :
JSBYRALL coMmMoblI TY MANAGEMENT SYSTEM CURRENT VERSI ON :
QUALI FI ED PRODUCTS LI STI NG
SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT
LONG DESCRI PTI ON MFG NAME MFG PART NO

M N MUM TENSI LE STRENGTH 116 PSI

MN MM MN MM SHELF LI FE REQUI RED AT
TIME OF RECEIPT IS NI NE MONTHS. VENDOR
TO SUPPLY CERTI FI CATE OF ANALYSI S &
CERTI FI CATE OF CONFORVANCE FOR EACH
BATCH I N SH PVMENT TO NYCT MANAGER OF

I NSPECTI ONS & TESTI NG PRIOR TO

SHI PPI NG CERTI FI CATE OF ANALYSI S TO

| NCLUDE HARDNESS, % ELONGATI ON, TENSI LE
STRENGTH

IN 80M. TBES

359
1.10.00

USE PY1 USE YTD

70-67-1814

COVPOUND, GASKET, SILICONE, RTV, ONE
COVPONENT, TO FORM GASKET SEALS I N
MECHANI CAL ASSEMBLI ES, ULTRA BLUE
PASTE, IN 70 M.. TUBE. TACK FREE TI ME
IS LESS THAN 1 HOUR, CURE TIME IS ABOUT
24 HOURS. EXTRUSI ON RATE 250 G MN

M N MUM CURED ADHESI VE SHALL HAVE
DUROVETER HARDNESS (SHORE A) 26 M N,
ELONGATI ON 340% M N, TENSI LE STRENGIH
MNMM1.6 VMR OR 232 PSI. M N MUM
SHELF LI FE REQUI RED AT TI ME OF RECEI PT
'S NI NE MONTHS. VENDOR TO SUPPLY

CERTI FI CATE OF ANALYSI S & CERTI FI CATE
OF CONFORMANCE FOR EACH BATCH I N

SHI PMENT TO NYCT MANAGER OF | NSPECTI ONS
& TESTI NG PRI OR TO SHI PPI NG,

CERTI FI CATE OF ANALYSI' S TO | NCLUDE TACK
FREE TI ME (SKIN OVER Tl ME) AND

EXTRUSI ON RATE.

IN 70 M. TBE

70-67-1838

SEALANT, FI RE BARRI ER, ONE- COVPONENT

SI LI CONE ELASTOMER; USED TO SEAL CRACKS
OR HOLES ARCUND PI PES OR I N SUBVWAY
FLOORS; PACKAGED IN 10.3 OZ CARTRI DGES;
SHALL MEET THE FOLLOW NG REQUI REMENTS;
SPECI FIC GRAVITY 1.3-1.7; FLOWNO. 25

I NCH MAXI MUM HARDNESS( SHORE A)

30-45; ELONGATI ON AT BREAK, % 150

M N MUM PEEL STRENGTH, PPl 15 M NIl MUM
MUST PASS UL 2079 STANDARD CRI TERI A FOR
FI RE RESI STANCE; VENDOR TO SUPPLY

CERTI FI CATE OF CONFORMANCE &

HENKEL CORPORATI ON LOCTI TE SI 587 RTV SI LI CONE 587 107
NYCTA CCSS-001, REV I, 3-9-11, LABEL
NYCTA CCSS- 003 REV E 9/11/17 RESTR S
M NNESOTA, M NI NG & MANUFACTUR 3M FI REBARRI ER 2000+ 0
NYCTA CCSS- 001, REV I, 3-9-11, LABEL
NYCTA CCSS- 003 REV E 9/11/17 RESTR S
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

CERTI FI CATE OF ANALYSI S TO NYCT MANAGER
OF I NSPECTI ONS & TESTI NG PRIOR TO

SHI PPI NG MATERI AL; CERTI FI CATE OF
ANALYSI S TO | NCLUDE; HARDNESS, %
ELONGATI ON, TENSI LE STRENGTH, PEEL/ TEAR
STRENGTH

"M N MU SHELF LI FE REQUI RED AT TI ME OF
RECEI PT 1S 9 MONTHS".

10. 3&Z CTR

70-67-1839

PUTTY, FIRESTOPPI NG ONE- PART,

TWO- STAGE | NTUMESCENT, NON- HARDENI NG
COVPOUND. 36 CUBI C | NCH BAR PACKAGED | N
0.6 LITER TUBE. USED TO SEAL

THROUGH PENETRATI ONS AS VELL AS
CONSTRUCTI ON GAPS AND BLANK OPENI NGS TO
REDUCE SOUND TRANSM SSI ON AND | NCREASE
FI RE RESI STANCE. WHEN EXPCSED TO HI GH
HEAT OR FLAVE SHALL BE CAPABLE OF
EXPANDI NG A M Nl MUM OF FI VE TI MES.

RANGE OF CONTI NUI NG EXPANSI ON SHALL BE
FROM 230 DEGREES F TO > 1, 000 DEGREES F
(110 DEGREES C TO >538 DEGREES C). THE
PUTTY SHALL BE SOFT AND PLI ABLE W TH
AGGRESS| VE ADHESI ON. | T SHALL BE UL
CLASSI FI ED AND/ OR FM SYSTEMS

APPROVED AND TESTED TO THE REQUI REMENTS
OF ASTM E814 (UL1479).

IN 0.6 LTR TBE

SPECI FI ED TECHNCLOG ES | NC.
NYCTA
NYCTA
ASTM

70-67-1840

SEALANT, RTV SI LI CONE, GRAY, FOR USE | N
SEALI NG FLANGES AND GE GEAR UNI'TS; TO
HAVE EXCELLENT O L AND CHEM CAL

RESI STANCE; SHORE HARDNESS MEASURED VI A
ASTM D2240 DUROVETER A TO BE 45 TO 75;
BREAKI NG ELONGATI ON MEASURED VI A ASTM
D412 TO BE 100% OR MORE; TENSI LE
STRENGTH MEASURED VI A ASTM D412 TO BE
2.4 NMwe TO 3.8 NN MW®; TACK FREE TI ME
CURED @ 25 DEGREE C & 50% +/- 5%

RELATI VE HUM DI TY TO BE 30 M NUTES OR
LESS; PACKAGED IN 300 M. CARTRI DGES, 10
CARTRI DGES PER CASE; M NI MUM SHELF LI FE
REQUI RED AT TI ME OF RECEI PT TO BE 9
MONTHS; CERTI FI CATE OF ANALYSI S AND
CERTI FI CATE OF CONFORVANCE/ COVPLI ANCE

HENKEL LOCTI TE CORPORATI ON
NYCTA
NYCTA

THORI TY DATE 07/10/2023 PAGE : 360
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD
SPEC SEAL FI RESTOP PUTTY SSP10 12 0

CCSS-001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

E814

LOCTI TE SI 5699 GREY 18581 937 158

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

EVS NEW YORK
COMMODI

JSBYRALL

CIl TY TRAN
TY MANAGE

QUALI FI ED PRODUCTS L

2w

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

FOR EACH BATCH TO ACCOVPANY EACH
SHI PMENT.

10 CART/ CSE

USE PY1

I TY DATE 07/10/2023 PAGE : 361
M CURRENT VERSION : 1.10.00

USE YTD

70-67-1842

SEALANT, SI LI CONE, USED FOR FORMED- | N-
PLACE GASKETI NG COLOR: BLACK, PACKAGED
IN 10.1 FL OZ. CARTRI DGES; MJST MEET
ALL REQUI REMENTS SET UP | N NYCT

SPECI FI CATI ON 7115- FACI L-00. M NI MUM
SHELF LI FE REQUI RED AT TI ME OF RECEI PT
'S NI NE MONTHS. VENDOR TO SUPPLY

CERTI FI CATE OF ANALYSI S & CERTI FI CATE
OF CONFORMANCE FOR EACH BATCH IN

SHI PMENT TO NYCT MANAGER OF | NSPECTI ONS
& TESTI NG PRI OR TO SHI PPl NG

CERTI FI CATE OF ANALYSI S TO | NCLUDE
HARDNESS, % ELONGATI ON, TENSI LE
STRENGTH

10. 1GZ. CART.

MOVENTI VE AVER | ND
NYCTA
NYCTA
NYCTA

RTV 1473- CRTRG 125
7115- FACI L- 00

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

70-67-1880

SEALANT, SYNTHETI C RUBBER BASED, FOR
RE- | NSTALLATI ON OF RUBBER GASKETS ON
R142 RAI LCAR DOORS. REDUCES SOUND AND
VAPCR TRANSM SSI ON. COLOR- BLACK. [IN
10.3 FL. OZ. CARTRI DGES. REMNAI NS
FLEXI BLE, RESI STANT TO CRACKS AND

BLI STERI NG PPE REQUI RED- CHEM CAL
SPLASH GOGELES AND NEOPRENE GLOVES.
ADEQUATE VENTI LATI ON | S REQUI RED WHEN
THE PRODUCT IS USED. I T MJUST NOT BE
USED NEAR ANY | GNI TI ON SOQURCES. | T MJST
BE STORED | N FLAMVABLE NMATERI AL

CABI NET.

MANUS- BOND 52- A ( BLACK) 0
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

70-67-1900

SEALANT, COMPOUND, PI PE JO NT SEALANT
ON THREADED METAL PI PES (NOT FOR USE ON
PLASTI C PI PES), MJST MEET ALL

REQUI REMENTS UNDER NYCT SPEC

7093- FACI L-99; PACKAGED IN 8 OZ. BRUSH
I N CAP CONTAI NERS.

8 OZ CONTAI NER

HERCULES CHEM CAL
NYCTA
NYCTA
NYCTA

PRO DOPE #15-420 67
7093- FACI L-99

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

70-67-2110

EVS NEW YORK
COMMODI

JSBYRALL

CIl TY TRAN
TY MANAGE

2w

QUALI FI ED PRODUCTS LI ST

I TY DATE 07/10/2023 PAGE : 362
M CURRENT VERSION : 1.10.00

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

ADHESI VE, SEALANT, H GH STRENGIH THREAD
LOCKER, FOR LOCKI NG ALL FASTENERS UP TO
1" DI AMETER VHERE HI GH LOAD OR HI GH

VI BRATI ON | S PRESENT, COLOR RED, 50 M.
BOTTLE;, 6 TO 10 BOITLES PER CARTON.

M N MUM SHELF LI FE REQUI RED AT TI ME OF
RECEI PT IS NI NE MONTHS. VENDOR TO
SUPPLY CERTI FI CATE OF ANALYSI S &

CERTI FI CATE OF CONFORVANCE FOR EACH
BATCH I N SH PVMENT TO NYCT MANAGER OF

I NSPECTI ONS & TESTI NG PRIOR TO

SHI PPI NG CERTI FI CATE OF ANALYSI S TO

I NCLUDE VI SCCSI TY, BREAK AND PREVAI L
LOCKI NG STRENGTH.

50 M. BOITLE

ND | NDUSTRI ES

HENKEL CORPORATI ON
PERVABOND

SAF-T- LOK

NYCTA

NYCTA

FEDERAL SPECI FI CATI ON

USE PY1 USE YTD

14050 H GH STRENGIH THREADLOCK 566 424
LOCTI TE 271 THREADLOCKER 27131

PERVABOND HM 128-50 M. BOITLE

T70

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

M L-S-46163A TYPE | GRADE K

70-67-2135

SEALANT, GASKET ELI M NATOR, REPLACES
PRE- CUT OR FORMED- | N- PLACE GASKETS,
ROOM TEMPERATURE CURI NG, PROVI DES TOUGH
RESI LI ENT SOLVENT AND TEMPERATURE

RESI STANT SEAL, COLOR: RED, 10.15 FL.
Oz. CARTRI DGE, PACKAGED 10 PER CASE.

VI SCOSI TY IS 3, 000, 000- 4, 500, 000 MPAS

( BROOKFI ELD, 0.5 RPM; COWPRESSI VE
SHEAR/ LOCKI NG SHEAR STRENGTH | S 725 PSI
M N MM (24 HR CURE). "M NI MUM SHELF

LI FE REQUI RED AT TI ME OF RECEIPT IS TEN
(10) MONTHS." CERTI FI CATE OF ANALYSI S
TO | NCLUDE VI SCOSI TY, AND COVPRESSI VE
SHEAR/ LOCKI NG SHEAR STRENGTH 10

CARTS/ CSE

10. 15 &Z CARTRG

10. 15 &Z CARTRG

PERVATEX, | NC.
HENKEL CORPORATI ON
NYCTA

NYCTA

ANAERCOBI CGASKETMAKER 300M- 518 331 226
LOCTI TE 518 GASKET ELI M NATOR
CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

70-67-2139

ACTI VATOR, PRI MER TO SPEED THE CURE OF
ANAERCBI C ADHESI VES AND SEALANTS, ONE
COVPONENT NON- CFC SOLVENT BASED SURFACE
ACTI VATOR, 4.25 - 4.5 FL. OZ. AEROCSOL
CAN. M NIl MUM SHELF LI FE REQUI RED AT
TIME OF RECEIPT IS 9 MONTHS.

4.25-4.5 OZ CAN

NYCTA

HENKEL CORPORATI ON
SAF-T- LOK

NYCTA

CCSS- 003 REV E 9/11/17 RESTR S 32 20
LOCTI TE SF 7649 PRI MER 21348

PRI MER N AERCSCL

CCSS- 001, REV I, 3-9-11, LABEL



USER-I D :
PROG- I D :

70-67-2143

EVS NEW YORK
COMMODI
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CIl TY TRAN
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QUALI FI ED PRODUCTS LI ST

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

ACTI VATOR/ PRI MER, USED TO SPEED THE
CURE OF ANAERCBI C ADHESI VES AND
SEALANTS. ESPECI ALLY FOR APPLI CATI ONS
W TH PASSI VE METALS, | NERT SURFACES AND
W TH LARGE BOND GAPS. SPECI FI CALLY USED
W TH ADHESI VES USED TO SECURE PIN, GEAR
AND SHAFT ASSEMBLY | N DOOR OPERATOR
GEAR BOX. ACETONE BASED LI QUI D.
SUPPLIED IN 1.75 FL. OZ. BOITLE. 10
BOTTLES PER CASE. NOTE: FLASH PO NT
REQUI REMENT OF NYCT SPECI FI CATI ON

CCSS- 003 DOES NOT APPLY. M NI MUM SHELF
LI FE REQUI RED AT TIME OF RECEIPT IS 9
MONTHS.

HENKEL CORPORATI ON
NYCTA
NYCTA

LOCTI TE SF 7471 PRI MER 19267
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

I TY DATE 07/10/2023 PAGE :
M CURRENT VERSI ON :

363

1.10.00

70-67-2147

SEALANT, GASKET SEALING IN 3.5 OZ TUBE
W TH NOZZLE. FOR SEALI NG THE END CAP TO
THE HOUSI NG ON CONDENSER MOTOR FANS ON
R142 RAI LCARS. NON- SETTI NG,

NON- HARDENI NG COVPOUND W TH EXCELLENT
RESI STANCE TO JA NT VI BRATI ON, SHOCK,
THERVAL EXPANSI ON. BLUE PASTE; SPECI FI C
GRAVITY 1.13 - 1.23; VISCOSITY

240, 000- 260, 000 MPAS. 50 TUBES PER BOX

HYLOVAR LTD/ VALCO
NYCTA
NYCTA

HYLOVAR ADVANCEDFORMULA 710XX3
CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

70-67-2151

ADHESI VE, SEALANT, THREADLOCKER;, FOR
SCREWS, NUTS, BOLTS LESS THAN 1/4", LOW
STRENGIH, HAND TOOL REMOVABLE, COLOR
PURPLE, IN 50 M. BOTTLES. M NI MUM SHELF
LI FE REQUI RED AT TI ME OF RECEIPT IS

NI NE MONTHS. CERTI FI CATE OF ANALYSI S TO
I NCLUDE VI SCCSI TY, BREAK AND PREVAI L
LOCKI NG STRENGTH

IN 50 M. BTLS

ND | NDUSTRI ES

HENKEL CORPORATI ON
PERVABOND

SAF-T- LOK

NYCTA

NYCTA

FEDERAL SPECI FI CATI ON

11150 LOW STRENGTH THREADLOCKE
LOCTI TE 222M5 THREADLOCKER 222
PERVABOND LM 113-50M. BOTTLE
T22

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
M L-S-46163A TYPE || GRADE M

70-67-2152

ADHESI VE, SEALANT, THREADLOCKER;, FOR
SCREWS, NUTS, BOLTS LESS THAN 1/4", LOW
STRENGIH, HAND TOOL REMOVABLE, COLOR
PURPLE, IN 10 M. BOTTLES. VENDOR TO
SUPPLY CERTI FI CATE OF ANALYSI S &

CERTI FI CATE OF CONFORVANCE FOR EACH
BATCH I N SH PMENT TO NYCT MANAGER OF

I NSPECTI ONS & TESTI NG PRIOR TO

SHI PPI NG CERTI FI CATE OF ANALYSI S TO

I NCLUDE VI SCCSI TY, BREAK AND PROVAI L

ND | NDUSTRI ES

HENKEL CORPORATI ON
PERVABOND

SAF-T- LOK

NYCTA

NYCTA

FEDERAL SPECI FI CATI ON

11110 LOW STRENGTH THREADLOCKE
LOCTI TE 222M5 THREADLOCKER 222
PERVABOND LML13-10M. BOTTLE
T22

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
M L-S-46163A TYPE || GRADE M
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EVS NEW YORK
COMMODI

JSBYRALL

CIl TY TRAN
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QUALI FI ED PRODUCTS LI ST

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

LOCKI NG STRENGTH. M NI MUM SHELF LI FE
REQUIRED IS 9 MONTHS AT TI ME OF
RECEI PT.

IN 10 M. BTLS

THORI TY DATE 07/10/2023 PAGE : 364
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD

70-67-2153

ADHESI VE, SEALANT, LOW VI SCOSI TY, SUPER
BONDER, GENERAL PURPGOSE | NSTANT

ADHESI VE BONDS METALS, PLASTICS. FILLS
GAPS UP TO . 004", CAN BE USED TO BOND
PRE- ASSEMBLED PARTS W TH GAPS UP TO

. 006", COLOR IS CLEAR, | N ONE OUNCE
BOTTLES. VI SCOSI TY 20-60 CPS; TENSI LE
SHEAR STRENGTH M NI MUM OF 800 PSI .

M N MUM SHELF LI FE REQUI RED AT TI ME OF
RECEI PT IS NI NE MONTHS. CERTI FI CATE OF
ANALYSI S AND CERTI FI CATE OF CONFORMANCE
FOR EACH BATCH TO BE PROVI DED TO THE
MANAGER OF TESTI NG AND ANALYSI S PRI OR
TO SHI PPI NG MATERI AL. CERTI FI CATE OF
ANALYSI' S TO | NCLUDE: VI SCCSI TY AND
TENSI LE STRENGTH

IN1 OZ BTL

HENKEL CORPORATI ON
PERVABOND

NYCTA

NYCTA

FEDERAL SPECI FI CATI ON

LOCTI TE 495 | NST ADHESI VE 4955 63
PERVABOND 105

CCSS-001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

M L- A-46050C TYPE |1 CLASS 1

70-67-2170

ADHESI VE, SEALANT, THREADLOCKER,
GENERAL PURPOSE, MEDI UM STRENGTH
ADHESI VE FOR USE W TH FASTENERS, NUTS,
BOLTS, SCREWS 1/4" AND LARGER, HAND
TOOL REMOVABLE, COLOR: BLUE, IN 10M-
BOTTLES. M NI MUM SHELF LI FE REQUI RED AT
TIME OF RECEIPT IS 10 MONTHS. VENDOR
TO SUPPLY CERTI FI CATE OF ANALYSI S &
CERTI FI CATE OF CONFORVANCE FOR EACH
BATCH I N SH PMENT TO NYCT MANAGER OF
TESTI NG & | NSPECTI ONS PRI OR TO

SHI PPI NG CERTI FI CATE OF ANALYSI S TO

I NCLUDE VI SCCSI TY, BREAK AND PREVAI L
LOCKI NG STRENGTH

IN 10 M. BTLS

HENKEL CORPORATI ON
HERNON MFG

PERVABOND

SAF-T- LOK

NYCTA

NYCTA

FEDERAL SPECI FI CATI ON

LOCTI TE 242 THREADLOCKER 24221 2569
NUTS N BOLTS #42310

PERVABOND MML15- 10M. BOTTLE

T42

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

M L-S-46163A TYPE |1 GRADE N
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QUALI FI ED PRODUCTS LI ST

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

ADHESI VE, SEALANT, THREAD LOCKER,
GENERAL PURPOSE MEDI UM STRENGTH

ADHESI VE FOR USE W TH FASTENERS, NUTS,
BOLTS, SCREWS 1/4" AND LARGER, HAND
TOOL REMOVABLE; COLOR: BLUE, IN 50 Mo
BOTTLES. VENDOR TO SUPPLY CERTI FI CATE
OF ANALYSI S & CERTI FI CATE OF
CONFORVANCE FOR EACH BATCH IN SHI PMVENT
TO NYCT MANAGER OF | NSPECTI ONS &

TESTI NG PRI OR TO SHI PPI NG CERTI FI CATE
OF ANALYSI S TO | NCLUDE VI SCOsI TY, BREAK
AND PROVAI L LOCKI NG STRENGTH. M NI MUM
SHELF LI FE REQUI RED AT TI ME OF RECEI PT
'S NI NE MONTHS.

IN 50 M. BTLS

HENKEL CORPORATI ON
HERNON MFG

PERVABOND

SAF-T- LOK

NYCTA

NYCTA

FEDERAL SPECI FI CATI ON

THORI TY DATE 07/10/2023 PAGE : 365
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD

LOCTI TE 242 THREADLOCKER 24231
NUTS N BOLTS #42330

PERVABOND MML15-50 ML BOTTLE
T42

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
M L-S-46163A, TYPE I, GRADE N

762

70-67-2172

SEALANT, PI PE SEALANT W TH TEFLON FOR
USE ON METAL PI PE THREADS, FI TTI NGS AND
FLANGES, ESPECI ALLY STAI NLESS STEEL.
ALSO USED ON TRACTI ON GEAR UNI' T
ASSEMBLY; NOT FOR USE ON PLASTI C PI PES.
VWH TE PASTE IN A 50 M. TUBE. PROVI DES

| MVEDI ATE LOW PRESSURE SEALI NG AND
CURES RAPI DLY TO SECURE AND SEAL

FI' TTINGS TO H GH PRESSURE. ANAERCBI C
COVPOUND THAT CURES VWHEN CONFI NED I'N
THE ABSENCE OF Al R AND BETWEEN CLOSE

FI TTI NG METAL SURFACES. | NSTANT SEALI NG
'S ACH EVED UP TO 1000 PSI UPON LI M TED
HAND TI GHTENI NG AFTER CURE THE SEAL
CAPABILITY IS UP TO THE BURST RATI NG OF
THE TYPI CAL PI PE. W THSTANDS
TEMPERATURES FROM - 65F TO 350F. SEALANT
I S METHACRYLATE ESTER BASED

W TH PCOLYTETRAFLUORCETHYLENE ( TEFLON) .
VI SCOSITY IS 175,000 CPS M NI MUM

SPECI FI C GRAVI TY BETWEEN 1. 07 AND 1. 21;
BREAKAVAY TORQUE LOCKI NG STRENGTH 15
IN-LBS MNIMUM SPEED OF CURE | S
BETWEEN 1 AND 4 HOURS FOR FI XTURE, FULL
STRENGTH W THI N 24 HOURS. CERTI FI CATE
OF CONFORMANCE AND CERTI FI CATE OF
ANALYSI S WHI CH | NCLUDES VI SCOsI TY,
BREAKAVWAY TORQUE LOCKI NG STRENGIH FOR
EACH BATCH I S TO BE PROVI DED TO NYCT
MANAGER OF TESTI NG & ANALYSI S PRI OR TO
SHI PPI NG MATERI AL. M NI MUM SHELF LI FE
REQUI RED AT TI ME OF RECEIPT IS NI NE

PERVATEX, | NC.
HENKEL CORPORATI ON
PERVABOND

NYCTA

NYCTA

59235 H TEMP THREAD SEALANT 50
LOCTI TE 567 TB 50M. EN 2087067
PERVABOND LH- 150- 50M. TUBE

CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
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I TY DATE 07/10/2023 PACGE : 366
M CURRENT VERSION : 1.10.00

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

USE PY1 USE YTD

70-67-2173 SEALANT, PIPE, WTH TEFLON, FOR USE ON
METAL PI PE THREADS, FITTI NGS AND
FLANGES, ESPECI ALLY STAI NLESS STEEL,
ALSO USED ON TRACTI ON GEAR UNI' T
ASSEMBLY. NOT FOR USE ON PLASTI C PI PES,
VWH TE PASTE IN A 250 M. TUBE. PROVI DES
| MVEDI ATE LOW PRESSURE SEALI NG AND
CURES RAPI DLY TO SECURE AND SEAL
FI' TTINGS TO H GH PRESSURE. ANAERCBI C
COVPOUND THAT CURES WHEN CONFI NED I'N
THE ABSENCE OF Al R AND BETWEEN CLOSE
FI TTI NG METAL SURFACES. | NSTANT SEALI NG
'S ACH EVED UP TO 1000 PSI UPON LI M TED
HAND TI GHTENI NG AFTER CURE THE SEAL
CAPABILITY IS UP TO THE BURST RATI NG OF
THE TYPI CAL Pl PE W THSTANDS
TEMPERATURES FROM -65 F TO 350 F.
SEALANT | S METHACRYLATE ESTER BASED
W TH PCOLYTERAFLUROCETHYLENE ( TEFLON) .

VI SCOsI TY OF 280, 000 - 800, 000 MPAS;
SPECI FI C GRAVI TY BETWEEN 1. 07 AND 1. 21;
BREAKAVAY TORQUE LOCKI NG STRENGTH 15
IN-LBS MNIMUM SPEED OF CURE | S 1-4
HOURS FOR FI XTURE. FULL STRENGTH W THI N
24 HOURS. CERTI FI CATE OF CONFORMANCE
AND CERTI FI CATE OF ANALYSI S VWHI CH

I NCLUDES VI SCOSI TY, BREAKAWAY LOCKI NG
STRENGITH FOR EACH BATCH | S TO BE

PROVI DED TO NYCT MANAGER OF TESTI NG &
ANALYSI S PRI OR TO SHI PPI NG MATERI AL.

"M N MU SHELF LI FE REQUI RED AT TI ME OF
RECEI PT IS NI NE MONTHS".

IN 250 M. TBE

HENKEL CORPORATI ON
NYCTA
NYCTA

LOCTI TE 567 TB 250M. EN 208706 93 55
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
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I TY DATE 07/10/2023 PAGE : 367
M CURRENT VERSION : 1.10.00

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON
SEALANT, PI PE SEALANT W TH TEFLON, FOR PERVABOND
USE ON METAL PI PE THREADS, FITTINGS AND HENKEL CORPORATI ON
FLANGES; ALSO USED ON GE CONTROLLER PERVABOND
#17KC76AE2; NOT FOR USE ON PLASTI C NYCTA

PI PES. WH TE PASTE IN A 50 M. TUBE. NYCTA
PROVI DES | MVEDI ATE LOW PRESSURE SEALI NG

AND ALLONS THE ADJUSTMENT OF FI TTI NGS

SHORTLY AFTER ASSEMBLY (FROM 5 TO 10

HOURS) ; AFTER CURE THE SEAL CAPABI LI TY

IS UP TO THE BURST RATI NG OF THE

TYPI CAL PI PE. SEALANT | S METHACRYLATE

ESTER BASED W TH 5%

POLYTETRAFLUCROETHYLENE ( TEFLON) .

M NI MUM VI SCCSI TY 200, 000 CPS; SPECI FI C

GRAVI TY BETVWEEN 1. 07 AND 1. 21; LOCKI NG
STRENGTH=PREVAI L 25 IN-LBS M Nl MUM

AFTER 24 HOURS OR BREAKAWAY 50 | N-LBS.

M Nl MUM AFTER 24 HOURS: SPEED OF CURE

'S LESS THAN 4 HOURS FOR FI XTURE. FULL

STRENGTH W THI N 72 HOURS. CERTI FI CATE

OF CONFORMANCE AND CERTI FI CATE OF

ANALYSI S WHI CH | NCLUDES VI SCOsI TY,

PREVAI L OR BREAKAWAY LOCKI NG STRENGTH

FOR EACH BATCH I S TO BE PROVI DED TO

NYCT MANAGER OF TESTI NG & ANALYSI S

PRI OR TO SHI PPI NG MATERI AL. "M NI MUM

SHELF LI FE REQUI RED AT TI ME OF RECEI PT

'S NI NE MONTHS".

IN 50 M. TBE

USE PY1 USE YTD

LHO50 2394 1268
LOCTI TE PST PI PE SEALANT 59231

PERVABOND LH- 050- 50M. TUBE

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

70-67-2300

SEALANT, ADHESI VE, ELASTOVERI C PREM UM SI KAFLEX
GRADE HI GH PERFORVANCE, MJ STURE CURED, NYCTA

1 COVPONENT, PCLYURETHANE BASE NON- SAG NYCTA
SEALANT IN 10.3 FL. OZ. CARTRI DGE.

COLOR: BLACK, PACKED 24 CARTRI DGES PER

CASE. M NI MUM SHELF LI FE REQUI RED AT

TIME OF RECEIPT IS 9 MONTHS

24 CART/ CSE

1A BLACK 339 198
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

70-67-5170

EVS
JSBYRALL

NEW YORK
COMMODI

CIl TY TRAN
TY MANAGE

2w
m—

QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

SEALANT, PI PE, NON- HARDENI NG TYPE W TH
TEFLON;, SMOOTH PASTE; FOR USE ON
THREADED METAL PI PES, FITTI NGS AND
FLANGES; NON- HARDENI NG FOR EASY

DI SASSEMBLY; NOT' FOR USE ON PLASTI C

Pl PES; PACKAGED | N ONE PI NT BRUSH CANS.
VI SCOSI TY 45, 000- 80, 000 CPS; SPECI FI C
GRAVI TY BETWEEN 1. 06 AND 1.40; M N MM
SHELF LI FE REQUI RED AT TI ME OF

SHI PMENTS |'S TEN MONTHS. VENDOR TO
SUPPLY CERTI FI CATE OF ANALYSI S &

CERTI FI CATE OF CONFORVANCE FOR EACH
BATCH I N SH PVMENT TO NYCT MANAGER OF

I NSPECTI ONS & TESTI NG PRIOR TO

SHI PPI NG CERTI FI CATE OF ANALYSI S TO

I NCLUDE VI SCCSI TY.

IN 1 PINT CANS

HENKEL CORPORATI ON
NYCTA
NYCTA

70-67-7005

DETECTOR, GAS LEAK SOLUTI ON, NON- TOXI C,
NON- FLAMVABLE, BI ODEGRADABLE. FOR USE

I N DETECTI NG GAS LEAK I N TEMPERATURE
RANCGE 35 TO 177 DEGREES FAHRENHEI T.
PACKAGED | N ONE QUART SPRAY BOTTLE.
FOR DETECTI NG LEAKS OF REFRI GERANT I N
HVAC SYSTEMS

REFRI GERATI ON TECHNOLCOG ES
NYCTA
NYCTA

70-68-0100

COVPOUND, ELECTRI CAL JO NT, CONDUCTI VE,
H GH TEMPERATURE, FOR USE I N ALUM NUM
TO ALUM NUM AND/ OR ALUM NUM TO COPPER
CONNECTI ONS, PACKAGED I N 7-OZ SQUEEZE
TUBE, 10 TUBES IN A BOX. USED ON LI NE
SW TCH ASSEMBLY TYPE UMB-925D. A

CERTI FI CATE OF CONFORMANCE OF

COVPCOSI TI ON ANALYSI S FOR EACH BATCH TO
BE PROVI DED TO NYCT MANAGER OF

TESTI NG & ANALYSI S PRI OR TO SHI PPI NG
10 TBES/ BOX

ALCOA FUJI KURA LTD
NYCTA
NYCTA

THORI TY DATE 07/10/2023 PAGE : 368
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD
LOCTI TE 5113 THREAD SEALANT 445 254

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

Bl G BLU RT100S 271 138

CCSS-001, REV I, 3-9-11, LABEL

CCSS- 003 REV E 9/11/17 RESTR S

ELECTRI C JO NT COMPOUND NO. 2 10 7

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

70-70-1000

EVS
JSBYRALL

NEW YORK
COMMODI

Cl
TY

TY TRAN
MANAGE

2w
m—

QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

LUBRI CANT, SLI DI NG COMPOUND W TH

SI LI CONE; MULTI - PURPCSE; USED FOR

I NSTALLI NG W NDOW GLASS; M NI MUM

MELTI NG PO NT 50 DEGREES C, SPECI FI C
GRAVITY 0.8 TO 1.2; VISCOSITY @100
DEGREES C 4-25 CST; WATER CONTENT <0. 1%
PACKAGED IN 1 GALLON CAN

IN 1 GAL CAN

SLIPIT I NDUSTRI ES | NC
NYCTA
NYCTA

SLIPI'T SLI DI NG COVPOUND
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

I DATE 07/10/2023 PAGE :
M CURRENT VERSI ON :

369
1.10.00

USE PY1 USE YTD

70-71-1200

SOAP, M LLED TO LET CAKE, 3-0Z., MJST
MEET THE PROPERTIES OF A M LLED TO LET
SOAP G VEN I N NYC SPECI FI CATI ON
5-S-25:85, TABLES | + II, TO BE
PACKAGED 200 UNWRAPPED CAKES PER CASE.
EACH CASE TO HAVE MANUFACTURER S NANME
AND PART NUMBER + P. O NUMBER PRI NTED
ONIT

200 CAKES/ CSE

CORCRAFT/ DEPT. OF CORRECT. SERV

NYC SPEC
NYCTA
NYCTA

M LLED TO LET BAR SOAP UO15579
5-S-25:85

CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

34022

5584

70-71-1525

SOAP, LEAK DETECTOR, FOR DETECTI NG
LEAKS I N PNEUVATI C PARTS. MJST PROVI DE
VI SI BLE BUBBLI NG ACTI ON WHEN DI LUTED AT
5:1 WTH WATER AND APPLI ED TO LEAKI NG
PNEUNMATI C PARTS RUN THROUGH W TH 80 PSI
Al R AND RAI LCAR Al R COVWPRESSORS RUN
THROUGH WTH 145 PSI AIR PH TO BE
BETWEEN 7 AND 9; M NI MUM 16% ACTI VE

| NGREDI ENTS. CERTI FI CATE OF ANALYSI S
AND CERTI FI CATE OF CONFORMANCE/

COWPLI ANCE FOR EACH BATCH TO ACCOMPANY
EACH SHI PMENT. CERTI FI CATE OF ANALYSI S
TO | NCLUDE BATCH #, SIZE OF BATCH, DATE
OF MANUFACTURE, PH, % ACTI VE | NGREDI ENT
CONTENT. PACKAGED I N 55 GALLON DRUNMES.

IN 55 GAL DRMS

NATI ONW DE CHEM CAL CO.,
NYCTA
NYCTA

TA900 LI QUI D HAND SOAP
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D : EVS NEW YORK CITY TRANSI T AUTHORI TY DATE 07/10/2023 PAGE : 370
PROG- | D : JSBYRALL coMmMoblI TY MANAGEMENT SYSTEM CURRENT VERSION : 1.10.00
QUALI FI ED PRODUCTS LI STI NG
SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT
STOCK NO LONG DESCRI PTI ON MFG NAME MFG PART NO USE PY1 USE YTD
70-71-1530 CLEANER, HEAVY DUTY ALKALI NE. PRODUCT NATI ONW DE CHEM CAL CO., INC. "BLOCK BUSTER' 110 (R-3) 50 0
MUST BE NON- STREAKI NG, SELF RI NSI NG, NYCTA CCSS- 001, REV I, 3-9-11, LABEL
SOLUBLE I N COLD WATER, LOW FOAM NYCTA CCSS- 003 REV E 9/11/17 RESTR S
NON- TOXI C & NON- FLAMVABLE, TO BE NYCTA PALLET SPEC.
PACKED I N 5 GAL. CONTAI NERS W TH
I NSTRUCTI ONS FOR USE AND CAUTI ON
I NSTRUCTI ONS. CONTAI NERS MUST BEAR
LEGEND " NYCTA NOT FOR RESALE". PRODUCT
MUST STATE LABEL U.S.D. A. APPROVED W TH
REG STRATI ON NUMBERS.
IN5 GAL CTR
70-72-1201 CLEANER, DEGREASER, FOR REMOVAL OF CRC | NDUSTRI ES, | NC. Cl TRUS DEGREASER #14170 31620 19885
GREASE, RUBBER RESI DUES, WAX, ADHESI VE. | TW CHEMIRONI CS, | NC MAX- KLEEN CI TRUS HF ES2291
PACKAGED I N 12-16 OZ NET. WEI GHT NYCTA CCSS-001, REV I, 3-9-11, LABEL
AERCSCL CAN. CONTAI'NS D- LI MONENE, NYCTA CCSS- 003 REV E 9/11/17 RESTR S

TECHNI CAL GRADE, ALI PHATIC
HYDROCARBONS, CARBON DI OXI DE
PROPELLANT, FLASH PO NT MJUST BE ABOVE
140 DEGREES FAHRENHEI T. MJST MEET
NYSDEC VOC REGULATI ONS FOR AERCSCL
GENERAL PURPOSE DEGREASERS W TH A

MAXI MUM ALLOWABLE VOC CONTENT OF 50% BY
VEI GHT.  VENDOR TO SUPPLY CERTI FI CATE OF
ANALYSI S (C OF A) AND CERTI FI CATE OF
CONFORMANCE/ COVPLI ANCE (C OF ©) FOR
EACH BATCH TO NYCT MANACGER OF

I NSPECTI ONS & TESTI NG PRI OR TO SHI PPl NG
MATERI AL. CERTI FI CATE OF ANALYSI S TO

| NCLUDE BATCH #, SIZE OF BATCH, DATE OF
MANUFACTURE, & FLASHPO NT. CERTI FI CATE
OF CONFORVMANCE/ COVPLI ANCE TO | NCLUDE
VOC CONTENT. NON-EMPTY CONTAI NERS OF
THI S MATERI AL OR RAGS/ W PERS USED W TH
TH' S MATERI AL MUST NOT NEED TO BE

DI SPOSED OF AS HAZARDOUS WASTE. PPE
REQUI RED: CHEM CAL SPLASH GOGGELES,
NEOPRENE/ NI TRI LE GLOVES.

12-16 OZ CAN



USER-I D :
PROG- I D :

70-72-1202

EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

QUALI FI ED PRODUCTS LI ST

2w
m—
Z -

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

CLEANER AND DEGREASER, USED ON R142
CARS FOR CLEANI NG DEGREASI NG THE
CONDENSER FAN MOTOR SHAFT PRI OR TO
APPLY! NG ADHESI VE TO ADHERE BEARI NG
HYDROCARBON BLEND. M NI MUM FLASH PO NT
188 DEGREES F., SPECI FIC CGRAVITY =

0. 76-0.81, PACKAGED IN 15 OZ. AERCSCL
CAN. VENDOR TO SUPPLY CERTI FI CATE OF
ANALYSI S (C OF A) AND CERTI FI CATE OF
CONFORMANCE/ COVPLI ANCE (C OF C) FOR EACH
BATCH TO NYCT MANAGER OF | NSPECTI ONS &
TESTI NG PRI OR TO SHI PPI NG MATERI AL.
CERTI FI CATE OF ANALYSI S TO | NCLUDE
BATCH #, DATE OF MANUFACTURE, SHELF

LI FE AND SPECI FI C GRAVI TY. 12 CANS PER
BOX.

*** M N MUIM SHELF LI FE AT TI ME OF

RECEI PT IS 9 MONTHS ***

HENKEL CORPORATI ON
NYCTA
NYCTA

THORI TY DATE 07/10/2023 PAGE : 371
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD

LOCKTI TE ODC- FREE CLNR/ DEGREAS 0 0
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

70-72-1711

DESI CCANT, FOR KNORR Al R BRAKE DUAL
CHAMBER AIR DRYER UNIT TYPE LTZ 012-H,
MOLECULAR SI EVE, SODI UM ALUM NGCSI LI CATE
ADSCRBENT, 8 X 12 BEADS. APPARENT

DENSI TY 50 LBS/FT3 M NI MJUM CRUSH
STRENGIH 12 LBS M NI MUM  WATER CAPACI TY
@ 25 DEGREES C 19. 5% VEI GAT M NIl MUM
BEAD SI ZE DI STRI BUTI ON 100% WEI GHT

M N MUM THROUGH 6 MESH SCREEN. PACKAGED
I N NON- POROUS BAG VEI GHTI NG 5 POUNDS.
BAG | S PACKED | N CARBOARD BOX W TH
MATERI AL SAFETY DATA SHEET. DESI CCANT
MUST NOT CONTAIN QUARTZ OR SI LI CA.

DES|I CCANT MUST BE UCP " MOLSI V
ADSCRBENTS AB 8 X 12 #F8928002".
REPLACEMENT FOR COVMODI TY #18-44-9818
(STU15105). DI STRI BUTCRS NAME TO APPEAR
ON CARBOARD BOX, ALONG W TH
MANUFACTURER S NAME, COWCDI TY #, PO#,
MFG  DATE, BATCH #, BEST |F USED BY
DATE. VENDOR TO SUPPLY A CERTI FI CATE OF
COVPLI ANCE/ CONFORMANCE W TH EACH

SHI PMENT CERTI FYI NG THAT THE MATERI AL
BEI NG SUPPLI ED MEETS ALL THE

REQUI REMENTS OF THE PURCHASE ORDER/
ORDERI NG DESCRI PTI ON/ SPECI FI CATI ON

IN 5 LB BAG

KNORR BRAKE CORPORATI ON
NYCTA
NYCTA

IN 5 LB BAG

810532 0 0
CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

EVS NEW YORK
JSBYRALL COMMODI

CIl TY TRAN
TY MANAGE

2w
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QUALI FI ED PRODUCTS LI ST

I TY DATE 07/10/2023 PAGE : 372
M CURRENT VERSION : 1.10.00

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

MFG PART NO USE PY1 USE YTD

70-72-1713

DESI CCANT KI'T, FOR KNORR Al R BRAKE DUAL
CHAMBER AIR DRYER UNIT TYPE LTZ 012-H,
KI'T CONTAI NS TWO FI VE POUND BAGS OF
MOLECULAR SI EVE 8 X 12 BEAD DESI CCANT,
FOUR O RI NGS AND | NSTRUCTI ON SHEET,

DES|I CCANT MUST BE UCP " MALSI V
ABSCRBENTS AB 8 X 12 #F8928002".

DESI CCANT | S PACKAGED I N NON- POROUS
BAGS. DESI CCANT MUST NOT CONTAI N QUARTZ
OR SILICA KI'T SUPPLIED I N A CARDBOARD
BOX. MATERI AL SAFETY DATA SHEET MJUST BE
PROVI DED | N EACH BOX. DI STRI BUTORS NANME
TO APPEAR ON CARDBCOARD BOX, ALONG W TH
MANUFACTURER S NAME, COWCDI TY #, PO #,
MFG.  DATE, BATCH #, BEST |F USED BY
DATE. VENDOR TO SUPPLY A CERTI FI CATE OF
COVPLI ANCE/ CONFORVANCE W TH EACH SHI P-
MENT CERTI FYI NG THAT THE MATERI AL BEI NG
SUPPLI ED MEETS ALL THE REQUI REMENTS OF
THE PURCHASE ORDER/ ORDERI NG

DESCRI PTI ON/ SPECI FI CATI ON.

IN 2 5 LB BAGS

KNORR BRAKE CORPORATI ON
NYCTA

810533 0 0
CCSS- 001, REV I, 3-9-11, LABEL

70-72-1715

DESI CCANT, FOR KNORR Al R BRAKE Al R
DRYER UNI T W-120. MOLECULAR SI EVE,

SODI UM ALUMCSI LI CATE ADSORBENTS, 8 X 12
BEADS. APPARENT DENSI TY 50 LBS/ FT3

M N MUM CRUSH STRENGTH 12 LBS M NI MUM
WATER CAPACI TY @25 DEGREES C 19. 5%

VEI GHT M NI MUM BEAD SI ZE DI STRI BUTI ON
100% WEI GHT M NI MUM THROUGH 6 MESH
SCREEN. PACKAGED | N NON- POROUS BAG

VEI GHTI NG 9. 7 POUNDS. BAG I S PACKED | N
CARDBOARD BOX W TH MATERI AL SAFETY DATA
SHEET. DESI CCANT MJST NOT CONTAI N
QUARTZ OR SI LI CA. DESI CCANT MJUST BE UCP
"MOLSI 'V ADSORBENTS AB 8 X 12
#F8928002". DI STRI BUTORS NAME TO APPEAR
ON CARDBOARD BOX, ALONG W TH
MANUFACTURER S NAME, COWCDI TY #, PO #,
MFG  DATE, BATCH #, BEST |F USED BY
DATE. VENDOR TO SUPPLY A CERTI FI CATE OF
COVPLI ANCE/ CONFORMANCE W TH EACH

SHI PMENT CERTI FYI NG THAT THE MATERI AL
BEI NG SUPPLI ED MEETS ALL THE

KNORR BRAKE CORPORATI ON
NYCTA
NYCTA
NYCTA

810532/9. 7 0 0
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV D 12/2/15 RESTR S
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

QUALI FI ED PRODUCTS

2w

I TY DATE 07/10/2023 PAGE : 373
M CURRENT VERSION : 1.10.00

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

REQUI REMENTS OF THE PURCHASE ORDER/
ORDERI NG DESCRI PTI ON/ SPECI FI CATI ON.

USE PY1 USE YTD

70-72-1716

DESI CCANT KI'T, FOR KNORR Al R BRAKE
DRYER UNI T WW-120. KIT CONTAINS TWO 9.7 NYCTA
POUND BAGS OF MOLECULAR SI EVE 8 X 12 NYCTA
BEAD DESI CCANT, FOUR O RI NGS AND

I NSTRUCTI ON SHEET. DESI CCANT MJST BE

UCP " MOLSIV ADSORBENTS SABD 1.7-2.4 MM

DESI CCANT | S PACKAGED I N NON- POROUS

BAGS, DESI CCANT MUST NOT CONTAI N QUARTZ

OR SILICA KI'T SUPPLIED I N A CARDBOARD

BOX. MATERI AL SAFETY DATA SHEET MJUST BE

PROVI DED | N EACH BOX. REPLACEMENT FOR

COWODI TY #18- 62- 9956(#806544/ 151) .

DI STRI BUTOR S NAME TO APPEAR ON

CARDBOARD BOX, ALONG W TH

MANUFACTURER S NAME, COWCDI TY #, PO #,

MFG  DATE, BATCH #, BEST |F USED BY

DATE. M NI MUM SHELF LI FE REQUI RED AT

TIME OF RECEIPT IS NI NE MONTHS. VENDOR

TO SUPPLY A CERTI FI CATE OF COVPLI ANCE/
CONFORVANCE W TH EACH SHI PMENT

CERTI FYI NG THAT THE MATERI AL BEI NG

SUPPLI ED MEETS ALL THE REQUI REMENTS OF

THE PURCHASE ORDER/ ORDERI NG

DESCRI PTI ON/ SPECI FI CATION. TWD 9.7 LB

BAGS

TWO 9.7 LB BAGS

KNORR BRAKE CORPORATI ON

806544/ 151 7 1-
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

70-72-1717

DESI CCANT, ABSCORBENT, ACTI VATED GRAHAM VHI TE
ALUM NA( BASF-"F-200"). FOR GRAHAM WHI TE  NYCTA
Al R DRYER ASSEMBLY UNI T #995-200 USED NYCTA
I N RAI LCAR Al R BRAKE COVPRESSOR; 1/8"

BEAD DI AMETER, 3 POUNDS I N CLUTCH BAG

SEALED I N PLASTI C OR PLASTI C BAG ONLY.
REPLACEMENT FOR COVMODI TY #18-32- 2025
(5995-038). DESI CCANT MUST NOT CONTAI N

QUARTZ OR SI LI CA. MATERI AL SAFETY DATA

MUST BE PROVI DED I N EACH BOX.

DI STRI BUTORS NAME TO APPEAR ON

CARDBOARD BOX, ALONG W TH

MANUFACTURER S NAME, COWCDI TY #, PO #,

MFG  DATE, BATCH #, BEST |F USED BY

DATE. BAG MJUST BE LABELED W TH

MANUFACTURER S NAME, COWCDI TY #, PO #,

5995- 038 595 276
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D : EVS
PROG- | D : JSBYRALL

NEW YORK
COMMODI

CIl TY TRAN
TY MANAGE

QUALI FI ED PRODUCTS

2w

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

MFG  DATE, BATCH #, BEST |F USED BY
DATE.

IN 3 LB BAG

I TY DATE 07/10/2023 PAGE : 374
M CURRENT VERSI ON :

1.10.00

USE PY1 USE YTD

70-72-1718 DESI CCANT KI'T, FOR GRAHAM VH TE Al R
DRYER ASSEMBLY UNI T #995-200 USED | N
RAI LCAR Al R BRAKE COVPRESSORS. KI T
CONTAI NS A THREE POUND BAG OF ACTI VATED
ALUM NA BEAD(1/8") DESI CCANT, ONE
3-3/4" 1.D. ORING TWD 11/16" O RI NGS.
DESI CCANT MUST BE BASF "F-200"
ADSCRBENT, DESI CCANT |'S PACKED I N
CLUTCH BAG SEALED I N PLASTI C OR
PLASTI C BAG ONLY. DESI CCANT MJST NOT
CONTAIN QUARTZ OR SI LI CA. MATERI AL
SAFETY DATA SHEET MJUST BE PROVI DED | N
EACH BOX, DI STRI BUTORS NAME TO APPEAR
ON CARDBOARD BOX, ALONG W TH
MANUFACTURER S NAME, COWCDI TY #, PO #,
MFG  DATE, BATCH #, BEST |F USED BY
DATE. BAG MUST BE LABELED W TH
MANUFACTURER S NAME, COWCDI TY #, PO #,
MFG.  DATE, BATCH #, BEST |F USED BY
DATE

GRAHAM VHI TE
NYCTA
NYCTA

RVB95- 1 0
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

70-77-1195 TESTI NG COMPOUND, FLUORESCENT MAGNETI C
PARTI CLE PREPARED BATH; REFI NED
PETROLEUM DI STI LLATE BASED FLUI D, FLASH
PO NT TO BE OVER 200 DEGREES F; NMAXI MUM
VI SCOSI TY TO BE 3 CST @ 100 DEGREES F
AND 5 CST @65 DEGREES F; FLUORESCENCE
SHALL BE | N ACCORDANCE W TH SAE
AMS 2641 D SECTION 3. 2.3 AS MEASURED BY
METHOD SECTIONS 3.2.3.1 + 3.2.3.2 OF
THAT DOCUMENT; MAXI MUM PARTI CLE MATTER
TO BE 1.0 MJ LI TER PER ASTM D2276
MAXI MUM TOTAL ACID # TO BE 0.15 MG
KOH LI TER PER ASTM D3242; COLOR SHALL
NOT BE DARKER THAN #2 ASTM COLOR PER
ASTM D1500; SHALL BE FREE OF FOREI GN
MATERI AL AND OTHER CONTAM NANTS;
PACKAGED | N 5- GALLON CONTAI NERS

IN5 GAL CTRS

14AM MAGNAGLO PREPARED BATH 300
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

70-77-1252

EVS NEW YORK
JSBYRALL COMMODI

CIl TY TRAN
TY MANAGE

2w
m—

QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

KIT, TEST, ACID, IS USED ON ALL

REFRI GERATI ON O LS, TO DETERM NE THE
LEVEL OF ACID W TH N REFRI GERATI ON
UNI'T, BI ODEGRADABLE, NON- FLAMVABLE,
EACH ACI D TEST KIT CONSI STS OF A
CONTAI NER WTH 4 GLASS VI ALS TO
PERFORM FOUR SEPARATE TESTS. 12
CONTAI NERS/ KI TS PER CASE

12 KIT PER CSE

COMSTAR | NTERNATI ONAL | NC.
NYCTA
NYCTA

MFG PART NO USE PY1
90- 311 17
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

I TY DATE 07/10/2023 PAGE : 375
M CURRENT VERSION : 1.10.00

USE YTD

71-09-1030

PAI NT, LATEX, FLAT, BLACK, EXTERI OR,
ACRYLI C EMJULSION, I N 5 GAL. CANS.

VI SCOSI TY 75 KU M NI MUM 60 DEGREE
SPECULAR GLGSS |'S LESS THAN 10 DEGREES;
DRY TO TOUCH TIME IS 1 HOUR MAXI MUM
VOC = 340 G L (2.84 LB/GAL)MAXIUM THI' S
PAINT 1S USED BOTH AS AN | NDUSTRI AL

MAI NTENANCE COATI NG ( NYDEC REGULATI ON
6NYCRR PART 205) AND AS A SURFACE
COATI NG FOR M SCELLANEQUS METAL PARTS
AND PRODUCTS (6NYCRR PART 228). THE
CONTAI NERS MUST BE LABELED " | NDUSTRI AL
MAI NTENANCE COATI NG' W TH ONE OR MCORE
OF THE FOLLOW NG STATEMENTS: (1) "FOR
| NDUSTRI AL USE ONLY", (2)"FOR

PROFESSI ONAL USE ONLY", (3) "NOTI FOR
RESI DENTI AL USE", OR (4) "NOT | NTENDED
FOR RESI DENTI AL USE". VENDOR MJST
SUBM T DRAVWDOWN SAMPLE FOR COLOR
APPROVAL

IN 5 GAL CANS

MERCURY PAI NT CO.

NYCTA TT-P-19B BLACK 0

71-09-1050

PAI NT, ALKYD EXTERI OR ENAMEL, BLACK
GLCSS | N ONE GALLON CAN. USED TO PAI NT
TRUCK FRAMES AND MOTORS ON SUBVWAY CARS
AND LOCOMOTI VE ENG NES AND ALSO SHOP
DOORS AND TRIM COLOR: NYCT FEDERAL
GLCSS BLACK. MUST MEET REQUI REMENTS OF
FEDERAL SPEC. TT-E-489, REVI SI ON J
EXCEPT FOR THE VI SCOSI TY AND SPECULAR
GLGSS AND DRY Tl ME REQUI REMENTS. THE
UNREDUCED VI SCOSI TY MUST BE 70 KREB
UNITS M NIMUM SPECULAR LGSS IS TO BE
MEASURED AT 60 DEGREES (NOT 20 DEGREES)
AND MUST BE 65 M NIMUM SET TO TOUCH
DRY TIME IS 10 HOURS MAX; DRY TO RECOAT

NYCTA CCSS- 001, REV I, 3-9-11, LABEL

NYCTA CCSS- 002 1/05 G R PAINTS REV.

NYCTA CCSS- 003 REV E 9/11/17 RESTR S
MERCURY PAI NT CORP/ AMSTERDAM M | NDUSTL MAI NT ML2 BLACK 155
NYCTA CCSS- 001, REV I, 3-9-11, LABEL

NYCTA CCSS- 002 9/21 G R PAINTS REV.

NYCTA CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

QUALI FI ED PRODUCTS

2w

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON MFG NAME
TIME IS 48 HOURS MAX. THI'S PAINT | S
USED BOTH AS AN | NDUSTRI AL MAI NTENANCE
CQOATI NG ( NYDEC REGULATI ON 6NYCRR PART
205) AND AS A SURFACE COATI NG FOR

M SCELLANEQUS METAL PARTS AND PRODUCTS
(6NYCRR PART 228). I T MJUST COVPLY W TH
THE MORE RESTRI CTIVE VOC LIM T FOR
6NYCRR PART 205 | NDUSTRI AL MAI NTENANCE
COATI NGS W TH MAXI MUM VOC OF 2. 09

LB/ GAL (250 G L). THE CONTAI NERS MUST
BE LABELED " | NDUSTRI AL MAI NTENANCE
COATI NG' WTH ONE OR MORE OF THE
FOLLOW NG STATEMENTS: (1) "FOR

I NDUSTRI AL USE ONLY" (2) "FOR

PROFESSI ONAL USE ONLY", (3) "NOTI FOR
RESI DENTI AL USE", OR (4) "NOT | NTENDED
FOR RESI DENTI AL USE". VENDOR MJST
SUBM T DRAVWDOWN SAMPLE FOR COLOR
APPROVAL IN 1 GAL CAN

I TY DATE 07/10/2023 PAGE : 376
M CURRENT VERSION : 1.10.00

MFG PART NO USE PY1 USE YTD

71-09-1100

IN 1 GAL CAN

PAI NT, LATEX, ENAMEL, BLACK GLGCSS, MERCURY PAI NT CO.
EXTERI OR/ | NTERI OR, | N ONE GALLON CAN. NYCTA

USED TO PAI NT MOTOR FRAMES AND SHELLS. NYCTA

APPLI ED BY SPRAY, BRUSH AND DI PPI NG NYCTA

COLOR: NYCT LATEX BLACK. MJST MEET
COMVERCI AL | TEM DESCRI PTI ON A- A- 2246
AND FEDERAL SPECI FI CATI ON TT-P-29K
EXCEPT THAT 60 DEGREE SPECULAR GLGSS
MUST BE 70 M NI MUM VI SCOSI TY MUST BE
75 KU MN MM SET TO TOUCH TI ME MJUST
BE 6 HOURS MAXI MUM DRY HARD TI ME 16
HOURS MAXI MUM  DRY TO RECOAT TI ME MJUST
BE 24 HOURS MAXIMUM TH' S PAINT | S
MARKETED AS AN | NDUSTRI AL MAI NTENANCE
CQOATI NG ( NYSDEC REGULATI ON 6NYCRR PART
205) AND IS USED AS A SURFACE COATI NG
FOR M SCELLANEQUS METAL PARTS AND
PRODUCTS (6NYCRR PART 228). | T MJST
COWLY W TH THE MORE RESTRI CTI VE VOC
LIMT FOR 6NYCRR PART 205 | NDUSTRI AL
MAI NTENANCE COATI NGS W TH MAXI MUM VOC
OF 2.84 LBS/BAL (340 GL). THE

CONTAI NERS MUST BE LABELED " | NDUSTRI AL
MAI NTENANCE COATI NG' W TH ONE OR MCORE
OF THE FOLLOW NG STATEMENTS: (1) "FOR
I NDUSTRI AL USE ONLY", (2) "FOR

LATENBLCK

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

QUALI FI ED PRODUCTS

2w

I TY DATE 07/10/2023 PAGE : 377
M CURRENT VERSION : 1.10.00

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

PROFESSI ONAL USE ONLY" (3) "NOT FOR
RESI DENTI AL USE", (4) "NOT | NTENDED FOR
RESI DENTI AL USE". VENDOR MJST SUBM T
DRAVWDOVWN SAVPLE FOR COLOR APPROVAL

IN 1 GAL CAN

71- 09- 1456

PAI NT, LATEX, TAN, GLCSS | NTERI CR/ MERCURY PAI NT CO.

EXTERI OR, | N ONE GALLON CANS. USED ON FEDERAL STD.

| NTERI OR AND EXTERI OR SOCP AND CLEANI NG NYCTA

BOOTH WALLS. TRI STI MJLUS VALUES: NYCTA

L*73.06M A*7.98, B*17.29; DELTA E-2.00 NYCTA
; MUST MEET REQUI REMENTS OF

COMVERCI AL | TEM DESCRI PTI ON A- A- 2246

EXCEPT THAT VI SCOSI TY MUST BE 75 KU

MN MUM SET TO TOUCH TI ME MJST BE 2

HOURS MAXI MUM  DRY HARD Tl ME 16 HOURS

MAXI MUM  DRY TO RECOAT TI ME MJUST BE 24

HOURS MAXI MUM MUST COVPLY W TH NYSDEC

REGULATI ON 6NYCRR PART 205 | NDUSTRI AL

MAI NTENANCE COATI NGS W TH MAXI MUM VOC

OF 2.84 LB/ GAL (340 GL). THE

CONTAI NERS MUST BE LABELED " | NDUSTRI AL

MAI NTENANCE COATI NG' W TH ONE OR MCORE

OF THE FOLLOW NG STATEMENTS: (1) "FOR

| NDUSTRI AL USE ONLY" (2) "FOR

PROFESSI ONAL USE ONLY", (3) "NOTI FOR

RESI DENTI AL USE", OR (4) "NOT | NTENDED

FOR RESI DENTI AL USE".

MFG PART NO USE PY1 USE YTD
LATEX EN LI GAT FAWN TAN 0 5
AA- 2246

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S

71-09- 1605

PAI NT, ENAMEL, BLUE, G.CSS, AIR DRY, IN MERCURY PAINT CO
5 GALLON CAN. USED TO PAI NT SHOP WALLS NYCTA
AND LI NES ON SHOP FLOORS TO | NDI CATE NYCTA
HARD HAT AREAS. COLOR: NYCT PENNANT NYCTA
BLUE ( TRI STI MULUS VALUES: L* 49. 23,

A*-25.88, B*-19.65; DELTA E=2.00) MJST

MEET REQUI REMENTS OF FEDERAL SPEC

TT-E-489, REVI SION J EXCEPT FOR THE

VI SCOSI TY AND SPECULAR GLCSS AND DRY

TI ME REQUI REMENTS. THE UNREDUCED

VI SCOSI TY MUST BE 70 KREB UNI TS

M N MUM SPECULAR GLGSS IS TO BE

MEASURED AT 60 DEGREES (NOT 20 DEGREES)

AND MUST BE 65 M NIMUM SET TO TOUCH I S

10 HOURS; DRY HARD TIME IS 16 HOURS.

DRY TO RECOAT TIME IS 48 HOURS MAX

MUST COVPLY W TH NYSDEC REGULATI ON

6NYCRR PART 205: | NDUSTRI AL MAI NTENANCE

| MC ML2 PENNANT BLUE 71091605 55 5
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D : EVS NEW YORK CI TY TRAN
PROG- | D : JSBYRALL coMMODI TY MANAGE

I TY DATE 07/10/2023 PAGE : 378
M CURRENT VERSION : 1.10.00

2w
m—

QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

STOCK NO LONG DESCRI PTI ON MFG NAME MFG PART NO USE PY1 USE YTD
COATI NGS W TH MAXI MUM VOC OF 2. 09
LB/ GAL (250 G L). THE CONTAI NERS MUST
BE LABELED " | NDUSTRI AL MAI NTENANCE
COATI NG' WTH ONE OR MORE OF THE
FOLLOW NG STATEMENTS: (1)"FOR
| NDUSTRI AL USE ONLY", (2)"FOR
PROFESSI ONAL USE ONLY", (3)"NOT FOR
RESI DENTI AL USE", (4)"NOT | NTENDED FOR
RESI DENTI AL USE". IN 5 GAL CAN IN 5 GAL
CAN
IN 5 GAL CAN

71-09-1690 PAINT, ALKYD, ENAMEL, CHOCOLATE BROW, MERCURY PAI NT CO. I ND MAI NT CHOCOBROWN#20099 0 0
GLGSS, I N ONE GALLON CAN. USED TO PAI NT NYCTA CCSS- 003 REV E 9/11/17 RESTR S
WALLS AND TRI M5. COLOR: NYCT GLGSS
CHOCOBROWN ALKYD TRI STI MULUS VALUES: L*
36. 65, A*6.70, B*11.57; DELTA E=2.00;
REQUI REMENTS OF FEDERAL SPEC. TT- E-489,
REVI S| ON J EXCEPT FOR THE VI SCOSI TY AND
SPECULAR GLGSS AND DRY TI ME
REQUI REMENTS. THE UNREDUCED VI SCCSI TY
MUST BE 75 KREB UNI TS M Nl MUM SPECULAR
GLGCSS |'S TO BE MEASURED AT 60 DEGREES
(NOT 20 DEGREES) AND MUST BE 70
MN MUM SET TO TOUCH DRY TIME IS 10
HOURS. DRY TO RECOAT TI ME 48 HOURS
MAXI MUM MUST COWVPLY W TH NYSDEC
REGULATI ON 6NYDEC PART 205 | NDUSTRI AL
MAI NTENANCE COATI NGS W TH MAXI MUM VOC
OF 2.09 LB/GAL (250 GL). THE
CONTAI NERS MUST BE LABELED " | NDUSTRI AL
MAI NTENANCE COATI NG' W TH ONE OR MCORE
OF THE FOLLOW NG STATEMENTS: (1) "FOR
| NDUSTRI AL USE ONLY", (2) "FOR
PROFESSI ONAL USE ONLY", (3) "NOTI FOR
RESI DENTI AL USE", (4) "NOT | NTENDED FOR
RESI DENTI AL USE".



USER-I D :
PROG- I D :

71-09- 2310

EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

QUALI FI ED PRODUCTS

2w

I TY DATE 07/10/2023 PAGE : 379
M CURRENT VERSION : 1.10.00

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

PAI NT, ALKYD, ENAMEL, BATTLESH P GRAY

MERCURY PAI NT CO.

FLOOR AND DECK, GLOSS, IN FI VE GALLON NYCTA
CAN. USED TO PAI NT SHOP FLOORS. COLOR: NYCTA
NYCT BATTLESH P GRAY ( TRI STI MJLUS NYCTA
VALUES: L* 48.03, A* -3.41, B* -0.61, NYCTA

DELTA E= 1.30). (MERCURY PAI NT

TRI STI MULUS VALUES: L*48.49, A*-3.25,
B*-0.23, DELTA E=2.0 MAX ) SPECULAR
GLCSS MUST BE 70 M NI MUM - MUST MEET
REQUI REMENTS OF FEDERAL SPEC. TT- E-487
W TH THE EXCEPTI ON OF DRY TI ME. SET TO
TOUCH TIME | S 6 HOURS; DRY HARD TIME | S
16 HOURS; DRY TO RECOAT TIME IS 24
HOURS. MUST COVPLY W TH NYSDEC
REGULATI ON 6NYCRR PART 205 | NDUSTRI AL
MAI NTENANCE COATI NGS W TH MAXI MUM VOC
OF 2.84 LB/ GAL (340 GL). THE

CONTAI NERS MUST BE LABELED " | NDUSTRI AL
MAI NTENANCE COATI NG' W TH ONE OR MCORE
OF THE FOLLOW NG STATEMENTS: (1) "FOR
I NDUSTRI AL USE ONLY", (2) "FOR
PROFESSI ONAL USE ONLY", (3)"NOT FOR
RESI DENTI AL USE", (4)"NOT | NTENDED FOR
RESI DENTI AL USE".

IN 5 GAL CAN

FEDERAL SPECI FI CATI ON

USE PY1 USE YTD
I NDUSTL MAI NT TTE487#16187 GRA 65 0
CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 002 9/21 G R PAINTS REV.

CCSS- 003 REV E 9/11/17 RESTR S

PALLET SPEC.

TT- E-487

71-09- 8020

PAI NT, NYCT, SILVER WHI TE, LATEX MERCURY PAI NT CO.

EXTERI OR GLGSSE, I N FI VE GALLON CAN. NYCTA
THE PAI NT COLOR PROVI DED MUST CONFORM NYCTA
TO THE FOLLOW NG Cl ELAB VALUES NYCT NYCTA

SI LVER VWH TE LATEX USI NG SPECI FI ED( 45/ 0
OR 0/45). STD | LLUM NANT=D65. STD
OBSERVER=10 DEGREES. MERCURY L*86. 01,
A*=-.,068, B*=7.58 AND THE DELTA E(COLOR
DI FFERENCE) BASED ON THESE Cl ELAB
VALUES AS THE REFERENCE STANDARD
MERCURY DELTA E MJUST NOT' BE GREATER
THAN 3. 00 MAX. KEY CHARACTERI STI CS:

VI SCOSI TY 70 KU M N. MERCURY DENS|I TY
9.00 LBS/GAL M N. SECULAR G.CSS, 60
DEGREES M N. TOTAL SOLI DS BY WEI GHT,
45% M NI MUM CONTRAST RATI O 0. 95%

M N MUM  MERCURY DRYI NG Tl MES: NMAXI MUM
4 HR DRY TO TOUCH, DRY HARD TI ME 16 HRS
MAXI MUM  DRY TO HANDLE 24 HRS MAXI MM .
LEAD CONTENT 0. 06% MAXI MUM BY TOTAL

VEI GHT. FLASH PO NT 100 DEGREES F

M N MUM | N SERVI CE TEMPERATURE,

LATEX G.GSS SLI VER VWH TE #2530 190 10
CCSS-001, REV I, 3-9-11, LABEL

CCSS- 002 9/21 G R PAINTS REV.

CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

QUALI FI ED PRODUCTS

2w

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON MFG NAME
REQUI REMENTS -20 DEGREES F TO 180
DEGREES F. TH S PAI NT MUST COWPLY W TH
THE REQUI REMENTS OF FEDERAL

SPECI FI CATI ON TT- E-489J AND W TH NYSDEC
REGULATI ON 6NYCCPART, 205 ARCHI TECTURAL
AND | NDUSTRI AL COATI NG W TH MAXI MUM VOC
OF (250 L) THE CONTAI NER MJUST BE
LABELED " | NDUSTRI AL MAI NTENANCE

COATI NG' WTH ONE OR MORE OF THE
FOLLOW NG STATEMENTS: (1)"FOR

| NDUSTRI AL USE ONLY" (2)"FOR

PROFESSI ONAL USE ONLY" (13)"NOT FOR

RESI DENTI AL USES" OR (4)"NOT | NTENDED
FOR RESI DENTI AL USE".

IN 5 GAL CAN

71-09- 8033

PAI NT, ALKYD, ENAMEL, ANTI QUE SATI N, MERCURY PAI NT CO.
GLGSS, IN ONE GALLON CAN. USED TO PAI NT NYCTA
OFFI CE AND SHOP WALLS. COLOR: NYCT
ANTI QUE SATI N (TRI STI MULUS VALUES:
L*88.08, A*2.18, B*19.12; DELTA E=2.00
MAX; MERCURY TRI STI MJLUS VALUES:
L*88. 83, A*2.28, B*17.41 DELTA E=2.00

. MUST MEET REQUI REMENTS OF FEDERAL
SPEC. TT-E-489, REVI SI ON J EXCEPT FOR
THE VI SCOSI TY AND SPECULAR GLOSS AND
DRY TI ME REQUI REMENTS. THE UNREDUCED
VI SCOSI TY MUST BE 75 KREB UNI TS
M N MUM SPECULAR GLGSS IS TO BE
MEASURED AT 60 DEGREES (NOT 20 DEGREES)
AND MUST BE 70 M NIMUM  SET TO TOUCH
DRY TIME IS 2-4 HOURS. DRY HARD TIME IS
16 HOURS; DRY TO RECOAT TIME IS 24
HOURS MAX. MUST COVPLY W TH NYSDEC
REGULATI ON 6NYCRR PART 205 | NDUSTRI AL
MAI NTENANCE COATI NGS W TH MAXI MUM VOC
OF 2.84 LB/ GAL(340 G L). THE CONTAI NERS
MUST BE LABELED "1 NDUSTRI AL MAI NTENANCE
COATI NG' WTH ONE OR MORE OF THE
FOLLOW NG STATEMENTS: (1) "FOR
| NDUSTRI AL USE ONLY", (2)"FOR
PROFESSI ONAL USE ONLY", (3)"NOT FOR
RESI DENTI AL USE", OR (4)"NOT | NTENDED
FOR RESI DENTI AL USE"

THORI TY DATE 07/10/2023 PAGE : 380
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD
TT- E-489J ANTI QUE SATI N #2486 0 0

CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

71- 09- 8035

EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

QUALI FI ED PRODUCTS

2w

I TY DATE 07/10/2023 PAGE : 381
M CURRENT VERSION : 1.10.00

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON
PAI NT, ALKYD, ENAMEL, SNOWM ST, GLOSS,  MERCURY PAINT CO
N ONE GALLON CAN. USED TO PAINT OFFICE  NYCTA

AND SHOP WALLS. COLOR: NYCT SNOW M ST NYCTA

( TRI STI MULUS VALUES: L*92. 67, A*-2. 68, FED. SPEC.
B*5.54; DELTA E=2. 00 MAX; MERCURY

TRI STI MULUS VALUES: L*93.41, A*-1.65,

B*5.59 DELTA E=2. 00 MAX). MJST MEET

REQUI REMENTS OF FEDERAL SPEC. TT- E- 489,

REVI SION J. EXCEPT FOR THE VI SCOSI TY

AND SPECULAR GLOSS AND DRY TI ME

REQUI REMENTS. THE UNREDUCED VI SCOSI TY

MUST BE 75 KREB UNITS M Nl MUM SPECULAR

GLOSS |'S TO BE MEASURED AT 60 DEGREES

(NOT 20 DEGREES) AND MUST BE 70 M NI MUM

SET TO TOUCH DRY TIME IS 2-4 HOURS:

DRY HARD TIME IS 16 HOURS; DRY TO

RECOAT TIME | S 24 HOURS MAX. MUST COVPLY

W TH NYSDEC REGULATI ON 6NYCRR PART 205

| NDUSTRI AL MAI NTENANCE COATI NGS W TH

MAXI MUM VOC OF 2.84 LB/ GAL(340 G/ L).

THE CONTAI NERS MUST BE LABELED

" | NDUSTRI AL MAI NTENANCE COATI NG' W TH

ONE OR MORE OF THE FOLLOW NG

STATEMENTS: (1) "FOR | NDUSTRI AL USE

ONLY", (2) "FOR PROFESSI ONAL USE ONLY",

(3)"NOT FOR RESI DENTI AL USE", OR (4)

"NOT | NTENDED FOR RESI DENTI AL USE".

IN 1 GAL CAN

USE PY1 USE YTD
| MC ML2 SNOW M ST/ 71- 09- 8035 124 6
CCSS- 002 9/21 G R PAINTS REV.

CCSS- 003 REV E 9/11/17 RESTR S

TT-E-489 REV. J

71-09- 8200

PAI NT, ALKYD, ENAMEL, MOUNTAI N MERCURY PAI NT CO.

MARI GOLD, SEM -@&.GSS. IN FI VE GALLON NYCTA
CAN. USED TO PAI NT LI NES ON SHOP FLOORS  NYCTA
AND WALLS. COLOR: NYCT MOUNTAI N NYCTA
MARI GOLD( TRI STI MULUS VALUES; L*70. 06, ASTM

A*23.65, B*63.53; DELTA E=2.00

MAXI MUM) . MUST MEET REQUI REMENTS OF
FEDERAL SPEC. TT-E-489, REVI SI ON J
EXCEPT FOR THE VI SCOSI TY AND SPECULAR
GLGSS AND DRY Tl ME REQUI REMENTS. THE
UNREDUCED VI SCOSI TY MUST BE 75 KREB
UNITS M NIMUM  SPECULAR LGSS IS TO BE
MEASURED AT 60 DEGREES (NOT 20 DEGREES)
AND MUST BE 60 M NIMUM SET TO TOUCH
TIME IS TO BE 6 HOURS; DRY HARD TIME | S
TO BE 16 HOURS; DRY TO RECOAT TIME | S
TO BE 24 HOURS MAX; MJUST COMPLY W TH
NYSDEC REGULATI ON 6NYCRR PART 205

I NDUSTLMAI NT ML2 MOUNTNVARI GOL 60 5
CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 002 9/21 G R PAINTS REV.

CCSS- 003 REV E 9/11/17 RESTR S

D 562



USER-I D :
PROG- I D :

EVS NEW YORK
COMMODI

JSBYRALL

CIl TY TRAN
TY MANAGE

2w

QUALI FI ED PRODUCTS LI ST

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON
| NDUSTRI AL MAI NTENANCE COATI NGS W TH
MAXI MUM VOC OF 2.84 LB/ GAL(340 G/ L).
THE CONTAI NERS MUST BE LABELED

" | NDUSTRI AL MAI NTENANCE COATI NG' W TH
ONE OR MORE OF THE FOLLOW NG
STATEMENTS: (1) "FOR | NDUSTRI AL USE
ONLY", (2)"FOR PROFESSI ONAL USE ONLY",
(3)"NOT FOR RESI DENTI AL USE" OR (4)
"NOT | NTENDED FOR RESI DENTI AL USE" IN 5
GAL CAN

IN 5 GAL CAN

I TY DATE 07/10/2023 PAGE : 382
M CURRENT VERSION : 1.10.00

USE PY1 USE YTD

71-10-1180

PAI NT, SPRAY, COLOR DULL ALUM NuM

| NTERI OR/ EXTERI OR, USED TO TOUCH UP
WOOD, METAL, NET WEIGHT 12 OZ (11 OZ) 6
TO A CASE

6 110z CANS/ CSE

KRYLON PRODUCTS GROUP
NYCTA
NYCTA
NYCTA

METALLI CS DULL ALUM NUM 1403

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S

71-10-1285

PAI NT, ALKYD ENAMEL, GLGSS, | NTERI OR/
EXTERIOR. I N 5- GALLON CAN. USED TO

PAI NT | NTERI OR/ EXTERI OR WALLS. COLOR:
NYCT MAYFAI R TAN( TRI STI MULUS

VALUES: L*61.10, A*10.41, B*18.43, DE
1.40). MERCURY TRI STI MULUS VALUES: L*
61. 51, A* 9.13, B*16.94 DELTA E=3.00
MAX) . CERTIFY AND SUBM T I N VWRI TI NG THE
FOLLOW NG | NFORMATI ON | N ACCORDANCE

W TH THE CURRENT ANS|I STANDARD Z34. 2,
SELF CERTI FI CATI ON BY PRCDUCER OR
SUPPLI ER: PROCF OF VOLATI LE ORGANI C
CONTENT COVPLI ANCE | N ACCORDANCE W TH
THE CURRENT NYS ENVI RONMVENTAL
CONSERVATI ON LAW OF THE NYS OFFI Cl AL
COWPI LATI ON OF CODES, RULES AND
REGULATI ONS, TI TLE 6E, PART 205,

ARCHI TECTURAL SURFACE COATI NGS. PRODUCT
LEAD (PB) CONTENT 0. 06% MAXI MUM BY
TOTAL WEI GHT. PRODUCT FLASH PO NT 100
DEGREES F. M NI MUM BY PENSKY MARTENS
CLCSED TESTER. ADDI TI ONAL

SPECI FI CATI ONS: PERFORMANCE REQUI REMENT
TO FEDERAL SPECI FI CATIONS TT-E 489G AND
TT-E 506K, | N SERVI CE TEMPERATURE

LI M TATI ONS -20 DEGREES F TO 180
DEGREES F. 38% TO 45% ALKYD RESI N

SOLI DS NON- VOLATI LE VEH CLE. 26%

| MC ML2 MAYFAI R TAN 71-10-1285
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S
D 476

TT-E 489J



USER-I D :
PROG- I D :

EVS NEW YORK
COMMODI

JSBYRALL

CIl TY TRAN
TY MANAGE

QUALI FI ED PRODUCTS LI ST

2w
m—

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

M Nl MUM Pl GVENT. 59% M NI MUM ASTM D 476
TYPE IV TI TANI UM DI OXI DE. 95% M NI MUM
CONTRAST RATIO AT 3 ML DRY FILM

THI CKNESS, SPECULAR GLOSS |'S TO BE
MEASURED AT 60 DEGREES (NOT 20 DEGREES)
AND MUST BE 65 M NI MUM  MJST MEET

REQUI REMENTS OF FEDERAL SPEC. TT- E-489,
REVI S| ON J EXCEPT FOR THE VI SCOSI TY AND
DRY TI ME REQUI REMENTS. THE UNREDUCED

VI SCOSI TY MUST BE 70-95 KREB UNI TS. SET
TO TOUCH DRY TIME | S 10 HOURS.

DRY TO RECOAT TIME IS 48 HOURS MAX

IN 5 GAL CAN

I TY DATE 07/10/2023 PAGE : 383
M CURRENT VERSION : 1.10.00

USE PY1 USE YTD

71-10-1327

PAI NT, ACRYLI C LATEX, ALUM NUM HI GH
GLCSS, FOR USE ON R68 RAI LCAR BONNETS,
I N ONE GALLON CONTAI NERS, SELF PRI M NG
VI SCOSI TY; 70-90 KU, M N MUM 40 WEI GHT
PERCENT SOLI DS; GLOSS 60 DEGREE

M N MUM DRY TO TOUCH 3 HOURS MAX; DRY
TO RECOAT 24 HOURS MAX. COWPLI ES W TH
NYSDEC REGULATI ON 6NYCRR PART 205

I NDUSTRI AL MAI NTENANCE COATI NGS W TH
MAXI MUM VOC OF 2.84 LB/ GAL (340 G'L).
CONTAI NERS MUST BE LABELED AS

"1 NDUSTRI AL MAI NTENANCE COATI NG' W TH
ONE OR MORE OF THE FOLLOW NG
STATEMENTS: (1)"FOR | NDUSTRI AL USE
ONLY:, (2) "FOR PROFESSI ONAL USE
ONLY", (3) "NOTI FOR RESI DENTI AL USE",
OR (4) "NOT | NTENDED FOR RESI DENTI AL
USE" .

MERCURY PAI NT CO.
NYCTA
NYCTA
NYCTA

SERI ES 2150 DIM R68 BONNET GRE
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S

71-10-1470

PAI NT, ENAMEL, ALKYD, FLAT BLACK, SPRAY
CAN, 12 OZ. NET VEIGHT), 6 CANS PER
CASE. [ NOTE: FLASHPO NT REQUI REMENT OF
NYCTA SPECI FI CATI ON CCSS- 002( GENERAL
REQUI REMENTS FOR PAINTS) IS NOT

APPLI CABLE.] STORE | N FLAMVABLE

MATERI AL STORACGE CABI NET, DO NOT USE
NEAR | GNI TI | ON SOURCES. VENTI LATION | S
REQUI RED WHEN USI NG THI S PRODUCT. WEAR
CHEM CAL SPLASH GOGGELES AND NI TRI LE OR
NEOPRENE GLOVES.

6 12 OZ CANS/ CS

KRYLON PRODUCTS GROUP
NYCTA
NYCTA
NYCTA
NYCTA

COLORMAXX FLAT BLACK 5546
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S
PALLET SPEC.



USER-I D :
PROG- I D :

EVS NEW YORK
COMMODI

JSBYRALL

CIl TY TRAN
TY MANAGE

QUALI FI ED PRODUCTS LI ST

2w
m—

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

I TY DATE 07/10/2023 PAGE : 384
M CURRENT VERSI ON :

1.10.00

USE PY1 USE YTD

71-10-1475

PAI NT, ENAMEL, ALKYD, G.GSS, BLACK,
SPRAY CAN 12 OZ. NET WEI GHT, 6 CANS
PER CASE. [ NOTE: FLASHPO NT

REQUI REMENT OF NYCTA SPECI FI CATI ON
CCSS- 002( GENERAL REQUI REMENTS FOR

PAI NTS) IS NOT APPLI CABLE. ] STORE I N
FLAMVABLE MATERI AL STORAGE CABI NET.
DO NOT' USE NEAR | GNI TI ON SOURCES.
VENTI LATON | S REQUI RED VWHEN USI NG THI S
PRODUCT. WEAR CHEM CAL SPLASH GOGEES
AND NI TRI LE OR NEOPRENE GLOVES.

6 12 OZ. CANS/ CSE

6 110z CANS/ CSE

KRYLON PRODUCTS GROUP
NYCTA
NYCTA
NYCTA
NYCTA

KRYLON COLORMAXX GLOSSBLACK 55
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S
PALLET SPEC.

71-10-1530

PAI NT, ENAMEL, G.OSS YELLOW 12 OUNCE
NET WEI GHT SPRAY CAN. COLOR: OSHA
SAFETY YELLOW MEETS COWMERCI AL | TEM
DESCRI PTI ON A- A-1585 W TH EXCEPTI ONS TO
SOLI D CONTENTS AND SPECULAR GLGOSS. THE
SOLI D CONTENTS SHOULD BE M N 45-50G AND
THE SPECULAR GLOSS 80- 85 DEGREES.

[ NOTE: FLASHPO NT REQUI REMENT OF NYCTA
SPECI FI CATI ON CCSS- 02( GENERAL

REQUI REMENTS FOR PAINTS) I S NOT

APPLI CABLE.] STORE | N FLAMVABLE

MATERI AL STORACGE CABI NET. DO NOT USE
NEAR | GNI TI ON SOURCES, VENTILATION IS
REQUI RED WHEN USI NG THI S PRODUCT. WEAR
CHEM CAL SPLASH GOGGELES AND NI TRI LE OR
NEOPRENE GLOVES. 6 12 OZ. CANS/ CSE

IN 16 OZ CAN

KRYLON

FEDERAL SPECI FI CATI ON
NYCTA

NYCTA

NYCTA

KRYLON OSHA SAFETY YELLOW 1813
A- A- 1585

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S

71-10-1532

PAI NT, AERCSCL, ACRYLIC LACQUER, SMOXKE
GRAY, 12 OUNCE NET WVEI GHT I N 16- OUNCE
CAN, 6 PER CASE. | NTERI OR/ EXTERI OR

I NDUSTRI AL MAI NTENANCE PAI NT. USED TO
PAI NT R142/142A VALVES AT THE C
PNEUNMATI C SHOP

6 160z CANS/ CSE

KRYL ONCOL ORVAXGL OSSSMOKEGRAYS5
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

71-10-1540

EVS NEW YORK
COMMODI

JSBYRALL

CIl TY TRAN
TY MANAGE

2w

QUALI FI ED PRODUCTS LI ST

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

PAI NT, ENAMEL, G.GSS, RED, 12 OUNCE NET

VEEI GHT SPRAY CAN. COLOR: OSHA SAFETY

RED. MEETS COMMERCI AL | TEM DESCRI PTI ON

A- A- 1585 W TH EXCEPTI ONS TO SCOLI D

CONTENTS AND SPECULAR GLOSS. THE SOLI D

CONTENTS SHOULD BE M N 45-50G AND THE
SPECULAR GLOSS 80- 85 DECREES. [ NOTE:
FLASHPO NT REQUI REMENT OF NYCTA

SPECI FI CATI ON CCSS- 02( GENERAL

REQUI REMENTS FOR PAINTS) IS NOT

APPLI CABLE.] STORE | N FLAMVABLE
MATERI AL STORACGE CABI NET. DO NOT USE
NEAR | GNI TI ON SOURCES. VENTI LATION I S

REQUI RED WHEN USI NG THI S PRODUCT. WEAR
CHEM CAL SPLASH GOGGELES AND NI TRI LE OR

NEOPRENE GLOVES. 6 12 Oz CANS/ CSE
IN 160Z CANS

KRYLON PRODUCTS GROUP
FEDERAL SPECI FI CATI ON
NYCTA

NYCTA/ MABSTOA

NYCTA

MFG PART NO USE PY1
KRYLON OSHA SAFETY RED 2116 512
A- A- 1585

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S

I TY DATE 07/10/2023 PAGE : 385
M CURRENT VERSION : 1.10.00

USE YTD

71-10-1619

PAI NT, EASYTHANE, BLACK, #14, COATED
METAL PANEL PRODUCT REQUI REMENTS
L*=7.39, A*=-1.34, B*=-0.81; GGSS 60
DEG +/-7 DEG, 60 DEG G.OSS METER,
VEElI GHT PER GALLON: 8.50 LBS. +/-0.5
LBS., NON-VOLATI LE BY WEI GHT: 35. 00%

+/-2.0% VISCOSITY: 55 KREBS UNITS +/-5

KU, VOC:. <340 GRAMS/ LI TRE, WATERBORNE,
N ONE GALLON CAN

IN 1 GAL CAN

STERLI NG LACQUER
NYCTA
NYCTA
NYCTA

WA1003-1 7
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S

71-10-1629

PAI NT, SI NGLE COVPONENT, WATERBORNE,
ACRYLI C, ALUM NUM COATI NG FORMULATED

FOR DI RECT APPLI CATI ON TO PRE- FI NI SHED

METAL AND FI BERGLASS SURFACES, FOR
PAI NTI NG R68 FI BERGLASS BONNETS,

PACKAGED | N ONE GALLON CONTAI NER. MJST

COVPLY W TH NYSDEC REGULATI ON 6NYCRR
PART 228 SURFACE COATI NGS:

M SCELLANEQUS PLASTI C PARTS COATI NG
LI NES: COLOR TOPCOAT W TH MAXI MUM VOC
OF 3.8 LB/ GAL(455.34 GL)

IN1 GAL CTR

SHERW N- W LLI AMS
NYCTA
NYCTA
NYCTA

B71S200 BOND PLEX ALUM NUM 17
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

71-10-5039

EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

2w

QUALI FI ED PRODUCTS LI ST

I TY DATE 07/10/2023 PAGE : 386
M CURRENT VERSION : 1.10.00

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON
PAI NT, ALKYD, ENAMEL, RED, G.GSS, |IN MERCURY PAI NT CO.
ONE GALLON CAN. USED TO PAI NT FI RE BOX NYCTA
AREAS AND FI RE EXTI NGUI SHER LOCATI ONS. NYCTA
COLOR: NYCT RED GL.OSS ( TRI STI MJULUS NYCTA
VALUES: L* 31.06, A* 46.14, B* 37.98: FED. SPEC.
DELTA E=2.50). MJST MEET REQUI REMENTS

OF FEDERAL SPEC. TT-E-489, REVISION J

EXCEPT FOR THE VI SCOSI TY AND SPECULAR

GLGSS AND DRY Tl ME REQUI REMENTS. THE

UNREDUCED VI SCOSI TY MUST BE 75 KREB

UNITS M NIMUM SPECULAR LGSS IS TO BE

MEASURED AT 60 DEGREES (NOT 20 DEGREES)

AND MUST BE 70 M NIMUM  SET TO TOUCH

DRY TIME IS 2-4 HOURS;, DRY HARD TIME IS

16 HOURS; DRY TO RECOAT TIME IS 24

HOURS MAX. MUST COVPLY W TH NYSDEC

REGULATI ON 6NYCRR PART 205 | NDUSTRI AL

MAI NTENANCE COATI NGS W TH MAXI MUM VOC

OF 2.84 LB/ GAL (340 GL). THE

CONTAI NERS MUST BE LABELED " | NDUSTRI AL

MAI NTENANCE COATI NG' W TH ONE OR MCORE

OF THE FOLLOW NG STATEMENTS: (1) "FOR

I NDUSTRI AL USE ONLY", (2) "FOR

PROFESSI ONAL USE ONLY", (3) "NOTI FOR

RESI DENTI AL USE", OR (4) "NOT | NTENDED

FOR RESI DENTI AL USE".

IN 1 GAL CAN

USE PY1 USE YTD

| MC ALKYD HI - G.OSS RED #11136 10 2
CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 002 9/21 G R PAINTS REV.

CCSS- 003 REV E 9/11/17 RESTR S

TT- E-489J

71-10-6022

PAI NT, ENAMEL, G.OSSY WHI TE, 16 OUNCE KRYLON
SPRAY CANS, NET WI. 12 OZ. MEETI NG FEDERAL SPECI FI CATI ON
COMVERCI AL | TEM DESCRI PTI ON A- A- 1585 NYCTA
W TH THE EXCEPTI ON TO SCOLI D CONTENTS NYCTA
AND SPECULAR GLGOSS. THE SCLI D CONTENTS NYCTA
SHOULD BE 60-65 G AND THE SPECULAR

GLCSS 80-85 DEGREES. FED COLOR #17875.

[ NOTE: FLASHPO NT REQUI REMENT OF NYCTA

SPECI FI CATI ON CCSS- 002 ( GENERAL

REQUI REMENTS FOR PAINTS)] IS NOT

APPLI CABLE.] NOTE TO DCE USERS: FOR

USE | N DESI GNATED SPRAY PAI NT TOUCH UP

AREAS ANDY OR W TH TRI ON "Al R BOSS FUME

ELI M NATOR ONLY"

IN 16 OZ CAN

KRYLON COLORMAX GLOSS WHI TE 55 1099 841
A- A- 1585

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 002 9/21 G R PAINTS REV.

CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

71-10- 6030

EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

2w

QUALI FI ED PRODUCTS LI ST

I TY DATE 07/10/2023 PAGE : 387
M CURRENT VERSION : 1.10.00

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON
PAI NT, 100% ACRYLI C WATER EMJLSI ON, BENJAM N MOORE PAI NTS
TRAFFI C AND Al RFI ELD MARKI NG VHI TE | N MERCURY PAI NT CO.
FI VE GALLON CAN. USED TO PAINT TRI P NYCTA
COCKS, WHEEL AXLE AND | NSPECTI ON LI NES. NYCTA
COLOR: NYCT WH TE LATEX TRAFFI C MARKI NG  NYCTA

PAI NT WHI TE ( TRI STI MJLUS NYCTA
VALUES: L*92. 76, A*-0.75, B*2.88; DELTA FED. SPEC.
E=1. 50; MERCURY PAI NT TRI STI MJLUS

VALUES: L*95.33, A*-0.79, B*2.28, DELTA

E=1.50). MJST MEET REQUI REMENTS OF

FEDERAL SPEC. TT-P-1952E W TH THE

EXCEPTI ON OF VI SCOSI TY/, % SCLI DS AND

DRYI NG Tl ME. VI SCOSI TY/ CONSI STENCY MJUST

BE BETWEEN 80 AND 105 KREBS UNI TS. %

SOLI DS MUST BE A M NI MUM OF 50% BY

VEI GHT. DRY TO TOUCH TI ME MUST BE 30

M NUTES MAXI MUM  MJUST COWPLY W TH

NYSDEC REGULATI ON 6NYCRR PART 205

| NDUSTRI AL MAI NTENANCE COATI NG MAXI MUM

VOC LIMT OF 2.84 LB/GAL (340 GL).

[ NOTE PART 228; SURFACE COATI NG FOR

M SCELLANEQUS METAL PARTS AND PRODUCTS

DCES NOT APPLY SINCE THI'S PAINT | S

APPLI ED TO RAI L CART PARTS BY BRUSH. ]

THE CONTAI NERS MJUST BE LABELED

"1 NDUSTRI AL MAI NTENANCE COATI NG' W TH

ONE OR MORE OF THE FOLLOW NG

STATEMENTS: (1)"FOR | NDUSTRI AL USE

ONLY" (2) " FOR PROFESSI ONAL USE ONLY",

(3) "NOT FOR RESI DENTI AL USE", OR

(4)"NOT | NTENDED FOR RESI DENTI AL USE".

IN 5 GAL CAN

USE PY1 USE YTD
GI' 56210 NYCTA VWHT LX TRAF PNT 150 30
LEAD FREE FAST DRY TRAFFI C PAI

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 002 9/21 G R PAINTS REV.

CCSS- 003 REV E 9/11/17 RESTR S

PALLET SPEC.

TT-P-1952E

71-10-6031

PAI NT, ENAMEL, ALKYD, G.OSS SWEET KRYLON PRODUCTS GROUP
CREAM SPRAY CAN 12 OZ. NET VEIGHT, 6 NYCTA
CANS PER CASE. USED TO PAI NT VALVES I N NYCTA
THE MOTORMAN' S CAB AND BRAKE VALVES I N NYCTA
THE CONEY | SLAND PNEUNATI C SHOP. SOLI DS

CONTENT M NI MUM 14. 2 AND SPECULAR GLGSS

80- 85 DECGREES. [ NOTE: FLASHPO NT

REQUI REMENT OF NYCTA SPECI FI CATI ON

CCSS- 002( GENERAL REQUI REMENTS FOR

PAI NTS) IS NOT APPLI CABLE.] STORE IN

FLAMVABLE MATERI AL STORAGE CABI NET. DO

NOT USE NEAR | GNI TI ON SOURCES.

VENTI LATI ON | S REQUI RED WHEN USI NG THI S

PRODUCT. WEAR CHEM CAL SPLASH GOGGEES

COLORMAXX GLOSS SVEET CREAM 55 13 4
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

QUALI FI ED PRODUCTS

2w

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

AND NI TRI LE OR NEOPRENE (LOVES. 6-12
Qz. CANS/ CSE

6 160z CANS/ CSE

I TY DATE 07/10/2023 PAGE : 388
M CURRENT VERSI ON :

1.10.00

USE PY1 USE YTD

71-10- 6035

PAI NT, 100% ACRYLI C WATER EMJLSI ON, MERCURY PAI NT CO.
TRAFFI C AND Al RFI ELD MARKI NG VHI TE | N NYCTA

ONE GALLON CAN. USED TO PAI NT TRI P NYCTA

COCKS, WHEEL AXLE AND | NSPECTI ON LI NES. NYCTA

COLOR: NYCT WH TE LATEX TRAFFI C MARKI NG
PAINT WHI TE ( TRI STI MJLUS VALUES:

L*95. 33, A*-0.79, B*2.28, DELTA E=1.50).
MUST MEET REQUI REMENTS OF FEDERAL SPEC.
TT-P-1952E W TH THE EXCEPTI ON OF

VI SCOSI TY/, % SOLI DS AND

DRYI NG Tl ME, VI SCOSI TY/ CONSI STENCY MJUST
BE BETWEEN 75 AND 100 KREBS UNI TS, %
SOLI DS MUST BE A M NI MUM OF 50% BY

VEI GHT, DRY TO TOUCH TI ME MUST BE 30

M NUTES MAXI MUM  DRY TO RECOAT TI ME
MUST BE 4 HOURS MAXI MUM MJST COWPLY

W TH NYSDEC REGULATI ON 6NYCRR PART 205
| NDUSTRI AL MAI NTENANCE COATI NG
MAXI MUM VCC LIM T OF 2.09 LB/ GAL

(250 G'L). (NOTE PART 228; SURFACE
COATI NG FOR M SCELLANEQUS METAL PARTS
AND PRODUCTS DCES NOT APPLY SINCE THI S
PAINT IS APPLI ED TO RAI L CART PARTS BY
BRUSH. ) THE CONTAI NERS MUST BE LABELED
"1 NDUSTRI AL MAI NTENANCE COATI NG' W TH
ONE FOR MORE OF THE FOLLOW NG
STATEMENTS: (1) "FOR | NDUSTRI AL USE
ONLY" (2) FOR PROFESSI ONAL USE ONLY",
(3) "NOT FOR RESI DENTI AL USE", OR "4"
NOT | NTENDED FOR RESI DENTI AL USE".

IN 1 GAL CAN

FEDERAL SPECI FI CATI ON

LEAD FREE FAST DRY TRAFFI C PAI
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S
TT-P-1952E

100

71-10-7010

PAI NT, ALKYD, ENAMEL, H GH VISIBILITY MERCURY PAI NT CO.
YELLOW GLGCSS, | N ONE GALLON CAN. USED NYCTA

TO PAI NT SAFETY LI NES ON FLOORS AND NYCTA

WALLS. COLOR: NYCT ENAMEL GLOSS TTE-489 NYCTA

H GH VIS YELLOW ( TRI STI MULUS VALUES; FED. SPEC.

L*79. 65, A* 15.05, B*89.33; DELTA

E=1.80). MERCURY PAI NT VALUES; L*81.01.

A*14.17.B* 74.65, DELTA E =2.00

MAXI MUM) . MUST MEET REQUI REMENTS OF

FEDERAL SPEC. TT-E-489, REVI SION J

I NDUSTL MAI NT HI -VISIBILITY YE
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S
TT- E-489J



USER-I D :
PROG- I D :

EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

QUALI FI ED PRODUCTS

2w

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON MFG NAME
EXCEPT FOR THE VI SCOSI TY AND SPECULAR
GLGSS AND DRY Tl ME REQUI REMENTS. THE
UNREDUCED VI SCOSI TY MUST BE 75 KREB
UNITS M NIMUM SPECULAR LGSS IS TO BE
MEASURED AT 60 DEGREES (NOT 20 DEGREES)
AND MUST BE 70 M NIMUM . SET TO TOUCH
DRY TIME IS 6 HOURS; DRY HARD TIME I S
16 HOURS; DRY TO RECOAT TIME IS 24
HOURS. MUST COVPLY W TH NYSDEC
REGULATI ON 6NYCRR PART 205 | NDUSTRI AL
MAI NTENANCE COATI NGS W TH MAXI MUM VOC
OF 2.84 LB/ GAL. (340 GL). THE

CONTAI NERS MUST BE LABELED " | NDUSTRI AL
MAI NTENANCE COATI NG' W TH ONE OR MCORE
OF THE FOLLOW NG STATEMENTS: (1) "FOR

| NDUSTRI AL USE ONLY", (2)"FOR

PROFESSI ONAL USE ONLY" (3)"NOT FOR

RESI DENTI AL USE", OR (4)"NOT | NTENDED
FOR RESI DENTI AL USE".

IN 1 GAL CAN

I TY DATE 07/10/2023 PAGE : 389
M CURRENT VERSION : 1.10.00

MFG PART NO USE PY1 USE YTD

71-10-7022

PAI NT, ALKYD, ENAMEL, YELLOW G.GSS, IN  MERCURY PAINT CO
ONE GALLON CAN. USED TO PAI NT SAFETY NYCTA
ZONE ON SHOP FLOORS AND WALLS, TRACK NYCTA
FLOORS AND EXTERI OR LOCOMOTI VES. COLOR, NYCTA
NYCT H GH GLOSS YELLOW ( TRI STI MULUS

VALUES; L* 72.38, A*21.35, B* 76.71;

DELTA E=3. 00 MAX). MJST MEET

REQUI REMENTS OF FEDERAL SPEC. T-E-489,

REVI S| ON J EXCEPT FOR THE VI SCOSI TY AND
SPECULAR GLCSS AND DRY TI ME.

REQUI REMENTS. THE UNREDUCED VI SCCSI TY

MUST BE 75 KREB UNI TS M Nl MUM SPECULAR

GLCSS | S TO BE MEASURED AT 60

DEGREES(NOT 20 DEGREES) AND MUST BE 65

MN MUM SET TO TOUCH DRY TIME IS 10

HOURS; DRY TO RECOAT TIME IS 48 HOURS

MAX. THI'S PAINT | S USED BOTH AS AN

| NDUSTRI AL MAI NTENANCE COATI NG ( NYSDEC

REGULATI ON 6NYCRR PART 205) AND AS A

SURFACE COATI NG M SCELLANEQUS METAL

PARTS AND PRODUCTS(6NYCRR PART 228). IT

MUST COVPLY W TH THE MORE RESTRI CTI VE

VOC LIMT FOR 6NYCRR PART 205

I NDUSTRI AL MAI NTENANCE COATI NGS W TH

MAXI MUM VOC OF 2.09 LB/ GAL (250 G'L).

THE CONTAI NERS MUST BE LABELED

| MC ML2 TARGET YELLOW #13538

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S

337



USER-I D : EVS
PROG- | D : JSBYRALL

NEW YORK
COMMODI

CIl TY TRAN
TY MANAGE

QUALI FI ED PRODUCTS

2w

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

" | NDUSTRI AL MAI NTENANCE COATI NG' W TH
ONE OR MORE OF THE FOLLOW NG
STATEMENTS: (1) " FOR | NDUSTRI AL USE
ONLY" (2) "FOR PROFESSI ONAL USE ONLY",
(3) "NOT FOR RESI DENTI AL USE", (4)"NOT
| NTENDED FOR RESI DENTIAL USE'. IN 1 GAL
CAN

IN 1 GAL CAN

THORI TY DATE 07/10/2023 PAGE : 390
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD

71-10-7030 PAINT, LATEX COLOR TRAFFIC YELLOW I N
FI VE GALLON CAN, PER NYCT SPEC
STA-7030- 0223

IN 5 GAL CAN

AMSTERDAM PAI NT

MERCURY PAI NT CO.

NYCTA
NYCTA
NYCTA
NYCTA
NYCTA

TT-P-1952 REV B TYPE |1
TZV\BYEL

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S
PALLET SPEC.

STA-7030- 0223

71-11-9020 PAINT, ALKYD, ENAMEL, WH TE, GLOSS IN
ONE GALLON CANS. USE TO PAI NT OFFI CE
WALLS AND SHOP PI'TS. COLOR, NYCT SUPER
VH TE (TRI STI MULUS VALUES; L* 94.90, A*
-1.81, B* 8.56; DELTA E=1.70 MAX). MJST
MEET REQUI REMENTS OF FEDERAL SPEC.
TT-P-102E WTH THE EXCEPTI ON THAT THE
SPECULAR GLOGSS MUST BE 70 M NI MUM  SET
TO TOUCH TIME | S 6 HOURS; DRY HARD TI ME
'S 16 HOURS; DRY TO RECOAT TIME | S 24
HOURS MAX. MUST COVPLY W TH NYSDEC
6NYCRR PART 205 "1 NDUSTRI AL MAI NTENANCE
COATI NG' WTH ONE OR MORE OF THE
FOLLOW NG STATEMENTS: (1) "FOR
| NDUSTRI AL USE ONLY" (2) "FOR
PROFESSI ONAL USE ONLY", (3) "NOTI FOR
RESI DENTI AL USE", OR (4)"NOT | NTENDED
FOR RESI DENTI AL USE".

MERCURY PAI NT CO.

NYCTA
NYCTA

IMC TTP 102-E WHI TE/ 71- 11- 9020
CCSS- 002 1/05 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

71-14-2900

EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

QUALI FI ED PRODUCTS

2w

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

PAI NT, BRI GHT SI LVER ALUM NUM ENAMEL,
IN 16 OZ. SPRAY CANS, NET WI. 11 OZ.,

KRYLON

FEDERAL SPECI FI CATI ON

METALLI CS BRI GHT SI LVER 1401
A- A- 1585

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S

380

I TY DATE 07/10/2023 PAGE : 391
M CURRENT VERSION : 1.10.00

USE PY1 USE YTD

71-14-7320

VEETI NG COMVERCI AL | TEM DESCRI PTI ON NYCTA
A- A- 1585 W TH EXCEPTI ONS TO THE SOLI D NYCTA
CONTENTS AND SPECULAR GLOSS. THE SOLI D NYCTA
CONTENTS SHOULD BE 25-30G AND THE

SPECULAR GLOSS OF 80-85 DEGREES, FED

COLOR #17178. [ NOTE: FLASHPO NT

REQUI REMENT OF NCYTA SPECI FI CATI ON

CCSS- 002( GENERAL REQUI REMENTS FOR

PAI NTS) |I'S NOT APPLI CABLE. ]

IN 16 Oz CANS

PAI NT, WATER BASED ACRYLI C ENAMEL, JOHN  RUST- CLEUM
DEERE GREEN, ONE GALLON CAN, HI GH NYCTA
GLOSS. VOC LESS THAN 250 G'L (2.08 NYCTA

LBS/ GAL). SOLI D CONTENT BY WEI GAT
36-49% DENSITY 8.7-10 LBS/ GAL; FLASH
PO NT > 200F; DRY TIMES: 1-2 HOURS TACK
FREE, 2-4 HOURS HANDLE; 1-3 HOURS
RECOAT. USE | N WELL VENTI LATED AREAS:
OPEN DOORS, W NDOW5 AND USE BLOWER FANS
IN THE VICNITY OF THE WORK AREA TO

I NCREASE Al R DI LUTI ON. PPE REQUI RED;
CHEM CAL SPLASH GOGGELES, LI GHT WEI GHT
NEOPRENE/ NI TRI LE GLOVES.

IN 1 GAL CAN

I NDUSTRI AL CHO CE DTM #5234402
CCSS-001, REV I, 3-9-11, LABEL
CCSS- 003 REV E 9/11/17 RESTR S

71-19- 8300

PAI NT, ALKYD, ENAMEL, SEM - GLOSS WH TE. MERCURY PAI NT CO.

IN ONE GALLON CANS. USED TO PAI NT COMVERI CAL
EXTERI OR WALLS AT SHOPS. COLOR NYCT AL NYCTA
BASED ALKYD WHI TE ( TRI STI MULUS VALUES: NYCTA
L*95.01, A*-1.47, B*9.20, DELTA E=2.0 NYCTA

MAXI MUM) MUST MEET REQUI REMENTS OF
COMVERCI AL | TEM DESCRI PTI ON A- A- 3067.
MUST COVPLY W TH NYSDEC REGULATI ON
6NYCRR PART 205 | NDUSTRI AL MAI NTENANCE
COATI NGS W TH MAXI MUM VOC CF 2. 84

LB/ GAL(340 G L). THE CONTAI NERS MJUST BE
LABELED " | NDUSTRI AL MAI NTENANCE

COATI NG' WTH ONE OR MORE OF THE
FOLLOWN NG STATEMENTS: (1) FOR

I NDUSTRI AL USE ONLY", (2) "FOR
PROFESSI ONAL USE ONLY", (3) "NOTI FOR

TTP-102 TYPE |1 ASG VH TE

A- A- 3067

CCSS-001, REV I, 3-9-11, LABEL
CCSS- 002 1/05 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

QUALI FI ED PRODUCTS

2w

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

RESI DENTI AL USE", OR (4) "NOT | NTENDED
FOR RESI DENTI AL USE".

I TY DATE 07/10/2023 PAGE : 392
M CURRENT VERSION : 1.10.00

USE PY1 USE YTD

71-19-9600

PAI NT, PRESERVATI VE, RED, STEEL, ITEM C MERCURY PAI NT CO
#6073, AIR DRY I'N ONE GALLON CAN, USED NYCTA

FOR METAL, USED TO PAI NT STEEL BEAMS, NYCTA
COLUWNS AND PLATES. COLOR: NYCT RED NYCTA
STEEL PRESERVATI VE #6073 KEY NYCTA

CHARACTERI STI C: VI SCOSI TY 75 KREB
UNI TS. TOTAL SOLIDS BY VEI GHT 67. 2,

M NI MUM DRYI NG TI MES: MAXI MUM 6 HRS DRY
TO TOUCH, MAXI MUM 16 HRS TO DRY HARD,
MAXI MUM 24 HRS DRY TO RECOAT. LEAD
CONTENT 0. 06% MAXI MUM BY TOTAL WEI GHT.
FLASH PO NT 100 DEGREES F M NI MUM MUST
COVPLY W TH NYSDEC REGULATI ON 6NYCCR
PART 205 ARCH TECTURAL AND | NDUSTRI AL
COATI NG W TH MAXI MUM VOC OF 2. 84 LB/ GAL
(340 G'L) THE CONTAI NER MUST BE LABELED
" | NDUSTRI AL MAI NTENANCE COATI NG' W TH
ONE OR MORE OF THE FOLLOW NG
STATEMENTS. (1) "FOR | NDUSTRI AL USE
ONLY" (2) "FOR PROFESSI ONAL USE ONLY"
(3) "NOT FOR RESI DENTI AL USE" OR (4)
"NOT | NTENDED FOR RESI DENTI AL USE ONLY"
IN 1 GAL CAN

#6073

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 1/05 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S
PALLET SPEC.

71-22-0001

PAI NT KIT, SAFETY YELLOW TWO COMPONENT  SHERW N- W LLI AMS
URETHANE, EXTERI OR FULL G.OSS TOPCOAT NYCTA
FOR RAI LCARS. GRAFFI TI REMOVER NYCTA
RESI STANT; FOR BRUSH, RCOLLER AND SPRAY NYCTA
APPLI CATON, COLOR: NYCT PCLYLON SAFETY
YELLOW ( TRI STI MULUS VALUES: L* 74. 81,

A* 14.70, B* 43.08 DELTA E=1. 80),

SPECULAR GLOSS OF 85+5 (@ 60 DEGREES)

BASED ON MOBAY " DESMODUR®' ALI PHATI C
PCLYURETHANE RESI N SYSTEM OR

EQUI VALENT. EACH PAINT KIT IS TO BE

PACKAGED | NDI VI DUALLY. PAI NT KI'T

CONS| STS OF TWO PARTS; PART A RESIN IN

A FULL GALLON CAN AND PART B CATALYST

IN A HALF GALLON CAN. PART A AND PART B

COMBI NE TO MAKE 1-1/2 GALLON OF PAI NT.

VENDOR TO SUPPLY MANUFACTURER S

CERTI FI CATE OF ANALYSI S FOR EACH BATCH

SHOW NG THE DENSI TY OF PART A, PART B,

GLCSS, VOC W TH EACH SHI PMENT VOC

HP POLYURETHANE B 65Wb25 YELLO
CCSS-001, REV I, 3-9-11, LABEL
CCSS- 002 1/05 G R PAINTS REV.

CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

EVS NEW YORK CI TY TRAN
coMMODI TY MANAGE

JSBYRALL

QUALI FI ED PRODUCTS

2w

I TY DATE 07/10/2023 PAGE : 393
M CURRENT VERSION : 1.10.00

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON
CERTI FI CATI ON MJUST ACCOMPANY W TH EACH

SHI PMENT, VOC CERTI FI CATI ON MUST

ACCOMPANY W TH EACH SHI PMENT. MUST

COMPLY W TH NYSDEC REGULATI ON 6NYCRR

PART 228 SURFACE COATI NGS: COATI NG

LI NES FOR M SCELLANEOUS METAL PARTS AND

PRODUCTS: EXTREME PERFORMANCE COATI NGS

W TH MAXI MUM VOC OF 2.8 LB/ GAL (340

GL).

2 EAKT

USE PY1 USE YTD

71-22-0002

PAI NT KIT, SAFETY YELLOW TWO COMPONENT  SHERW N- W LLI AMS
URETHANE, EXTERI OR FULL G.OSS TOPCOAT NYCTA/ MABSTOA
FOR RAI LCARS. GRAFFI TI REMOVER NYCTA
RESI STANT; FOR BRUSH, RCOLLER AND SPRAY NYCTA
APPLI CATI ON. COLOR: NYCT POLYON SAFETY
YELLOW ( TRI STI MJLUS VALUES; L*76.28, A*

16.17, B* 97.25 DELTA E=1.80), SPECULAR

GGCSS OF 90 M NIMUM  BASED ON MOBAY

" DESMODUR" ALI PHATI C POLYURETHANE RESI N

SYSTEM OR EQUI VALENT. EACH PAINT KIT IS

TO BE PACKAGED | NDI VI DUALLY. QUART SI ZE

PAINT KIT CONSI STS OF TW PARTS: 1-1/2

PINTS OF PART A RESIN IN A 1 QUART CAN

AND 1/2 PINT OF PART B CATALYST IN A

1/2 PINT CAN. PART A AND PART B COVBI NE

TO MAKE 1 QUART OF PAINT. DENSITY OF

PART A 1S 9.2 +/-0.3 LBS/ GAL, DENSITY

OF PART B1S 9.4 +/-0.3

LBS/ GAL. VI SCCSI TY OF PART A AND PART B

(MXED 3 TO1 BY VOLUVE) IS 30 TO 50

SECONDS AS MEASURED BY #3 ZAHN CUP.

VENDOR TO SUPPLY MANUFACTURER S

CERTI FI CATE OF ANALYSI S FOR EACH BATCH

SHOW NG THE DENSI TY (OF PART A AND OF

PART B), VISCOSITY (M XED), GLOSS, VOC

W TH EACH SH PMENT. MJST COVMPLY W TH

NYSDEC REGULATI ON 6NYCRR PART 228

SURFACE COATI NGS: COATI NG LI NES FOR

M SCELLANEQUS METAL PARTS AND PRCDUCTS:

EXTREME PERFORVANCE COATI NGS W TH

MAXI MUM VOC CF 3.5 LB/ GAL(419.39 GL)

PCLY- LON 1441-88 LOCOMOT 0 0
CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 002 1/05 G R PAINTS REV.

CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

71-22-0004

EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

QUALI FI ED PRODUCTS

2w

I TY DATE 07/10/2023 PAGE : 394
M CURRENT VERSION : 1.10.00

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON
PAINT KIT, BIEGE, TWO COVPONENT SHERW N- W LLI AMS
URETHANE, | NTERI OR FULL G.OSS TOPCOAT NYCTA
FOR RAI LCARS, GRAFFI TI REMOVER NYCTA
RESI STANT; FOR BRUSH, RCOLLER AND SPRAY NYCTA
APPLI CATI ON. COLOR NYCT POLYLON BEI GE NYCTA
(TRI STI MULUS VALUES: L* 72.81, A* 4.51,

B* 22.91, DELTA E=1.30), SPECULAR GLCSS

OF 90 M NIMUM BASED ON MOBAY

" DESMODUR" ALI PHATI C POLYURETHANE RESI N

SYSTEM OR EQUI VALENT. EACH PAINT KIT IS

TO BE PACKAGED | NDI VI DUALLY. QUART SI ZE

PAINT KIT CONSI STS OF TW PARTS: 1-1/2

PINTS OF PART A RESIN IN A QUART CAN

AND 1/2 PINT OF PART B CATALYST IN A

1/2 PINT CAN. PART A AND PART B COVBI NE

TO MAKE 1 QUART OF PAINT. DENSITY OF

PART A 1S 9.2+/-0.3 LBS/ GAL, DENSITY

OF PART BIS 9.4 +/- 0.3 LBS/ GAL.

VI SCOSI TY OF PART A AND PART B COVBI NED

(MXED 3 TO1 VOLUME) IS 30 TO 50

SECONDS AS MEASURED BY #3 ZAHN CUP.

VENDOR TO SUPPLY MANUFACTURER S

CERTI FI CATE OF ANALYSI S FOR EACH BATCH

SHOW NG THE DENSI TY (OF PART A AND OF

PART B), VISCOSITY (M XED), GLOSS, VOC

W TH EACH SH PMENT. MJST COVMPLY W TH

NYSDEC REGULATI ON 6NYCRR PART 228

SURFACE COATI NGS: COATI NG LI NES FOR

M SCELLANEQUS METAL PARTS AND PRCDUCTS:

EXTREME PERFORVANCE COATI NGS W TH

MAXI MUM VOC OF 3.5 LB/ GAL (419.39 GL).

USE PY1 USE YTD
PCLY- LON 514-87 BEI GE 0 0
1075-C-86 REV.J MARCH 1990

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 002 1/05 G R PAINTS REV.

CCSS- 003 REV E 9/11/17 RESTR S

71-22-0006

PAI NT KIT, BEIGE, TWO COVPONENT SHERW N- W LLI AMS
URETHANE, | NTERI OR FULL G.OSS TOPCOAT NYCTA
FOR RAI LCARS, GRAFFI TI REMOVER NYCTA
RESI STANT; FOR BRUSH, RCOLLER AND SPRAY NYCTA
APPLI CATI ON. COLOR NYCT POLYLON BEI GE

(TRI STI MULUS VALUES: L*70.55, A*2.88,

B*14. 29, DELTA E = 1.00). SPECULAR

GLOSS OF 85+5 (@60 DEGREES) M NI MUM

BASED ON MOBAY " DESMODUR®' ALI PHATI C
PCLYURETHANE RESI N SYSTEM OR

EQUI VALENT. EACH PAINT KIT IS TO BE

PACKAGED | NDI VI DUALLY. GALLON SI ZE

PAI NT KIT CONSI STS OF TWO PARTS: PART A

RESIN IN A FULL 1 GALLON CAN AND PART B
CATALYST IN A HALF GALLON CAN. PART A

AND PART B COVBI NE TO MAKE 1-1/2 GALLON

BW65Wb25 BEI GE & B65V525 6 2
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

QUALI FI ED PRODUCTS

2w

I TY DATE 07/10/2023 PAGE : 395
M CURRENT VERSION : 1.10.00

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON
OF PAINT. VOC CERTI FI CATI ON MJST
ACCOVPANY W TH EACH SHI PMENT. VENDOR TO
SUPPLY MANUFACTURER S CERTI FI CATE OF
ANALYSI S FOR EACH BATCH SHOW NG THE
DENSI TY OF PART A AND OF PART B,

VI SCOSI TY (M XED), GLOSS, VOC W TH EACH
SHI PMENT VOC CERTI FI CATI ON MUST
ACCOVPANY W TH EACH SHI PMENT, COWVPLY

W TH NYSDEC REGULATI ON 6NYCRR PART 228
SURFACE COATI NGS: COATI NG LI NES FOR

M SCELLANEQUS METAL PARTS AND PRCDUCTS:
EXTREME PERFORVANCE COATI NGS W TH

MAXI MUM VOC COF 2.80 LB/ GAL (340 GL)

2 PART/KIT

USE PY1 USE YTD

71-22-0018

PAI NT KI'T, TWO COVMPONENT URETHANE; SHERW N W LLI AMS
VWH TE, | NTERI OR FULL G.GOSS TOPCOAT FOR NYCTA

RAI LCARS, GRAFFI TI REMOVER RESI STANT; NYCTA
FOR BRUSH, RCLLER & SPRAY APPLI CATI ON. NYCTA
COLOR: NYCT POLY WHI TE ( TRI STI MJLUS NYCTA

VALUES: L*92.4, A*-1.15, B*0.86, DELTA
E=1.00), SPECULAR GLOSS OF 85+5 (@60
DEGREES) . BASED ON MOBAY " DESMODUR'
ALPHATI C POLYURETHANE RESI N SYSTEM OR
EQUI VALENT. EACH PAINT KIT IS TO BE
PACKAGED | NDI VI DUALLY. GALLON SI ZE

PAI NT KIT CONSI STS OF TWO PARTS; PART A
RESIN I N A FULL ONE GALLON CAN AND PART
B CATALYST IN A HALF GALLON CAN. PART A
AND PART B COVBI NE TO MAKE 1-1/2 GALLON
OF PAINT. VENDOR TO SUPPLY
MANUFACTURER S CERTI FI CATE OF ANALYSI S
FOR EACH BATCH SHOW NG THE DENSI TY OF
PART A AND OF PART B) UP. VENDOR TO
SUPPLY MANUFACTURER S CERTI FI CATE OF
ANALYSI S FOR EACH BATCH SHOW NG THE
DENSI TY (COF PART A AND OF PART B,

VI SCOSI TY (M XED), GLOSS W TH EACH

SHI PMENT VOC CERTI FI CATI ON MUST
ACCOVPANY W TH EACH SHI PMENT, MJST
COWPLY W TH NYSDEC REGULATI ON 6NYCRR
PART 228 SURFACE COATI NGS: COATI NG

LI NES FOR M SCELLANEQUS METAL PARTS AND
PRODUCTS: EXTREME PERFORVANCE COATI NGS
W TH MAXI MUM VOC OF 2.8 LB/ GAL(340G L)

HP POLYURETHANE B 65Wh25 VH TE 0 0
1075-C-86 REV.J, MAR 1990

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 002 1/05 G R PAINTS REV.

CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

71-22-0028

EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

QUALI FI ED PRODUCTS

2w

I TY DATE 07/10/2023 PAGE : 396
M CURRENT VERSION : 1.10.00

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON MFG NAME
PAI NT KI'T, TWO- COMPONENT POLYURETHANE DEFT, 1 NC.
PRI MER SURFACER, LI GHT GRAY, FOR NYCTA

FI LLI NG PI NHOLES AND ROUGH SURFACES OF NYCTA
FI BERGLASS SURFACES OR REWORK SURFACES. NYCTA
EACH KIT SHALL CONTAIN 3/4 GALLON OF

PRIMER, 1 PINT OF CATALYST AND 1 PI NT

OF REDUCER | N A SEPARATE CONTAI NER.

PRODUCT | S EXEMPT FROM FLASH PO NT

REQUI REMENT OF CCSS-002 REV E. AND HAS

BEEN APPROVED BY OSS FOR USE I N

DES|I GNATED PAI NT BOOTH.

2 PARTS/KI'T

USE PY1 USE YTD
09GY024, 80X040 & | S300 0 0
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 003 06/ 16/ 00 RESTRI CTED S
CCSS- 003 REV E 9/11/17 RESTR S

71-22-0033

PAI NT KIT, GRAY, TWO COVPONENT SHERW N- W LLI AMS

URETHANE, | NTERI OR FULL G.OSS TOPCOAT NYCTA
FOR RAI LCARS; GRAFFI TI REMOVER NYCTA
RESI STANT; FOR BRUSH, ROLLER, AND SPRAY  NYCTA
APPLI CATI ON, COLOR NYCT POLYLON GRAY NYCTA
(TRI STI MULUS VALUES: L* 25.88, A* NYCTA

-2.32, B* -0.55, DELTA E=1.10),
SPECULAR GLGSS OF 90 M NI MUM BASED ON
MOBAY " DESMODUR' ALI PHATI C POLYURETHANE
RESI N SYSTEM OR EQUI VALENT. EACH PAI NT
KIT IS TO BE PACKAGED | NDI VI DUALLY.
QUART SI ZE PAI NT KI'T CONSI STS OF TWO
PARTS: 1-1/2 PINTS OF PART A RESIN IN A
1 QUART CAN AND 1/2 PINT OF PART B
CATALYST IN A 1/2 PINT CAN. PART A AND
PART B COVBI NE TO MAKE 1 QUART OF
PAINT. DENSITY OF PART AI1S 9.2 +/- 0.3
LBS/ GAL, DENSITY OF PART B 1S 9.4 +/-
0.3 LBS/ GAL. VI SCCSI TY OF PART A AND B
COMBI NED(M XED 3 TO 1 BY VOLUME) I S 30
TG0 SECONDS AS MEASURED BY #3 ZAHN
CUP. VENDOR TO SUPPLY MANUFACTURER S
CERTI FI CATE OF ANALYSI S FOR EACH BATCH
SHOW NG THE DENSI TY(OF PART A AND OF
PART B). VISCOSITY (M XED), GLOSS, VOC
W TH EACH SH PMENT. MJST COVMPLY W TH
NYSDEC REGULATI ON 6NYCRR PART 228
SURFACE COATI NGS: M SCELLANEQUS PLASTI C
PARTS COATI NG LI NES: COLOR TOPCOAT W TH
MAXI MUM VOX CF 3.8 LB/ GAL(455.34 GL)

PCLY- LON 876-87 GRAY 0 0
1075-C-86 REV.J, MAR 1990

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 002 1/05 G R PAINTS REV.

CCSS- 003 6/16/ 00 RESTRI CTED SU

CCSS- 003 REV E 9/11/17 RESTR S



TY DATE 07/10/2023 PAGE : 397

USER-I D : EVS NEW YORK CI TY TRAN I
M CURRENT VERSION : 1.10.00

PROG- | D : JSBYRALL coMMODI TY MANAGE

2w
m—

QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

STOCK NO LONG DESCRI PTI ON MFG NAME MFG PART NO USE PY1 USE YTD
71-22-0034 PAINT KIT, GRAY, TWO COVPONENT SHERW N- W LLI AMS HP POLYURETHANE B 65Wh25 GRAY 0 0
URETHANE, EXTERI OR/ | NTERI OR FULL G.OSS NYCTA CCSS- 001, REV I, 3-9-11, LABEL
TOPCOAT FOR RAI LCARS; GRAFFI TI REMOVER NYCTA CCSS- 002 1/05 G R PAINTS REV.
RESI STANT; FOR BRUSH, ROLLER, AND SPRAY  NYCTA CCSS- 003 REV E 9/11/17 RESTR S

APPLI CATI ON, COLOR NYCT: POLYLON GRAY
(TRI STI MULUS VALUES: L* 29.91, A*
-1.15, B* -0.86, DELTA E= 1.00),
SPECULAR GLOSS OF 85 + 5( @ 60 DEGREES)
BASED ON MOBAY " DESMODUR!

ALI PHATI C POLYURETHANE RESI N

SYSTEM OR EQUI VALENT. EACH PAINT KIT IS
TO BE PACKAGED | NDI VI DUALLY. GALLON

SI ZE PAINT KI'T CONSI STS OF TWO PARTS;
PART A RESIN IN FULL ONE GALLON CAN AND
PART B CATALYST IN A HALF GALLON CAN.
PART A AND B COVBI NE TO MAKE 1-1/2
GALLON OF PAINT. VENDOR TO SUPPLY
MANUFACTURER S CERTI FI CATE OF ANALYSI S
FOR EACH BATCH SHOW NG THE DENSI TY OF
PART A AND OF PART B. VI SCOSI TY

(M XED), GLCSS, VOC W TH EACH SHI PMENT
VOC CERTI FI CATI ON MJUST ACCOVPANY W TH
EACH SHI PMENT. MJST COVPLY W TH NYSDEC
REGULATI ON 6NYCRR PART 228 SURFACE
COATI NGS: M SCELLANEQUS PLASTI C PARTS
COATI NG LI NES: COLOR TOPCOAT W TH

MAXI MUM VOC CF 2.8 LB/ GAL(340 GL)

IN 2 PART KI'T
71-22-0037 ACCELERATOR, FOR POLYURETHANE PAI NTS. PPG | NDUSTRI ES MX195 46 21
TH S PRODUCT | S EXEMPT FROM THE FLASH NYCTA CCSS-001, REV I, 3-9-11 LABEL
PO NT REQUI REMENTS OF CCSS-002, REV. D NYCTA CCSS-002 1/05 G R PAINTS REV.
AND HAS BEEN APPROVED BY GOSS FOR USE IN  NYCTA CCSS- 003 REV E 9/11/17 RESTR S

THE DESI GNATED PAI NT BOOTH AREAS.
PACKAGED | N ONE PI NT CONTAI NERS

71-22-0090 KIT, TOUCH UP, BLUE ACRYLI C TOPCQAT, PPG | NDUSTRI ES BLUE 36BLOL5E- T/ 36 X194CAT 100 37
CONSI STI NG CF 2 COVPONENTS( BASE AND NYCTA CCSS- 001, REV I, 3-9-11, LABEL
CATALYST) FOR USE BY DOB I N PAI NT SPRAY  NYCTA CCSS- 002 9/21 G R PAINTS REV.
BOOTH. ZERO VOC COATI NG. M NI MUM SHELF NYCTA CCSS- 003 REV E 9/11/17 RESTR S

LI FE REQUI RED AT TIME OF RECEIPT IS SI X
MONTHS. THI RD PARTY ANALYSIS LIM TS
SHALL BE USED WHEN | NSPECTI NG THE
FOLLOW NG PROPERTI ES: WEI GHT PER GALLON
(M XED) ASTM D- 1475, PERCENT WEI GAT
SCLID (M XED) ASTM D- 2369, DRY TO TAPE



USER-I D : EVS
PROG- | D : JSBYRALL

NEW YORK
COMMODI

CIl TY TRAN
TY MANAGE

QUALI FI ED PRODUCTS

2w

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

TIVE (TAPE TI ME) M L- PRF-85285D,
VEEl GHT PER GALLON (BASE ONLY) ASTM
D- 1475 AND PERCENT WEI GHT SCOLI D
(BASE ONLY) ASTM D- 2369

IN 2 PART KI'T

I TY DATE 07/10/2023 PAGE : 398
M CURRENT VERSI ON :

1.10.00

USE PY1 USE YTD

71-22-0092 KIT, TOUCH UP, BLACK ACRYLI C TOPCOAT,
CONSI STI NG CF 2 COVPONENTS( BASE AND
CATALYST) FOR USE BY DOB I N PAI NT SPRAY
BOOTH, ZERO VOC COATI NG
M N MUM SHELF LI FE REQUI RED AT TI ME OF
RECEI PT IS SI X MONTHS. THI RD PARTY
ANALYSI S LIM TS SHALL BE USED WHEN
I NSPECTI NG THE FOLLOW NG PROPERTI ES:
VEEI GHT PER GALLON (M XED) ASTM D- 1475,
PERCENT VEI GAT SOLI D (M XED) ASTM
D- 2369, DRY TO TAPE ( TAPE TI ME)

M L- PRF-85285D. WEI GHT PER GALLON
(BASE ONLY) ASTM D- 1475 AND PERCENT
VEEI GHT SOLI D (BASE ONLY) ASTM D- 2369
IN 2 PART KI'T

PPG | NDUSTRI ES
NYCTA
NYCTA
NYCTA

BLACK 36BKO01E- T/ 36 X194CAT 135
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S

71-22-0094 KIT, TOUCH UP, CREY PRI MER/ SURFACER
CONSI STI NG CF 2 COVPONENTS ( BASE AND
CATALYST) FOR USE BY DOB I N PAI NT SPRAY
BOOTH. ZERO VOC COATI NG M NI MUM SHELF
LI FE REQUI RED AT TIME OF RECEIPT IS SI X
MONTHS. THI RD PARTY ANALYSIS LIM TS
SHALL BE USED WHEN | NSPECTI NG THE
FOLLOW NG PROPERTI ES: WEI GHT PER GALLON
(M XED) ASTM D- 1475, PERCENT WEI GAT
SCLID (M XED) ASTM D-2369. DRY TO TAPE
TIME (TAPE Tl ME) M L- PRF-85285D, WEI GHT
PER GALLON (BASE ONLY) ASTM D- 1475 AND
PERCENT WEI GHT SOLI D (BASE ONLY) ASTM
D- 2369
IN 2 PART KI'T

PPG | NDUSTRI ES
NYCTA
NYCTA
NYCTA

GRAY 09GYOOT7E- T/ 36X194CAT 0
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 1/05 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S



TY DATE 07/10/2023 PAGE : 399

USER-I D : EVS NEW YORK CI TY TRAN I
M CURRENT VERSION : 1.10.00

PROG- | D : JSBYRALL coMMODI TY MANAGE

2w
m—

QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

STOCK NO LONG DESCRI PTI ON MFG NAME MFG PART NO USE PY1 USE YTD
71-22-0096 KIT, TOUCH UP, WH TE ACRYLI C TOPCOAT, PPG | NDUSTRI ES VH TE 36WD21E- T/ 36 X194CAT 134 48
CONSI STI NG CF 2 COVPONENTS( BASE AND NYCTA CCSS- 001, REV I, 3-9-11, LABEL
CATALYST) FOR USE BY DOB | N PAI NT SPRAY NYCTA CCSS- 002 9/21 G R PAINTS REV.
BOOTH. ZERO VOC COATI NG M NI MUM SHELF NYCTA CCSS- 003 REV E 9/11/17 RESTR S

LI FE REQUI RED AT TIME OF RECEIPT IS SI X
MONTHS. THI RD PARTY ANALYSIS LIM TS
SHALL BE USED WHEN | NSPECTI NG THE
FOLLOW NG PROPERTI ES: WEI GHT PER GALLON
(M XED) ASTM D- 1475, PERCENT WEI GAT
SCLID (M XED) ASTM D-2369. DRY TO TAPE
TIME (TAPE Tl ME) M L- PRF-85285D, WEI GHT
PER GALLON (BASE ONLY) ASTM D- 1475

AND PERCENT WEI GHT SOLI D( BASE ONLY)

ASTM D- 2369
IN 2 PART KI'T
71-22-0126 PAINT KIT, TWO COVMPONENT URETHANE, SEAT DEFT, 1 NC. BLUE( 36BL047) & CATALYST(80X022 0 0
BLUE, | NTERI OR FULL GLOSS TOPCOAT FOR NYCTA CCSS- 001, REV I, 3-9-11, LABEL
R142, R142A & R143 RAI LCAR SEATS, NYCTA CCSS- 002 9/21 G R PAINTS REV.
GRAFFI TI  REMOVER RESI STANT FOR BRUSH; NYCTA CCSS- 003 REV E 9/11/17 RESTR S

RCOLLER AND SPRAY APPLI CATI ON. COLOR:
NYCT SEAT BLUE, (TRI STI MULUS VALUES:
L*50. 53, A*-1.40, B*-15.10, DELTA
E=1.30), SPECULAR GLGCSS 90 M NI MUM
BASED ON MOBAY' S " DESMODUR®' ALI PHATI C
PCLYURETHANE RESI N SYSTEM OR

EQUI VALENT. EACH PAINT KIT TO BE
PACKAGED | NDI VI DUALLY. QUART SI ZE PAI NT
KIT CONSI STS OF TWO PARTS: 1-1/2 PINTS
OF PART A RESIN IN A 1 QUART CAN AND
1/2 PINT OF PART B CATALYST IN A 1/2

PI NT CAN. PART A AND PART B COMBI NE TO
MAKE 1 QUART OF PAINT. VENDOR TO SUPPLY
MANUFACTURER S CERTI FI CATE OF ANALYSI S
FOR EACH BATCH SHOW NG THE DENSI TY( OF
PART A AND PART B), VI SCOSI TY(M XED),
GLCSS, VOC W TH EACH SHI PMENT. MJST
COVPLY W TH NYSDEC REGULATI ON 6NYCRR
PART 228 SURFACE COATI NGS

IN 2 PART KI'T



USER-I D :
PROG- I D :

71-22-0128

EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

QUALI FI ED PRODUCTS

2w

I TY DATE 07/10/2023 PAGE : 400
M CURRENT VERSION : 1.10.00

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON
PAI NT KIT, TWO COVMPONENT URETHANE, SEAT PPG | NDUSTRI ES
BLUE, | NTERI OR FULL GLOSS TOPCOAT FOR NYCTA
R160 RAI LCAR SEATS, GRAFFI TI REMOVER NYCTA
RESI STANT; FOR BRUSH, RCOLLER AND SPRAY NYCTA
APPLI CATI ON. COLOR: NYCT SEAT BLUE,

(TRI STI MULUS VALUES: L*=50.95, A*=0.37,

B*=-17. 26, DELTA E=1.30), SPECULAR

GLGCSS 90 M NITMUM BASED ON MOBAY' S

" DESMODUR" ALI PHATI C POLYURETHANE RESI N

SYSTEM OR EQUI VALENT. EACH PAINT KIT TO

BE PACKAGED | NDI VI DUALLY. QUART SI ZE

PAINT KIT CONSI STS OF TW PARTS: 1-1/2

PINTS OF PART A RESIN IN A 1 QUART CAN

AND 1/2 PINT OF PART B CATALYST IN A

1/2 PINT CAN. PART A AND PART B COVBI NE

TO MAKE 1 QUART OF PAINT. FLASHPO NT

REQUI REMENT OF NYCT SPECI FI CATI ON

CCSS- 002 GENERAL REQUI REMENTS FOR PAI NT

'S NOTI' APPLI CABLE. VENDOR TO SUPPLY
MANUFACTURER S CERTI FI CATE OF ANALYSI S

FOR EACH BATCH SHOW NG THE DENSI TY OF

PART A AND PART B, VISCOSITY (M XED),

GLCSS, VOC W TH EACH SHI PMENT, MJST

COVPLY W TH NYSDEC REGULATI ON 6NYCRR

PART 228 SURFACE COATI NGS

IN 2 PART KI'T

USE PY1 USE YTD

36BLOS1E & 36X194CATCURI NG 40 25
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S

71-22-0129

PAI NT KI'T, THREE COMPONENT URETHANE, PPG | NDUSTRI ES
SEAT BLUE, | NTERI OR FULL GOSS TOPCOAT NYCTA
FOR R160 RAI LCAR SEATS, GRAFFI TI NYCTA
REMOVER RESI STANT FOR BRUSH, ROLLER AND  NYCTA
SPRAY APPLI CATI ON. COLOR NYCT SEAT

BLUE, (L*54.66, A*-0.28, B* -13.17,

DELTA E<2), SPECULAR GLCSS 90 M NI MUM

EACH PAINT KIT TO BE PACKAGED

I NDI VI DUALLY. 1 GALLON SI ZE PAI NT KI'T

CONSI STS OF THREE PARTS: 3/4 GALLON OF
PART A RESIN IN A 1 GALLON CAN, 1 PINT
HARDENER IN A 1 PINT CAN;; AND 1 PI NT

ACTI VATOR IN A 1 PINT CAN. ALL THREE

PARTS COMBI NE TO MAKE 1 GALLON OF

PAI NT. VENDOR TO SUPPLY MANUFACTURER' S

CERTI FI CATE OF ANALYSI S FOR EACH BATCH

SHOW NG THE DENSI TY( OF ALL THREE PARTS),

VI SCOSI TY (M XED), GLOSS, VOC W TH EACH

SHI PMENT. MJUST COWVPLY W TH NYSDEC

REGULATI ON 6NYCRR PART 228 SURFACE

BLUEESSS989473, ESH200, ESX510 0 0
CCSS-001, REV I, 3-9-11 LABEL

CCSS- 002 9/21 G R PAINTS REV.

CCSS- 003 REV E 9/11/17 RESTR S



TY DATE 07/10/2023 PAGE : 401

USER-I D : EVS NEW YORK CI TY TRAN I
M CURRENT VERSION : 1.10.00

PROG- | D : JSBYRALL coMMODI TY MANAGE

2w
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

STOCK NO LONG DESCRI PTI ON MFG NAME MFG PART NO USE PY1 USE YTD

71-22-0150 PAINT KIT, TWO COVPONENT URETHANE, PPG | NDUSTRI ES CEM NOOO6 WH TE CCA976469 0 0
STAI NLESS STEEL, EXTERI OR FULL G.0OSS NYCTA CCSS- 001, REV I, 3-9-11, LABEL
TOPCOAT FOR RAI LCARS, GRAFFI TI REMOVER NYCTA CCSS- 002 9/21 G R PAINTS REV.
RESI STANT, FOR BRUSH, RCOLLER & SPRAY NYCTA CCSS- 003 REV E 9/11/17 RESTR S

APPLI CATI ON. COLOR CEM WHI TE

(TRI STMJLUS VALUES: L* 88.9, A* -1.3,

B* 1.1, DELTA E<2), SPECULAR GLOSS OF
90 M NIMUM @60 DEGREES F. EACH PAI NT
KIT IS TO BE PACKAGED | NDI VI DUALLY.

PAI NT KIT CONSI STS OF TWO PARTS; 4
GALLONS OF PART A RESIN IN A 5 GALLON
CAN AND 1 GALLON OF PART B HARDENER I N
A 1 GALLON CAN. PART A AND PART B

COMBI NE TO MAKE 5 GALLONS OF PAI NT.
DENSI TY OF PART A 1S 9.93 +/-0.3

LBS/ GAL, DENSITY OF PART B IS 9.18
+/-0.3 LBS/ GAL. VI SCOSI TY OF PART A AND
PART B COVBI NED (M XED 4 TO 1 BY
VOLUME) IS 10 TO 15 SECONDS AS MEASURED
BY ZAHN #3 CUP. VENDOR TO SUPPLY
MANUFACTURER S CERTI FI CATE OF ANALYSI S
FOR EACH BATCH SHOW NG THE DENSI TY ( OF
PART A AND PART B), VISCSITY (M XED),
GLCSS, VOC W TH EACH SHI PMENT. MJST
COVPLY W TH NYSDEC REGULATI ON 6NYCRR
PART 228 SURFACE COATI NGS: COATI NG

LI NES FOR M SCELLANEQUS METAL PARTS AND
PRODUCTS EXTREME PERFORMANCE COATI NGS
W TH MAXI MUM VOC OF 3.5 LB/ GAL

(419.39 G L)
71-22-0152 PAINT KI T, TWO COVPONENT URETHANE, PPG | NDUSTRI ES OEM SAFETY YELLOW CCA976425 0 0
STAI NLESS STEEL, EXTERI OR FULL GLOSS NYCTA CCSS- 001, REV I, 3-9-11, LABEL
TOPCOAT FOR RAI LCARS, GRAFFI TTI REMOVER  NYCTA CCSS- 002 1/05 G R. PAI NTS REV.
RES| STANT, FOR BRUSH, ROLLER & SPRAY NYCTA CCSS- 003 REV E 9/11/17 RESTR S

APPLI CATI ON. COLOR CEM YELLOW

(TRI STI MULUS VALUES; L*59.1, A*-33.3,
B*17.8, DELTA E<2), SPECULAR GLOSS OF
90 M NIMUM @60 DEGREES F. EACH PAI NT
KIT IS TO BE PACKAGED | NDI VI DUALLY.

PAI NT KIT CONSI STS OF TWO PARTS; 4
GALLONS OF PART A RESIN IN A 5 GALLON
CAN AND 1 GALLON OF PART B HARDENER I N
A 1 GALLON CAN. PART A AND PART B
COMBI NE TO MAKE 5 GALLONS OF PAI NT.



USER-I D :
PROG- I D :

EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

QUALI FI ED PRODUCTS
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I TY DATE 07/10/2023 PAGE : 402
M CURRENT VERSION : 1.10.00

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON MFG NAME
DENSI TY OF PART A 1S 9.01 +/-0.3

LBS/ GAL, DENSITY OF PART B IS 9.18
+/-0.3 LBS/ GAL. VI SCOSI TY OF PART A AND
PART B COVBI NED (M XED 4 TO 1 BY
VOLUME) IS 10 TO 15 SECONDS AS MEASURED
BY ZAHN #3 CUP. VENDOR TO SUPPLY
MANUFACTURER S CERTI FI CATE OF ANALYSI S
FOR EACH BATCH SHOW NG THE DENSI TY ( OF
PART A AND PART B), VISCOSITY (M XED),
GLCSS, VOC W TH EACH SHI PMENT. MJST
COWPLY W TH NYSDEC REGULATI ON 6NYCRR
PART 228 SURFACE COATI NGS W TH MAXI MUM
VOC OF 3.5 LB/ GAL (419.39 GL)

USE PY1 USE YTD

71-22-0154

PAI NT KI'T, TWO COMPONENT URETHANE, PPG | NDUSTRI ES
STAI NLESS STEEL, EXTERI OR FULL G.0OSS NYCTA
TOPCOAT FOR RAI LCARS, GRAFFI TTI NYCTA
REMOVER RESI STANT, FOR BRUSH, ROLLER & NYCTA
SPRAY APPLI CATI ON. COLOR CEM BLACK

(TRI STI MULUS VALUES: L*23.7, A* -0.2,

B* -0.9, DELTA E <2), SPECULAR GLOSS OF

8 M N MUM @60 DEGREES F. EACH PAI NT

KIT IS TO BE PACKAGED | NDI VI DUALLY.

PAI NT KIT CONSI STS OF TWO PARTS: 4

GALLONS OF PART A RESIN IN A 5 GALLON

CAN AND 1 GALLON OF PART B HARDENER I N

A 1 GALLON CAN. PART A AND PART B

COMBI NE TO MAKE 5 GALLONS OF PAI NT.

DENSI TY OF PART A 1S 8.68 +/- 0.3

LBS/ GAL, DENSITY OF PART B IS 9.18

+/ - LBS/ GAL. VI SCOSI TY OF PART A AND

PART B COVBI NED(M XED 4 TO 1 BY

VOLUME) IS 10 TO 15 SECONDS AS

MEASURED BY ZAHN #3 CUP. VENDOR TO

SUPPLY MANUFACTURER S CERTI FI CATE OF

ANALYSI S FOR EACH BATCH SHOW NG THE

DENSI TY (OF PART A AND PART B).

VI SCOSI TY(M XED), GLOSS, VOC W TH EACH

SHI PMENT. MJUST COVPLY W TH NYSDEC

REGULATI ON 6NYCRR PART 228 SURFACE

COATI NGS:  COATI NG LI NES FOR

M SCELLANEQUS METAL PARTS AND PRCDUCTS:

EXTREME PERFORVANCE COATI NGS W TH

MAXI MUM VOC COF 3.5 LB/ GAL (419.39 GL)

CEM NYCT LG BLACK CCA950368 0 0
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 1/05 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S
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PROG- I D :
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QUALI FI ED PRODUCTS LI ST

I TY DATE 07/10/2023 PAGE : 403
M CURRENT VERSION : 1.10.00

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON
PAINT, KIT, TWD COVPONENT URETHANE,

STAI NLESS STEEL, EXTERI OR FULL GLOSS
TOPCOAT FOR RAI LCARS, GRAFFI TTI REMOVER
RESI STANT, FOR BRUSH, ROLLER & SPRAY
APPL| CATI ON. COLOR OEM GREEN

(TRI STI MULUS VALUES: L*66.6, A*21.2,
B*62.1, DELTA E<2), SPECULAR GLOSS OF
90 M NI MUM @60 DEGREES F. EACH PAI NT
KIT I'S TO BE PACKAGED | NDI VI DUALLY.
PAINT KI T CONSI STS OF TWD PARTS: 4
GALLONS OF PART A RESIN IN A 5 GALLON
CAN AND 1 GALLON OF PART B HARDENER I N
A 1 GALLON CAN. PART A AND PART B

COVBI NE TO MAKE 5 GALLONS OF PAI NT.
DENSI TY OF PART A IS 9.85 +/-0. 3

LBS/ GAL, DENSITY OF PART B IS 9. 18
+/-0.3 LBS/ GAL. VI SCOSI TY OF PART A AND
PART B COVBI NED (M XED 4 TO 1 BY
VOLUME) 1S 10 TO 15 SECONDS AS MEASURED
BY ZAHN #3 CUP. VENDOR TO SUPPLY
MANUFACTURER S CERTI FI CATE OF ANALYSI S
FOR EACH BATCH SHOW NG THE DENSI TY (OF
PART A AND PART B), VI SCOSITY (M XED),
GLOSS, VOC W TH EACH SHI PMENT. MUST
COVPLY W TH NYSDEC REGULATI ON 6NYCRR
PART 228 SURFACE COATI NGS: COATI NG

LI NES FOR M SCELLANEOUS METAL PARTS AND
PRODUCTS EXTREME PERFORMANCE COATI NGS
W TH MAXI MUM VOC OF 3.5 LB/ GAL

(419.39 G L)

PPG | NDUSTRI ES
NYCTA
NYCTA
NYCTA

MFG PART NO USE PY1 USE YTD
CEM SAFETY GREEN CCA911742 0 0
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 1/05 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S

PAI NT, PRESERVATI VE, TI RE, BLACK FLAT,
READY M X. 1 GALLON CANS
IN 1 GAL CAN

CONVENTRY COATI NGS
NYCTA
NYCTA
NYCTA

SA- 70083 17 17
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S

71-26- 8000

PAI NT, ALKYD, VWH TE, SATIN FINISH IN 5
GALLON CAN. USED TO PAI NT SHOP AND
OFFI CE WALLS. TRI P COCK AND CONTRCL
RAI L MATERI ALS. COLOR: NYCT VWH TE SATIN
FI Nl SH ALKYD ( TRI STI MULUS VALUES; L*
86. 76, A*-1.06, B*6.94; DELTA E=1.50).
( MERCURY PAI NT TRI STI MULUS VALUES: L*
87.29, A*=-0.66, B*=8.73; DELTA E=1.50

. MUST MEET REQUI REMENTS OF FEDERAL
SPEC. TT-E-489, REVISION J WTH THE
EXCEPTI ON FI NENESS OF GRI ND, SPECULAR
GLCSS, VI SCOSI TY AND DRY Tl ME

MERCURY PAI NT CO.
NYCTA

NYCTA

NYCTA

FEDERAL SPECI FI CATI ON

| MC ML2 SATFI N SI LV WH( T489MOD 105 15
CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 002 9/21 G R PAINTS REV.

CCSS- 003 REV E 9/11/17 RESTR S

TT-489J
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON
REQUI REMENTS. FI NENESS OF GRI ND MUST BE
5 OR GREATER. SPECULAR GLOSS MUST BE IN
THE RANGE OF 15-35; THE UNREDUCED

VI SCOSI TY MUST BE 78-88 KREB UNI TS. SET
TO TOUCH DRY TIME |'S 6 HOURS MAXI MUM
MUST COMPLY W TH THE NYSDEC REGULATI ON
BNYCRR PART 205: | NDUSTRI AL MAI NTENANCE
COATI NG W TH MAXI MUM VOC OF 2.84 LB/ GAL
(340 G'L). NOTE PART 228: SURFACE

COATI NGS FOR M SCELLANEOUS METAL PARTS
AND PRODUCTS DOES NOT APPLY SINCE THI S
PAINT |'S APPLI ED TO RAI LCAR PARTS BY
BRUSH). THE CONTAI NERS MUST BE LABELED
"| NDUSTRI AL MAI NTENANCE COATI NG "W TH
ONE OR MORE OF THE FOLLOW NG
STATEMENTS: (1)"FOR | NDUSTRI AL USE
ONLY", (2)"FOR PROFESSI ONAL USE ONLY",
(3) NOT FOR RESI DENTI AL USE", (4)"NOT

| NTENDED FOR RESI DENTI AL USE".

IN 5 GAL CAN

THORI TY DATE 07/10/2023 PAGE : 404
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD

71-28-3010

PAI NT, EXTERI OR, SILVER BRI TE ALUM NUM
H GH TEMPERATURE MAI NTENANCE COATI NG,
GLGSS TOPCOAT FOR CAR BONNETS, READY
M XED, FOR BRUSH AND ROLLER

APPLI CATI ON, IN ONE GALLON CANS. MJUST
COVPLY W TH NYSDEC REGULATI ONS 6NYCRR
PART 228 SURFACE COATI NG LI NES. HI GH
TEMPERATURE COATI NG W TH VOC 600G L OR
5.01 LB/GAL. DENSITY IS 7.61-7.91

LBS/ GAL; VI SCOSI TY 22-26 FORD CUP

SEC #4; DRY TO TQUCH TI ME 15-30

M NUTES; DRY TACK FREE TI ME 4-6 HOURS.
VENDOR TO SUPPLY MANUFACTURER S

CERTI FI CATE OF ANALYSI S FOR EACH BATCH
SHOW NG THE DENSI TY, VI SCOsITY, DRY TO
TOUCH AND TACK FREE TI ME AND DRAWDOWN
SAMPLES W TH EACH SHI PMENT. THE

CONTAI NERS MUST BE LABELED "I NDUSTRI AL
MAI NTENANCE COATI NG' W TH ONE OF THE
FOLLOW NG STATEMENTS: (1) "FOR

I NDUSTRI AL USE ONLY", (2) "FOR
PROFESSI ONAL USE ONLY", (3) "NOTI FOR
RESI DENTI AAL USE", (4) "NOT | NTENDED
FOR RESI DENTI AL USE".

IN 1 GAL CAN

SHERW N W LLI AMS/ DI VERSI FI ED
NYCTA/ MABSTOA

NYCTA/ MABSTOA

NYCTA

SI LVR- BRI TE ALUM NUM PAI NT B59
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S
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I TY DATE 07/10/2023 PAGE : 405
M CURRENT VERSION : 1.10.00

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

USE PY1 USE YTD

71- 30-5060

PAINT, KIT, FOR FLOORS, TWO COVPONENT SHERW N W LLI AMS

WATER BASED EPOXY AM NE TYPE, RED - NYCTA
FEDERAL CCOLOR STANDARD(595A) #10076, NYCTA
GLCSS. EACH KIT IS TO BE PACKAGED NYCTA

I NDI VI DUALLY AND CONSI STS OF TWD PARTS:
1 GALLON OF PART A RESIN IN A 1 GALLON
CAN AND 1 GALLON OF PART B CATALYST IN
A 1 GALLON CAN. MUST COVPLY W TH NYSDEC
REGULATI ON 6NYCRR PART 205 | NDUSTRI AL
MAI NTENANCE COATI NGS W TH MAXI MUM VOC
OF 2.84 LB/ GAL(340 G L). DENSITY CF
PART A 1S 11.2+/-0.3 LBS/ GAL, DENSITY
OF PART B 1S 9.0+/-0.3 LBS/ GAL.

VI SCOSI TY OF PART A AND PART B (M XED 1
TO 1 BY VOLUVE) IS 85 TO 105 KREB UNI TS.
HAS A SPECULAR GLOSS OF 70 DEGREES

M N MUM  VENDOR TO SUPPLY

MANUFACTURER S CERTI FI CATE OF ANALYSI S
FOR EACH BATCH SHOW NG THE DENSI TY (OF
PART A AND OF PART B), VISCOSITY

(M XED, GLOSS, VOC AND DRAVWDOMN
SAMPLES, W TH EACH SHI PMENT. THE

CONTAI NERS MUST BE LABELED " | NDUSTRI AL
MAI NTENANCE COATI NG' W TH ONE OR MCORE
OF THE FOLLOW NG STATEMENTS: (1) "FOR

| NDUSTRI AL USE ONLY", (2) "FOR

PROFESSI ONAL USE ONLY", (3) "NOTI FOR
RESI DENTI AL USE", OR (4) "NOT | NTENDED
FORRESI DENTI AL USE".

IN 2 PART KI'T

FL- PLX RED 10076 #B70RB6&CL710 123 65
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S

71- 30-5065

PAINT, KIT, FOR FLOORS, TWO COVPONENT SHERW N W LLI AMS

WATER BASED EPOXY AM NE TYPE, GRAY - NYCTA
FEDERAL COLOR STANDARD (595A) #16251, NYCTA
GLCSS. EACH KIT IS TO BE PACKAGED NYCTA

I NDI VI DUALLY AND CONSI STS OF TWO PARTS:
1 GALLON OF PART A RESIN IN A 1 GALLON
CAN AND 1 GALLON OF PART B CATALYST IN
A 1 GALLON CAN. MUST COVPLY W TH NYSDEC
REGULATI ON 6NYCRR PART 205 | NDUSTRI AL
MAI NTENANCE COATI NGS W TH MAXI MUM VOC
OF 2.84 LB/ GAL (340 G L). DENSITY OF
PART A 1S 10.9+4/-0.3 LBS./GAL, DENSITY
OF PART B IS 9.0+/-0.3 LBS./GAL.

VI SCOSI TY OF PART A AND PART B(M XED 1

FL- PLX QUARRYGRAY#CL7105&CL710 304 2
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

EVS NEW YORK
COMMODI

JSBYRALL

CIl TY TRAN
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QUALI FI ED PRODUCTS
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I TY DATE 07/10/2023 PAGE : 406
M CURRENT VERSION : 1.10.00

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

TO 1 BY VOLUVE) IS 85 TO 105 KREB

UNI TS. HAS A SPECULAR .GSS OF 70
DEGREES M NI MUM  VENDOR MUST SUPPLY
MANUFACTURER S CERTI FI CATE OF ANALYSI S
FOR EACH BATCH SHOW NG THE DENSI TY (OF
PART A AND OF PART B). VI SCOSITY

(M XED), GLCSS, VOC AND DRAVWDOWN
SAMPLES W TH EACH SHI PMENT. THE

CONTAI NERS MUST BE LABELED " | NDUSTRI AL
MAI NTENANCE COATI NG' W TH ONE OR MCORE
OF THE FOLLOW NG STATEMENTS: (1) " FOR

I NDUSTRI AL USE ONLY", (2) "FOR
PROFESSI ONAL USE ONLY", (3)"NOT FOR
RESI DENTI AL USE", OR (4)"NOT | NTENDED
FOR RESI DENTI AL USE".

IN 2 PART KI'T

USE PY1 USE YTD

71-30-5070

PAINT KI T, FOR FLOORS, ANTI-SKID, TWOD
COVPONENT WATER BASED EPOXY AM NE,

RED- FEDERAL COLOR STANDARD (595A)
#10076, GLOSS. MUST CONTAI N

APPROXI MATELY 4 LBS. OF ALUM NUM OXI DE
ANTI - SKI D GRI T ( APPROXI MATELY 70 MESH
SIZE). EACH KIT I'S TO BE PACKAGED

| NDI VI DUALLY AND CONSI STS OF TWD PARTS:
1 GALLON OF PART A RESIN AND ALUM NUM
OXIDE GRIT IN A 1 GALLON CAN AND 1
GALLON OF PART B CATALYST IN A 1 GALLON
CAN. MUST COVPLY W TH NYSDEC REGULATI ON
6NYCRR PART 205 | NDUSTRI AL MAI NTENANCE
COATI NGS W TH MAXI MUM VOC OF 2. 84

LB/ GAL((340 G/'L). DENSITY OF PART A IS
13.7 +/- 0.3 LBS/ GAL, DENSITY OF PART B
1S 9.0 +/- 0.3 LBS/GAL. VI SCOSITY OF
PART A AND PART B(M XED 1 TO 1 BY
VOLUME) 1S 98 TO 120 KREB UNI TS. VENDOR
TO SUPPLY MANUFACTURER S CERTI FI CATE OF
ANALYSI S FOR EACH BATCH SHOW NG THE
DENSI TY(OF PART A AND OF PART B),

VI SCOSI TY(M XED), GLOSS, VOC AND
DRAWDOWN SAMPLES W TH EACH SHI PMENT.
THE CONTAI NERS MUST BE LABELED

" | NDUSTRI AL MAI NTENANCE COATI NG' W TH
ONE OR MORE OF THE FOLLOW NG
STATEMENTS: (1) " FOR | NDUSTRI AL USE

ONLY", (2)"FOR PROFESSI ONAL USE ONLY",
(3)"NOT FOR RESI DENTI AL USE", OR (4)

SHERW N W LLI AMS
NYCTA
NYCTA
NYCTA

FL- PLX NAVRED #CL1657-92&CL710 61 6
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

QUALI FI ED PRODUCTS

2w

I TY DATE 07/10/2023 PAGE : 407
M CURRENT VERSION : 1.10.00

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

“NOT | NTENDED FOR RESI DENTI AL USE".

IN 2 PART KI'T

USE PY1 USE YTD

71-30-5075

PAINT KIT, FOR FLOORS, ANTI-SKID, TWO SHERW N- W LLI AMS
COVPONENT WATER BASED EPOXY AM NE TYPE, NYCTA
BLUE- FEDERAL COLOR STANDARD ( 595A) NYCTA
#15065, G.OSS. MUST CONTAI N NYCTA
APPROXI MATELY 4 LBS. OF ALUM NUM OXI DE

ANTI - SKI D GRI T( APPROXI MATELY 70 MESH

SIZE). EACH KIT IS TO BE PACKAGED

I NDI VI DUALLY AND CONSI STS OF TWO PARTS;

1 GALLON OF PART A RESIN AND ALUM NUM

OXIDE GRIT IN A1 GALLON CAN AND 1

GALLON OF PART B CATALYST IN A 1 GALLON

CAN. MJUST COVPLY W TH NYSDEC REGULATI ON

6NYCRR PART 205 | NDUSTRI AL MAI NTENANCE

COATI NGS W TH MAXI MUM VOC CF 2. 84

LB/ GAL(340 G L). DENSITY OF PARTA IS

12.4 +/-0.3 LBS/ GAL, DENSITY OF PART B

IS 9.0 +/-0.3 LBS/GAL. VI SCOSITY OF

PART A AND PART B(MXED 1 TO 1 BY

VOLUME) IS 85 TO 105 KREB UNI TS. VENDOR

TO SUPPLY MANUFACTURER S CERTI FI CATE OF

ANALYSI S FOR EACH BATCH SHOW NG THE

DENSI TY(OF PART A AND PART B),

VI SCOSI TY (M XED), GLOSS, VOC AND

DRAVWDOMWN SAVPLES W TH EACH SHI PIVENT.

THE CONTAI NERS MUST BE LABELED

"1 NDUSTRI AL MAI NTENANCE COATI NG' W TH

ONE OR MORE OF THE FOLLOW NG

STATEMENTS: (1) "FOR | NDUSTRI AL USE

ONLY", (2) " FOR PROFESSI ONAL USE

ONLY", (3)"NOT FOR RESI DENTI AL USE",

OR(4) "NOT | NTENDED FOR RESI DENTI AL

FL- PLX 1653-92 SKD RES BLUE 0 0
CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 002 1/05 G R PAINTS REV.

CCSS- 003 REV E 9/11/17 RESTR S

71- 30-5080

PAINT KIT, FOR FLOORS, SAFETY-YELLOW SHERW N W LLI AMS

FEDERAL COLOR STANDARD (595A) #13538, NYCTA
GLCSS. ANTI - SKI'D, TWO COMPONENT WATER NYCTA
BASED EPOXY AM NE TYPE. MJST CONTAI N NYCTA

APPROXI MATELY 4 LBS. OF ALUM NUM OXI DE
ANTI - SKID GRI T ( APPROXI MATELY 70 MESH
SIZE). EACH KIT IS TO BE PACKAGED

I NDI VI DUALLY AND CONSI STS OF TWO PARTS;
1 GALLON OF PART A RESIN AND ALUM NUM
OXIDE GRIT IN A1 GALLON CAN AND 1

FL- PLX YELLOW #CL1655-92&CL710 148 7
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

EVS NEW YORK
JSBYRALL COMMODI

CIl TY TRAN
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QUALI FI ED PRODUCTS
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SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

GALLON OF PART B CATALYST IN A 1 GALLON
CAN. MJUST COVPLY W TH NYSDEC REGULATI ON
6NYCRR PART 205 | NDUSTRI AL MAI NTENANCE
MAI NTENANCE COATI NGS W TH MAXI MUM VOC
OF 2.84 LB/ GAL (340 G'L). DENSITY OF
PART A 1S 12.2 +/-0.3 LBS/ GAL, DENSITY
OF PART B 1S 9.0+/-0.3 LBS/ GAL.

VI SCOSI TY OF PART A AND PART B (M XED 1
TO 1 BY VOLUVE) IS 89 TO 120 KREB

UNI TS. VENDOR TO SUPPLY MANUFACTURER' S
CERTI FI CATE OF ANALYSI S FOR EACH BATCH
SHOW NG THE DENSI TY (OF PART A AND OF
PART B), VISCOSITY (M XED), GLGOSS, VOC
AND DRAVWDOMWN SAVMPLES W TH EACH

SHI PMENT. THE CONTAI NERS MUST BE
LABELED " | NDUSTRI AL MAI NTENANCE

COATI NG' WTH ONE OR MORE OF THE
FOLLOW NG STATEMENTS: (1) "FOR

I NDUSTRI AL USE ONLY", (2) "FOR

PROFESSI ONAL USE ONLY", (3) "NOTI FOR
RESI DENTI AL USE", (4) "NOT | NTENDED FOR
RESI DENTI AL USE".

IN 2 PART KI'T

71- 30-5085

PAINT KIT, FOR FLOORS, ANTI-SKID, TWO
COVPONENT WATER BASED EPOXY AM NE TYPE,
GRAY- FEDERAL COLOR STANDARD( 595A)
#16251, G.OSS. MUST CONTAI N

APPROXI MATELY 4 LBS. OF ALUM NUM OXI DE
ANTI - SKID GRI T ( APPROXI MATELY 70 MESH
SIZE). EACH KIT IS TO BE PACKAGED

I NDI VI DUALLY AND CONSI STS OF TWO PARTS:
1 GALLON OF PART A RESIN AND ALUM NUM
OXIDE GRIT IN A1 GALLON CAN AND 1
GALLON OF PART B CATALYST IN A 1 GALLON
CAN. MJUST COVPLY W TH NYSDEC REGULATI ON
6NYCRR PART 205 | NDUSTRI AL MAI NTENANCE
COATI NGS W TH MAXI MUM VOC CF 2. 84

LB/ GAL(340 G L). DENTSITY OF PART A IS
13.4+/-0.3 LBS/ GAL. DENSITY OF PART B
IS 9.0 +/-0.3 LBS/GAL. VI SCOSITY OF
PART A AND PART B (M XED 1 TO 1 BY
VOLUME) IS 98 TO 120 KREB UNI TS. VENDOR
TO SUPPLY MANUFACTURER S CERTI FI CATE OF
ANALYSI S FOR EACH BATCH SHOW NG THE
DENSI TY(OF PART A AND PART B),

VI SCOSI TY (M XED), GLOSS, VOC AND
DRAVWDOMWN SAVPLES W TH EACH SHI PIVENT.

SHERW N- W LLI AMS
NYCTA
NYCTA
NYCTA

THORI TY DATE 07/10/2023 PAGE : 408
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD
FL- PLX B70AW SKD RES GRAY 162 19 3

CCSS-001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S
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PROG- I D :

EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

QUALI FI ED PRODUCTS

2w

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

THE CONTAI NERS MUST BE LABELED

" | NDUSTRI AL MAI NTENANCE COATI NG' W TH
ONE OR MORE OF THE FOLLOW NG
STATEMENTS: (1) "FOR | NDUSTRI AL USE
ONLY" (2) " FOR PROFESSI ONAL USE ONLY",
(3)"NOT' FOR RESI DENTI AL USE", OR (4)
"NOT | NTENDED FOR RESI DENTI AL USE".

IN 2 PART KI'T

THORI TY DATE 07/10/2023 PAGE : 409
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD

71-30-5110

ADDI Tl VE, ANTI -SLI P, FOR EPOXY BASED NPl FOR GARON
FLOOR COATI NGS. PROVI DES TRACTI ON NYCTA
ENCHANCEMENT, ALUM NUM OXI DE BASED, NYCTA

PACKAGED AS FI VE POUNDS I N A ONE- QUART NYCTA
CAN. COVERAGE IS 100 SQUARE FOOT PER

POUND. [ SAFETY COMMENTS: WEAR SAFETY

GLASSES & NI TRI LE GLOVES. EXERCI SE

CAUTI ON WHEN POURI NG TO M NI M ZE DUST

GARON GRI'T 240 #32601 0 0
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 1/05 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S

71-30-5200

EXPOSURE]

COATI NG, FOR FLOORS, TWD COVPONENT NPl FOR GARON
EPOXY, ADM RAL BLUE, GLOSS, H GH SOLIDS  NYCTA

(9199 . EACH KI T CONSI STS OF TWD PARTS: NYCTA

1 GALLON OF PART A RESIN IN A 1 GALLON NYCTA
CAN & 1/2 GALLON OF PART B CATALYST IN
A 1/2 GALLON CAN. PROTECTI VE COATI NG
FOR CONCRETE & MASONRY. MJST COWPLY

W TH NYSDEC REGULATI ON 6NYCRR PART 205
I NDUSTRI AL MAI NTENANCE COATI NGS W TH
MAXI MUM VOC OF 2.09 LB/ GAL (250 G'L).
ASTM TEST METHCD D1475 DENSI TY OF PART
A 1S 11.95 +/-0.5 LBS/ GAL @ 70F,

DENSI TY OF PART B 1S 8.31 +/0.5 LBS/ GAL
@ 70F WHEN TESTED USI NG A VEI GHT- PER
GALLON CUP. | N ACCORDANCE W TH METHCD
A, PROCEDURE A OF ASTM TEST METHOD D562
VI SCOSI TY OF PART A & PART B (M XED 2:1
BY VOLUVE) IS 60-80 KU @ 70F TESTED
WTH N 3 MNUTES AFTER M XING [N
ACCORDANCE W TH ASTM D523, SECTI ON 8. 1,
USI NG PRACTI CE E PER ASTM TEST METHOD
823 SPECULAR G.CSS (AT 20 M LS WET
AFTER 24 HOURS) >70 @60 DEGREES. IN
ACCORDANCE W TH ASTM D1640 DRY TO TOUCH
'S 6-10 HOURS(AT 20 M LS WET) @ 70F. POT
LI FE(150 GRAMS M XED) = 45-190 M NUTES @

GARON GUARD 80117 ADM RAL BLUE 0 0
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 1/05 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

EVS NEW YORK
COMMODI

JSBYRALL

CIl TY TRAN
TY MANAGE

QUALI FI ED PRODUCTS

2w

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

70F. COLOR TRI STI MJLUS VALUES( L*36. 15,
A* -5.91, B* -3.07, DELTA E <6). VENDOR
TO SUPPLY C OF A FOR EACH BATCH SHOW NG
THE VI SCOSI TY (PART A & PART B), GLGSS,
DRY TI ME. PRI OR TO VENDOR S REQUEST FOR
I NSPECTI ON TO NYCT | NSPECTI ON & TESTI NG
VENDOR MUST SHOW CONFORMANCE TO I TS
SPEC S AND SUBM T G.GSS. VI SCOsSI TY,
DENSI TY AND COLOR TEST RESULTS TO NYCT

I NSPECTI ON & TESTI NG FOR ABOVE Cl TED
ASTM TEST METHCDS USI NG AN | NDEPENDENT
ACCREDI TED LAB CERTI FI ED TO | SO 17025
FOR EACH BATCH PRODUCED.

THORI TY DATE 07/10/2023 PAGE : 410
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD

71- 30-5202

COATI NG FOR FLOORS, TWO COVPONENT
EPOXY, TILE RED, G.CSS, H GH

SCLI DS(93% . EACH KI'T CONSI STS OF TWO
PARTS: 1 GALLON OF PART A RESININ A 1
GALLON CAN & 1/2 GALLON OF PART B
CATALYST IN A 1/2 GALLON CAN.

PROTECTI VE COATI NG FOR CONCRETE &
MASONRY. MJUST COWPLY W TH NYSDEC
REGULATI ON 6NYCRR PART 205 | NDUSTRI AL
MAI NTENANCE COATI NGS W TH MAXI MUM VOC
OF 2.09 LB/ GAL (250 G L). ASTM TEST
METHOD D1475 DENSITY OF PART A IS 12.50
+/-0.5 LBS/GAL @ 70F. DENSI TY CF PART B
IS 8.31 +/-0.5 LBS/ GAL @ 70F WHEN
TESTED USI NG A VEI GHT- PER- GALLON CUP.

I N ACCORDANCE W TH METHOD A, PROCEDURE
A OF ASTM TEST METHOD D562 VI SCOSI TY OF
PART A & PART B (M XED 2:1 BY VCLUME)
'S 60-80 KU @70F TESTED W THI N 3

M NUTES AFTER M XI NG | N ACCORDANCE

W TH ASTM D523, SECTION 8.1, USING
PRACTI CE E PER ASTM TEST METHOD 823
SPECULAR GLOSS (AT 20 M LS WET AFTER 24
HOURS) > 70 @ 60 DEGREES. | N ACCORDANCE
W TH ASTM D1640 DRY TO TOQUCH | S 6-10
HOURS (AT 20 M LS WET) @ 70F. POT LIFE
(150 GRAMS M XED) = 45-190 M NUTES @
70F. COLOR TRI STI MULUS VALUES (L*21. 90,
A* 32.81, B*26.09, DELTA E <6). VENDOR
TO SUPPLY C OF A FOR EACH BATCH SHOW NG
THE VI SCOSI TY (PART A & PART B). GLGSS,
DRY TI ME, PRI OR TO VENDOR S REQUEST FOR
I NSPECTI ON TO NYCT | NSPECTI ON & TESTI NG
VENDOR MUST SHOW CONFORMANCE TO I TS

NPl FOR GARON
NYCTA
NYCTA
NYCTA

GARON GUARD 80117 TILE RED 0 0
CCSS 001, REV I, 3-9-11, LABEL
CCSS 002 1/05 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D : EVS NEW YORK CI TY TRAN
PROG- | D : JSBYRALL coMMODI TY MANAGE

I TY DATE 07/10/2023 PAGE : 411
M CURRENT VERSION : 1.10.00

2w
m—

QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

STOCK NO LONG DESCRI PTI ON MFG NAME MFG PART NO USE PY1 USE YTD
SPEC S AND SUBM T G.GSS, VI SCOsSI TY,
DENSI TY AND COLOR TEST RESULTS TO NYCT
I NSPECTI ON & TESTI NG FOR ABOVE Cl TED
ASTM TEST METHCODS USI NG AN | NDEPENDENT
ACCREDI TED LAB CERTI FI ED TO | SO 17025
FOR EACH BATCH PRODUCED.

71-30-5204 COATING FOR FLOORS, TWO COVPONENT NPl FOR GARON GARON GUARD 80117 SAFETY RED 0 0
EPOXY, SAFETY RED, G.OSS H GH SOLI DS NYCTA CCSS- 001, REV I, 3-9-11, LABEL
(89% . EACH KIT CONSI STS OF TWO PARTS: NYCTA CCSS- 002 1/05 G R PAINTS REV.
1 GALLON OF PART A RESIN IN A 1 GALLON NYCTA CCSS- 003 REV E 9/11/17 RESTR S

CAN & 1/2 GALLON OF PART B CATALYST IN
A 1/2 GALLON CAN. PROTECTI VE COATI NG
FOR CONCRETE & MASONRY. MJST COWPLY

W TH NYSDEC REGULATI ON 6NYCRR PART 205
I NDUSTRI AL MAI NTENANCE COATI NGS W TH
MAXI MUM VOC OF 2.84 LB/ GAL(340 GL).
ASTM TEST METHCD D1475 DENSI TY OF PART
A 1S 11.25 +/0.5 LBS/GAL @ 70F, DENSITY
OF PART BI1S 8.31 +/0.5 LBS/ GAL @ 70F
WHEN TESTED USI NG A VEI GHT- PER GALLON
CUP. I N ACCORDANCE W TH METHCOD A,
PROCEDURE A OF ASTM TEST METHOD D562

VI SCOSI TY OF PART A & PART B (M XED 2:1
BY VOLUVE) IS 55-75 KU @ 70F TESTED
WTH N 3 MNUTES AFTER M XING [N
ACCORDANCE W TH ASTM D523, SECTI ON 8. 1,
USI NG PRACTI CE E PER ASTM TEST METHOD
823 SPECULAR GLOSS(AT 20 M LS WET AFTER
24 HOURS) >70 @60 DECREES. IN
ACCORDANCE W TH ASTM D1640 DRY TO TOUCH
'S 6-10 HOURS (AT 20 M LS WET) @ 70F.
POT LI FE(150 GRAMS M XED) =45- 190

M NUTES @ 70F. COLOR TRI STI MULUS
VALUES(L*31. 30, A*57.96, B*46. 17,

DELTA E<6). VENDOR TO SUPPLY C OF A FOR
EACH BATCH SHOW NG THE VI SCOSI TY ( PART
A & PART B). GLGSS, DRY TIME, PRIOR TO
VENDOR S REQUEST FOR | NSPECTI ON TO NYCT
I NSPECTI ON & TESTI NG VENDOR MJST SHOW
CONFORVANCE TO I TS SPEC S AND SUBM T
GLCSS, VI SCOSITY, DENSITY AND COLOR
TEST RESULTS TO NYCT | NSPECTI ON &

TESTI NG FOR ABOVE ClI TED ASTM TEST
METHODS USI NG AN | NDEPENDENT ACCREDI TED
LAB CERTIFIED TO | SO 17025 FOR EACH
BATCH PRODUCED.
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PROG- I D :
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EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

QUALI FI ED PRODUCTS
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SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON MFG NAME
COATI NG FOR FLOORS, TWO COVPONENT NYCTA
EPOXY, CHARCOAL GRAY, G.GSS, H GH NYCTA
SCLI DS(93% . EACH KI'T CONSI STS OF TWO NYCTA

PARTS: 1 GALLON OF PART A RESININ A 1 NPl FOR GARON
GALLON CAN & 1/2 GALLON OF PART B
CATALYST IN A 1/2 GALLON CAN.

PROTECTI VE COATI NG FOR CONCRETE &
MASONRY. MJUST COWVPLY W TH NYSDEC
REGULATI ON 6NYCRR PART 205 | NDUSTRI AL
MAI NTENANCE COATI NGS W TH MAXI MUM VOC
OF 2.09 LB/ GAL(250 G L). ASTM TEST
VETHD D1475 DENSI TY OF PART A 1S 12.20
+/ 0.5 LBS/GAL @ 70G DENSITY OF PART B
IS 8.31 +#/0.5 LBS/GAL @ 70F WHEN TESTED
USI NG A VEEI GHT- PER GALLON CUP. [N
ACCORDANCE W TH METHOD A, PROCEDURE A
OF ASTM TEST METHOD D562 VI SCOSI TY OF
PART A & PART B (M XED 2:1 BY VCLUME)
'S 60-80 KU @70F TESTED WTHI N 3

M NUTES AFTER M XI NG | N ACCORDANCE

W TH ASTM D523 SECTI ON 8.1, USI NG
PRACTI CE E PER ASTM TEST METHOD 823
SPECULAR GLOSS (AT 20 M LS WET AFTER 24
HOURS) > 70 @ 60 DEGREES | N ACCORDANCE
W TH ASTM D1640 DRY TO TOQUCH | S 6-10
HOURS (AT 20 M LS WET) @ 70F. POT

LI FE(150 GRAMS M XED) = 45-190 M NUTES @
70F. COLOR TRI STI MULUS VALUES (L*33.91,
A*0.45, B*0.41, DELTA E <6). VENDOR TO
SUPPLY C OF A FOR EACH BATCH SHOW NG
THE VI SCOSI TY (PART A & PART B), GLGSS,
DRY TI ME PRICOR TO VENDOR S REQUEST FOR
I NSPECTI ON TO NYCT | NSPECTI ON & TESTI NG
VENDOR MUST SHOW CONFORMANCE TO I TS
SPEC S AND SUMBI T LGSS, VI SCOSI TY,
DENSI TY AND COLOR TEST RESULTS TO NYCT

I NSPECTI ON & TESTI NG FOR ABOVE Cl TED
ASTM TEST METHCDS USI NG AN | NDEPENDENT
ACCREDI TED LAB CERTI FI ED TO | SO 17025
FOR EACH BATCH PRODUCED

THORI TY DATE 07/10/2023 PAGE : 412
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD

CCSS- 001, REV I, 3-9-11, LABEL 0 0
CCSS- 002 1/05 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S
GARON GUARD 80117 CHARCOAL GRA



USER-I D : EVS NEW YORK CI TY TRAN
PROG- | D : JSBYRALL coMMODI TY MANAGE

I TY DATE 07/10/2023 PAGE : 413
M CURRENT VERSION : 1.10.00

2w
m—

QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

STOCK NO LONG DESCRI PTI ON MFG NAME MFG PART NO USE PY1 USE YTD
71-30-5208 COATING FOR FLOORS, TWO COVPONENT NPl FOR GARON GARON GUARD 80117 DARK GRAY 0 0
EPOXY, DARK GRAY, G.GCSS, H GH SOLI DS NYCTA CCSS- 001, REV I, 3-9-11, LABEL
(93% . EACH KIT CONSI STS OF TWO PARTS: NYCTA CCSS- 002 1/05 G R PAINTS REV.
1 GALLON OF PART A RESIN IN A 1 GALLON NYCTA CCSS- 003 REV E 9/11/17 RESTR S

CAN & 1/2 GALLON OF PART B CATALYST IN
A 1/2 GALLON CAN. PROTECTI VE COATI NG
FOR CONCRETE & MASONRY. MJST COWPLY

W TH NYSDEC REGULATI ON 6NYCRR PART 205
I NDUSTRI AL MAI NTENANCE COATI NGS W TH
MAXI MUM VOC OF 2.84 LB/ GAL (340 G'L).
ASTM TEST METHCD D1475 DENSI TY OF PART
A 1S 12.20 +/0.5 LBS/GAL @ 70F, DENSITY
OF PART BI1S 8.31 +/0.5 LBS/ GAL @ 70F
WHEN TESTED USI NG A VEI GHT- PER GALLON
CUP. I N ACCORDANCE W TH METHCOD A.
PROCEDURE A OF ASTM TEST METHOD D562

VI SCOSI TY OF PART A AND PART B (M XED 2
TO 1 BY VOLUVE) IS 60-80 KU @ 70F
TESTED WTH N 3 M NUTES AFTER M Xl NG

I N ACCORDANCE W TH ASTM D523, SECTI ON
8.1, USING PRACTI CE E PER ASTM TEST
METHOD 823 SPECULAR GLOSS (AT 20 M LS
VT AFTER 24 HOURS) >70 @ 60 DEGREES.

I N ACCORDANCE W TH ASTM D1640 DRY TO
TOUCH IS 6-10 HOURS (AT 20 M LS VET) @
70F. POT LIFE (150 GRAMS M XED) =45- 190
M NUTES @OF. COLOR TRI STI MULUS VALUES
(L*49. 47, A*0.65,B*1. 71 DELTA E<6).
VENDOR TO SUPPLY C OF A FOR EACH BATCH
SHOW NG THE VI SCOSI TY( PART A & PART B).
GLGCSS DRY TIME. PRI OR TO VENDOR' S
REQUEST FOR | NSPECTI ON TO NYCT

I NSPECTI ON & TESTI NG VENDOR MJST SHOW
CONFORVANCE TO I TS SPEC S AND SUBM T
GLCSS, VI SCOSITY, DENSITY AND COLOR
TEST RESULTS TO NYCT | NSPECTI ON AND
TESTI NG FOR ABOVE ClI TED ASTM TEST
METHODS USI NG AN | NDEPENDENT ACCREDI TED
LAB CERTIFIED TO | SO 17025 FOR EACH
BATCH PRODUCED



USER-I D :
PROG- I D :

71-30-5210

EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

QUALI FI ED PRODUCTS

2w

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON MFG NAME
COATI NG FOR FLOORS, TWO COVPONENT NPl FOR GARON
EPOXY, TRAFFIC YELLOWN GLGSS, H GH NYCTA

SCLIDS (93% . EACH KIT CONSI STS OF TWD NYCTA
PARTS: 1 GALLON OF PART A RESININ A 1 NYCTA
GALLON CAN & 1/2 GALLON OF PART B
CATALYST IN A 1/2 GALLON CAN.

PROTECTI VE COATI NG FOR CONCRETE &
MASONARY. MJST COWPLY W TH NYSDEC
REGULATI ON 6NYCRR PART 205 | NDUSTRI AL
MAI NTENANCE COATI NGS W TH MAXI MUM VOC
OF 2.84 LB/ GAL(340 G L). ASTM TEST
METHOD D1475 DENSITY OF PART A IS 12.00
+/-0.5 LBS/ GAL @ 70F, DENSI TY CF PART B
IS 8.31 +/0.5 LBS/ GAL @OF WHEN TESTED
USI NG A VEEI GHT- PER GALLON CUP, I N
ACCORDANCE W TH METHOD A, PROCEDURE A
OF ASTM TEST METHOD D562 VI SCOSI TY OF
PART A & PART B (M XED 2.1 BY VCLUME)
'S 60-80 KU @70F TESTED WTHI N 3

M NUTES AFTER M XI NG | N ACCORDANCE

W TH ASTM D523, SECTION 8.1, USING
PRACTI CE E PER ASTM TEST METHOD 823
SPECULAR GLCSS (AT 20 M LS WET AFTER 24
HOURS) >70 @ 60 DEGREES. | N ACCORDANCE
W TH ASTM D1640 DRY TO TOQUCH | S 6-10
HOURS (AT 20 M LS WET) @ 70F. POT LIFE
(150 GRAMS M XED) =45-190 M NUTES @ 70F.
COLOR TRI STI MULUS VALUES(L*72. 15, A
23.92, B*76.43, DELTA E<6.)VENDOR TO
SUPPLY C OF A FOR EACH BATCH SHOW NG
THE VI SCOSI TY(PART A & PART B). GLGSS,
DRY TI ME. PRI OR TO VENDOR S REQUEST FOR
I NSPECTI ON TO NYCT | NSPECTI ON & TESTI NG
VENDOR MUST SHOW CONFORMANCE TO I T' S
SPECS AND SUBM T GLGSS, VI SCOSI TY,

DENSI TY AND COLOR TEST RESULTS TO NYCT

I NSPECTI ON & TESTI NG FOR ABOVE Cl TED
ASTM TEST METHODS USI NG AN

| NDEPENDENT ACCREDI TED LAB CERTI FI ED TO
I SO 17025 FOR EACH BATCH PRODUCED.

THORI TY DATE 07/10/2023 PAGE : 414
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD

GARON GUARD 80117 TRAFFI C YELL 0 0
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 1/05 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D : EVS NEW YORK CI TY TRAN
PROG- | D : JSBYRALL coMMODI TY MANAGE

I TY DATE 07/10/2023 PAGE : 415
M CURRENT VERSION : 1.10.00

2w
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

STOCK NO LONG DESCRI PTI ON MFG NAME MFG PART NO USE PY1 USE YTD
71-30-5212 COATING FOR FLOORS, TWO COVPONENT NPl FOR GARON GARON GUARD 80117 WHI TE 0 0
EPOXY, WHI TE, G.CSS, H GH SOLIDS (93%, NYCTA CCSS- 001, REV I, 3-9-11, LABEL
EACH KIT CONSI STS OF TW PARTS: 1 NYCTA CCSS- 002 1/05 G R PAINTS REV.
GALLON OF PAR A RESIN IN A 1 GALLON CAN  NYCTA CCSS- 003 REV E 9/11/17 RESTR S

& 1/2 GALLON OF PART B CATALYST IN A
1/2 GALLON CAN. PROTECTI VE CQOATI NG FOR
CONCRETE & MASONRY. MJST COWVPLY W TH
NYSDEC REGULATI ON 6NYCRR PART 205

I NDUSTRI AL MAI NTENANCE COATI NGS W TH
MAXI MUM VOC OF 2.09 LB/ GAL(250 GL).
ASTM TEST METHCD D1475 DENSI TY OF PART
A 1S 12.50 +/0.5 LBS/GAL @ 70F, DENSITY
OF PART B 1S 8.31 +/-0.5 LBS/GAL @ 70F
WHEN TESTED USI NG A VEI GHT- PER GALLON
CUP. I N ACCORDANCE W TH METHCOD A,
PROCEDURE A OF ASTM TEST METHOD D562

VI SCOSI TY OF PART A & PART B (M XED 2:1
BY VOLUVE) IS 60-80 KU @ 70F TESTED
WTH N 3 MNUTES AFTER M XING [N
ACCORDANCE W TH ASTM D523 SECTI ON 8. 1,
USI NG PRACTI CE E PER ASTM TEST METHOD
823 SPECULAR GLCSS (AT 20 M LS WET
AFTER 24 HOURS) >70 @60 DEGREES. I N
ACCORDANCE W TH ASTM D1640 DRY TO TOUCH
'S 6-10 HOURS (AT 20 M LS WET) @ 70F.
POT LI FE(150 GRAMS M XED) = 45-190

M NUTES @ 70F. COLOR TRI STI MULUS VALUES
(L*94.77, A*-0.83, B* 2.88, DELTA E
<6). VENDOR TO SUPPLY C OF A FOR EACH
BATCH SHOW NG THE VI SCOSI TY (PART A &
PART B), GLOSS, DRY TIME. PRIOR TO
VENDOR S REQUEST FOR | NSPECTI ON TO NYCT
I NSPECTI ON & TESTI NG VENDOR MJST SHOW
CONFORVANCE TO I TS SPEC S AND SUBM T
GLCSS, VI SCOSITY, DENSITY AND COLOR
TEST RESULTS TO NYCT | NSPECTI ON &

TESTI NG FOR ABOVE ClI TED ASTM TEST
METHODS USI NG AN | NDEPENDENT ACCREDI TED
LAB CERTIFIED TO | SO 17025 FOR EACH
BATCH PRODUCED



USER-I D : EVS NEW YORK CI TY TRAN
PROG- | D : JSBYRALL coMMODI TY MANAGE
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI T
STOCK NO LONG DESCRI PTI ON MFG NAME
71-31-0900 PAINT, TRAFFIC YELLOW SI GNALOCK MERCURY PAI NT CO.
WATERBORNE | N ONE QUART CAN. THE PAI NT NYCTA
MUST CONFORM TO THE FOLLOW NG WEI GHT NYCTA
PERCENT SOLID 45% M N, WVEI GHT PER NYCTA

GALLON - 10.00 LBS/GAL. M N, VOC 250
GWS/ LTR MAX. GRIND - 3 HEGVAN UNI TS
MN. VISCOSITY - 70 KU MN. COLOR-
L*83. 77, A*8.04, B*66.42, DELTA E-3. 00
MAX. GLOSS - 4 DEGREES - 20 DEGREES.
CONTRAST RATIO- N A. DRYING TI ME TO
TOUCH MAX HOURS-8 HOURS MAX. TO DRY
HARD MAX HRS - N A, TO RECOAT MAX HRS -
24 HRS MAX, IN 1 QI CAN

IN 1 QT CAN
71-31-0915 PAINT, BLACK, ACRYLI C COPOLYMER MERCURY PAI NT CO.

WATERBOURNE | N ONE GALLON CAN. THE NYCTA

PAI NT MUST CONFORM TO THE FOLLOW NG NYCTA

VEI GHT PERCENT SCLI DS 50% M N VOC- 250 NYCTA
GWS/ LTR MAX. | NDUSTRI AL MAI NTENANCE

COATI NG EXEMPT FROM NYS DEC PART 205

SINCE THI'S PAINT | S APPLI ED BY BRUSH.

VI SCOSI TY 70 KU M N; COLOR-VI SUAL NO

L. A B. READING I S REQUI RED; G.OSS LESS

THAN 10 DEG @60 DEG DRYING TIME: TO

TOUCH 6 HR MAX; DRY HARD: 16 HRS MAX

TO RECOAT: 24 HOURS MAX; IN 1 GAL CAN

THORI TY DATE 07/10/2023 PAGE : 416
YSTEM CURRENT VERSI ON : 1.10.00
(400) RPT

MFG PART NO USE PYL USE YTD
SI G WATERBORNE HI GH DI ELECT- YE 1048 0
CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 002 9/21 G R PAI NTS REV.

CCSS- 003 REV E 9/11/17 RESTR S

H GH DI ELECTRI C BARR COAT- BLK 60 0
CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 002 9/21 G R PAI NTS REV.

CCSS- 003 REV E 9/11/17 RESTR S

WA- 3787 0 0

CCSS-001, REV I, 3-9-11, LABEL

IN 1 GAL CAN

71-31-1000 PAINT, EASYTHANE, #10 WHI TE, CODE STERLI NG LACQUER
WA- 3787 WHI TE, COATED METAL PANEL NYCTA
PRODUCT REQUI REMENTS. G.0OSS 54 DEG , NYCTA

+/-7 DEG, 60 DEG G.OSS METER, WEI GAT NYCTA
PER GALLON: 10.50 LBS, +/-0.5 LBS.,

NON- VOLATI LE BY WEI GHT: 48.00% +/-2. 0%

NON- VOLATI LE BY VOLUME: 34.00% +/-2. 0%

VI SCOSI TY: 35 SEC. #4 FORD CUP +/ -5,

VOC: 142 GRAMS/ LI TRE, THECRETI CAL

COVERAGE: 556 SQ FT PER GAL @1 ML

DRY, RECOVMENDED FI LM THI CKNESS:

0.7 - 1.5 MLS DRY, TH NNER WATER.

1 GALLON CAN

CCSS- 002 1/05 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S
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SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

PAI NT, EASYTHANE, BLUE #12, COATED
METAL PANEL PRODUCT REQUI REMENTS. GLOSS
60 DEG +/-7 DEG, 60 DEG (GLOSS METER,
VEElI GCHT PER GALLON: 8.80 LBS., +/-0.5
LBS., NON-VOLATI LE BY WEI GHT: 36. 05%
+/-3. 0% NON- VOLATI LE BY VOLUME; 30. 72%
+/-2.0% VI SCOSI TY: 12 SEC., #3 ZAHN
+/-5. VOC. <340 GRAMS/ LTRE, THEORETI CAL
COVERAGE: 493 SQ FT PER GAL @1 ML

DRY. RECOWMENDED FI LM THI CKNESS:

0.7-1.5 MLS DRY, TH NNER. WATER 1

GALLON CAN

STERLI NG LACQUER
NYCTA
NYCTA
NYCTA

WA- 3816 EASYTHANE #12 BLUE
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 1/05 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S

I TY DATE 07/10/2023 PAGE : 417
M CURRENT VERSION : 1.10.00

PY1 USE YTD

71-31-1010

PAI NT, WH TE, FOR TOUCH UP OF TRANSI T
AUTHORI TY BUS EXTERI OR COATI NGS. 12
OUNCE NET WEIGHT IN A 16 OQUNCE SPRAY

CAN
IN 16 OZ CAN

SEYMOUR OF SYCAMORE | NC.
NYCTA
NYCTA
NYCTA

NT-1010 VWH TE

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S

71-31-1015

PAI NT, BLUE, FOR TOUCH UP OF TRANSI T
AUTHORI TY BUS EXTERI OR COATI NGS. 12
OUNCE NET WEIGHT IN A 16 OQUNCE SPRAY

CAN
IN 16 OZ CAN

SEYMOUR OF SYCAMORE | NC.
NYCTA
NYCTA
NYCTA

NT-1015 BLUE

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S

71-31-1020

PAI NT, EASYTHANE, #20 CHARCOAL GRAY,
CODE WA- 3977, COATED METAL PANEL
PRODUCT REQUI REMENTS, G.0OSS 33 DEG
+/-7 DEG, 60 DEG G.OSS METER, WEI GAT

PER GALLON 8.80 LBS, +/-0.5 LBS,

NON- VOLATI LE BY WEI GHT; 37.00% +/-2. 0%
NON- VOLATI LE BY VOLUME; 31.00% +/-2. 0%
VI SCOSI TY; 55 KREBS UNITS +/-5. VCC

<340 GRAMS/ LI TRE, THEORETI CAL COVERAGE;

507 SQ FT PER GAL. @1 ML DRY,

RECOMMVENDED FI LM THI CKNESS: 0. 7 -
ML DRY, TH NNER, WATER, 1 GALLON CAN

IN 1 GAL CAN

STERLI NG LACQUER
NYCTA
NYCTA
NYCTA

WA- 3977 EASYTHANE #20 CHAR GRY
CCSS-001, REV I, 3-9-11, LABEL
CCSS- 002 1/05 G R PAINTS REV.

CCSS- 003 REV E 9/11/17 RESTR S

15 6
643 1
104 14

38 0
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SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

STOCK NO LONG DESCRI PTI ON MFG NAME MFG PART NO USE PY1 USE YTD
71-32-1010 PRI MER, ONE- COVPONENT, ACRYLIC LOW VCC, SHERW N- W LLI AMS PRO- CRYL PRI MER B66WB10 30 11
OFF-VWH TE, USED TO PRI ME THE SURFACES NYCTA CCSS- 001, REV I, 3-9-11, LABEL
OF SUBWAY CARS; MJST PROVI DE EXCELLENT NYCTA CCSS- 002 9/21 G R PAINTS REV.
H DI NG AND CCORROSI ON RESI STANCE VWHEN NYCTA CCSS- 003 REV E 9/11/17 RESTR S

APPLI ED OVER STEEL, ALUM NUM AND

FI BERGLASS, PACKAGED | N ONE- GALLON CAN.
MUST COVPLY W TH NYSDEC REGULATI ON
6NYCRR PART 228 SURFACE COATI NGS:

M SCELLANEQUS METAL PARTS AND PRCDUCTS:
EXTREME PERFORVANCE COATI NG W TH

MAXI MUM VOC OF 3.5 LB/ GAL(419.39 GL).
GLCSS AT 60 DEGREES IS 5-15; DENSITY IS
10-11 LBS/ GAL; VISCOSITY IS 75-95

KU. VENDOR TO SUPPLY MANUFACTURER S
CERTI FI CATE OF ANALYSI S FOR EACH BATCH
SHOW NG THE VI SCOSI TY AND DENSI TY W TH
EACH SHI PMENT. THE CONTAI NERS MJUST BE
LABELED " | NDUSTRI AL MAI NTENANCE

COATI NG' WTH ONE OR MORE OF THE
FOLLOW NG STATEMENTS: (1) "FOR

I NDUSTRI AL USE ONLY", (2) "FOR

PROFESSI ONAL USE ONLY", (3)"NOT FOR
RESI DENTI AL USE", (4) "NOT | NTENDED FOR
RESI DENTI AL USE"

IN 1 GAL CAN
IN 1 GAL CAN
71-32-1020 PRI MER, TWO COVPONENT WATER BASED EPOXY NPl FOR GARON GARON TI GERPRI ME A&B #18603 0 0
SEALER/ PRI MER, 54% SCLI DS, CLEAR FOR NYCTA CCSS- 001, REV I, 3-9-11, LABEL
COATI NG CONCRETE OR MASONRY. M X ONE NYCTA CCSS- 002 1/05 G R PAINTS REV.
GALLON OF PART A RESIN WTH 1/2 GALLON NYCTA CCSS- 003 REV E 9/11/17 RESTR S

OF PART B CATALYST. PACKAGED AS THREE
GALLON KI'T CONSI STI NG OF TWO 1- GALLON
CANS OF PART A & TWD 1/2 GALLON CANS COF
PART B. MJST COWVPLY W TH NYSDEC
REGULATI ON 6NYCRR PART 205 | NDUSTRI AL
MAI NTENANCE COATI NGS W TH MAXI MUM VOC
OF 2.84 LB/ GAL (340 G'L), DENSITY OF
PART A 1S 8.55 +/-0.3 LBS/ GAL, DENSITY
OF PART B IS 11.30 +/-0.3 LBS/ GAL.

VI SCOSI TY OF PART A & PART B (M XED) IS
70-75 KREB UNI TS @ 70F. SPECULAR GLGSS
OF 30-40 DECREES @60F. DRY TO TOUCH I S
4-8 HOURS @70F, POT LIFEIS 1 HOUR @
70F. VENDOR TO SUPPLY CERTI FI CATE OF
ANALYSI S FOR EACH BATCH SHOW NG THE
DENSI TY (CF PART A & OF PART B),



USER-I D :
PROG- I D :

EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

QUALI FI ED PRODUCTS

2w

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON MFG NAVE
VI SCOSI TY (M XED A & B), GLOSS, DRY
TIME. THE CONTAI NERS MUST BE LABELED

" | NDUSTRI AL MAI NTENANCE COATI NG "W TH
ONE OR MOR OF THE FOLLON NG STATEMENTS:
(1) "FOR | NDUSTRI AL USE ONLY" (2)"FOR
PROFESSI ONAL USE ONLY", (3)"NOT FOR
RESI DENTI AL USE", OR (4)"NOT | NTENDED
FOR RESI DENTI AL USE". [ SAFETY COMMVENTS:
WEAR CHEM CAL SPLASH GOGGLES & NEOPRENE
GLOVES. ]

I TY DATE 07/10/2023 PAGE : 419
M CURRENT VERSION : 1.10.00

USE PY1 USE YTD

71-32-1030

PRI MER, TWO COVPONENT WHI TE EPOXY PPG | NDUSTRI ES

PRIMER EACH KIT IS TO BE PACKAGED NYCTA
I NDI VI DUALLY. KI'T CONSI STS OF TWO NYCTA
PARTS; 1 GALLON OF PART A RESIN AND 2 NYCTA

QUARTS OF PART B HARDENER. DENSITY OF
PART A 1S 12.27 +/-0.3 LBS/ GAL, DENSITY
OF PART BI1S 8.1 +/-0.3 LBS/ GAL.

VI SCOSI TY OF PART A AND PART B (M XED 2
TO 1 BY VOLUVE) IS 10 TO 15 SECONDS AS
MEASURED BY ZAHN #3 CUP. VENDOR TO
SUPPLY MANUFACTURER S CERTI FI CATE OF
ANALYSI S FOR EACH BATCH SHOW NG THE
DENSI TY (COF PART A AND PART B),

VI SCOSI TY (M XED), GLOSS, VOC W TH EACH
SHI PMENT. MJUST COVPLY W TH NYSDEC
REGULATI ON 6NYCRR PART 228 SURFACE
COATI NGS:  COATI NG LI NES FOR

M SCELLANEQUS METAL PARTS AND PRCDUCTS:
EXTREME PERFORVANCE COATI NGS W TH

MAXI MUM VOC COF 3.5 LB/ GAL (419.39 GL)

CRE-121 2.1 VOC VWH TEEPOXYPRI M
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 1/05 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S

71-32-1032

PRI MER, TWO COVPONENT GRAY EPOXY PPG | NDUSTRI ES

PRIMER EACH KIT IS TO BE PACKAGED NYCTA
I NDI VI DUALLY. KI'T CONSI STS OF TWO NYCTA
PARTS; 1 GALLON OF PART A RESIN AND 2 NYCTA

QUARTS OF PART B HARDENER. DENSITY OF
PART A IS 12.02 +/- 0.3 LBS/ GAL,
DENSITY OF PART B1S 8.1 +/- 0.3

LBS/ GAL. VI SCOSI TY OF PART A AND PART B
(MXED 2 TO 1 BY VOLUVE) IS 10 TO 15
SECONDS AS MEASURED BY ZAHN #3 CUP.
VENDOR TO SUPPLY MANUFACTURER S

CERTI FI CATE OF ANALYSI S FOR EACH BATCH
SHOW NG THE DENSI TY (OF PART A AND PART
B), VISCOSITY (MXED), &GCSS, VOC WTH
EACH SH PMENT. MJST COWPLY W TH

NYSDEC REGULATI ON 6NYCRR PART 228

CRE321 2.1 VOC GRAY EPOXY PRIM
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S
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I TY DATE 07/10/2023 PAGE : 420
M CURRENT VERSION : 1.10.00
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

STOCK NO LONG DESCRI PTI ON MFG NAME MFG PART NO USE PY1 USE YTD
SURFACE COATI NGS: COATI NG LI NES FOR
M SCELLANEQUS METAL PARTS AND PRODUCTS
EXTREME PERFORVANCE COATI NGS W TH
MAXI MUM VOC CF 3.5 LB/ GAL(419.39 GL)

71-32-2000 PAINT, TWO- COVPONENT, WH TE PRI MER, PPG | NDUSTRI ES ESU481( PRI MER) ; ESU489( HARDENE 0 0
USED TO PRI ME THE SURFACES OF SUBWAY NYCTA CCSS- 001, REV I, 3-9-11, LABEL
CARS; MJUST PROVI DE EXCELLENT H DI NG AND  NYCTA CCSS- 002 9/21 G R PAINTS REV.
CORRCSI | ON RESI STANCE VWHEN APPLI ED OVER  NYCTA CCSS- 003 REV 3 9/11/17 RESTR S
STEEL, ALUM NUM AND FI BERG.ASS, EACH
PAINT KIT IS TO BE PACKAGED
I NDI VI DUALLY, PAINT KIT CONSI STS OF TWO
PARTS: 1 GALLON OF PRI MER AND 1 QUART
OF HARDENER M XED IN A 4:1 RATI O MJST
COVPLY W TH NYSDEC REGULATI ON 6NYCRR
PART 228 SURFACE COATI NGS:

M SCELLANEQUS METAL PARTS AND PRODUCTS
EXTREME PERFORVANCE COATI NG W TH

MAXI MUM VOC OF 2.1 LB/ GAL (251.64 GL).
DENSI TY IS 11-12 LBS/ GAL; VI SCOSITY

EZ- ZAHN CUP #2 ACCEPTABLE RANCGE = 23 TO
27 SECONDS VENDCR TO SUPPLY
MANUFACTURER S CERTI FI CATE OF ANALYSI S
FOR EACH BATCH SHOW NG THE VI SCOSI TY
AND DENSI TY W TH EACH SH PMENT. THE
CONTAI NERS MUST BE LABELED " | NDUSTRI AL
MAI NTENANCE COATI NG W TH ONE OR MCORE
OF THE FOLLOW NG STATEMENTS: (1) "FOR

I NDUSTRI AL USE ONLY", (2) "FOR
PROFESSAI ONAL USE ONLY", (3)"NOT FOR
RESI DENTI AL USE", (4)"NOT | NTENDED FOR
RESI DENTI AL USE",

71-32-2005 PAINT, TWO- COVPONENT, GRAY PRI MER, USED  PPG | NDUSTRI ES ESU480( PRI MER) ; ESU489( HARDENE 0 0
TO PRI ME THE SURFACES OF SUBWAY CARS; NYCTA CCSS- 001, REV I, 3-9-11, LABEL
MUST PROVI DE EXCELLENT HI DI NG AND NYCTA CCSS- 002 9/21 G R PAINTS REV.
CORRCSI ON RESI STANCE WHEN APPLI ED OVER NYCTA CCSS- 003 REV E 9/11/17 RESTR S
STEEL, ALUM NUM AND FI BERG.ASS. EACH
PAINT KIT IS TO BE PACKAGED
I NDI VI DUALLY. PAINT KIT CONSI STS OF TWO
PARTS: 1 GALLON OF PRI MER AND 1 QUART
OF HARDENER M XED IN A 4:1 RATI O MJST
COVPLY W TH NYSDEC REGULATI ON 6NYCRR
PART 228 SURFACE COATI NGS:

M SCELLANEQUS METAL PARTS AND PRCDUCTS:
EXTREME PERFORVANCE COATI NG W TH
MAXI MUM VOC OF 2.1 LB/ GAL (251.64 GL).
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SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

DENSI TY IS 11-12 LBS/ GAL; SPRAY

VI SCOSI TY #2 EZ- ZAHN 25 SECONDS. VENDOR
TO SUPPLY MANUFACTURER S CERTI FI CATE OF
ANALYSI S FOR EACH BATCH SHOW NG THE

VI SCOSI TY AND DENSI TY W TH EACH

SHI PMENT. THE CONTAI NERS MUST BE
LABELED " | NDUSTRI AL MAI NTENANCE

COATI NG' WTH ONE OR MORE OF THE
FOLLOW NG STATEMENTS: (1) "FOR

I NDUSTRI AL USE ONLY", (2) "FOR

PROFESSI ONAL USE ONLY", (3)"NOT FOR

RESI DENTI AL USE", (4) "NOT | NTENDED FOR
RESI DENTI AL USE"

I TY DATE 07/10/2023 PAGE : 421
M CURRENT VERSION : 1.10.00

MFG PART NO USE PY1 USE YTD

71-32-3251

PRI MER, WH TE Pl GVENTED, WATER BASED
STAIN KI LLER I N ONE GALLON CAN. FOR USE
AS AN | NTERI OR BONDI NG PRI MER. COLOR
NYCT WH TE PRI MER, STAI NKI LLER. MUST
HAVE FLASH PO NT 100 DEGREES F M NI MUM
VI SCOSI TY 85 KU; MUST HAVE DRYI NG TI ME
TO RE- COAT 2 HOURS M NI MUM AND COVERAGE
UP TO 500 SQ FT/GAL @1M L. MUST
COVPLY W TH NYSDEC REGULATI ON 6NYCRR
PART 205 ARCH TECTURAL & | NDUSTRI AL

MAI NTENANCE COATI NGS: SPECI ALTY

PRI MERS, SEALERS AND UNDERCOATERS W TH
MAXI MUM VOC OF 2.92 LB/ GAL (350 G/ L).
THE CONTAI NERS MUST BE LABELED W TH ONE
OR MORE OF THE FOLLON NG STATEMENTS:

(1) "FOR BLOCKI NG STAINS: , (2)"FOR FI RE
DAMAGED SUBSTRATES', (3)"FOR SMOXE
DAMAGED SUBSTRATES', (4) " FOR WATER
DAMAGED SUBSTRATES', OR (5)"FOR

EXCESSI VELY CHALKY SUBSTRATES'.

IN 1 GAL CAN

MERCURY PAI NT CO.
NYCTA
NYCTA
NYCTA

AQUAZOOM ACRYL STAI NKI LLER WH
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S

71-33-7400

PRI MER, PAINT, O L BASED, RED/ BRON

Pl GVENT. USED AS RUST | NHI Bl TI NG PRI MER
ON METAL STRUCTURAL SURFACES; PACKED | N
ONE GALLON CAN. SOLI DS CONTENT -73-77%
VEI GHT, VI SCCSI TY 80-90 KU; DRY TO
TOUCH TI ME 2-4 HOURS, TACK FREE DRY
TIME 4-6 HURS. USED BOTH AS AN

I NDUSTRI AL MAI NTENANCE COATI NG AND AS A
RUST PREVENTI VE COATI NG ( NYDEC

REGULATI ON 6NYCRR PART 205). |IT MJUST

SHERW N W LLI AMS
NYCTA/ MABSTOA
NYCTA

NYCTA

E41 N1 KROM K METAL PRI MER
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 1/05 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

2w

QUALI FI ED PRODUCTS LI ST

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

COWLY W TH THE MORE RESTRI CTI VE VOC
LIMT FOR 6NYCRR PART 205 | NDUSTRI AL

MAI NTENANCE COATI NGS W TH MAXI MUM VOC
OF 2.84 LB/ GAL (340G L). THE CONTAI NERS
MUST BE LABELED "1 NDUSTRI AL MAI NTENANCE
COATI NG' WTH ONE OR MORE OF THE
FOLLOW NG STATEMENTS: (1) "FOR

I NDUSTRI AL USE ONLY" (2) "FOR

PROFESSI ONAL USE ONLY", (3) "NOTI FOR
RESI DENTI AL USE", OR (4) "NOT | NTENDED
FOR RESI DENTI AL USE".

1 GAL CAN

I TY DATE 07/10/2023 PAGE : 422
M CURRENT VERSION : 1.10.00

USE PY1 USE YTD

PRI MER, SEALER, RUDDY BROWN, SPRAY CAN
12 Oz/ CAN
12 Oz/ CAN

RUST TOUGH RUDDY BROWN ( RTA920
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S

71-50- 2999

PAI NT, LACQUER, CRYSTAL CLEAR, ACRYLIC, KRYLON
16 OZ. SPRAY CANS, NET WI. 12 OZ. , FEDERAL SPECI FI CATI ON

VEETI NG COMVERCI AL | TEM DESCRI PTI ON NYCTA
A- A- 1585 W TH EXCEPTI ONS TO SCOLI D NYCTA
CONTENTS AND SPECULAR GLOSS. THE SOLI D NYCTA

CONTENTS SHOULD BE M N 20-25G AND THE
SPECULAR GLCOSS 85-90 DEGREES M L-TT-L50
COLOR. [ NOTE: FLASHPO NT REQUI REMENT OF
NYCTA SPECI FI CATI ON CCSS- 002( GENERAL
REQUI REMENTS FOR PAINTS) IS NOT

APPLI CABLE.] NOTE TO DCE USERS:
APPROVED FOR USE ONLY AT DESI GNATED
SPRAY ROOM AT 207 ST ELECTRI C COVPONENT
SHOP

IN 16 OZ CAN

IN 16 OZ CAN

CLRVSRW CVMXTECACRCRYCLRGLS513
A- A- 1585

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S
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PROG- I D :

71-63-0100
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON
PRI MER AND RUST CONVERTER, WATER BASED
ACRYLI C EMULSI ON; MUST CONTAI N M NI MUM
OF 34 PERCENT OF RESIN SOLI D BY VEI GHT;
VI SCOSI TY=15- 28 SECS. PACKAGED | N ONE
GALLON CONTAI NERS. M NI MUM SHELF LI FE
AT TIME OF RECEIPT IS 9 MONTHS. MUST
COVPLY W TH THE VOC LIM T FOR NYSDEC
REGULATI ON 6NYCRR PART 205

ARCHI TECTURAL & | NDUSTRI AL MAI NTENANCE
COATI NGS: PRI MERS, SEALERS AND
UNDERCOATERS W TH MAXI MUM VOC OF 1. 67
LB/ GAL (220 G/ L).

IN 1 GAL CTRS

PROTEK PAI NT LTD
NYCTA
NYCTA
NYCTA
NYCTA

71-65-0010

COATI NG, UNDERCOAT AND PRI MER;, WATER
BASED RUBBERI ZED ACRYLI C COATI NG FOR
SEALI NG ROOFS, WALLS AND DECKS;

ESPECI ALLY FOR USE ON RAI LCAR ROCFS;
USED | N CONJUNCTI ON W TH MOBI LE COAT
MC5. THI CK LI GHT GRAY; 34% SOLI DS BY
VOLUME; SPECI FI C GRAVITY 1.12 TO 1. 20;
PH 8.5-9.9, NOM NAL WEI GHT

APPROXI MATELY 9. 37-9. 97 LBS/ GAL;

FLEXI BLE AND DURABLE OVER A W DE
TEMPERATURE RANGE; BONDS EASI LY TO MOST
SURFACES. PACKACGED IN 5 GALLON PAI L.
USED | N CONJUNCTI ON W TH #71- 65-0012
COATI NG MJUST COWPLY W TH NYSDEC
REGULATI ON 6NYCRR PART 205

ARCHI TECTURAL & | NDUSTRI AL MAI NTENANCE
COATI NGS:  WATERPROOFI NG SEALERS W TH
MAXI MUM VOC OF 2.09 LB/ GAL (250 G'L).
INS5 GAL PAIL

KST COATI NGS MANUFACTURI NG | NC
NYCTA
NYCTA
NYCTA

71-65-0012

COATI NG, RUBBERI ZED, MODI FI ED ACRYLI C,
PROTECTI VE; FOR WATERPROOFI NG,

MAI NTAI NI NG AND REPAI RI NG RAI LCAR
ROOFS; CREAMY VWH TE LI QUI D; 32% SOLI DS
BY VOLUME; 25% RESI N BY WEI GHT, 28%
Pl GVENT BY WEI GHT; SPECI FI C GRAVI TY
1.21 TO 1.28; PH 8.5 TO 9.9; NOM NAL
VEI GHT APPROXI MATELY 10. 08-10. 68

LBS/ GAL; FLEXI BLE AND DURABLE OVER A
W DE TEMPERATURE RANGE; REFLECTS SUNS
RAYS (85%; 5 GALLON PAIL USED IN
CONJUNCTI ON W TH #71- 65-0010

KST COATI NGS MANUFACTURI NG | NC
NYCTA
NYCTA
NYCTA

THORI TY DATE 07/10/2023 PAGE : 423
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD
BLUE STEEL PRI MER 213 112

7137- FACI L-01

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 002 9/21 G R PAINTS REV.

CCSS- 003 REV E 9/11/17 RESTR S

ELASTO SEAL KST 00O0OES- 20 0 0

CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 002 1/05 G R PAINTS REV.

CCSS- 003 REV E 9/11/17 RESTR S

MOBI LE COAT KSTOOOOMC- 20 0 0

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 1/05 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S
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71-65-0200
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EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

I TY DATE 07/10/2023 PAGE : 424
M CURRENT VERSION : 1.10.00
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON MFG NAME MFG PART NO USE PY1 USE YTD
PRI MER/ UNDERCOAT. EXEMPT FROM NYSDEC

REGULATI ON 6NYCRR PART 205

ARCHI TECTURAL & | NDUSTRI AL MAI NTENANCE

COATI NGS AND PART 228 SURFACE COATI NG

PROCESSES SI NCE THI' S COATI NG | S APPLI ED

TO RAI LCAR ROOFS BY BRUSHES AND

RCLLERS.

COATI NG WATER BASED ACRYLI C, LI GHT M NNESOTA, M NI NG & MANUFACTUR WATERBASED PROTECT SEALANT 320 0 120
GRAY, FOR USE AS COATI NG TO SEAL LEAKS NYCTA CCSS- 001, REV I, 3-9-11, LABEL

ON CAR ROOFS. APPLY BY BRUSH AND ROLL, NYCTA CCSS- 002 9/21 G R PAINTS REV.

REMOVE DI RT, RUST AND OTHER NYCTA CCSS- 003 REV E 9/11/17 RESTR S

CONTAM NANTS ON SURFACES BEFORE APPLY
BY BRUSH OR ROLL; PACKAGED I N FI VE

LI TER PAIL AND EACH CASE CONTAI NS TWO
FI VE- LI TER PAI LS

COATI NG, THREE COVPONENT EPOXY, 99% NPl FOR GARON GARON POURNVWALK 15370 DARK GRA 0 0
SOLI DS, DARK GRAY, SELF- LEVELI NG CONCRETE ~ NYCTA CCSS- 001, REV I, 3-9-11, LABEL
FLOOR RESURFACER. FI LLS AND COATS OVER NYCTA CCSS- 002 1/05 G R PAINTS REV.
CRACKS, GOUGES, ROUGH SPOTS. DRY FI LM NYCTA CCSS- 003 REV E 9/11/17 RESTR S

THI CKNESS 62 M LS. EACH KI'T CONSI STS OF
THREE PARTS: 1 GALLON OF PART A RESIN IN
A 1 GALLON CAN AND 1/2 GALLON OF PART B
CATALYST IN A 1/2 GALLON CAN, 20 POUNDS
OF AGGREGATE PART C. MUST COVPLY W TH
NYSDEC REGULATI ON 6NYCRR PART 205

I NDUSTRI AL MAI NTENANCE COATI NGS W TH
MAXI MUM VOC CF 2.09 LB/ GAL (250 G'L).IN
ACCORDANCE W ASTM TEST METHOD D1475
DENSI TY OF PART A 1S 9-10 LBS/ GAL @ 70F,
DENSI TY OF PART B 1S 8-9 LBS/ GAL @ 70F
WHEN TESTED USI NG A V\EI GHT- PER- GALLON
CUP. | N ACCORDANCE W TH METHOD A
PROCEDURE A OF ASTM TEST METHOD D562

VI SCOSI TY OF PART A AND PART B M XED

(2 PARTS A TO1 PART B BY VOLUVWE) | S
60-80 KREB UNI TS @ 70F TESTED W TH 3

3 M NUTES OF M XI NG | N ACCORDANCE W TH
ASTM D523, SECTI ON 8.1 USI NG PRACTI CE E
PER ASTM TEST METHOD 823 SPECULAR GLOSS
AFTER 24 HOURS(A+B M XED @0 M LS) >60
DEGREES. | N ACCORDANCE W TH ASTM D1640
DRY TO TOUCH( A+B+C M XED @62 M LS) <12
HOURS @ 70F. POT LI FE(150 CRAMS A+B+C

M XED) >90 M NUTES @ 70F. COLCR

TRI STI MULUS VALUES(L*49. 47, A*0. 65
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PROG- I D :

EVS NEW YORK CI TY TRAN
MANAGE

JSBYRALL COMMODI TY

QUALI FI ED PRODUCTS
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SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON
B*1. 71, DELTA E<6).VENDOR TO SUPPLY C OF
A FOR EACH BATCH SHOW NG THE DENSI TY
(PART A&B), VI SCOSI TY(M XED A&B), GLOSS
DRY TI ME. VENDOR MUST SHOW CONFORMANCE
TO I TS SPEC S AND SUBM T GLOSS, VI SCOSI TY
DENSI TY AND COLOR TEST RESULTS TO NYC
TRANSI T | NSPECTI ON AND TESTI NG US| NG
ABOVE Cl TED TEST METHODS USI NG AN

| NDEPENDENT ACCREDI TED LAB CERTI FI ED TO
| SO 17025 FOR EACH BATCH PRODUCED

I TY DATE 07/10/2023 PAGE : 425
M CURRENT VERSION : 1.10.00

USE PY1 USE YTD

71- 65-0925

CATALYST, PAINT ACTI VATOR, FOR USE WTH  DEFT

ZERO VOC DEFT PAINTS: GRAY PRI MER NYCTA
(09GYO07E), BLACK TOP COAT(36BKO01E), NYCTA
BLUE TOP COAT (36BLO15K) AND WH TE TOP NYCTA
COAT( 36 W2 1E)
IN 4 PART CTR

80- X-022

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 1/05 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S

REDUCER, FOR PPG TWO- COVPONENT EPOXY PPG | NDUSTRI ES

PRI MER ( COVWCODI TY #71-32-1030/1032), NYCTA
COWPCSI TION |'S METHYL, AMYL KETONE, NYCTA
PACKAGED IN 1 GALLON CONTAI NER NYCTA

Q70 METHYL AMYL KETONE REDUCER
CCSS- 001 1/05 LABEL

CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S

71-65-2100

THI NNER, POLYURETHANE GRADE, 1 GALLON, SHERW N- W LLI AMS

CONTAI NERS, HI GH FLASHPO NT (M N 100 NYCTA
DEG F BY TAG CLOSED CUP), TO BE USED NYCTA
WTH ALL TWO- COVPONENT POLYURETHANE NYCTA

PAI NTS COVERED UNDER SPEC. NYCTA
1075-C 86, REV.F.
IN1 GAL CTR

R7K132 REDUCDER#132

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S

71- 66- 3505

THI NNER, FOR CLEANI NG SPRAY PAI NT SHERW N- W LLI AMS
EQUI PMENT; REMOVES TWO- COMPONENT NYCTA
PCLYURETHANE PAI NT RESI DUE FROM SPRAY NYCTA
GUNS, HOSES, POTS AND OTHER ASSCOCI ATED

SPRAY PAI NT EQUI PMENT; HAS A M NI MUM

FLASH PO NT OF 80 DEGREES, TO BE

XYLENE- BASED; PACKAGED IN 5 GALLON

CONTAI NERS. [ NOTE: FLASHPO NT

REQUI REMENT OF NYCTA SPECI FI CATI ON

CCSS- 002( GENERAL REQUI REMENTS FOR

PAI NTS) |I'S NOT APPLI CABLE. ]

REDUCER 58/ R7K58
CCSS- 002 1/05 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S
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I TY DATE 07/10/2023 PAGE : 426
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

STOCK NO  LONG DESCRI PTI ON MFG NANE MFG PART NO USE PYL USE YTD
IN 5 GAL CTRS
71-68-4010 THI NNER, FOR PPG TWO- COMPONENT PPG | NDUSTRI ES REDUCER DS- 279 0
POLYACRYLI C PAI NTS( COVWODI TY # NYCTA CCSS-001, REV I, 3-9-11, LABEL
71-22-0126/ 0128); COMPCSI TION OF THI S NYCTA CCSS-002 1/ 05 G R PAI NTS REV.
THI NNER | S ACETONE AND 4- CHLORO- A, A, A- NYCTA CCSS-003 REV E 9/11/17 RESTR S
TRI FLUOROTOLUENE, PACKAGED | N QUART
CAN;, FLASHPO NT REQUI REMENT OF NYCT
SPECI FI CATI ON CCSS- 002 GENERAL
REQUI REMENTS FOR PAINT |'S NOT
APPLI CABLE 1 QT CAN
1 QT CAN
71-68-4015 THI NNER, FOR PPG TWO- COMPONENT EPOXY PPG | NDUSTRI ES Q60 METHYL ETHYL KETONE THI NNE 0
PRI MER ( COWODI TY # 71-32- 1030/ 1032) ; NYCTA CCSS-001, REV I, 3-9-11 LABEL
COVPOSI TI ON | S METHYL ETHYL KETONE, NYCTA CCSS-002 9/21 G R PAINTS REV.
PACKAGED I N 1 GALLON CONTAI NER NYCTA CCSS-003 REV E 9/11/17 RESTR S
71-72-8190 THI NNER, FOR RED(STOCK # 71- 86-3998) SHERW N- W LLI AN TOLUENE SW R2K1 0
AND CLEAR(STOCK # 71- 86- 3550/ 3551) NYCTA CCSS-001, REV I, 3-9-11, LABEL
| NSULATI NG VARNI SHES: NOM NALLY 100% NYCTA CCSS-002 1/ 05 G R PAINTS REV.
TOLUENE; PACKAGED | N 1- GALLON CAN; NYCTA CCSS-003 REV E 9/11/17 RESTR S
M NI MUM FLASHPO NT 35 DEGREES F(TCC).
NOTE: FLASHPO NT AND VOC CONTENT
REQUI REMENT OF NYCT SPECI FI CATI ON
CCSS- 002 ( GENERAL REQUI REMENTS FOR
PAINTS) |'S NOT APPLI CABLE. REQUI RED
PPE: CHEM CAL SPLASH GOGGLES &
POLYVI NYL ALCOHOL GLOVES
IN 1 GAL CAN
71-86- 3551 VARNI SH, ALKYD RESI N AND SOLVENT BASED,  GLYPTAL 1202 0
CLEAR, | NSULATING AIR DRYING FOR USE  NYCTA CCSS-001, REV I, 3-9-11, LABEL
AS A DI ELECTRI C | NSULATI NG COATI NG FOR  NYCTA CCSS- 002 1/ 05 G R PAI NTS REV.
RAI LCAR ELECTRI CAL EQUI PMENT. PACKAGED  NYCTA CCSS-003 REV E 9/11/17 RESTR S

IN 1- GALLON CANS. MJUST BE FAST DRYI NG
HAVE EXCELLENT O L, MJ STURE AND ACI D
RESI STANCE AND HEAT RESI STANCE UP TO
145 DEG C. MJST BE HOMOGENEQOUS, CLEAR
AND FREE OF SEDI MENT, MJ STURE AND
SUSPENDED MATTER. DI ELECTRI C STRENGTH
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QUALI FI ED PRODUCTS

2w

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON MFG NAME

(ASTM D115 USI NG A COPPER SUBSTRATE
AFTER 24 HOURS | MVERSI ON I N DI STI LLED
WATER) SHALL BE 1500 VPM DRY) AND 350
VPM (VET). VI SCOSITY (ASTM D2393 @ 25
DEG C, BROOKFIELD) SHALL BE 175-350
CPS. SOLI DS CONTENT (ASTM D1644) SHALL
BE 38-52% BY WEI GHT. SHALL BE TACK FREE
(ASTM D1640) WTHI N ONE HOUR. M NI MUM
FLASH PO NT (ASTM D93) OF 70 DEG F.
MAXI MUM VOC ( ASTM D396) OF 4.09.

SPECI FI C GRAVI TY (ASTM D1963 @ 25 DEG
C) BETWEEN 0.91 AND 1.01. NOTE: FLASH
PO NT AND VOC REQUI REMENT OF NYCT

SPECI FI CATI ON CCSS- 002 ( GENERAL

REQUI REMENTS FOR PAINTS) IS NOT

APPLI CABLE. SINCE TH S MATERI AL | S
APPLI ED BY BRUSH TO TRAIN PARTS IT IS
EXEMPT FROM THE VOC REQUI REMENTS. SI NCE
TH'S MATERI AL IS ONLY APPLI ED BY BRUSH
TO TRAIN PARTS I T I S EXEMPT FROM NYSDEC
REGULATI ON 6NYCRR PART 205

ARCHI TECTURAL & | NDUSTRI AL MAI NTENANCE
COATI NGS AND PART 228 SURFACE COATI NG
PROCESSES.

IN 1 GAL CANS

I TY DATE 07/10/2023 PAGE : 427
M CURRENT VERSION : 1.10.00

MFG PART NO USE PY1 USE YTD

71-86- 3553

VARNI SH, RESI N AND WATER BASED, CLEAR, GLYPTAL
H GH GLOSS | NSULATI NG, Al R DRYI NG FOR NYCTA
USE AS A DI ELECTRI C | NSULATI NG CQOATI NG NYCTA
FOR RAI LCAR SHCE BEAMS AND ELECTRI CAL NYCTA
EQUI PMENT. PACKAGED | N BLACK PLASTIC

QUART- SI ZED CONTAI NER. MUST HAVE

EXCELLENT O L AND MO STURE RESI STANCE,

AND HEAT RESI STANCE UP TO 125 DEG C

MUST BE HOMOGENEQUS AND FREE OF

SEDI MENT AND SUSPENDED MATTER.

DI ELECTRI C STRENGTH ( ASTM D115 USI NG A

COPPER SUBSTRATE AFTER 24 HOURS

| MVERSI ON I N DI STI LLED WATER) SHALL BE

A M N MUM CF 1500 VPM (DRY) AND 350 VPM

(WET). VI SCCSITY (ASTM D2393 @ 25 DEG

C, STORMER) SHALL BE 72-78 KU. SOLI DS

CONTENT ( ASTM D1644) SHALL BE 27% BY

VEI GHT M NI MUM SHALL BE TACK FREE

(ASTM D1640) WTH N THREE HOUR. M NI MUM

FLASH PO NT (ASTM D93) OF 70 DEG F.

SPECI FI C GRAVI TY (ASTM D1963) @ 25 DEG

C BETWEEN 1. 00 AND 1.10. MJST COWPLY

1202E SPECI AL SAMPLE B H G.0S
CCSS-001 REV |, 3-9-11, LABEL

CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S
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I TY DATE 07/10/2023 PAGE : 428
M CURRENT VERSION : 1.10.00

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

W TH NYSDEC REGULATI ON 6 NYCRR PART 205
ARCHI TECHTURAL & | NDUSTRI AL MAI NTENANCE
COATI NGS AND PART 228 SURFACE COATI NG
PROCESS.

USE PY1 USE YTD

71-86- 3995

VARNI SH, RED AERCSOL DI ELECTRI C JOHN C. DCLPH

| NSULATI NG POLYURETHANE BASED; MUST NYCTA
HAVE DI ELECTRI C STRENGTHS AS MEASURED NYCTA
BY ASTM D115 M Nl MUM 1770 VOLTS/ M L NYCTA
(DRY) AND M NI MUM 1,140 VOLTS/ M L(VET);  ASTM
MUST DRY TO TOUCH WTHI N 60 M NUTES; NYCTA

PACKAGED IN A 20 FL. OZ. AERCSOL CAN,
(NET W 1S 15.6 OZ.) MJUST CONTAI N

SUFFI CI ENT PROPELLANT SO THAT LARGE
QUANTI TI ES OF VARNI SH DO NOT' REMAI N | N
CAN AFTER ALL PROPELLANT IS EXPELLED;
VARNI SH MUST BE ABLE TO BE SPRAYED
FREELY FROM CAN W THOUT CLOGGE NG
FLASHPO NT REQUI REMENT OF NYCT SPEC
CCSS- 002 1S NOT APPLI CABLE. CERTI FI CATE
OF ANALYSI S AND CERTI FI CATE OF
CONFORVANCE FOR EACH BATCH TO BE

SUPPLI ED TO NYCT MANAGER OF | NSPECTI ONS
AND TESTI NG PRI OR TO SHI PPI NG MATERI AL.
THE MANUFACTURER (J.C. DOLPH) WLL
PROVI DE THE TECHNI CAL DATA ON DRY AND
VET DI ELECTRI C STRENGTHS.

IN 20 Oz CANS

IN 20 Oz CANS

ER- 44 186 135
CCSS- 001, REV I, 3-9-11, LABEL

CCSS- 002 9/21 G R PAINTS REV.

CCSS- 003 REV E 9/11/17 RESTR S

D115

PALLET SPEC.

71- 86- 3998

VARNI SH, ALKYD, RESI N AND SOLVENT GLYPTAL
BASED, RED, |NSULATING AIR DRYING FOR NYCTA
USE AS A DI ELECTRI C | NSULATI NG COATING  NYCTA
FOR RAI L CAR ELECTRI CAL EQUI PMENT. NYCTA
PACKAGED | N 1- QUART CANS. MUST BE FAST

DRYI NG HAVE EXCELLENT O L, MO STURE

AND ACl D RESI STANCE AND HEAT RESI STANCE

UP TO 145 DEG C. MJST BE HOMOGENEOUS,

CLEAR AND FREE OF SEDI MENT, MO STURE

AND SUSPENDED MATTER. DI ELECTRI C

STRENGTH( ASTM D115 USI NG A COPPER

SUBSTRATE AFTER 24 HOURS | MVERSI ON | N

DI STI LLED WATER) SHALL BE 1400- 2900

VPM DRY) AND 350- 1400 VPM VET) .

VI SCOSI TY( ASTM D3794@ 25 DEG. C. ZAHN

CUP # 3)SHALL BE 35-55 SEC. SOLIDS

1201 2 0
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S
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2w

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON MFG NAME
CONTENT ( ASTM D1644) SHALL BE 51-62% BY
VEElI GHT. SHALL BE TACK FREE( ASTM

D1640) WTHI N 30 M NUTES. M Nl MUM FLASH
PO NT(ASTM D93) OF 70 DEG F. MAXI MUM
VOC( ASTM D3960) OF 4. 35. SPECI FIC

GRAVI TY(ASTM D1963) @ 25 DEG C) BETVEEN
1.12 AND 1.175. NOTE: FLASHPO NT AND
VOC REQUI REMENT OF NYCTA SPECI FI CATI ON
CCSS- 002( GENERAL REQUI REMENTS FOR

PAI NTS) I S NOT APPLI CABLE SINCE THI S
MATERI AL |'S ONLY APPLI ED BY BRUSH TO
TRAIN PARTS I'T | S EXEMPT FROM NYSDEC
REGULATI ON 6NYCRR PART 205

ARCHI TECTURAL & | NDUSTRI AL MAI NTENANCE
COATI NGS AND PART 228 SURFACE COATI NG

71-86-4005

PROCESSES.

IN 1 QT CANS

VARNI SH, WATER BASED URETHANE, RED, GLYPTAL
USED AS AN | NSULATI NG COATI NG ON NYCTA
ARMATURES AND COI LS, PACKAGED I N NYCTA
ONE- GALLON CONTAI NERS. MEETS NYCTA

REQUI REMENTS OF M LI TARY SPECI FI CATI ON M L SPEC
M L- E-22118B, W TH THE EXCEPTI ONS OF

VI SCOSI TY VWH CH SHOULD BE, AS RECEI VED,
75+/ - 3KU, @25 DECREES C, TOTAL WEI GAT
SOLI DS CONTENT WWH CH SHOULD BE 38% M N,
AND DI ELECTRI C STRENGTH WHI CH SHOULD BE
A M N MU CF 1500 VOLTS/ M L (DRY).

CERTI FI CATE OF ANALYSIS (C OF A) AND/ OR
CERTI FI CATE OF CONFORVANCE/ COVPLI ANCE
(C OF O FOR EACH BATCH TO ACCOVPANY
EACH SHI PMENT. CERTI FI CATE OF ANALYSI S
TO | NCLUDE BATCH #, DATE OF
MANUFACTURE, WEI GHT PER GALLON,

VI SCOSI TY AND CURE Tl ME. NOTE: VOC
REQUI REMENT OF NYCTA SPECI FI CATI ON
CCSS- 002 ( GENERAL REQUI REMENTS FOR
PAINTS) 1S NOT APPLI CABLE. SINCE THI S
MATERI AL |'S ONLY APPLI ED BY BRUSH TO
TRAIN PARTS I'T | S EXEMPT FROM NYSDEC
REGULATI ON 6NYCRR PART 205

ARCHI TECTURAL & | NDUSTRI AL MAI NTENANCE
COATI NGS AND PART 228 SURFACE COATI NG
PROCESSES.

IN 1 GAL CTRS

THORI TY DATE 07/10/2023 PAGE : 429
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD
1201E SPECI AL 57 12

CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S
M L- E-22118B



USER-I D :
PROG- I D :

EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

2w

QUALI FI ED PRODUCTS LI ST

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

THORI TY DATE 07/10/2023 PAGE : 430
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD

71-86-4010

LONG DESCRI PTI ON MFG NAME
VARNI SH, WATER BASED URETHANE, RED, GLYPTAL
USED AS AN | NSULATI NG COATI NG ON NYCTA
ARVATURE, CO LS AND SI GNAL | NSULATED NYCTA
RAIL JO NT. PACKAGED | N BLACK PLASTI C NYCTA

QUART SI ZE CONTAI NER. MEETS

REQUI REMENTS OF M LI TARY SPECI FI CATI ON
M L- E- 22118B, W TH THE EXCEPTI ONS OF
VI SCOSI TY WHI CH SHOULD BE AS RECEI VED
75+/ - 3KU AT 25 DEGREES C. TOTAL W\EI GHT
SOLI DS CONTENT WHI CH SHOULD BE 38%

M N AND DI ELECTRI C STRENGTH WHI CH
SHOULD BE AT M NI MUM OF 1000 VOLTS/ M L
(DRY). CERTI FI CATE OF ANAYLSI S (C OF A
AND/ OR CERTI FI CATE OF CONFORMANCE/
COWPLI ANCE (C OF C) FOR EACH BATCH TO
ACCOVPANY EACH SHI PMENT. CERTI FI CATE OF
ANALYSI S TO | NCLUDE BATCH #, DATE OF
MANUFACTURE, WEI GHT PER QUART,

VI SCOSI TY AND CURE TI ME. NOTE: VOC
REQUI REMENT OF NYCTA SPECI FI CATI ON
CCSS- 002( GENERAL REQUI REVENTS FOR
PAINTS) IS NOT APPLI CABLE. SINCE TH 'S
MATERI AL IS ONLY APPLI ED BY BRUSH TO
SI GNAL RAI L AND COVPONENT PARTS, IT IS
EXEMPT FROM NYSDEC REGULATI ON 6NYCRR
PART 205 ARCH TECTURAL AND | NDUSTRI AL
MAI NTENANCE COATI NGS AND PART 228
SURFACE COATI NG PROCESSES

IN 1 QT CTRS

1201E SPECI AL- QT 1100 335
CCSS- 001, REV I, 3-9-11, LABEL
CCSS- 002 9/21 G R PAINTS REV.
CCSS- 003 REV E 9/11/17 RESTR S

71-98-1250

STRI PPER, FOR REMOVI NG PAI NT, CONSI STS DUMOND CHEM CALS, | NC

OF ALKALI NE PASTE AND LAM NATED CLOTH, NYCTA
ONE GALLON CAN. FOR REMOVI NG LAYERS OF NYCTA
PAI NT FROM WOOD, BRI CK, CONCRETE, NYCTA

STONE, STUCCO, PLASTER, CAST | RON
STEEL, MARBLE, AND FI BERGLASS. NOT
RECOMVENDED FOR USE ON VENEER, PLYWOOD,
DRYWALL, ALUM NUM AND HARDWOCDS (W LL
DARKEN HARDWOODS, USE ONLY | F PLANNI NG
TO REPAI NT). PRODUCT EFFI CI ENCY | S
GREATLY REDUCED BELOW A TEMPERATURE OF
40 DEGREES F, DOES NOT CONTAI'N
METHYLENE CHLORI DE, NON- FLAMVABLE, VOC
IS 0. PPE REQU RED; CHEM CAL SPLASH
GOGELES & NEOPRENE GLOVES

PEEL AVAY 1 0 0
CCSS-001, REV I, 3-9-11, LABEL

CCSS- 002 1/05 G R PAINTS REV.

CCSS- 003 REV E 9/11/17 RESTR S



USER-I D :
PROG- I D :

EVS NEW YORK
COMMODI

JSBYRALL

CIl TY TRAN
TY MANAGE

QUALI FI ED PRODUCTS

2w

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

DATE 07/10/2023 PAGE : 431
CURRENT VERSION : 1.10.00

USE PY1 USE YTD

72-15-1128

TEST STRI P, EXTENDED LI FE COOLANT,
USED TO CHECK | NHI BI TOR LEVEL OF
EXTENDED LI FE COOLANT (70-07-2015,
70-07-2022 OR 70-07-2023), M N MM
SHELF LI FE REQUI RED AT TI ME OF RECEI PT
IS 24 MONTHS, 25 STRIPS PER BOTTLE

OLD WORLD | NDUSTRI ES

BRAKE BLOCK, FRONT STANDARD, MATERI AL
MUST CONFORM TO FMSI 4228 FD

ABEX

6305671
MCA228FD

BRAKE BLOCK, FRONT, STANDARD

NON- SYMVETRI CAL, FOR THI RD GENERATI ON
DESI G\, MATERI AL MUST CONFORM TO

FMSI 4690D

BRAKE BLOCK, REAR, STANDARD,

NON- SYMVETRI CAL, FOR THI RD GENERATI ON
DESI G\, MATERI AL MUST CONFORM TO EMSI
4691D

BRAKE BLOCK, FRONT, STANDARD, W TH
VEAR | NDI CATOR, EDGE CODED "EE" & "FF"

BRAKE BLOCK, FRONT, 1/16" OVERSI ZED,

W TH WEAR | NDI CATOR, EDGE CODED "EE' &

n FFII

1R10- 089
1019358
WOL- 358- 9017

10 5
0 0

0 0

0 0
227 89
0 0

0 0



TY DATE 07/10/2023 PAGE : 432

USER-I D : EVS NEW YORK CI TY TRAN I
M CURRENT VERSION : 1.10.00

PROG- | D : JSBYRALL coMMODI TY MANAGE

2w
m—

QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

STOCK NO LONG DESCRI PTI ON MFG NAME MFG PART NO USE PY1 USE YTD

76- 65- 0003 Al R BAG FRONT, TAG AND DRI VE AXLES, MCI 12L-1-140 19 3
MCI 1998 THRU 2002 AND DRI VE AND TAG GOCDYEAR 1R12- 396
AXLES MCI 2005 THRU 2008 FI RESTONE WD1- 653-95-71

77-20-0011 NUT, FRONT WHEEL DRUM 7/8"-14 (| NNER) MCI 15C- 3-8 0 0
AND ENG NE WHEEL ( MULT- PURPGCSE) NEW FLYER CO. 5960281

MERI TOR HEAVY VEH CLE SYSTEMS NL-114-1

79-95-0123 O L COOLER ASSEMBLY, MODEL 743/896 FLEET YOUNG TOUCHSTONE YT422324 0 0
80-01-0052 DRUM BRAKE, HEAVY DUTY, FRONT AXLE. V\EBB 66374J 6 0
MATERI AL MUST BE GREY CAST | RON VWHI CH ORI ON H0102527AD
CONFORMS TO SAE J431 - GRADE GL1H20B. NYCTA BRAKEDRUMS PALLET SPEC.

NOTE: THE DRUMS ARE NOT TO BE STACKED
MORE THAN 3 H GH PER PALLET

80-11- 0006 CAMSHAFT, RIGHT HAND, 1-1/2" - 10 MERI TOR HEAVY VEH CLE SYSTEMS 2210-K-6303 0 0
SPLI NE, FRONT MCI 4J-1-8

80-11- 0010 CAMSHAFT, LEFT HAND, 1-1/2" - 10 MERI TOR HEAVY VEH CLE SYSTEMS 2210-L-6304 0 0
SPLI NE, FRONT MCI 43-1-7

80-11-0301 DRUM BRAKE, FRONT, MATERI AL MJST BE VWEBB VWHEEL PRODUCTS 64117J 12 35
GREY CAST | RON VWH CH CONFORMS TO NYCTA BRAKEDRUMS PALLET SPEC.

SAE J431 - GRADE Gl1H20B. NOTE: THE
DRUMS ARE NOT TO BE STACKED MORE THAN
3 H GH PER PALLET.

80-19-8007 DRUM FRONT BRAKE, MATERI AL MJUST BE V\EBB 66364J 449 107
GREY CAST | RON VH CH CONFORMS TO SAE MERI TOR HEAVY VEH CLE SYSTEMS 85123561002
J431 - GRADE Gl1H20B. NOTE: THE DRUMS NYCTA BRAKEDRUMS PALLET SPEC.

ARE NOT' TO BE STACKED MORE THAN 3 HI GH
PER PALLET.



USER-I D :
PROG- I D :

80- 65- 0057

EVS
JSBYRALL

NEW YORK
COMMODI

CIl TY TRAN
TY MANAGE

2w
m—

QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

DRUM BRAKE, TRAILI NG AXLE, MATERI AL
MUST BE GREY CAST | RON VH CH CONFORMS
TO SAE J431 - GRADE Gl1H20B.

NOTE: THE DRUMS ARE NOT TO BE STACKED
MORE THAN 3 HI GH PER PALLET.

80- 75-0010

DRUM BRAKE, HEAVY DUTY, FRONT AXLE.
MATERI AL MUST BE GREY CAST | RON WHI CH
CONFORMS TO SAE J431- GRADE G11H20B.
NOTE: THE DRUMS ARE NOT TO BE STACKED
MORE THAN 3 H GH PER PALLET

MERI TOR HEAVY VEH CLE SYSTEMsS
NEW FLYER CO.
ORI ON

MERI TOR HEAVY VEH CLE SYSTEMs
ORI ON

PLATE, LOCK UP CLUTCH,

| NTERNAL SPLI NED

THORI TY DATE 07/10/2023 PAGE : 433
YSTEM CURRENT VERSION : 1.10.00
MFG PART NO USE PY1 USE YTD
65119J 0 0
BRAKEDRUMS PALLET SPEC

15L-2-58 26 28
65600C

BRAKEDRUMS PALLET SPEC

2099860 0 0
2210- W 5535

15526041 0 0
2210- X- 5536

2210- Z- 8398 180 31
6329815

FO0102519AB

2210- Y- 8397 181 35
FO0102519AD

23048511 0 0
6834488 0 0



USER-I D :
PROG- I D :

EVS NEW YORK
COMMODI

JSBYRALL

CIl TY TRAN
TY MANAGE

2w
m—

QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON

KIT, POANER TAKE OFF, DRI VE, V731 AND
V7/31RH TRANSM SSI ON.

DATE 07/10/2023 PAGE : 434

CURRENT VERSI ON :

1.10.00

USE PY1 USE YTD

ORI ON

W LLI AM5 Al R CONTRCL
NEW FLYER CO.

NOVA BUS | NC.

051219526
403662
6367555
G1017868

85-11-1028

DRUM REAR BRAKE, MATERI AL MJUST BE
GREY CAST | RON VH CH CONFORMS TO SAE
J431 - GRADE Gl1H20B. NOTE: THE DRUMS
ARE NOT' TO BE STACKED NO MORE THAN 3
H GH PER PALLET

VWEBB VWHEEL PRODUCTS
NYCTA

64115J

BRAKEDRUMS PALLET SPEC.

MERI TOR HEAVY VEH CLE SYSTEMsS
ORI ON

2210V8628
@202509AB

MERI TOR HEAVY VEH CLE SYSTEMs
ORI ON

2210U8627
@202509AC

NOVA BUS | NC.
MERI TOR HEAVY VEH CLE SYSTEMsS

621170
HRSFOOT9

NOVA BUS | NC.
MERI TOR HEAVY VEH CLE SYSTEMsS
TRUCK TRAI LER

2041841
A-3211-H 3414
T-4143

85-75-0014

DRUM BRAKE, HEAVY DUTY, REAR AXLE.
MATERI AL MUST BE GREY CAST | RON VWHI CH
CONFORMS TO SAE J431- GRADE G11H20B.
NOTE: THE DRUMS ARE NOT TO BE STACKED
MORE THAN 3 H GH PER PALLET

15L- 3-57
64125B
BRAKEDRUMS PALLET

0 0

2 1

1 13
168 30
173 28
0 0

0 0
14 0



USER-I D :
PROG- I D :

85- 75-0027

EVS NEW YORK CI TY TRAN
JSBYRALL coMMODI TY MANAGE

QUALI FI ED PRODUCTS

2w

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON MFG NAME
DRUM BRAKE, HEAVY DUTY, TAG AXLE, MCI
MATERI AL MUST BE GREY CAST | RON VWHI CH V\EBB
CONFORMS TO SAE J431- GRADE G11H20B. NYCTA

NOTE: THE DRUMS ARE NOT TO BE STACKED
MORE THAN 3 H GH PER PALLET

15L-3-44
65153B
BRAKE DRUM PALLET

USE PY1

I TY DATE 07/10/2023 PAGE : 435
M CURRENT VERSION : 1.10.00

USE YTD

CAMSHAFT, LH MOHAWK MFG. SUPPLY

MERI TOR HEAVY VEH CLE SYSTEMsS

MUNCI E RECLANMATI ON

2032431
2210- Q 4905
VR3358

CAMSHAFT, RI GHT HAND MOHAWK MFG. SUPPLY

MERI TOR HEAVY VEH CLE SYSTEMs

NEW FLYER CO.

2032432
2210- R- 4906
5960314

85-87-0065

DRUM BRAKE, REAR MATERI AL MJUST BE V\EBB
GREY CAST | RON VH CH CONFORMS TO SAE NYCTA
J431 - GRADE Gl1H20B.

NOTE: THE DRUMS ARE NOT TO BE STACKED

MORE THAN 3 HI GH PER PALLET.

64051J
BRAKEDRUMS PALLET SPEC.

86-43-6700

BLADE ASSEMBLY, 26", W NDSHI ELD W PER, MCI

NOTE; W NDSHI ELD W PERS SHALL BE MADE N  ANCO
ACCORDANCE TO SAE J 198 STANDARDS AND MOHAVK

FMW/SS 104; ELEMENT SHALL BE NATURAL OR NEW FLYER CO.
SYNTHETI C RUBBER. ALL SUB COVPONENTS ORI ON

THAT MAKE UP W NDSHI ELD W PER FRAME SPRAGUE

SHALL BE CORRCSI ON RESI STANT. ENTI RE
BLADE SHALL BE PAI NTED BLACK W TH
SPECULAR GLCSS THAT COWPLI ES W TH ASTM
D-523. BLADE MUST BE SECURED W TH TWO
RETAI NI NG CLI PS THAT ARE CORROSI ON

RESI STANT, ONE AT EACH END (OR

EQUAL/ | MPROVED DESI GN). FRAME RI VETS
SHALL NOT AT ANY TI ME, BREAK OR

DI SASSEMBLE DURI NG NORVAL W NDSHI ELD
W PI NG OPERATI ONS. A LEG BLE
MANUFACTURERS LOGO SHALL BE

STAMPEDY MARKED ON THE W NDSHI ELD W PER
FRAME FOR | DENTI FI CATI ON. NECESSARY
ADAPTERS AND MOUNTI NG | NSTRUCTI ONS
SHALL BE FURNI SHED W TH EACH BLADE.

W PER BLADE ELEMENT MJUST NOT BE ABLE TO
DETACH FROM | TS LOCKI NG CLI P/ MECHANI SM
OR SLI DE DOWN FROM ElI THER END OF THE

3J-34-5 (REF ONLY)
52- 27

792070

8112552 ( REF ONLY)
C1201501AH ( REF ONLY)
S 1137-7



TY DATE 07/10/2023 PAGE : 436

USER-I D : EVS NEW YORK CI TY TRAN I
M CURRENT VERSION : 1.10.00

PROG- | D : JSBYRALL coMMODI TY MANAGE
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

STOCK NO LONG DESCRI PTI ON MFG NAME MFG PART NO USE PY1 USE YTD
W PER, UNLESS | TS ELEMENT | S DESI GNED
TO DO SO AND REMVAI N TOTALLY SECURED AT
ALL TI MES

88-07-8101 COMPUTER, ON BOARD- VEHI CLE LOG C UNI T, STRATEG C MAPPI NG OBU3210 0 0
USED W TH THE DI G TAL | NFORMATI ON
SCREENS( DI S)

88-07-8102 MONTI OR, 24" LCD PANEL, USED FOR THE STRATEGQ C MAPPI NG LCD24SP 0 0
DI G TAL | NFORVATI ON SCREENS (DI S)
SYSTEM

88-07-8104 MONI TOR, 37" W DE SCREEN DI SPLAY, USED  STRATEG C MAPPI NG DE37SS 0 0
FOR THE DI G TAL | NFORMATI ON SCREENS
(DI'S) SYSTEM

88-29-0963 MONI TOR, PRI MARY, 24" DI SPLAY KIT, ALL CLEVER DEVI CES 141- 300- 0001 0 0
IN ONE - 24" LED BACKLIT LCD PANEL,
MEDI A PLAYER, SSD ENCLOSURE
CONFI GURATI ON AND ON BOARD SOFTWARE,
DI G TAL | NFORVATI ON SCREENS (DI S)
SYSTEM

88-29-0964 MONI TOR, SECONDARY, 24" DI SPLAY, USED CLEVER DEVI CES 3843 0 0
FOR THE DI G TAL | NFORMATI ON SCREENS
(DI S) SYSTEM

88-29-0966 MONI TOR, PRI MARY, 37" DI SPLAY KIT, ALL CLEVER DEVI CES 141- 300- 0008 0 0
IN ONE - 37" LED BACKLIT LCD PANEL
MEDI A PLAYER, SSD, ENCLOSURE
CONFI GURATI ON AND ON BOARD SOFTWARE,
DI G TAL | NFORVATI ON SCREENS (DI S)
SYSTEM



USER-I D :
PROG- I D :

EVS NEW YORK
COMMODI

JSBYRALL

CIl TY TRAN
TY MANAGE

2w
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QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

LONG DESCRI PTI ON
MONI TOR, SECONDARY, 37" DI SPLAY, USED
FOR THE DI G TAL | NFORMATI ON SCREENS
(DI'S) SYSTEM

CLEVER DEVI CES
NEW FLYER CO.

4196

DATE 07/10/2023 PAGE : 437
CURRENT VERSION : 1.10.00

USE PY1 USE YTD

COWPUTER, | NFOTAI NMENT SERVER Ms- 700
INCL SW USED WTH THE DI G TAL
| NFORMATI ON SCREENS (DI S) SYSTEM

MONI TOR, 18.6" COLOR RAL 7035 DOUBLE
DI SPLAY MODULE, USED FOR THE DI G TAL
| NFORMATI ON SCREENS (DI S) SYSTEM

KI'T, ELEMENT, ORI ON SERI ES 50 ENG NE,
O L SEPARATOR, CONSI STI NG OF 2 EACH,
M NI COALESCENT ELEMENT AND 1 EACH,
WATER FI LTER ELEMENT

KIT, DI G TAL | NFORVATI ON SCREENS (DI S)

SYSTEM CONTAI NS: ONE | NFOTAI NIVENT
SERVER AND TWO 18. 6" DOUBLE DI SPLAY
MODULES, COLOR RAL 7035

KIT, DI G TAL | NFORVATI ON SCREENS (DI S)

SYSTEM CONTAINS: ONE 37" PRI MARY
MONI TOR AND ONE 37" SECONDARY MONI TOR

0 0
0 0
0 0
29 14
0 0
40 13
0 0
0 0



TY DATE 07/10/2023 PAGE : 438

USER-I D : EVS NEW YORK CI TY TRAN I
M CURRENT VERSION : 1.10.00

PROG- | D : JSBYRALL coMMODI TY MANAGE

2w
m—

QUALI FI ED PRODUCTS LI STI NG

SURFACE TRANSI T PROCUREMENT SUBDI VI SION UNI' T (400) RPT

STOCK NO LONG DESCRI PTI ON MFG NAME MFG PART NO USE PY1 USE YTD
92-88-8890 KIT, DI G TAL | NFORVATI ON SCREENS (DI S) VI ANOVA TECHNOLOA ES BUS- NY- COACH- 01 0 0
SYSTEM CONTAI NS: ONE | NFOTAI NIVENT
SERVER AND FOUR 18. 5" SCREENS FOR
PREVOST BUSES

92-88-8892 KIT, DI G TAL | NFORVATI ON SCREENS (DI S) CLEVER DEVI CES 100- 311- 0023 0 0
SYSTEM CONTAI NS:  ONE | NFOTAI NVENT
SERVER AND FOUR 20" SCREENS FOR
PREVOST BUSES

92-88-8893 KIT, DI G TAL | NFORVATI ON SCREENS (DI S) CLEVER DEVI CES 100- 311- 0022 0 0
SYSTEM CONTAINS: ONE 37" PRI MARY
DI SPLAY, ONE 37" SECONDARY DI SPLAY AND
ONE 29" SECONDARY DI SPLAY FOR NEW FLYER
AND NOVA ARTI CULATED BUSES

92-88-8896 KIT, DI G TAL | NFORVATI ON SCREENS (DI S) VI ANOVA TECHNOLOA ES BUS- NY- ARTI C- 02 0 0
SYSTEM CONTAI NS: ONE | NFOTAI NIVENT
SERVER, TWO 18. 5" DOUBLE SCREENS AND
ONE 28.6" (32:9 STRETCH) SCREEN FOR NEW
FLYER AND NOVA ARTI CULATED BUSES

97-24-5016 LIFT, PORTABLE, HYDRAULIC, WHEEL ROTARY LI FT CO MCH418D100 0 0
ENGAG NG MBI LE BUS LI FT SYSTEM 18, 000 STERTI L KON ST-1085 RSA NYT2
LBS MNIMUM ALL PORTABLE BUS LI FTS
SHALL BE QUALI FI ED I N RELATIONSHI P TO
THE TERMS AND CONDI TI ONS OF NYCT
DEPARTMENT OF BUSES FACI LI TI ES
DEPARTMENT SPECI FI CATI ON 11BC " PORTABLE
BUS LI FT" DATED 7/ 8/ 2016



TOTAL PROCESSI NG TIME = 00 HRS, 07 M NS.

TOTAL RECORDS PRI NTED : 18, 285

*x%% F|LES USED ****

MVS -->Y T D 86

MVIS --> USAGE 85

CTF --> LONG DESCRI PTI ON
VXF --> MFG PART NO

MG --> MFG NAME

| TEM --> UM

PROGRAM LOCATED I'N





